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The present invention relates to a hanger for paintings 
and the like and more particularly to such a hanger which 
permits the said painting to be adjustable vertically to any 
desired height. 
At the present time, art galleries and museums hang a 

relatively large number of paintings, which exhibits re 
quire a great deal of time and labor in hanging. In many 
cases, one person cannot raise a’ painting to the proper 
viewing height and then secure the painting to the wall. 
Also, although most paintings are not extremely heavy, 
it is often ‘difficult to hold a painting in a raised position 
with one hand and then reach behind the frame with the 
other hand to secure the painting to the wall or other 
supporting structure. 
The subject invention relates to a novel hanger for 

paintings and the like whereby the said painting may easily 
be hung by one person, with a minimum of effort. Fur 
thermore, after affixing the .painting to the wall, it may 
be leveled and in a modi?cation of the invention, addi 
tionally secured to the supporting structure. 
An object of the present invention is the provision of 

a hanger which enables one person to conveniently hang 
paintings and similar objects with a minimum of effort. 
Another object is to provide such a device which per 

mits the user to raise or lower a painting and the like to 
the proper viewing height and also level the painting. 
A further object of the invention is the provision of such 

a device which includes means whereby the said painting 
is additionally secured to the supporting structure. 

Still another object of the present invention is the pro 
vision of such a device which is extremely simple in con 
struction, inexpensive to manufacture, capable of mass 
production techniques, easy to use, and is universal in 
adaptability. 

Other objects and features of the invention will become 
apparent to those skilled in the art as the disclosure is 
made in the following detailed description of preferred 
embodiments of the invention as ‘disclosed in the accom~ 
panying sheet of drawing in which: 

FIG. 1 is a front elevational view of the preferred em 
bodiment of the invention. 

FIG. 2 is a side elevational view of the embodiment of 
FIG. 1 wherein the device is used to secure ‘a painting, 
shown in dotted line portions, to a supporting structure. 
FIG. 3 is an enlarged section of the device taken on 

the line 3—-3 of FIG. 2 looking in the direction of the 
arrows. 

FIG. 4 is an enlarged section of the device taken on 
the line 4—4 of FIG. 2 looking in the direction of the 

‘ arrows. 

FIG. 5 is a greatly enlarged, fragmentary, sectional 
view taken along the transverse axis of the arm. 

FIG. 6 is a front elevational view of a modi?cation of 
the invention; and 
FIG. 7 is a fragmentary, side elevational view showing 

the manner of securing a painting or the like, shown in 
dotted line portions, to the embodiment of FIG. 6. 

Referring now to the drawings, wherein like reference 
characters designate like or corresponding parts through 
out the several views, there is shown in FIGS. 1-5 of the 
drawings a preferred embodiment of the invention. The 
hanger 10, in general, consists of a rod 11 and an adjust 
able member 12 slidably positioned thereon. 
More particularly, an eye 11a is formed, in a conven 

tional manner, on the upper end of said rod. A screw 13 
or the like passes through the eye 11a and secures the 
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hanger .to the supporting structure 14-, as best seen in 
FIG. 2. The rod 11 is bent downwardly and outwardly 
below the said eye as indicated by reference numeral 11b, 
and thence vertically downward, 110. An offset portion 
11d, or the like, is formed in the lower end of the rod 
providing a stop for the member 12, hereinafter to be 
described. In the preferred embodiment, the over-all 
length of the said rod 11 is approximately six inches. 
However, it is to be understood that a rod of any desired 
length may be utilized. In a modi?cation of the inven 
tion, not shown, the upper end of an elongated rod is 
provided with a hook; said hook may be secured to hook 
molding, such as is well known to the art, which is often 
provided along the walls and ceiling of art galleries and 
museums, and the painting suspended therefrom. The 
lower end of said rod may additionally be provided with 
an eye to aid in'elevating the painting or similar object 
to the desired height. 

Referring now to FIG. 2 of the drawings, member 12 
consists of an arm 12a which is pivotally connected to an 
essentially L-shaped piece 1211. More particularly, piece 
12b is integrally formed and includes a base 120, a per. 
pendicularly upturned lower front 12d, an outwardly and 
upwardly extending medial portion 122, and a vertically 
extending upper front 12]‘. As best seen in FIGS. 1 and 4, 
rectangular recesses 120-1-120-2 are provided in each 
side of the base 120, said ‘recesses extend into the lower 
front 12d and terminate slightly above the plane of the 
upper surface of base 120. Rectangular recesses 12d-1 
12d—2 are also provided in each side of front 12d at the 
upper end thereof, which recesses accommodate the 
spaced, upwardly turned projections 12a-—1—12a—2 inte 
grally formed on each side of arm 12a. The vertically 
extending front 121‘ is bifurcated, as indicated by reference 
numerals 12f-1-12f-2. 

In FIGS. 3 and 4 of the drawings, the rear end of the 
arm 12a and base 120 are shown to be curved and an 
aligned bore 12a—3—12c—3, respectively, is provided adja 
cent the rear end of the said elements; the rod 11 passes 
through the said bores in tight ?tting relationship. A coil 
spring 15 is carried by the rod‘, the ends of said spring 
bear against the lower surface of arm 12a. and the upper 
surface of base 120, respectively. It is obvious that when 
arm 12a is depressed by applying a force thereagainst, the 
bores 12a—3, 12c-3 are in alignment and the member 12 
may be raised or lowered to any desired position on the 
rod. When such force is released, however, as illustrated 

I in FIG. 5, the spring 15 ‘forces against the lower surface 
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of arm 12a. causing the upper left and the lower right edges 
of the bore 12a-3 to bear against the said rod. 

In use, a screw 16 or the like is inserted into the rear, 
vertical frame portions of a painting P or similar object 
approximately one inch from the outer edge thereof and 
the head of said screw placed between the bifurcated por 
tions 12/f-1, 12f-2. The user may conveniently reach 
behind the painting P and place his thumb and fore?nger 
on the arm 12a and base 12c and adjust the hanger to the 
desired height in the manner hereto-fore described. The 
opposite side of the painting is secured to the supporting 
structure in like manner. ' 

Referring now to FIGS. 6 and 7 of the drawings, there 
is shown a modi?cation of the invention whereby a paint 
ing P or the like is secured to the supporting structure 14. 
An S-shaped element 17, constructed of rod, is connected 
to the hanger 10 and painting P, respectively. More spe 
ci?cally, an upper hook 17a is passed over the reduced 
portion 12c-4 of the base and the sides thereof insert in 
the recesses 120-1, 120-2. The lower end of said ele 
ment is provided with an eye 17b through which a screw 
18 or other conventional securing means may pass and 
insert into the rear frame portions of the painting or 
similar object. Such embodiment is not only adjustable 
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vertically in the manner heretofore described, but also 
provides security for the painting as required by many 
art galleries and museums. 

It is to be understood, of course, that the foregoing dis 
closure relates to only preferred embodiments of the in 
vention and that numerous modi?cations or alterations 
may be made therein without departing from the spirit and 
scope of the invention as set forth in the appended claims. 
What is claimed is: ' 
1. A device for hanging framed paintings or the like 

upon a supporting structure comprising a rod, an eye in 
the upper end of said rod and stop means in the lower 
end of said rod, an adjustable member slidably mounted 
on said rod, said adjustable member consisting of an essen 
tially L-s'haped piece and an arm, said L-shaped piece in 
cluding a base and an upstanding front portion, said arm 
pivotally connected to said upstanding front portion, a 
coil spring carried by said rod and interposed between said 
base and said arm, and bifurcated means in the upstanding 
front portion for attaching a paintingthereto. 

2. A device for hanging ‘frame-d paintings or the like 
upon a supporting structure comprising an elongated rod, 
a fastening device in the upper end of said rod and a stop 
in the lower end thereof, an adjustable member slidably 
mounted on said rod, said adjustable member consisting 
of an L-shaped piece and an arm, said L-shaped piece 
including a base and an essentially perpendicularly up 
standing front portion, said arm pivotally connected to 
said upstanding front portion, an aligned bore in said 
arm and said base to accommodate said rod in close 
?tting relationship, a spring carried by said rod and inter 
.posed between said base and said arm, and bifurcated 
means in the upstanding front portion for attaching said 
pain-ting. > 

-3. A device for hanging framed paintings or the like 
upon a supporting structure comprising a rod, an eye in 
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end of said rod, an adjustable member slidably mounted 
on said rod, said adjustable member consisting of an 
essential-1y L-shaped piece and an arm, said L-shaped piece 
including a base and an upstanding front portion, said 
arm pivotally connected to said upstanding front portion, 
a coil spring carried by said rod ‘and inter-posed between 
said base and said arm, recessed portions in said L-shaped 
piece, and securing means attached .to the L-shaped .piece 
and passed through the recessed portions therein for se 
curing a painting to the device. 

4. A device for hanging framed paintings or the like 
upon a supporting structure comprising a rod, an eye in 
the upper end of said rod and stop means in the lower 
end of said rod, an adjustable member slidably mounted 
on said rod, said adjustable member consisting of an 
essentially -L-shaped piece and an arm, said >L-shaped piece 
including a base and an upstanding front portion, said 
arm ‘pivotally connected to said upstanding front portion, 
a coil spring carried by said rod and interposed between 
said ‘base and said arm, recessed portions in said L-shaped 
piece, and S-shaped securing means passed through the 
recessed portions and attached to said L-shaped piece for 
securing a painting to the device. 
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