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This invention relates to the art of bowling, and more 
speci?cally to a device which is mounted on the wrist of 
the bowler’s hand and performs to indicate to the bowler 
the errors that he is making during the course of deliver 
ing a bowling ball down an alley. 
The art of bowling is learned after extensive practice 

and one of the principal areas of difficulty to the learner 
is to be found in his inability to identify the errors which 
he is introducing to his throw during the course of de 
livery of the ball. Due to the speed of movement of the 
forearm and wrist, it would take a high speed camera to 
pick up the intricacies of the motions which are taking 
place. My invention is directed towards a device which 
can be worn on the wrist of the player which subsequent 
to a throw will indicate to the player the erring tendencies 
which are involved in his ball delivery. 

It is therefore a primary object of this invention to pro 
vide a fork like tubular channel structure along which 
balls may run. This structure is secured on a pad which 
is fastened around the wrist of a player. The balls are 
caused to move down the'several channels depending on 
the movement of the wrist and so give indication to the 
player of ,any‘ detrimental movements which he may be 
making during the course of his ball delivery. 
A further object of this invention is to provide an in~ 

dicating device for bowlers which is simple in construc 
tion, and which may be worn without causing obstruction 
to the player during the course of the ball delivery. 
A full understanding of the details of the invention, to 

gether with further advantages, will become apparent by 
reference‘ to the following detailed description of a pre 
ferred embodiment thereof, taken in conjunction with the 
attached ‘drawings wherein: 

FIG. 1 is a plan view of the indicating device which 
is constructed according to my invention. 

FIG. 2 is a perspective view showing the forearm of 
a person during the course of delivery of a bowling ball. 

FIG. 3 is a front view of the bowler’s hand and wrist 
showing the device of my invention mounted in position 
on the wrist. 
FIG. 4 is a fragmentary enlarged view showing the 

orientation of the tubular channels in which small balls 
, are free to move. 

FIG. 5 is a cross sectional side elevation taken along 
the lines 5-5 of FIG. 4.. 

Similar reference characters indicate corresponding 
parts throughout the several views in the drawings. 

Referring now to the drawings in detail, the numeral 
6 represents a ?at mounting plate having two opposed 
parallel side edges 7 which extend in onedirection with 
two straight connecting edges 8 which meet centrally of 
the side edges at an obtuse angle with each other. The 
other end of the side edges 7 extend with further con 
necting edges 9 which form a substantially acute intersec 
tion at 10. The strap 11 extends normally from one of 
the side edges 7 and has a tapering end 12, and is further 
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provided with a series of spaced holes '13 as seen‘ clearly 
in FIG. 1. A second strap 14 extends normally from the 
remaining side edge 7 and terminates with a buckle 15 
having a tang 16 for selectively engaging in any of the 
spaced holes 13 formed in the strap 11. 

Secured on the mounting plate 6 is a raised transparent 
' tube 17 which extends centrally and parallel between the 
side edges 7 of the plate. The tube 8 has openings inter 
mediate the length thereof which communicate with two 
further tubes 18 and 19 disposed at an acute angle with the 
tube 8 and in the same plane. The section of the tube 8 
disposed in the vicinity of the intersection 10 provides a 
reservoir denoted by the letter R in FIG. 1, and this reser 
voir initially receives three small balls 20. The other end 
of the tube 8 is denoted as a pocket X, and the pockets 
formed at the extremities of the tubes 18 and 19 shall be 
denoted as pockets A and 0 respectively. 
The device is secured about the player’s wrist 21 such 

that the reservoir R extends towards the palm 22 of the 
player’s hand with the tube 8 extending in central align 
ment with the forearm 23. 

During the throw the player holds the ball 24 and whilst 
approaching his throw the three balls will'remain in the 
reservoir R. If he makes a straight throw and follow 
through the shots will drop straight back into the pocket X 
and thus indicate such an achievement to the bowler. 
If the bowler has a slight tendency to cross arm move 
ment, two balls may fall into pocket X and the third into 
the pocket marked 0. A more extreme cross-arm move 
ment would lead to all balls falling into the pocket 0. 
If the bowler moves his arm to the right, assuming he is 
right handed, the balls will fall into the pocket marked A. 
In a similar manner if the bowler fails to follow through 
after releasing the ball 24, the three small balls 20 will 
remain in the reservoir R. In this way the bowler can 
check his movement during the release of the ball. The 
device not only permits checking on the follow through 
of ball delivery but will also give indication with regard 
to his ?nishing position on lanes, such as dropping shoul 
ders or rushing to the foul line. . 
The tubes are of such dimension that the small balls 

stay in single line, and it is recommended that the tubes 
be formed in transparent plastic material. 

Having described the invention with considerable par 
ticularity, it should be understood that various modi?ca 
tions may be made to the precise detail thereof, without 
departing from the scope or spirit of the invention, as 
de?ned in the appended claims. 

I claim: . 

1. A bowling form indicating device for mounting on 
‘the wrist of a bowler, and comprising a ?at plate, a strap 
extending from the sides of the plate around said wrist, a 
transparent ?rst tube secured on the plate extending nor 
mally with respect to the strap, further tubes each extend 
ing from an opposite side of the ?rst tube and communi 
cating therewith at an acute angle, and balls mounted to 
move freely within the ?rst tube and the further tubes. 

2. A bowling form indicating device according to claim 
1, wherein there are two of said further tubes secured in 
the same plane as said ?rst tube, said further tubes inter 
secting the ?rst tube at one point intermediate the length 
of the ?rst tube. 
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3. A bowling form indicating device according to claim 
2, wherein there are three balls within the tubes, said balls 
being restrained to single ?le within any one of said tubes. 

4. A bowling form indicating device for mounting on 
the wrist of a bowler, and comprising a plate, a strap 
securing the plate about said wrist, a ?rst transparent tube 
secured to the plate and extending parallel and centrally 
of the wrist, two further tubes each intersecting the ?rst 
tube intermediate the length thereof and extending at an 
acute :angle with respect thereto in a direction diverging 
towards the forearm of the bowler, balls restrained within 
‘the first tube and the further. tubes and individually free 
to move therein from one to another in any direction. 
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