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The present invention relates to an inexpensive and fold 
able, low-level head and face sunshielding assembly for 
use on beaches and the like, a particular purpose being 
to provide an assembly of the character herewithin de 
scribed with the aid of which the user may lie supine 
with his or her head elevated only slightly above the level 
upon which the rest of the body is lying, and whereby 
at the same time the head and face alone may be com 
fortably shielded from the sun’s glare while other parts 
of the body remain exposed, the sunshielding element of 
the assembly being adjustable according to movements of 
the sun’s position. 
A further object is to provide a device of the character 

herewithin described which is so constructed and ar 
ranged that the triangular and ?exible headrest thereof 
will operate to form, with the supporters of the frame, a 
toggle which will have the effect of maintaining all three 
edges of the triangular headrest in tension, while, addi 
tionally, maintaining the supporters in rigid angular re 
lationship so that they will not collapse together. As a 
result the assembly or device may be moved from place 
to place or adjusted for greater comfort without fear of 
such collapse which would otherwise be a considerable 
liability having regard to undulations and unevennesses 
on beaches and like places. 
A further object of the present invention is to provide 

a device or assembly of the character herewithin de 
scribed in which the parts are so constructed and ar 
ranged that the sunshield may be attached either periph 
erally for swinging about one point upon its edge accord 
ing to movement of the sun’s position, or, alternatively, 
may be attached centrally and sufficiently rigidly as to 
constitute a table surface on which lightweight objects 
may be supported, as for example, drinks, small beach 
accessories, light books such as paperbacks and the like. 

With the foregoing in view, and all those objects, pur 
poses or advantages which may become apparent from 
consideration of this disclosure and speci?cation, the 
present invention consists of the inventive concept em 
bodied in the method, process, construction, arrangement 
of parts, or new use of the same, as herein particularly 
exempli?ed in one or more speci?c embodiments of such 
concept, reference being bad to the accompanying ?gures 
in which: 
FIGURE 1 is a perspective representation of a pre 

ferred con?guration of the present invention. 
FIGURE 2 is a fragmentary representation of a por 

tion of the midsection of one of the skeletal supporters 
as manufactured of plastic and showing one of the means 
by which the headrest is secured thereto. 
FIGURE 3 is a detail on the line 3—3 of FIGURE 2. 
FIGURE 4 is a perspective detail depicting a typical’ 

representation of the lower hinges uniting the basal sec~ 
tions of the supporters. 
FIGURE 5 is a plan view of FIGURE 4. 
FIGURE 6 is a detail in elevation of FIGURE 4. 
FIGURE 7 is a representation of the modi?cation of 

FIGURE 1 as the same would appear in use. 
FIGURE 8 is a schematic representation of the man 

ner in which the triangular headrest forms a toggle with 
the three supporters to hold the edges of the headrest 
taut, and the said supporters in rigid, spaced, angular 
relationship. 
FIGURE 9 is a perspective representation of an alter 
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native embodiment of the present invention as manufac 
tured in wire rather than plastic and showing the sun 
shield apically attached to the frame at a point upon its 
periphery. 
FIGURE 10 is a view substantially similar to FIGURE 

9 but depicting the sunshield centrally attached so as to 
function as a table. 

In the drawings, like characters of reference designate 
similar parts in the several ?gures. 
The present invention in the preferred modi?cation 

thereof as depicted in FIGURES 1 through 8 and par 
ticularly when manufactured of plastic with the support 
ers of the cross-sectional con?guration depicted in the 
accompanying FIGURES 2 and 3, comprises a frame 
generally designated 10, a headrest generally designated 
11, and a sunshield generally designated 12. 
The frame 10 comprises three skeletal supporters col 

lectively designated 13. In detail these supporters com 
prise a rising midsection 14, an axially directed or over 
arching apical section 15, and a basal section 16 which 
is substantially acutely angled at the locus 17 toward the 
axis 18. 
The three sections aforesaid of the .supporters are 

unitary and co-terminous; in other words, as preferably 
manufactured of plastic they would be formed in one 
continuous piece comprising the web 19, and inner and 
outer ?anges 20 and 21. At the inner ends of the sec 
tions 15 and 16 are hinges or hinge portions 22 whereby 
the three supporters may be mutually united, it being 
understood that the upper and lower hinges generally 
designated 23 and 24 are on the axis 18, which axis has 
already been referred to. 
The headrest 11 is triangular being provided with a 

front edge 25 and rear edges 26. Means in the form of 
eyelets 27 are provided at each corner of the headrest 
11 for co-operating with means 28 in the form of up 
standing ?ngers formed in the recesses 29 of the mid 
sections 13 to secure the headrest in position preferably 
near the lower end of the frame 10. However, by ref 
erence to the accompanying FIGURE 1 it will be ob 
served that there are two sets of positions generally desig 
nated 30 and 31 for the accommodation of the headrest 
11 according to choice. 

It will be observed that the hinges as depicted in the 
accompanying FIGURES 4 through 6 exhibit a slightly 

. di?’erent con?guration as between the portion on the inner 
end of the basal section of the rearmost skeletal sup 
porter 13 relative to the other two. Such arrangement 
is purely arbitrary however and a variety of different 
hinges might be employed as will readily be understood, 
Without the exercise of further invention. 
From the foregoing it will be apparent that when the 

frame 10 is in open position, and the supporters 13 in 
the relative angular relationships shown, that the axis 18 
is within all the edges 2s of headrest 11, and that the 
said axis is closer to the front edge 25 than it is to the 
rear edges 26. As a result, a toggle is created which 
puts all three edges in tension, and maintains the sup 
porters in rigid spaced or angular relationship whereby 
the device or assembly (which is very light in weight) 
may readily be picked up without disturbance of its open 
position and moved or adjusted relative to the user 32. 

Co-axial with the upper hinge process 23 and project 
ing thereabove is a socket 33 intended to accommodate 
either the peripherally located downwardly projecting pin 
34 on sunshield 12, or the centrally located pin 35 there 
on. When the sunshield 12 is in the position of the ac~ 
companying FIGURE 10, obviously it functions as a 
lightweight table surface, being usually and preferably 
of translucent plastic or the like material and it is to be 
understood that the pin 35 will be long enough and the 
socket 33 deep enough to secure the sunshield in its func 
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tion as a table, sufficiently securely against wobble for 
lightweight purposes. 

In the accompanying FIGURES 9 and 10 a modi?ca 
tion of the arrangements just described is illustrated. In 
this embodiment the supporters 36 are of round wire 
and legs 37 are provided, the same being welded to the 
supporters. In this case the upper and lower hinges 38 
and 39 respectively are constituted of collars 40 through 
which the ends 41 of the supporters extend and are turned 
over. Thus a very simple hinging arrangement is pro 
vided but in all material respects the inventive concept 
is similar to that which has already been described in 
detail in relation to the embodiment of FIGURE 1. The 
headrest 11 in this embodiment is secured to extensions 
42 of the said legs. 

Since various modi?cations can be made to the in 
vention herein described within the scope of the inventive 
concept disclosed, it is not intended that protection of the 
said invention should be interpreted as restricted to the 
modi?cation or modi?cations or known parts of such 
concept as particularly described, de?ned, or exempli?ed, 
since this disclosure is intended to explain the construc 
tion and operation of such concept and is not for the 
purpose of limiting protection to any speci?c embodiment 
or details thereof. 
What I claim as my invention is: 
1. A head and face sunshield assembly for use in the 

supine position, comprising in combination, a low, fold 
able frame, a foldable headrest suspended at a plurality 
of spaced points on its perimeter to said frame near the 
base thereof, and an adjustable sunshield attachable to 
the apex of said frame. 

2. The sunshield according to claim 1 which is planar 
and attachable to said frame either substantially cen 
trally of said shield or in the vicinity of its perimeter. 

3. The assembly according to claim 1 in which said 
frame comprises at least three skeletal supporters mu 
tually hinged upon the upper and lower ends of the 
central vertical frame axis, means in the vicinity of said 
upper end, and two separate means, one substantially 
centrally of said shield, and the other in the vicinity of 
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the perimeter of said shield, co-operable for supporting 
said shield centrally so as either to constitute a table 
surface for lightweight objects, or else to support said 
shield perimetrically for adjustment according to the sun’s 
position relative to the user lying upon said headrest be 
low said sunshield. 

4. A head and face sunshielding assembly for use in 
supine position, comprising in combination, a low, fold 
able frame, a foldable headrest, and a sunshield, said 
frame consisting of three skeletal supporters each em 
bodying a rising midsection, and axially directed apical 
and basal sections, all said sections having hinges on the 
inner ends thereof, and being unitary and co-terminous 
and mutually united at said hinges for rotation into open 
and folded positions, the hinged connections of said sup 
porters constituting the axis of said frame, said apical 
sections curving toward said axis, said basal sections be 
ing substantially acutely ‘angled toward said axis relative 
to said midsections, said headrest being triangular, means 
at the corners of said headrest and on said midsections 
for suspending said headrest near the base of said frame, 
said aXis as produced between said hinges, when said 
frame is open with said headrest suspended between said 
supporters being within all three edges of said headrest, 
and nearer to the front edge of said headrest than to the 
two rear edges, whereby all said edges are maintained 
in tension, and said supporters held in rigid angular re 
lationship. 

5. The assembly according to claim 4 which includes 
means for attaching said sunshield either centrally or pc 
ripherally to said frame at a point substantially co-inci 
dent with its upper axial end. 
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