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This invention relates to a combined surface cleaning 
and surface scraping device. 
An object of the present invention is to provide a com 

bined surface cleaning and surface scraping device which 
lends itself to ready assembly and disassembly. 

Another object of the present invention is to provide a 
combined surface cleaning and surface scraping device 
wherein the scraper attachment and handle may be ap 
plied to either side of the brushing element. 

A further object of the present invention is to provide 
a combined surface cleaning and surface scraping device 
which is simple, highly efficient in action, and commer 
cially feasible. 

Other objects and advantages of the present invention 
will become apparent from the following description 
taken in conjunction with the accompanying drawing, in 
which: 
FIGURE 1 is a perspective view of the combined sur 

face cleaning and surface scraping device according to the 
present invention. 
FIGURE 2 is 1a sectional view taken on the line 2—2 of 

FIGURE 1, the dotted-line showing indicating the re 
versed position of the scraper attachment. 
FIGURE 3 is a sectional view of the assembly of FIG 

URE 2, but showing the backing having a rounded upper 
face. 

Referring to the drawing, the numeral 10 generally 
designates a combined surface cleaning and surface scrap 
ing attachment of the present invention, the device com 
prising a brushing element 12 and a scraper attachment 
20 operatively connected to the brushing element 12. 
The brushing element 12 includes a rigid elongated 

backing 11 having opposed side edges 13, an end edge 14 
connecting each of the adjacent ends of the side edges 13 
together, and bristles 15 extending over and projecting 
from the underface of the backing 11. The backing 11 
is provided with diverging sockets 16 which lie along the 
transverse center line thereof and open out of the upper 
face of the backing 11, the sockets being each provided 
with threads extending therearound. 
The scraper attachment 20 comprises an elongated 

base plate member 21 having opposed side edges 22, the 
plate member 21 being of a length to extend along one 
of the side edges 13 ‘of the backing 11 and of a width to 
extend from one side edge 13 of the backing 11 to a point 
adjacent to and spaced from the other side edge 13 of the 
backing 11. The plate member 21 is provided with an 
opening 27 Which lies along the transverse center line 
thereof. A ?rst leg 23 extends along and projects per 
pendicularly from one of the side edges 22 of the plate 
member 21, and a sloping apron 24 extends along and 
projects from the free edge of the leg 23, the free edge of 
the leg 23 being shaped to a knife edge 25, as shown on 
the drawing. A second leg 26 extends along and projects 
perpendicularly from the other of the side edges 22 of the 
plate member 21, the second leg 26 extending perpen 
dicularly in a direction opposite to the ?rst leg 23. 
The scraper attachment 20 is disposed so that the ?rst 

leg 23 extends along and abuts against one of the side 
edges 13 of the backing 11 with the opening 27 in the 
plate member 21 overlying and in registry with one of 
the sockets 16 and resting upon the upper face of the 
plate member 21 and the second leg 26 projecting away 
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from the plate member 21. A fastening element 30 ex 
tends through the registering socket 16 and opening 27 
and through an aperture 28 provided in the apron 24 and 
is detachably secured to the plate member 21, and a 
handle 35 having an end portion 36 extending into and 
removably attached to the other of the sockets 16 as by 
threads on the end portion 36 in releasable threaded en 
gagement with the complemental threads extending about 
the other of the sockets 16. The scraper attachment 20 
may be reversed so that it appears as illustrated in dotted 
lines in FIGURE 2. 

Speci?cally, the fastening element 30 embodies an 
elongated hook-shaped shank 31 having the portion 32 
adjacent one end provided with threads and having the 
portion adjacent the other end shaped to a lip 33. The 
shank 31 is positioned so that the intermediate part ex 
tends through the registering socket 16 and opening 27 
with the threaded end portion 32 projecting above the 
plate member 21 and the other end portion extending 
through and out of the aperture 28 provided in the ?rst 
leg 23 with the lip 33 overlying and engaging the ?rst 
leg 23. A Wing nut 35’ is in threaded engagement with 
the threaded end portion 32 of the shank 31 and de 
tachably engages the plate member 21. 
The bristles 15 of the brushing element 12 serve as a 

scraper for cleaning a surface, the knife edge 25 of the 
apron 24 serves as scraper for cleaning a surface, and 
the free edge of the second leg 26 serves as a scraper for 
cleaning debris from the soles and heels of a shoe 40 of 
a user as illustrated in FIGURE 1. 

It is to be noted that the upper face of the backing 11, 
as illustrated in FIGURES 1 and 2, is ?at, whereas the 
upper face of the backing 11', the form illustrated in 
FIGURE 3, is rounded. 
The thus described surface cleaning and surface scrap 

ing device possesses novel advantages in that, because of 
the scraper attachment being applicable to either side of 
the brushing element and the handle being positionable to 
either side of the brushing element, it is possible to use 
such device until the bristles have been worn substan 
tially evenly on both sides to a point contiguous to the 
underside of the brush backing, and in that the device 
provides to the user a scraping surface for cleaning the 
soles and heels of his shoes of adhering debris. 
What is claimed is: 
1. In combination with a brushing element including 

a rigid elongated backing having an under and an upper 
face, opposed side edges, an end edge connecting each of 
the adjacent ends of the side edges together, and bristles 
extending over and projecting from the under face of 
said backing, there being diverging sockets lying along 
the transverse center line of said backing and opening 
out of the upper face of said backing, of a scraper attach 
ment comprising an elongated base plate member having 
opposed side edges, said plate member being provided 
with an opening lying along a transverse center line, a 
?rst leg extending along and projecting perpendicularly 
from one of the side edges of said plate member, a slop 
ing apron extending along and projecting from the free 
edge of said leg, the free edge of said apron being shaped 
to a knife edge, and a second leg extending along and pro 
jecting perpendicularly from the other of the side edges 
of said plate member, said second leg extending perpen 
dicularly in 1a direction opposite to said ?rst leg, said at 
tachment being disposed so that the ?rst leg extends along 
and abuts against one of the side edges of said backing 
with the opening in the plate member overlying and in 
registry with one of the sockets resting upon the upper 
face of said plate member and the second leg projecting 
away from said plate member, a fastening element ex 
tending through said registering socket and opening and 
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through an aperture provided in said ?rst leg and detach 
ably secured to said plate member, and a handle having 
an end portion extending into ‘and removably attached to 
the other of the sockets, said bristles serving as a sweeper 
for cleaning a surface, said knife edge of said apron serv 
ing asa scraper for cleaning a surface, and the free edge 
of said second leg serving as a scraper for cleaning debris 
from the soles and heels of a shoe vof a user. 

2. The combination according to claim 1 wherein said 
plate member is of a.length to extend along one of the 
side edges of said backing and of a width to extend from 
said one side edge of said backing to a point adjacent to 
and spaced from the other side edge of said backing. 

3. The combination according to claim 1 wherein the 
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shank having the portion adjacent one end provided with 
threads, the shank being positioned so that the interme 
diate part extends through the registering socket and 
opening with the threaded end portion projecting above 
said plate member and the other end portion of the shank 
extending through and out of the aperture provided in 
said first leg, and a nut in threaded engagement with the 
threaded end portion of said shank and detachably en 
gageable with said plate member. 
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