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This invention relates to a bookmark. In its more spe 
ci?c aspect, this invention relates to a bookmarker set 
having a plurality of marker members for marking a book 
at a plurality of places. 

In studying various textbooks and reference books, it is 
often desirable to mark the book at a plurality of places 
so that after the markers have been positioned in the 
book, the different references may be found readily and 
may be read in sequence. This procedure is often followed 
where the book is used for daily reading and in which 
portions of the book are read on succeeding days over 
an extended period of time. 

It therefore is the object of this invention to provide, 
for such practice, a bookmark comprising a plurality of 
marker members for marking a plurality of pages, and 
the markers are removed separately and are interchange— 
able. 

It is another object of the invention to provide a marker 
for marking books with relative ease, and further to pro 
vide a marker exhibiting versatility in use. 

These together with other objects and advantages of 
the present invention will best be understood by referring 
to the detailed speci?cation and preferred embodiments 
thereof, and the accompanying drawings. 

In the drawings: 
FIGURE 1 is a perspective view of a book having a 

bookmark embodying the present invention insertable be 
tween adjacent pages of the book; 
FIGURE 2 is a plan view of the bookmark; 
FIGURE 3 is a perspective View having bookmarks 

made in accordance with the invention inserta-ble between 
adjacent pages of the book, the bookmark illustrating a 
further modification; 
FIGURE 4 is a plan view of a bookmark of the type 

shown in FIGURE 3 illustrating a still further modi?ca 
tion; and 
FIGURE 5 is a longitudinal end view of a bookmark 

made in accordance with this invention and illustrating a 
further modi?cation. 

In general, the bookmark according to the present in 
vention comprises a rectangular sheet formed of a ?exible 
plastic material. The plastic sheet is provided with a 
matte ?nish or frosted finish on both faces to provide a 
Writing surface, but notwithstanding the matte treatment, 
the plastic sheet is still.sutiiciently transparent such that 
when the marker overlays a page of the book, the printing 
or other text materials on that page is readily visible to 
the reader. The size of the plastic sheet comprising the 
bookmark is not less than substantially the same size as 
the pages of the book being marked. The size and shape 
of the bookmark permits the marker to be positioned be_ 
tween adjacent pages of the book wherein the longitudinal 
edge rests in the gutter of the book. A tab bearing suit 
able indicia extends from the opposite longitudinal edge 
of the marker so as to project beyond the edge of the 
pages of the book thereby being readily observable to 
the reader. Where a plurality of bookmarks are employed 
in a single book, the tabs on the several markers are 
graduated or staggered sequentially such as in numerical 
or alphabetical order for rapid viewing. 

Referring to the drawing wherein like reference nu 
merals designate similar parts throughout the various 
views, there is shown a book 10 having the usual binding 
and a pair of covers 12 and leaves or pages 14. As shown 
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in FIGURE 1, the book 10 is open, and bookmark 16, 
forming the subject of the present invention, is inserted 
between adjacent pages. The inwardly disposed longi 
tudinal edge of bookmark 16 rests at the gutter of book 
10, and the opposite longitudinal edge substantially coin 
cides with the marginal edge of the page of the book. 
A tab or index 18 bearing a suitable indicia extends be 
yond the outwardly disposed longitudinal edge of book 
mark 16 and protrudes beyond the marginal edge of 
pages 14 of book 10. 
The bookmarker is formed of a ?exible plastic mate 

rial, and comprises a rectangular sheet having a size not 
less than substantially the same size as the page of the 
book. Where desired, the bookmark is provided with ar 
cuate corners, such as shown in FIGURES 2 and 4. Flex 
ible plastic sheet material is well known in the art, and 
may include, for example, polyvinyl or polyester ?lms 
such as Mylar. The thickness of the plastic bookmark 
may range from about .0025 to .010 inch. The plastic 
sheet is provided with a matte finish or frosted ?nishes 
on both surfaces ‘by conventional methods such as by 
casting the sheet on a rough surface to provide a suitable 
writing surface. However, when the bookmark overlays 
a page of the book, the marker is still su?‘iciently trans 
parent such that the text material or printed matter on 
the page is visible to the reader. Where the bookmark is 
raised from the page as shown in FIGURE 1, the printed 
matter is not readable. This structure is especially advan 
tageous in that any conventional Writing instrument may 
be used for marking the matte ?nish surfaces of the book 
mark. Thus, the matte ?nish surface may be inscribed, 
for example, with a pencil, crayon, ink pen or ballpoint 
pen, and the inscription may be subsequently erased. 
When the matte ?nish surfaces become smudged with in 
scriptions and erasures, the surfaces may be washed with 
a suitable soap or mild detergent. As a result, it is possible 
to inscribe brackets on the bookmark itself outlining the 
citation from the book which should be read or studied, 
or to make any desired notes on the bookmark, without 
inscribing on the actual pages of the book thereby in 
creasing the beauty and life of the book. The text ma 
terial is still readily visible to the reader. 
One or both sides of tab 18 carries a number, let 

ter or other suitable indicia so that the desired marker 
can be readily selected. Where a plurality of bookmarks 
are employed in marking a single book, the tabs are 
graduated and numbered in sequence for rapid viewing, 
such as shown in FIGURE 3. The ta-b may be cut in 
tegrally with the bookmark from a larger plastic sheet. 
Where desired, such as shown in FIGURE 4, the tab 20 
may be formed as by molding, and then a?‘ixed to the 
bookmark to be integral therewith. 
The bookmark 16 is inserted at the desired places be 

tween the pages of the book with the tab 18 (or the tab 
20) extending beyond the margin of the pages of the book. 
The opposite, inwardly disposed longitudinal edge of the 
bookmark rests in the gutter of the book between the ad 
jacent pages, and because the size and shape of the book 
mark is substantially the same size as the pages, or not 
less than the same size as the pages, the bookmark is se 
curely held against shifting from its position. 

There is shown in FIGURE 2 suitable friction means 
22 which can be employed where desired for securing the 
bookmark in place. Preferably, the friction means com 
prises an adhesive extending on one or both faces of the 
bookmark along the longitudinal edge. Suitable adhesive 
compositions are Well known in the art, and generally com 
prise para?in wax and synthetic plastic additives such as 
polyethylene or polyisobutylene to provide tack and are 
modi?ed by a ?ller to prevent blocking. The adhesive 
should provide a minimum of tack to permit easy removal 
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of the marker from the book without tearing the pages 
of the book. 

There is shown in FIGURES 3 and 4 a further mod 
i?cation of the present invention. Bookmark 16 is pro 
vided with a thicker portion 24 along the longitudinal 
edge laying at the gutter of the book. The width of the 
thicker portion is desirably such that when the bookmark 
is inserted between adjacent pages of the book, the thicker 
portion does not overlay printed matter appearing on the 
page. The thicker portion provides added strength to the 
bookmark at a place where needed, and may be formed 
by folding back the longitudinal edge of the ?exible plas 
tic sheet material and heat sealing or otherwise securing 
the fold. Recesses 26 are provided at opposite ends of the 
thicker portion, and the recesses preferably have a re 
stricted opening 28 and a polygonal con?guration, such as 
shown in FIGURE 4. A resilient member 30, for exam 
ple a rubber band, is extended around the pages of the 
book adjacent the binding and between the pages and the 
covers. When bookmark 16 is inserted between adjacent 
pages, the recesses receive the rubber band, thereby secur 
ing the bookmark in place. The restricted opening 28 and 
polygonal shape having sharp corners of the recesses 26 
help to retain the bookmark on the band and hold the 
marker against shifting from its position. 

According to the modi?cation shown in FIGURE 5, the 
top lateral edge of bookmark 16 is folded back at 32 to 
provide a narrow recess 34. When it is desired to mark 
a page in the book, the top of the page is inserted in fold 
32 in recess 34, and the longitudinal edge of the bookmark 
rests in the gutter of the book, thereby securing the book 
mark and holding it against shifting from its position. 
The foregoing detailed description has been given for 

clearness of understanding only, and no unnecessary lim 
itations should be understood therefrom, as modi?cations 
will be obvious to those skilled in the art. 
What is claimed is: > 
1. A bookmbarker set for marking a book in a plural 

ity of places for study in sequence, comprising a plurality 
of bookmarks each formed as a rectangular, ?exible sheet 
from a plastic having a matte ?nish on ‘both faces adapt 
able for inscribing and suf?ciently transparent when over 
laying a page of the book, said sheet for each of said book 
marks having a size not less than substantially the same 
size as the page of the book, each of said bookmarks 
adapted to be positioned between adjacent pages of the 
book with the inwardly disposed longitudinal edge of said 
bookmark positioned at the gutter of the book, and a tab 
extending from the opposite longitudinal edge of each of 
said bookmarks to project beyond the marginal edge of 
the page of the book thereby being visible, said tabs 
graduated to provide rapid viewing of the tabs. 

2. A bookmarker set for marking a book in a plurality 
of places for studying in sequence comprising a plurality 
of bookmarks each formed as a rectangular, ?exible sheet 
from plastic having a matte ?nish on both faces adaptable 
for inscribing and su?iciently transparent when overlaying 
a page of the book, the lateral dimension of each of said 
bookmarks being substantially the same as the width of 
the pages of the book and the longitudinal dimension of 
each of said bookmarks exceeding the length of the pages 
of the book, each of said bookmarks adapted to be posi 
tioned between adjacent pages of the book with the in 
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wardly disposed longitudinal- edge of each of said book 
marks positioned at the gutter of the book and the oppo 
site, outwardly disposed longitudinal edge substantially 
coinciding with the marginal edges of the pages of the 
book, opposed recesses provided adjacent the inwardly dis 
posed longitudinal edge adaptable to receive a resilient 
retention member, and a tab extending from the outward 
1y disposed longitudinal edge of each of said bookmarks 
to project beyond the marginal edge of the pages of the 
book thereby being visible, said tabs being graduated to 
provide rapid viewing of the tabs. 

3. A bookmarker set for marking a book in a plural 
ity of places for studying in sequence comprising a plural 
ity of bookmarks each formed as a rectangular, ?exible 
sheet from plastic having a matte ?nish on both faces 
adaptable for inSCIiIbing and sui?ciently transparent when 
overlaying a page of the book, the lateral dimension of 
each of said bookmarks being substantially the same as 
the width of the pages of the book and the longitudinal 
dimension of each of said bookmarks exceeding the length 
of the pages of the book, each of said bookmarks adapted 
to be positioned between adjacent pages of the book 
with the inwardly disposed longitudinal edge of each of 
said bookmarks positioned at the gutter of the book and 
the opposite, outwardly disposed longitudinal edge sub 
stantially coinciding with the marginal edges of the pages 
of the book, a thicker'portion provided along the inward 
ly disposed longitudinal edge of each of said bookmarks 
extending substantially the longitudinal dimension of said 
longitudinal edge, the width of said thicker portion being 
such as not to overlay printed matter appearing on the 
pages of the book, a resilient member extending around 
all pages between covers of the book and adjacent the 
binding of the book, opposed recesses provided adjacent 
the inwardly disposed longitudinal edge of each of said 
bookmarks, said recesses having a restricted opening and 
a polygonal con?guration adaptable to receive said resil 
ient member, and a tab extending from the outwardly dis 
posed longitudinal edge of each of said bookmarks to pro 
ject beyond the marginal edge of the pages of the book 
thereby being visible, said tabs graduated to provide rapid 
viewing of the tabs. _ 

4. A bookmarker set according to claim 1 wherein said 
bookmarks are provided with an adhesive strip applied 
along the inwardly disposed longitudinal edge. 

5. A bookmarker set according to claim 1 wherein for 
each of said bookmarks the top lateral edge is provided 
with a backwardly disposed fold, and the top of the page 
is insertable in said fold. 
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