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This invention relates to garment pockets, and more 
in particular to a pocket construction which is particu 
larly adapted for golfers’ apparel; e.g., a pocket positioned 
on a golfer’s right hip ‘and attached to a skirt, shorts, 
slacks, or other garments. 
An object of this invention is to provide improved 

pocket constructions to be positioned upon the outer gar 
ment of a golfer to carry golf balls, score cards, tees or 
other appurtenances of the game. Another object is to 
provide a pocket construction which lies ?at ‘against the ‘ 
outer surface of the garment when not in use but which 
will expand to receive objects of relatively large size 
compared with the size of the pocket. Another object is 
to provide a collapsible pocket construction which is 
versatile in that it is adaptable for many different appli 
cations and conditions of use, and which is simple in 
construction, easily applied to the garment and attractive. 
These and other objects will be in part obvious and in 
part pointed out below. 
Many different types of pockets have been used or 

proposed for use upon golfing attire. Such pockets may 
be adapted to hold score cards, pencils, tees, ball markers, 
golf balls and miscellaneous other objects. Generally, 
such pockets are relatively largeand bulky, and they 
may be quite unsightly even when empty. Also, many 
such pockets are extremely complicated in construction 
so that they are expensive and di?icult to install, and it 
may even be dif?cult to use them. The tendency for golf 
ers to be trimmer and to be neatly attired has caused 
people to avoid the use of garments having complicated 
and unsightly pockets. However, prior to the present in 
vention no fully satisfactory pocket construction has been 
proposed for use upon golfers’ attire. It is an object of 
the present invention to avoid the objectionable features 
of the prior pockets of the above character and to pro 
vide a fully satisfactory pocket construction. 

In the illustrative embodiment of the present inven 
tion, a pocket is provided upon the skirt for a lady golfer 
positioned slightly below the waist and preferably on 
the upper portion of the right hip. When the pocket is 
empty, it automatically pulls itself against the wearer 
so as to be decorative and attractive. The pocket may 
be used for carrying a score card or small objects and it 
will still tend to hold itself in its collapsed rest position, 
so as to hug the objects which it contains. The pocket ex 
pands and opens readily from the top to the bottom so 
that objects within it are readily removed. Yet even one 
or two golf balls in the bottom of the pocket will not 
have the tendency to fall out as with many prior similar 
pockets. The pocket of the present invention is also adapt 
able with respect to size and proportions to be attached 
to different garments and to be constructed of different 
types of material. Objects within the pocket are readily 
accepted by the pocket, and yet is not misshapen even 
when the pocket is fairly well ?lled with various objects. 

In the drawings: 
FIGURE 1 is a perspective view of the rear of a ladies 

skirt which is equipped with a pocket constituting an em 
bodiment of the invention; 
FIGURE 2 is a perspective view of the pocket of FIG 

URE 1; 
FIGURE 3 is an enlarged sectional view on the line 

3~3 of FIGURE 1; 
FIGURE 4 is a fragmentary perspective view showing 

the manner in which the pocket opens; and, 
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FIGURE 5 is a plan view of a piece of fabric from 
which the pocket of FIGURES 1 to 4 is formed. 

Referring to FIGURE 1 of the drawings, a ladies skirt 
4 having a pocket 6 attached to the outside surface of the 
skirt directly beneath the waistband and relatively high 
up inithe rear on the right hip of the wearer. Skirt 4 is 
made of a fabric or textile, such as a wool or synthetic 
?ber flannel or a tweed material. Pocket 6 is preferably 
of the same material as skirt 4 and is formed of a single 
piece of the fabric without the addition of other com 
ponent or materials, except for the thread used for sew 
ing and possibly an inner layer of the same or other fabric 
forming a lining. 
The pocket of FIGURES 1 to 4 is formed of a single 

piece 8 of fabric shown in plan view in FIGURE 5. In 
forming the pocket the bottom edge 10 is folded inwardly 
along afold line to form the bottom edge 12, and the 
top edge 14 is folded inwardly along a fold line to form 
the top edge 16. Similarly, the side edges 18 and 20 are 
folded inwardly along parallel fold lines to form folds 22 
and 24, respectively. As shown best in FIGURE 2, each 
of the side edges is then folded into an accordion-type 
pleat 26, there being at the left (FIGURE 5) an inner 
fold 28 and a reverse fold 30. Similarly, at the right there 
are inner folds 32 and reverse fold 34.- However, prior 
to making the reverse folds 30 and 34, fold 28 is stitched 
by a single line of stitches 36. This line of stitches 36 be 
ing represented in FIGURE 5 by broken lines along the 
opposite sides of fold 28. Similarly, fold 32 ‘is stitched 
by a line of stitches 38, which is also represented in FIG 
URE 5 by broken lines. The sides of the pocket are then 
attached to the skirt along folds 22 and 24, respectively, 
by lines of stitches 40 and 42 which are represented by 
broken lines in FIGURE 5. Folds 30 and 34 are then 
formed so that the pocket is complete, with an outer 
pocket wall 44 formed between the stitched side folds 
28 and 32, and the top edge 16 and bottom edge 12. 
The bottom of the pocket is then attached to the skirt 

by a line of stitches ‘46 which is represented by a pair of 
parallel broken lines in FIGURE 5. At the center of the 
bottom of the pocket the stitches 46 extend through two 
layers of the piece of fabric 8 and the fabric of skirt 4. 
However, within the areas at the bottom corners of the 
pocket these stitches also extend through the accordion 
type pleats, thus holding the pleats together at the bottom 
of the pocket and tightly against the ski-rt. 

Reverse fold 30 is formed closer to fold 22 than it is 
to fold 28 so that fold strip 48 is wider than the fold strip 
50. Hence, fold 28 with its line of stitches 36 is positioned 
slightly to the left of fold 22 and its line of stitching 40. 
Similarly, at the right-hand edge of the pocket, the fold 
strip 52 is wider than the fold strip 54 so that fold 32 
lies beyond or to the right of fold 24. 
The lines of stitches 36 and 38 hold their respective 

folds tightly together, and the line of stitches 46 holds the 
two side pleat structures together at the bottom against 
the skirt. This arrangement causes the pocket to have a 
tendency to collapse against the skirt and to present an at 
tractive and trim appearance. This tendency is apparent 
even when the pocket contains various objects, although 
(see FIGURE 4) the side pleats permit the pocket to be 
completely opened from the top down to the very bottom 
of the pocket. Hence, the skirt and the bottom of the 
pocket form a pocket construction which may be used to 
contain various objects such as golf balls, score cards, 
tees, markers, etc., and the wearer has ready access to 
the objects because the pocket opens up completely from 
the top to the bottom. Nevertheless, the pocket has a 
tendency to constrict itself so that the top tends to close 
above objects in the bottom. This tendency is augmented 
by the natural contour of the skirt when it is being worn. 
Referring to FIGURE 1, the bottom of the skirt hangs 
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freely but the shape of the right hip causes the skirt to 
tend to fit tightly within the vicinity of the pocket. That 
is, the convex hip contour to which that portion of the 
skirt is urged tends to bend the vertical sides of the pocket 
inwardly so that they tend to be somewhat convex. Hence, 
particularly when this pocket is positioned as shown in 
FIGURE 1, advantages of many prior pockets are attained 
without the disadvantages referred to above and as recog 
nized in the art. 
Under some circumstances the reverse folds 30 and 34 

are stitched near the top by bylines of stitches similar to 
stitches 36 and 38 at folds 28 and 32. Also, it may be de 
sirable at times to provide a lining, and that can be done 
without departing from the spirit of the invention. How 
ever, the pocket of FIGURES 1 to 5 has proven to be 
very satisfactory with different types of fabric without 
additional stitching and without lining. The use of a 
single layer of fabric identical with the fabric of the skirt 
causes the pocket to react in the same manner as the 
coextensive fabric of the skirt. At the same time the pocket 
is completely outside the skirt and it may be completely 
?lled with various objects without interfering with the 
normal attractive ?tting of the skirt and without danger 
of stretching the skirt fabric. 

It will be appreciated that many of the advantages of 
the present invention may be attained with this pocket 
upon garments other than skirts, and the pockets posi 
tioned elsewhere upon the body of the wearer. Also, the 
pocket may be used for other purposes than for golf at 
tire, as is intended for the pocket of the illustrative em 
bodiment. A waterproof liner may be provided when ap 
propriate. 

I claim: 
1. In a garment pocket positioned upon a substantial 

ly vertical outer wall of a garment, a substantially rec 
tangular outer pocket structure comprising an outer pocket 
wall and two side wall structures, said outer pocket wall 
being substantially parallel with the coextensive portion 
of the garment, said side wall structures being substanti~ 
ally parallel and each being formed by two parallel strip 
portions which are interconnected by a fold whereby they 
may lie ?at against each other, said outer pocket wall 
having its side edge portions coextensive with and lying 
?at against one of said parallel strip‘ portions of each of 
said side wall structures, one row of stitches at each of the 
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4 
respective side edges of said outer pocket wall each of 
which extends through the edge of said outer pocket wall 
and the said parallel strip portion against which it lies 
whereby the respective edges of the said parallel strip 
portions are held tightly in parallel relationship with 
the edges of said outer pocket wall, means attaching each 
of said side wall structures to the outer surface of the 
garment along lines which are substantially vertical, and 
a row of stitches extending through the garment wall, 
the outer pocket wall, and the two parallel strip portions 
on each side of the pocket and attaching said outer pocket 
wall and said side wall structures together and to the gar 
ment wall along a continuous line extending between the 
vertical edges of said outer pocket wall and holding the 
bottom of said outer pocket wall against the lower ends of 
said parallel strip portions and the garment wall. 

2. A garment pocket structure as described in claim 1 
wherein said garment is a skirt and said outer pocket 
structure is positioned upon the rear of the skirt in the 
vicinity of the upper portion of the hip of the wearer 
whereby the skirt portion which is coextensive with the 
pocket structure tends to be convex and provides a rela 
tively ?rm inner wall for the pocket. 

3. The structure as described in claim 1 wherein said 
one of said parallel strip portions of each of said side 
wall structures is wider than the respective other parallel 
strip portion whereby said two rows of stitches are posi 
tioned further apart than the edges of said other strip 
portions which are attached to the garment. 

4. A pocket structure as described in claim I wherein 
said coextensive portion of the garment extends along a 
hip of the wearer and said outer pocket structure is of the 
same fabric as the garment. 
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