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3,338,388 
COLLAPSIBLE WIG CASE 

Walter B. Igoe, 17 Morton St., West Spring?eld, Mass. 
01089, and Lottie M. Wash, 10 Ellis St., West?eld, 
Mass. 01085 

Filed June 3, 1966, Ser. No. 555,120 
3 Claims. (Cl. 206-8) 

The present invention is concerned with a device for 
facilitating the carrying and storage of wigs, and more 
particularly relates to a collapsible wig case capable of 
being expanded so as to receive and securely hold a 
fully dressed wig. 

_ It is a primary object of the instant invention to pro 
vide a wig case which, in its expanded position, is to be 
of a size capable of accommodating a stably positioned 

_ upright head form and a full dress wig mounted thereon, 
and in its collapsed position, is to present a compact 
easily handled case taking up little more than one half 
of the room of the expanded form thereof. 

While it has been noted that many types of boxes are 
actually used for carrying wigs, most of such boxes 
appear to be converted hat boxes, many of which are of 
light material that offer little or no protection for the 
wig. In addition, a substantial problem arises in providing 
for a secure mounting of a head form within such boxes 
and the corresponding di?iculty in retaining the dressed 
appearance of a contained wig. Further, any box of a 
size sutlicient to accommodate both a stably mounted 
head form and a fully dressed wig would necessarily 
have to be quite bulky. This in turn gives rise to unnec 
essary storage and carrying problems once the wig is 
removed therefrom. Accordingly, it is a signi?cant inten 
tion of the instant invention to provide a case wherein, 
subsequent to the removal of the wig,,the head form can 
be adjusted therein and the case collapsed to approxi 
mately one half of its fully erected size,‘ this being in 
conjunction with the provision of, in the expanded box, 
a highly stable upright head form and su?icient storage 
room so as to accommodate and protect the dressed wig. 

Basically, in achieving the advantages sought in the 
instant invention, it is contemplated that the wig case in 
clude a pair of box-like sections, one of which is tele-, 
scopically receivable in the other. Both of these sections _ 
are to be of a shape sustaining relatively rigid nature 
with the larger section including, on opposed sides there 
of, a fastening element selectively engageable with either 
of two mating elements on the smaller box so as to lock 
the upper box in either an expanded or collapsed posi 
tion. In addition, a post mounted head form is provided 
within the case with the lower box section having a 
mounting base for receiving and vertically positioning 
the head form post when the case is expanded, this form 
and post being positionable on its side within the col 
lapsed case so as to conserve room and allow for the 
collapsing of the case. 
These together with other objects and advantages which 

will become subsequently apparent reside in the details 
of construction and operation as more fully hereinafter 
described and claimed, referencelbeing had to the accom 
panying drawings forming a part hereof, wherein like 
numerals refer to like parts throughout, and in which: 
FIGURE 1 is a perspective view of the case in its 

expanded position; ' 

FIGURE 2 is a perspective view of the case in its 
collapsed position; 
FIGURE 3 is a partial perspective view illustrating the 
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2 
upper and lower box sections in an exploded position 
relative to eachother; 
FIGURE 4 is a cross-sectional view through the ex 

panded case illustrating a mounted wig therein; 
FIGURE 5 is a cross-sectional view through a col 

lapsed case; 
FIGURE 6 is an enlarged cross~sectional detail taken 

substantially on a plane passing along line 6—6 in FIG 
URE 4; 
FIGURE 7 is an enlarged cross-sectional detail taken 

substantially on a plane passing along line 7-7 in FIG 
URE 1; 
FIGURE 8 is an enlarged cross-sectional detail taken 

substantially on a plane passing along line 8~8 in FIG 
URE 1; 
FIGURE 9 is a cross-sectional detail taken substan~ 

I rtially on a plane passing along line 9——9 in FIGURE 4; 

20 

25 

30 

35 

40 

45 

50 

55 

60 

65 

FIGURE 10 is a perspective view of the fastening unit 
mounting the lock bar thereon; and 
FIGURE 11 is a perspective view of one of the keeper‘ 

mounting fastener elements. 
Referring now more speci?cally to the drawings, ref 

erence numeral 20 is used to generally designate the wig 
case ‘comprising the instant invention. This wig‘ case 
basically includes upper and lower rectangular box-like 
sections 22 and 24, each constructed of a substantially 
rigid shape retaining material such as cardboard or the 

‘like. The lower section 24 is of a size so as to be snugly 
telescoped. within the upper section 22 and includes. 
upon a pair of opposed side walls 26, upper and lower 
fastener elements 28 and 30 which cooperate with a single 
mating fastener element 32 on the upper or outer box‘ 
22 so as to ?x the box portion 22 in either the expanded 
position of FIGURE 1 or the collapsed position of FIG 
URE 2. 
With reference to the fastener elements 28 and 30 on' 

one of the sides 26, it will be noted that these fastener 
elements consist of a pair of vertically aligned ?at fas 
tener plates 34 secured, as by rivets 36 or the like, to the‘ 
side 26 adjacent the upper and lower edges thereof at 
approximately the vertical center, thereof. Each of the 
fastener plates 34 is in turn provided with a vertically 
elongated laterally projecting sleeve or keeper member 
38 rigidly a?‘ixed thereto. It'will ‘be noted that the lower 
fastening element 30 has the lower end of the plate 34 
thereof inwardly bent so as to de?ne a ?ange 40 under 
lying the bottom of the lower box portion 24 so as to 
add an additional degree of rigidity and stability thereto. 
The fastener element 32 on the upper box portion 22 

also includes a base plate 42 rigidly af?xed to the side 
wall toward the lower edge thereof. This fastener plate 
42 includes a vertically elongated slot 44 therein which is 
capable of selectively receiving either of the keeper mem 
bers or sleeves 38 therethrough upon a telescopic recep 
tion of the lower section 24 within the upper section 22. 
In addition, a vertically sliding rigid keeper pin 46 is 
mounted on the plate 42 above the slot 44 for selective 
sliding longitudinally thereacross. The pin 46 is received 
through a pair of elongated guide collars 48 ?xed to the - 
plate 42 in vertical alignment above the slot 44 with an 
intermediate portion of the keeper or lockpin 46 being 
laterally deformed between the guide collars 48 so as to 

" de?ne a handle 50 ‘by which the pin can be easily manip 
ulated. It will also be noted that the lower end of the 
plate 42 is reversely curled, as at 52, so as to engage about 
the adjacent portion of the lower edge of the top section 
wall. In actual use, when the upper section 22 is mounted 

. on the lower section 24, the opposed fastener mounting I 
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side walls are de?ected outward slightly so as to allow for 
the insertion of either the upper or lower keeper sleeves 38 
within the slot 44, after which each lockpin 46 is moved 
downwardly across the slot 44 and through the received 
sleeve 38 so as to effectively lock the sections 22 ‘and 24 
together in either the expanded or collapsed position. In 
manipulating the pin 46, the handle portion 50 thereof 
will normally be positioned perpendicularly outward from 
the box wall. When the pin 46 is in its locked position, the 
handle 50 will normally lie ?at against the plate 42. With 
regard to this pin 46, it will be noted that FIGURE 3 
illustrates the pin fully retracted, FIGURE 10 illustrates 
the pin 46 partially retracted and FIGURES 2 and 6 illus 
trate the pin 46 in its full locking position. 
With reference to FIGURES 4, 5 and 9, it will be noted 

that a raised floor 52 is provided within the lower box 
section 24 in spaced reltaion above the bottom 54 thereof. 
This ?oor 52 includes, toward one side of the center there 
of, a triangular aperture therethrough which de?nes a 
triangular well 56 extending down to the bottom 54. This 
well 56 snugly, although releasably, receives the lower 
end of the triangular post 58 which in turn has a spheri 
cal styrofoam head form 60 af?xed thereto. This head 
form 60, when vertically positioned as illustrated in FIG 
URE 4, mounts the wig 62 which in turn can be ?xedly 
pinned to the head form 60 in light of the speci?c material, 
i.e., Styrofoam, utilized for the head form 60. In view of 
the substantial height of the combined head form 60 and 
support post 58 therefor which is required in properly 
mounting a dressed wig 62, the head form 60 and post 58 
must be removed upon a collapsing of the case as illus 
trated in FIGURE 5 with the head form 60 and post 58 
being easily accommodated within the collapsed case 20. 
Inasmuch as the head form 60 is to be removed when 
collapsing the case, the utilization of a polygonally shaped 
post 58 and a correspondingly shaped receiving well 56 
is deemed particularly signi?cant in that a positive posi 
tioning of the post 58 within the well 56 is effected and 
any tendency for the post and head form to rotate within 
the case 20 is eliminated. The signi?cance of providing 
for a non-rotational reception of the post 58 will be 
further appreciated from FIGURE 4 wherein it will be 
noted that the head form 60 must be positioned closer to 
one side of the case 20 so as to accommodate the mass 
of hair projecting rearwardly therefrom as compared to 
the relatively slight amount of projection forwardly from 
what might be considered the face portion of the head 
form 60. 
From the foregoing, 

unique wig case has been 
cance is the fact that the case, in 
fully capable of stably mounting a dressed wig in a man 
ner which preserves the dressed nature of the wig and 
affords full protection therefor. In addition to this, upon 
a removal of the wig from the case, the wig supporting 
head form can be quickly disengaged and placed on its 
side within the lower box-like section of the case and the 
upper section of the case subsequently collapsed down 
wardly so as to telescopically receive substantially the en 
tire lower section with the head form therein, thus great 
ly reducing the bulk of the case. Incidently, while not 
speci?cally noted supra, it will be appreciated that any 
suitable carrying handle or the like 64 can be provided. 
In addition, while the case has been indicated as being 
constructed of cardboard, any other suitable lightweight 
substantially rigid material, such as metal sheet or plastic 
can be used, such material necessarily requiring the ability 
of at least a slight degree of ?exure so as to engage the 
appropriate keeper sleeves 38 within the appropriate 
notches 44, this enabling a positive locking of the upper 
and lower sections to each other in either the expanded 
or collapsed position. All of the fastener elements, in 
cluding the base plates therefor, are to preferably be con 
structed of metal so as to withstand repeated opening and 
closing and maintain the proper alignment necessary ‘for 

it will be appreciated that a highly 
de?ned. Of particular signi? 

its expanded position, is 
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the insertion of the locking pins 46 within the sleeves 38. 
The substantially rigid nature of the sections 22 and 24 
themselves of course also contribute to the provision of 
a protective enclosure for the wig. Further, while the 
unique fastener construction described supra is deemed 
particularly desirable for use in the wig case of the instant 
invention, it should also be appreciated that, within the 
scope of the invention, other suitable positive lock fasten 
ing means might be used. 
The foregoing is considered as illustrative only of the 

principles of the invention. Further, since numerous modi 
?cations and changes will readily occur to those skilled in 
the art, it is not desired to limit the invention to the exact 
construction and operation shown and described, and ac 
cordingly all suitable modi?cations and equivalents may 
be resorted to, falling within the scope of the invention as 
claimed. 
What is claimed as new is as follows: 
1. A collapsible wig case comprising 
(a) a bottom section having a floor and 
(b) a head form having a base, the longitudinal dimen 

sion of the form extending from the outer edge of 
the base to the other end of the form, being greater 
than the longest dimension transversely of the form, 

(1) said head form base and ?oor of the bottom 
section having interengageable means for de 
tachably mounting the form in upright position 
on said floor 

(2) said form in mounted condition extending up 
wardly of the side walls of the bottom section in 
a ?rst position, and in detached condition being 
insertable within the bottom section for a second 
position in which the form is longitudinally dis 
posed crosswise of said floor, ‘and 

(c) an upper section having top wall and depending 
side walls 

((1) the side walls of said sections being telescopically 
related for slida-ble engagement and having fastener 
means on said side walls for selectively and releasably 
locking the sections together to accommodate said 
?rst and second positions of said form in the bottom 
section 

(e) said means in the said ?rst head form position 
maintaining said top wall of the upper section in up 
wardly spaced relation to the top of said head form 
to accommodate a wig on said form, and in said sec 
ond head form position maintaining a substantially 
fully collapsed telescopic relation of said upper and 
bottom sections. 

2. The collapsible wig case of claim 1 wherein said 
interengageable means for detachably mounting the form 
in an upright position on said ?oor include socket means 
disposed in the ?oor of said bottom section and offset 
from the center of said ?oor. 

3. A collapsible wig case for transporting and storing 
a wig, said case comprising: 

(a) ?rst and second hollow box sections; 
(1) each of said sections being de?ned by a sur 

rounding wall, a closed end and an open end; 
(2) said sections having their open ends disposed 

towards each other; 
(3) said ?rst section being dimensioned to tele 

scopically slide within said second section, 
(4) said second section being dimensioned to tele 

scopically receive substantially all of said ?rst 
section, 

(b) an upper fastener element disposed on the sur 
rounding wall of said ?rst section adjacent the open 
end thereof; 

(0) a lower fastener element disposed on the surround 
. ing wall of said ?rst section adjacent the closed end 

thereof; 
((1) a mating fastener element disposed on the sur 
rounding wall of said second section adjacent the open 
end thereof and selectively engagable witheither of 

side walls 
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the fastener elements disposed on said ?rst section; 
and 

(e) head form means, having a height greater than 
the height of said ?rst section and a thickness less 
than the height of said ?rst section, selectively posi~ 
tionable in a vertical position and a horizontal posi 
tion Within said ?rst section so that said mating fas 
tener element of said second section may only be 
fastened to said upper fastener element when said 
head form means is vertically positioned in said ?rst 
section, and said mating fastener element of said sec 
ond section may be fastened to said lower fastener 
element when said head form is horizontally posi 
tioned in said second section. 
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