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ABSTRACT OF THE DISCLOSURE 
A ?exible package formed of ?exible sheet material 

having a releasable closure comprising a tongue on one 
member and a groove on the other member where the 
tongue is of a thickness less than the width of the groove 
and wherein releasable pressure sensitive adhesive is pro 
vided to keep the tongue within the groove. 

This invention is concerned with the ?exible packaging 
art; more speci?cally it describes an improved closure 
device for bags; and especially sets forth an improved 
type of tongue and groove closure for bags. 

Flexible packages such as of thermoplastic material 
have come into great use in recent times. There are, how 
ever, certain difliculties encountered in the use thereof. 
For example, it is di?icult to provide a device which will 
permit the bag to be rescaled in a relatively tight man 
ner after the bag has ?rst been opened. The ordinary 
locking closures are either capable of use only once, or 
do not provide the required tight locking. ' 

In the- prior art there have been attempts to utilize 
forms of tongue and groove assemblies with and without 
slides to permit the continuous opening and reclosing of 
bags. Such devices, although convenient for use, have 
the further disadvantage of being di?icult and expensive 
to manufacture. Thus, in that the effectiveness of the 
closure is greatly dependent upon the dimensional ?t be 
tween the tongue and the groove, great care must be 
exercised in forming the bags. The necessary controls on 
dimensions vastly increase the cost of such closures and 
prevent their manufacture by normal mass-production 
techniques. Additionally, the cost of the ?nished parts is 
extremely high in view of theyrequired care to insure 
tolerances. 

It is a cardinal object of this invention, therefore, to 
provide an improved reusable lock closure for ?exible 
bags. 
Another primary object hereof is the provision of a 

tongue and groove assembly to serve as a locking closure 
which will be relatively economical and that can be easily 
mass-produced. 
A still further function and object of this invention is 

the provision of an improved operation tongue and groove 
closure which can be utilized in a great variety of appli 
cations. 

Essentially, the above objects and others are accom 
plished by the combination of a tongue and groove assem 
bly at the opening of a ?exible package. The tongue is 
fabricated to ?t easily within the groove, thus eliminating 
necessity for extreme tolerances. In order to insure that 
the tongue is not spontaneously or inadvertently removed 
from the groove, either the tongue and/ or the groove is 
provided with adhesive means whereby they may be sep 
arated only ‘upon the application of a positive force. 
The invention, however, will be described in greater 

detail hereinafter by reference to the detailed speci?ca 
tion and the attached drawings, in which: 

FIG. 1 is a perspective view with portions broken 
away of one embodiment of this invention. 
FIG. 2 is a view corresponding to FIG. 1 but showing 

the closure means in its locked position. 
FIG. 3 is a sectional elevational view taken substan 

tially along line 3——3 of FIG. 2. 
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FIG. 4 is a fragmentary view on an enlarged scale 

showing the locking closure in its open position. 
Referring to the drawings, there is shown at 10 a ?ex~ 

ible bag or any like package. It is to 'be emphasized, how 
ever, that this invention may be utilized in conjunction 
with almost any product. Flexible bags are shown and 
described herein merely for ease of explanation. 
The bag 10 will normally be closed to receive a product 

in the interior space 11 therewithin except for an open 
mouth portion 12. The open mouth portion 12 must, 
however, be capable of being opened and subsequently 
rescaled as desired. This invention is concerned with the 
means for accomplishing the same. 
As will be noted in this preferred embodiment, and as 

seen most clearly in FIGS. 3 and 4, the side walls 14 and 
15 of the bag 10 are thickened as at 140 and 15a in the 
area of the opening 12 of the bag 10. 

In this embodiment a tongue 20 is integrally formed 
in one of the thickened sections 15a and a groove 21 is 
integrally formed in the other thickened portion 14a. 

It will be understood, however, that this is merely for 
examplary purposes. The tongue 20 and groove 21 could 
equally well be formed as by being molded in separate 
strips which could then be sealed or otherwise a?ixed in 
a separate operation to the opposite side walls of the 
bag 14 and 15. > 

As was mentioned hereinabove, it is normal for the 
tongue 20 to be formed within certain exact tolerances so 
as to ?t within the groove 21. However, an improved fea 
ture of this invention is the provision of a tongue 20 which 
is of substantially smaller height h than the height H of 

21. The substantial difference between it and 
H permits the fabrication of parts without the necessity 
of keeping within close tolerances. 

It is necessary however, to provide separate means to 
retain the tongue 20 within the groove 21. This is accom 
plished herein by the provision of one or more layers of 
adhesive substances. For example, a layer of adhesive 
may be applied against the face of the groove 21 and/ or 
a layer of adhesive may be applied to the face of the 
tongue 20. Thus, when the tongue 20 is inserted within 
the groove 21, the adhesive on one or both of the com 
ponents will insure that the tongue 20 does not inadvert 
ently or spontaneously come out of the groove 21. 
Of course, a great variety of materials could be se~ 

lected to act as the adhesive force between the tongue 20 
and the groove 21. For example, materials could be se 
lected which will react to form the strong bond only 
when the said tongue 20 is inserted within the groove 21. 
For example, the material on the tongue 20* could be 
such as to be inactive until it comes into contact with the 
substance within the groove 21. 

'Of course in the embodiment illustrated, the closure 
extends across the width of the bag 10. It could, how 
ever, extend only partially across, or consist of short sec 
tions spaced at intervals thereacross. Additionally, it 
could be comprised of relatively short knob and aperture 
assemblies, with each knob held within the aperture by 
an adhesive substance such as described. 

While there are above disclosed but a limited number 
of embodiments of the product of this invention, it is to 
be noted that additional embodiments are contemplated 
and it is, therefore, desired that such limitations be ap 
plied to the claims hereafter as are necessary or as re 
quired by the prior art. 
Having thus described my invention and illustrated its 

use, what I claim as new and desire to secure by Letters 
Patent is: 

1. A ?exible package having a ?rst wall ‘and a second 
wall in superposed relationship which are joined together 
at their respective side edges and bottom edge to form 
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the container, said upper edges of said ?rst and second 
walls de?ning an opening, the upper edges of said walls 
being moveable between a closed, touching position in 
which said container is closed and an open, separated 
position in which said container is open, said ?rst and 
second walls having releasable securing means for re 
leasably holding them in said closed position comprising 
a transversely extending tongue on said ?rst wall, a trans 
versely extending groove in said‘ second wall, the thick 
ness of said tongue being less than the width of said 
groove, said tongue and said groove being oriented such 
that when the upper edges of said ?rst and second walls 
are brought together into said closed position said tongue 
is received within said groove, and a layer of pressure 
sensitive releasable adhesive in the bottom of said groove 
for releasably and adhesively securing said tongue within 
said groove to releasably close said container. 

2. A ?exible package having a ?rst wall and a second 
wall in superposed relationship which are joined together 
at their respective side edges and bottom edge to form the 
container, said upper edges of said ?rst and second walls 
de?ning an opening, the upper edges of said walls being 
moveable between a closed, touching position in which 
said container is closed and an open, separated position 
in which said container is open, said ?rst and second 
walls having releasable securing means for releasably 
holding them in said closed position comprising a trans 
versely extending tongue on said ?rst wall, a transversely 
extending groove in said second wall, the thickness of 
said tongue being less than the width of said groove, 
tongue and said groove being oriented such that when 
the upper edges of said ?rst and second walls are brought 
together into said closed position said tongue is received 
within said groove, and a layer of pressure sensitive re 
leasable adhesive on one of said tongue and the bottom 
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of said groove for releasably and adhesively securing said 
tongue within said groove to releasably close said con 
tainer. 

3. A ?exible package having a ?rst ?exible sheet mem 
ber and a second ?exible sheet member in superposed 
relationship and moveable between a closed, touching 
position in which said package is closed and an open, sep 
arated position in which said package is open, and re 
leasable closure means on said ?rst and second sheet 
members for releasably holding them in said closed posi 
tion comprising a transversely extending tongue on one 
of said members, a transversely extending groove in'said 
other member, the thickness of said tongue being less than 
the width of said groove, said tongue and said groove 
being positioned on said members such that when said 
members are brought together into the closed position 
the tongue is received within said groove, and a pressure 
sensitive releasable adhesive layer on one of the tongue 
and the bottom of the groove for releasably and adhe 
sively securing said tongue within said groove. 
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