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This invention relates to apparatus for distilling liquids, 
and more particularly to automatic distillation apparatus 
for the continuous production of water of the highest 
purity. 

Apparatus provided heretofore for the continuous dis 
tillation of liquids such as water, have been characterized 
by being rather bulky assemblies of a plurality of sepa 
rate components which require separate supports and 
utilize an excessive amount of space. The distilling and 
condensing components of these prior devices also have 
not been completely satisfactory from the standpoint of 
efficiency, as re?ected by the degree of impurity of the 
distillate and the relatively large ratio of total volume 
of water used to volume of distillate output. Further, the 
devices of the prior art have not been completely satis 
factory in their ability to remove solids from the liquid 
being distilled, thus requiring frequent disassembly and 
cleaning of the apparatus. 

It is the principal object of the present invention to 
provide liquid distillation apparatus in the form of a 
unitary, self-contained, compact assembly of minimum 
size. 

Another important object of this invention is the pro~ 
vision of liquid distillation apparatus in which the fre 
quency of cleaning is reduced to a minimum. 

Still another important ‘object of the present invention 
is to provide, for liquid distillation apparatus, a con 
denser of high e?iciency and yet is of unitary construc 
tion of minimum size. 
Another important object of this invention is to pro 

vide inlet means for a container in which a liquid is to 
be continuously admitted and heated to its boiling point, 
which inlet means functions automatically to separate 
solids from the liquid being admitted to the container. 
A further important object of this invention is the pro 

vision, for a container in which a liquid is continuously 
admitted for heating to its boiling point, of novel inlet 
means which functions to minimize the mixing of cold 
liquid with the heated liquid in the container. 
Another important object of the present invention is 

the provision of liquid distillation apparatus in which the 
liquid to be distilled also may be employed as the coolant 
for the condensing component. 
A further important object of this invention is the pro 

vision of liquid distillation apparatus which includes sim 
' pli?ed means for the automatic maintenance of liquid 
level in the distilling component. 
A further important object of the present invention 

is to provide a novel electrical heater for use in heating 
liquids to the boiling point. 
A still further important object of the present inven 

tion is the provision of liquid distillation apparatus which 
is of simpli?ed construction for economical manufacture. 
The foregoing and other objects and advantages of this 

invention will appear from the ‘following detailed descrip 
tion, taken in connection with the accompanying drawing 
in which: 

FIG. 1 is a foreshortened view in front elevation of 
liquid distillation apparatus embodying the features of 
the present invention, parts thereof being broken away 
to disclose details of internal construction; 

FIG. 2 is a fragmentary sectional view taken along the 
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line 2—2 in FIG. 1 and showing details of construction 
of means for effecting the automatic separation of solids 
from the liquid to be heated to the boiling point; 

FIG. 3 is a sectional view taken along the line 3—3 in 
FIG. 1 and showing the construction of an electric heater 
embodying features of this invention; 

FIG. 4 is a sectional view taken along the line 4—4 in 
FIG. 1; and 
FIG. 5 is a ‘fragmentary sectional view taken along the 

line 5—5 in FIG. 1 and showing the construction of a 
shielded vapor escape in the distillate outlet of the con 
densing component. 

In the preferred embodiment illustrated in the draw 
ing, the distilling component 10 and condensing com 
ponent 12 are constructed entirely of glass as a unitary 
assembly, with the heater component 14 being detachable 
therefrom. 
The distilling component comprises an elongated hol 

low housing 16 de?ning a distilling chamber 18 therein. 
The bottom end of the distilling housing chamber com 
municates with a hollow downward extension 20 of re 
duced diameter which forms an inlet chamber 22. The 
terminal end of the extension is formed as a tapered 
ground glass joint 24 for releasably securing therein the 
ground glass joint 26 formed at the lower end of the 
elongated quartz glass envelope 28. This envelope ex 
tends upwardly through the inlet chamber into the dis 
tilling chamber, and its joint 26 forms a closure for the 
lower end of the inlet chamber. 

In the preferred embodiment illustrated, means is pro 
vided for continuously and automatically removing solids 
from the liquid to be admitted to the chamber 18. To 
this end, a lower portion 30 of the extension 20 de?ning 
the inlet chamber 22 is enlarged in diameter to form an 
annular centrifuge chamber 32 (FIG. 2) the inner periph 
ery of which communicates with the inlet chamber 22. A 
liquid inlet tube 34 extends into this centrifuge chamber 
and terminates in a nozzle 36 which is directed substan 
tially tangential to the inner wall of the centrifuge cham 
ber. An outlet tube 38 also communicates with this cen 
trifuge chamber, substantially tangential thereto and in a 
direction facing the direction of rotation of liquid around 
the chamber from the inlet nozzle, as indicated by the 
arrows. Thus, as the liquid to be admitted to chamber 18 
is forced under pressure through the inlet nozzle, it cir 
culates around the centrifuge chamber and, by said cen 
trifugal action, forces solid particles entrained therein 
radially outward to the wall 30 of the centrifuge chamber. 
The solid particles thus are carried ‘out through the out 
let tube 38 with the surplus liquid, i.e. the delivered liquid 
which is in excess of that needed to ?ll the chamber 18 
to a predetermined level. 
Automatic level control means is provided for main 

taining a desired level of liquid in the chamber 18 con 
tinuously as the liquid is vaporized. In the embodiment 
illustrated, this means is provided by a glass tube exten_ 
sion 38' of the outlet tube 38. This extension projects 
upwardly adjacent the distilling housing 16 and terminates 
in a downwardly bent end section 40 which is contained 
within a glass bowl 42 secured thereto. An opening 44 
adjacent the top of the bowl communicates the interior 
of the latter with the atmosphere. A glass drain tube 46 
extends from the bottom end of the bowl, in communi 
cation with the interior thereof. 
The terminal end of the tube section 40 within the 

bowl is positioned at a height intermediate the top and 
bottom ends of the distilling chamber 18 at which it is 
desired to maintian the level 48 of liquid. Thus, liquid 
forced into the distilling chamber will rise to that level, 
after which any additional liquid will ?ow out through 
the drain tube 46. 
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Moreover, if the liquid supply to the distilling chamber 
is shut off, the syphon break provided by the end of thev 
tube section 40 within the bowl 42 prevents the liquid 
from draining from the distillingchamber. 
Means also is provided to minimize the mixing of cold 

liquid from the inlet chamber 22’ with hot liquid in the 
chamber 18. It is by minimizing this mixing that maxi 
mum e?iciency of heating in the chamber 18 is achieved. 
To this end, an intermediate portion 50 of the extension 
20 is enlarged in diameter to form an annular reservoir 
52 interposed between vertical sections of the inlet cham 
ber 22. This enlarged reservoir serves to receive the liquid 
which ?ows‘ spirally upward from the centrifuge ‘chamber 
32. It is in this reservoir 52 that the spiral motion of the 
liquid is dampened, whereupon the liquid then progresses 
upward through the upper section of the inlet chamber 
22 and enters the chamber 18 in a much slower spiral 
motion. 

Slight spiral motion of the liquid in the lower tapered 
portion of the chamber 18 is desirable, for it tends to 
wash said tapered portion continuously and thus mini 
mizes the deposit thereon of any solids which might settle 
out from the liquid in the chamber 18. For example, it 
has been found in the continuous distillation of water that 
this tapered bottom portion of the distilling chamber is 
maintained substantially free of calcium and other salts, 
representing hardness factors, which continuously precipi 
tate from the water during boiling. These'solids gravitate 
downward to the centrifuge chamber from whence they are 
exhausted to the drain. 
An elongated electrical heater, comprising the heating 

element 54 wound helically on the elongated electrically 
non-conductive .coil 56, is received removably within the 
envelope 28. The heater is retained in the envelope by 
means of the plug 58 of the glass ?ber, or other suitable 
heat insulation material, and the rubber stopper 60 secured 
frictionally Within the joint 26 of the envelope 28. The 
electrical conductors for the heating element are'con?ned 
within a cord 62 which extends outwardly through the 
stopper, as illustrated. 

vIn the preferred embodiment best illustrated in FIG. 
3' the heating-element 54 is an elongated coil of helically 
wound‘ resistance wire wrappedrhelically about the core 
56' andretained in a helical groove 64 formed in the 
latter. The spaced loops of'the coil of wire make a mul 
tiplicity of point contacts, as at 66, with the inner surface 
of the quartz envelope 28 along the length and circum 
ference of the latter. Thus, when the resistance wire is 
heated it produces a multiplicity of tiny, spaced hot spots 
on the envelope. These hot spots constitute tiny thermal 
generators which produce a multiplicity of tiny bubbles 
of vapor over the surface of the envelope. It is 'by this 
production of tiny bubbles of vapor that most e?icient 
heating of the liquid is achieved, while simultaneously 
minimizing the incidence of “bumping.” This latter effect 
is caused by the development of‘large bubbles of vapor‘ 
in the liquid, and the violence of its action may result 
in the expulsion of the liquid phase from‘ the chamber 
18; Indeed, the violence of the action may become‘ so 
severe as to cause breakage of the glass apparatus. 
The coil of wire 54 may be replaced by a'tubular heat 

ing element wrapped helically about the core 56 or other 
wise supported in contact with the inner surface of the 
envelope 28. In this case, substantially line contact is made 
between the heating element and envelope, providing a 
multiplicity of longitudinally spaced hot spots (separated 
by cooler areas between adjacent loops‘of the helix). Ac 
cordingly, reference in the appended claims to a multi 
pli‘city of ‘point contacts between the heating element and 
envelope is intended to de?ne either or both of the above 
described arrangements. ‘ 

Aniopening 68'is provided at the top of the distilling 
housing 16 for communication with the condensing com 
ponent v12 of the apparatus. In the embodiment illustrated, 
this component includes an elongated glass tube 70 which 
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4 
is open at ‘both ends and, as best illustrated in FIG. 4, ' 
preferably is interrupted internally, as in the manner of 
conventional Vigreux column or other suitable con?gura 
tion,rto provide maximum contact area and to break any 
bubbles which might tend to percolate upwardly from the 
distilling chamber- 18; The tube 70-is joined at its ?ared 
bottom end to the lower end of the condenser housing . 
wall 72; This wall is spaced outwardly from the tube 70' 
and is closed at its. top, end a spaced distance above the 
upper open end of the tube. The wall thus de?nes a 
condensing chamber 74. A second wall 76 is joined at its 
bottom end to the bottom end of the condenser housing 
wall 72 and projects upwardly in spaced relation to the 
latter to provide a space 7 S‘therebetween for the circula 
tion of a liquidcoolant. 
The bottom end of the outer wall 76 is joined to the 

open end of the distilling housing 16. Although this in 
tegral arrangement of the distilling and condensing com 
ponents is preferred, they may be provided as separate 7 
components arranged for detachable connection. This may 
be achieved, for example, by the provision of ground glass 
joints'between the upper. end of the distilling’ housing 16 
and the lower end of the outer wall 76, as will be 
apparent. 
An elongated helical coil of glass tube 80 encircles the 

tube 70 and its bottom endiis joined to the condenser wall 
72 and communicates theret'hrough with the space 78 be 
tween the walls. The ?ared upper end of the tubing 80 
is joined to the wall 72 and communicates therethrough 
with the space 78. An inlet tube 82 is joined to the 
outer wall 76 and terminates inwardly thereof in anozzle 
84 which is received freely within the ?ared upper end 
of the tubing 80. This free coupling between the inlet 
tube 82 and the coil tubing 80 affords e?icient introduc 
tion of cooling liquid into the tubing 80 and yet permits’ 
relative movement between the walls 72 and 76 due to 
differential expansionv and contraction 'resulting'from their 
exposure to ‘di?ferent temperatures. 
A glass outlet tube 86 is joined to the outer wall 76 

and. communicates therethrough with the space 78 for 
carrying the cooling liquid therefrom. 
A distillate outlet tube 88 of glass extends through the 

double walls 72, 76 of the condensing unit adjacent the 
bottom thereof, and communicates at its inner end with the 
condensing chamber 74. This outlet tube servesv to re 
move'the puri?ed distillate from the condensing chamber, 
and it forms a lateral extension of the bottom of'the 
chamber which is de?ned'by the ?ared bottom end of 
the tube 70. As illustrated in FIG. 1, this ?ared bottom 
end preferably-slopes toward’the outlet tube 88, to insure 
complete removal of distillate from the chamber‘74. 

Intermediate its ends‘the outlet tube 88 preferably com 
municates with a. vapor outlet tube 90 which is provided 
with a cap 92 to prevent the entrance of foreign matter. 
In the preferred'embodiment illustrated in FIG. 5, the 
vapor tube is made of glass and its outer end is serrated 
or scalloped. The cap 92 rests upon the projections of 
these serrations, providing a plurality of openings imme 
diately under the cap for the escape of ‘vapor. The cap 
may be secured to the upper ends of the serrations, or it 
may-rest freely thereon, as desired. 

. It~is to be noted that the condensing component" 12 
is quite compact and yet provides an extremely large cool 
ing area by the combined surfaces of ‘the inner side of the 
wall 72, the spiral tube 80 and the internally interrupted. 
tube 70. This arrangement contributes materially to th 
production .of a distillate of-high purity; ~ 
The coolant outlet tube 86 may‘ extend to‘ a drain, if‘ 

the coolant is anexpendable liquid such aswatenAlter 
natively, it may extend to the return side of a compressor 
pnmp unit (not»shown)' Whose outlet'is connected to the. 
inlet'tube 82, in the eventthe coolant‘ is non-expendable. 
0n: the other’ hand, the apparatus is illustrated inthe 

drawing for use in the distillation of water. Accordingly,. 
the water coolant employed in the condensing unit 12 is 
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conveyed to the distilling chamber 18, after preheating in 
the condensing unit. To this end the outlet tube 86 is ex 
tended downward and joined at its bottom end to the inlet 
tube 34 for communication with the inlet chamber 22. 
Thus, preheated water from the condensing unit is utilized 
as the supply of water for the distilling chamber 18. 

In the event the liquid to be distilled is not water or 
other liquid also used as the coolant, the coolant outlet 
tube 86 is not connected to the inlet tube 34, but rather 
may be directed to a drain or other return, as previously 
explained. The inlet tube 34 is connected to a source of 
liquid to be distilled, in which case the drain tube 46 is 
connected to the return side of a feed pump (not shown). 

Cleaning of the apparatus may be effected simply by 
forcing an acid or other suitable cleaning solution through 
the coolant inlet 82, tube 70, passageway 78, outlet tube 
86, inlet tube 34, nozzle 36 and thence around the cen 
trifuge chamber 32 and upwardly through the inlet cham 
ber 22, distilling chamber 18, condensing chamber 74 and 
out the distillate outlet 88. It will be understood, of 
course, that the drain tube 46 and opening 44 in the bowl 
42 will have to be plugged for this purpose. Alternatively, 
the cleaning solution may be drawn through the apparatus 
by applying a vacuum through the distillate outlet 88, in 
which case the vapor escape tube 90 also will have to be 
plugged. In either case the apparatus subsequently is 
?ushed thoroughly with water or other suitable rinsing 
liquid. 
From the foregoing it will be apparent that the present 

invention provides liquid distillation apparatus which is of 
compact, unitary construction utilizing a minimum of 
space. It is versatile in use, is highly e?icient in operation, 
is capable of being cleaned with speed and facility with 
out disassembly, or is capable of continuous and automat 
ic operation with a minimum of maintenance. 

It will be apparent to those skilled in the art that vari 
ous changes may be made in the details of construction 
described hereinbefore without departing from the spirit 
of this invention and the scope of the appended claims. 
Having now described my invention and the manner in 

which it may be used, what I claim as new and desire to 
secure by Letters Patent is: 

1. Liquid distillation apparatus comprising: 
(a) a distilling chamber, 
(b) a condensing chamber having an inlet above and 
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communicating with the distilling chamber, and a 
distillate outlet below said inlet, and 

(c) liquid inlet means communicating with the bottom 
end of the distilling chamber and including an an 
nular centrifuge chamber having a restricted open 
upper end communicating with the distilling chamber 
and having a liquid inlet and a surplus liquid outlet 
spaced apart circumferentially and both the liquid 
inlet and the liquid outlet being disposed substantially 
in a common plane and both being tangential to the ' 
periphery of said centrifuge chamber for the circula 
tion therethrough of liquid under pressure, the inlet 
facing the direction of circulation and the outlet fac 
ing opposite the direction of circulation, whereby to 
remove solid particles from the liquid through said 
surplus liquid outlet by centrifugal action. 

2. The apparatus of claim 1 wherein the inlet means 
includes an inlet chamber communicating the annular cen 
trifuge chamber with the distilling chamber, and an en 
larged annular reservoir is positioned intermediate the 
ends of the inlet chamber for dampening the spiral mo 
tion of liquid entering the distilling chamber. 

3. The apparatus of claim 1 including passageway 
means in heat conductive relationship with the condensing 
chamber and having an inlet and an outlet for the pas 
sage .of a coolant therethrough, and conduit means inter 
connecting the outlet of the passageway means and the 
liquid inlet means, whereby to utilize as the coolant the 
same liquid which is to be distilled. 
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4. Liquid distillation apparatus comprising 
(a) a distilling chamber, 
(b) a condensing tube communicating at one end with 

the upper end of the distilling chamber and extending 
outwardly therefrom, the outer end of the tube being 
open, 

(c) a hollow condensing chamber enclosing the con 
densing tube with the outer end of the latter commu 
nicating with said condensing chamber, the condens 
ing chamber having spaced outer and inner walls pro 
viding a space therebetween for the circulation of 
liquid coolant therethrough, 

(d) a coil for passing said liquid coolant in said con 
densing chamber which coil encircles said condensing 
tube and communicates at each end with said space, 
said coil having a ?ared-end opening and means com 
prising a nozzle which extends through the outer wall 
of said space and terminates adjacent said ?ared-end 
opening for the introduction of said liquid coolant 
into said coil, 

(e) distillate outlet means extending outwardly through 
said condensing chamber walls and communicating 
at its inner end with said condensing chamber, and 

(f) liquid inlet means communicating with the bottom 
end of the distilling chamber. 

5. The apparatus of claim 4 including conduit means 
interconnecting the space between said outer and inner 
walls and the liquid inlet means, whereby to utilize as the 
coolant the same liquid which is to be distilled. 

6. Liquid distillation apparatus comprising 
(a) a distilling chamber, 
(b) electric heater means in the distilling chamber and 

comprising an envelope of heat conductive material, 
and electrical resistance means in the envelope and 
having a plurality of spaced points in contact with 
the envelope, 

(c) a condensing tube communicating at one end with 
the upper end of the distilling chamber and extending 
outwardly therefrom, the outer end of the tube being 
‘Open, 

(d) a hollow condensing chamber enclosing the con 
densing tube with the outer end of the latter commu 
nicating with said condensing chamber, the condens 
ing chamber having spaced walls providing a space 
therebetween for the circulation of a coolant there 
through, 

(e) a hollow coolant conduit in the condensing cham 
ber encircling the condensing tube and communicat 
ing at one end with the space between the condensing 
chamber walls and extending at its opposite end out 
wardly through said Walls for connection to a supply 
of coolant, 

(f) distillate outlet means extending outwardly through 
said condensing chamber walls and communicating 
at its inner end with said condensing chamber, 

(g) liquid inlet means communicating with the bottom 
end of the distilling chamber and including an inlet 
chamber having an enlarged annular reservoir inter 
mediate its ends, and an annular centrifuge chamber 
below the inlet chamber and communicating at its 
inner periphery with said inlet chamber and having 
circumferentially spaced inlet and outlet means dis 
posed substantially tangential to the outer periphery 
of the centrifuge chamber for the circulation there 
through of liquid under pressure, whereby to remove 
solid particles from the liquid by centrifugal action, 

(h) syphon break level control means communicating 
with the outlet means of the annular centrifuge cham 
ber and positioned at a predetermined level inter 
mediate the ends of the distilling chamber for main 
taining liquid in the latter at said predetermined level, 
and 

(i) conduit means interconnecting the space between 
the condensing chamber walls and the inlet of the 
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annular centrifuge-chamber, whereby to utilize 'as the 
coolant the same liquid which‘ is to.be distilled. 
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