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ABSTRACT OF ,THE DISCLOSURE 
A receptacle for concealing valuables, such as jewelry 

or money, in the form’ of a box having front, side and 
rear walls and havingva provision for attaching orna 
mental designs or pictures thereto, further having said 
front wall provided with ridges meeting in the bottom of 
said box to form an angle, said juncture being located 
at approximately the center of the bottom wall of said 
box. > i ‘ ' ‘ ’ 

The invention relates to receptacles for concealing 
valuables, and more particularly to such receptacles which 
may be hung on a wall. 
For the purpose of accommodating money, jewelry and 

cosmetic articles, savings-boxes, caskets, ornamental cab 
inets and similar receptacles have been used. However 
their use is easily recognized by outsiders. Built-in or wall 
safes are expensive and not suitable for vall uses. 
The present invention overcomes many of the disad 

vantages of prior devices by providing a receptacle in 
which jewelry, money and other valuables may be stored 
unobtrusively and yet in a manner to be easily accessible. 
This is realized by a receptacle which an unknowing ob 
server will regard merely as a piece of room decoration, 
so that discretion will be preserved at all times. It is de 
signed as a more or less ?at box which preferably has 
the form of a rectangular prism and may be hung on the 
wall of a room by means of an opening provided in the 
lid on its rear side. 

This unobtrusive receptacle may be made of wood, 
metal, extruded, molded or cast resin, plastic, glass, porce 
lain, ceramic, earthenware, or pasteboard. The shape of 
the ?at container may, instead of the rectangular con 
?guration, also be given any irregularly polygonal, cir 
cular, oval con?guration. For camou?age, its front side 
is designed as a relief or provided with a picture, mirror, 
inscription or drawing, with a clock, musical clock, 
thermometer, barometer, hygrorneter, or calendar. De 
pending on its particular design, the receptacle may be 
opened at one side and may be equipped with a lock. If 
it is camou?aged with a picture or mirror, it may be sur 
rounded with customary picture or mirror frames in order 
to perfect the deception. 
Thus the receptacle may be used as a savings-box, deed 

box for bonds and documents, letters or keys, as a tool 
box, house bar, as a casket for cosmetic or hygienic arti 
cles. Moreover, the installation of a loudspeaker, a speak 
ing system, a listening system, a radio or magnetic-tape 
set is possible; furthermore, it may be designed as a smok 
ing set, writing set, smoke consumer, air moistener, box 
for sweets, etc. 

Illustrated in the drawings as an illustrative embodi 
ment of this invention is a simple, rectangular, small box 
serving as a savings-box the subsequent description of 
which will explain the individual features of the invention. 
FIGURE 1 is a perspective representation of the box. 
FIGURE 2 is a section taken along lines 2—2 of FIG 

URE 1. 
FIGURE 3 shows the box as seen from the front side, 

the upper portion of the front wall being broken away. 
Referring to FIGURE 1, the reference number 1 desig 

nates the front of the box, the outer surface of which has 
attached adhesively thereto a drawing, ornamental means, 
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I an illustration or the like indicated at 7. A rear face 3 
1n the form of a- box lid facing a wall is provided with an 
opening 2 to hang the device on the wall. In the present 
embodiment, the box has the con?guration of a rectangu 
lar prism. Rear face 3 may be provided with a conven 
tional safety lock 4 by which the rear face 3 is locked to the 
lefthand side wall of the box. This rear face may be 
af?xed to the other side wall by means of hinges, or it 
may be entirely removable, in accordance with the illus 
tration in the ?gures of the drawings. When opening the 
lock and after exerting a slight pressure against the left 
hand side thereof, the rear face 3 is completely remova 

provided between two projections 
5 and 6 in the side surface. This is accomplished by pull 
ing the rear face to the left disengaging it from between 
projections 5 and 6. 
The walls of the box project slightly beyond the edges 

of the front of the box, which is provided with the pic 
ture, drawing or mirror by adhesive or other means, thus 
giving the picture or mirror a simple, tasteful frame. In 
FIGURE 2, it is indicated how the picture 7 is framed by 
the projecting edges 8. If the receptacle is to serve as a 
savings-box, a slot Q is provided on the top side. In order 
to prevent the coins from dropping out when the box is 
turned over, another safety slot 10, made of e.g. of an 
elastic material, may be provided in close proximity be~ 
low the receiving slot. The edges of the safety slot 10 are 
serrated and interlocked. If a coin is inserted, it will also 
pass through this latter slot by the pressure exerted there 
on. The elastic slot membrane then prevents the money 
from falling out even if the box is violently tossed or 
turned over. It will be apparent that opening 2 in the 
rear wall may be used to insert rolled up bank-notes. 

In addition to its aforementioned use as a storing place 
for jewelry and valuables which is di?‘icult to detect, such 
a hanging box may also serve as a key deposit. It may 
also accommodate a small radio, in which case the front 
of the box is provided with sound holes before being 
covered with the picture or with a fancy textile material. 

In order to insure that the receptacle continues to hang 
in the proper position, ridges 11 extending from the side 
walls toward the center of the lower receptacle surface 
may be provided on the inner surfaces. On the front sur 
face 1 opposite the rear face 3, the ridges 13 are provided, 
which extend below the ridges 11 in order to prevent the 
coins from dropping out laterally. Therefore, inserted 
coins will accumulate in the tapering space thus created, 
and by their weight will cause the receptacle, which is 
hung up by the opening in the lid, to occupy exactly the 
vertical position. The ridges 11 and 13 are indicated in 
FIGURES 2 and 3. In FIGURE 1, they have not been 
drawn in order not to obscure the illustration. From ad~ 
jacent to rear face 3 the ridges 11 project into the inner 
space of the receptacle. They form the acute angle 12 
in which the inserted coins 14 accumulate. The overlap 
ping of ridges 11 and 13, while preventing the coins from 
dropping out laterally, at the same time insure that after 
the receptacle has been opened the lid is reinserted into 
its proper position. 
While the invention has been described, it will be under 

stood that it is capable of further modi?cations and this 
application is intended to cover any variations, uses, or 
adaptations of the invention, following in general, the 
principles of the invention and including such departures 
from the present disclosure as come within known or 
customary practice in the art to which the invention per 
tains, and as may be applied to the essential features here 
inbefore set forth and as fall within the scope of the in 
vention or the limits of the appended claims. 
Having thus described my invention, what I claim is: 
1. A receptacle for concealing valuables comprising: 
(a) a box having front, side and rear walls, 
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(b) means positioned centrally relative to said rear 
wall for suspending said box on a wall, 

‘(c) Ornamental means positioned on said front wall, 
(d) said side walls extending beyond said front wall 

thereby providing mounting means and a frame for 
said ornamental means, and 

(e) said front wall being provided with ridges meeting 
in the bottom of said box to form an angle whereby 
coins will tend to collect at the juncture of said 
ridges, said juncture being located at approximately 
the center of the bottom wall of said box. 

2. A receptacle for concealing valuables as de?ned in 
claim 1 wherein said rear wall has a safety lock thereon. 

3. A receptacle for concealing valuables as de?ned in 
claim 1 wherein at least one of said side walls has at least 
‘one pair of projections, said rear wall being positioned 
between said projections. 

4. A receptacle for concealing valuables as de?ned in 
claim 3 wherein said rear wall has a safety lock thereon, 
said safety lock engaging a side Wall, said projections 
being located on a side wall opposite said lock engaging 
side wall. 

5. A receptacle for concealing valuables as de?ned in 
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claim 1 wherein one of said walls is provided with means 
for receiving and retaining coins. 

6. A receptacle for concealing valuables as de?ned in 
claim 5 wherein said retaining means includes an elastic 
device having a slot therein, said slot being formed with 
interlocking serrated edges. 
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