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ABSTRACT OF THE DISCLOSURE 
The disclosure relates to a wrist-band comprising a thin 

?exible support having a plurality of ?at links slidably 
mounted thereon. The ?at links carry suitable indicia. End 
links retain the ?at links and provide for coupling to form 
a closed band. 

This invention relates to identi?cation pieces and more 
particularly to such carrying personal indications and in 
forming the medical staif required to attend its owner in 
case of emergency about vital particulars. 
When a person is found in a state of partial or total 

unconsciousness, for instance after an accident, an indis 
position, a syncope or an attack of any sort, the physicians 
notoriously know that numerous standard treatments un 
dertaken in the absence of indications about the general 
physical condition of that person, previous treatments and 
some pathological antecedents can be deadly. A fatal issue 
must also be feared if such a person is abruptly no longer 
treated in accordance‘ with a disease from which he suf 
fers. . 

‘Different means'have already been suggested to ward Oii 
these dangers. A medal has thus been created. That medal 
is broadly known by a great deal of the medical staffs. 
It merely carries the aesculapius mark in a conventional 
presentation. For the well-informed physicians who no 
tice the presence of that medal on an unconscious pa 
tient, it means that they are faced with a pathological case 
to be cleared up immediately and even before intervening. 
The known medal does, however, not give any informa 

tion about the nature of the pathological case, so that its 
e?icacy substantially depends on the rapidity with which 
its owner can be identi?ed. In some instances, this iden 
ti?cation time can, however, annihilate the e?icacy of 
the known medal. 

Another known means consists of a card on which one 
can write, in addition to the usual civil status of the 
owner, all the indications about him which can be of in 
terest for a physician who would have to intervene‘emer 
gently: blood group, Rh factor, serums and vaccines 
which have already been inoculated with corresponding 
dates, diseases with every indication about the treatments 
in course, allergies, name and address of the practicing 
doctor. 

' This means does, however, not warrant that it will be 
found at the decisivve moment. The owner can inadvert 
ently leave his card at home or disregard taking it along 
on a run, a trip, an excursion or simply a bath, He can 
‘also be separated from his card by the accident; during 
the accident the identi?cation card can even be lost or 
destroyed. ‘ 

One also knows of course the identi?cation disks of the 
military. These disks have, however, never been used in 
an attempt of giving the doctors required to attend their 
owners emergently a vital information about them. These 
disks have, moreover, neither the sizes nor a nature which 
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would make them convenient for being carried perma 
nently by individuals who must be attended with a critical 
care in case of an accident, an indisposition, a syncope or 
any other attack after which they are unconscious. 

It is therefore an object of this invention to create an 
identi?cation piece carrying personal indications and re 
liably informing the medical staff required to attend its 
owner in case of emergency about vital particulars, said 
identi?cation piece offering the best possible chances to 
be found on its owner when necessary, and having, more 
over, such a form that its owner does not in the least feel 
ashamed to carry it. 

It is a more particular object of the invention to create 
an identi?cation piece in the form of a wrist-band com 
prising individually removable members, each of said re 
movable members having a surface portion of su?icient 
extent to receive at least one of said personal indications. 
The idea of making an identi?cation piece in the form 

of a wrist-band is, as a matter of fact, already known. 
The wrist~bands serving as identi?cation pieces could, 
however, not ful?ll the requirements of the identi?cation 
piece contemplated here, because they do not comprise 
removable members. All the indications appearing on the 
known wrist-bands are provided on one and the same 
piece which, moreover, forms an integral part of the wrist 
band. In order to use such a wrist~band as an identi?ca 
tion-piece in the sense contemplated here, one would have 
to engrave numerous indications particularly for every 
individual, thus substantially increasing the costs of the 
wrist-band. Moreover, with a gold-plated wrist~band for 
instance, the surface coating Would have to be restored 
after engraving. The later addition of a further indication 
would, for the same reason, raise new dii?culties. Eventu 
ally, deleting some indication as could be required, for 
instance when a medical treatment has ended, would also 
raise problems which would not be easy to solve in prac 
tice. 
. It is also an object of the invention to create a non 
stretchable wrist-band with links and a closing device with 
a nice appearance and whereby the links can be easily 
replaced. 

Still a more particular object of the invention consists 
of a wrist-band having a band comprising a thin support 
means longitudinally extending from one end of the band 
to the other end thereof, a plurality of ?at links merely 
slipped after one another on said support means at one 
end of the band, one of said end pieces at least being re 
movably secured to said support means so as to retain 
said links ,in abutting engagement with each other and 
one of said end pieces at least forming at least a part 
of a closing device of the wrist-band. 

Still further objects of the invention will become ap 
parent in the course of the following description. - 
One embodiment of the identi?cation piece according 

to the invention is represented diagrammatically and by 
way of example in the accompanying drawings. 

In the drawings: 
FIG. 1 is a partial perspective view of that embodi 

ment and 
FIG. 2 is a 

EIQI. , _ , _ , 

The identi?cation piece represented in the drawings 
conslsts of 1a wrist-band comprising a plurality of links 
1 and a closing device made in three pieces 2, 3, 4. All 
the links 1 have the same shape; they are ?at and paral 
lelepipedal. Substantially at the same distance from its 
lower surface and from its upper surface, i.e., in the axis 
of the wristband, every link 1 is provided with an open 

part sectional view along line II—II of 
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ing extending throughout the link in direction of the 
wrist-band, so that links 1 can be slipped on a thin ?exi 
ble but non—stretchable strip 5 having a width somewhat 
smaller than that of the wrist-band. Strip 5 can be a 
spring leaf of stainless steel or a plastic ribbon. If the 
wrist-band is a mere bracelet, strip 5 extends over the 
whole length of the bracelet and its ends are secured 
the ?rst one to piece 2 and the second one to piece 3 
of the closing device of the bracelet. If the wrist-band 
is on the contrary a wrist-watch strap, it comprises two 
bands the ?rst one extending from one pair of attaching 
lugs of the watch to one piece of the closing device and 
the other one extending from the second pair of attach 
ing lugs of the watch to the other piece of the closing 
device. 
Each one of the pieces 2 and 3 comprises a body mem 

ber 6, 7 provided with an opening similar to that of 
links 1, and which can be engaged by one end portion 
of strip 5. Pieces 2 and 3 of the closing device are re 
movably secured to the ends of strip 5 by screws 8, 
screwed in the body members 6, 7 and extending through 
corresponding bores 9 (FIG. 2) of strip 5. 
To enable an adjustment of the length of the wrist 

band, strip 5 is made long enough in order to surround 
the largest arms. Moreover, a plurality of pairs of bores 
9 spaces apart from each other are provided along strip 
5 (FIG. 2) at least [at one end thereof, so that some 
portion of strip 5 can be cut or broken away to adjust the 
wrist-band length to the arm of its owner. The distance 
from one pair of bores 9 to the next one is of course 
chosen according to the sizes of links 1, so that pieces 
2 and 3 of the closing device will keep links 1 on strip 
5 in abutting engagement with each other, i.e., Without 
leaving a free space between adjacent links, when pieces 
2 and 3 are secured to strip 5 after having adjusted the 
length thereof to the arm of the wrist-band owner. 
To close and open the wrist-band at will, piece 2 com 

prises a plate 10 made integral with the body member 
6 and this plate carries transverse projections 11. Piece 
3 similarly comprises a plate 12 made integral with the 
body member 7 ‘and being provided with transverse slots 
13 adapted to projections 11 so that the latter can freely 
enter slots 13. Piece 4 of the closing device is ?nally 
mounted on plate 10 by means of a hinge 14 provided 
along one edge of plate 10 so as to constitute a jointed 
cover. Piece 4 moreover carries an anchoring projection 
15, which can be snap-?tted onto the edge of plate 10 
opposed to hinge 14 as well as a releasing projection 16 
in order to render more easy opening the wrist-band. 
To close the wrist-band, plate 12 is set on plate 10, 

so that projections 11 enter slots 13. Piece 4 is then 
rocked down over plate 12 and snap-?tted to plate 10. 
When the wrist-band is closed, its closing device is flush 
with links 1, so as to give the wrist-band a nice appear 
ance. 

It appears from the above-standing description that 
any link 1 can at every time be replaced by another link 
without any di?‘iculty. For this purpose the screws 8 of 
one of pieces 2 or 3 of the closing device are unscrewed 
and this piece removed from strip 5. Links 1 thus con 
stitute individually removable members. 
The inner surface of every link, i.e., the surface lying 

on the arm of its owner, has obviously a suf?cient extent 
in order to enable engraving thereon at least one indi 
cation relating to either a blood group, a serum, a vac 
cine, a disease, a medical treatment or an allergy as dia 
grammatically shown at 17 (FIG. 1). 
The following table relates to two individuals which 

are supposd to be or to have been treated in some man 
ner and which are a?iicted by some illness. About these 
two individuals the table contains all the vital indica 
tions which a medical sta? required to attend these indi 
viduals in case of emergency must know how to avoid 
a prejudicial intervention. Every ?eld of the table cor, 
responds to one removable member of the wrist-band. 
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Blood group Blood group 

A B 

Rh+ Rh~ 

Serums Serums 

Against Diphtheria 10.3.59 Against Tetanus 14.9.61 

Vaccines 

Against smallpox 5.48 

Vaccines 

Against smallpox 12.60 

Diseases Against typhoid fever 10.59 

Glaucoma Diseases 

Allergies Diabetes 

Atropin Therapy 

Insulin move 32 U 

Allergies 

Insulin Z.P. 

Penicillin 

These two examples illustrate the nature of the infor 
mation which it is contemplated to give here. They 
show, moreover, that the information given by the wrist 
band speci?cally characterizes the anamnesis of one in 
dividual although each indication has a universal char 
acter. The identi?cation piece according to the invention 
thus can be established from a plurality of single indi 
cations each having a universal character by combining 
these indications to a highly speci?ed piece of informa 
tion. As a consequence thereof, there are few indications 
to be speci?cally engraved ‘for one individual and these 
particular indications are, moreover, very short. They 
consist of the dates. All the other indications can be pro 
duced on an industrial scale thus permitting the imme 
diate establishment, for any individual, of a quite com 
plete identi?cation piece at a price which does not sub 
stantially different from that of the blank wrist-band. 

Since the members carrying the indications 17 are re 
movable, the identi?cation piece according to the inven 
tion can easily be kept up-to-date all the time by replacing 
blank links by links with newly required indications or 
by replacing links with indications becoming out-of-date 
by blank links. 
The identi?cation piece according to the invention can 

of course also contain coded indications relating to an ill 
ness which its owner will reveal only to doctors strongly 
bound by the professional secret or to an illness which the 
practising doctor will not reveal to his patient. 
An administrative number can also be provided on a 

particular member of the wrist-band, said number refer 
ring to a card of a central station open night and day where 
doctors can obtain an additional information about the 
identi?cation piece owner which could not be put or which 
it was not desired to put on the identi?cation piece itself. 

Although only medical indications have been evoked 
hereabove, indications about the civil status of the identi 
?cation piece owner can of course also be engraved on 
the lower face of some links 1. 

It results from the previous description that the whole 
information given by the identi?cation piece according 
to the invention normally remains cautiously hidden. In 
order that this information does not escape notice of the 
medical staff for whom it has been intended a conven 
tional reminding mark 18, well known by the physicians, 
can be provided on the visible surface of the cover mem 
ber 4 of the closing device. ' 
The identi?cation piece according to the invention can 

be, as already indicated, either a mere bracelet or a wrist 
watch strap. In the last case the closing device could be 
dispensed with and the strap could comprise a single band 
having one end at least which would be removably an 
chored to one pair of lugs of the watchcase to enable 
opening and closing the wrist-band to a wrist-watch strap, 
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the identi?cation piece according to the invention could 
also comprise two bands each having one end anchored to 
the watchcase and a part of a closing device, such as 
piece 2 or 3, at the other end. For anchoring the bands 
to the Watchcase, an end-piece could be ?xed at the end 
of the strip carrying the removable links 1 in the same 
manner as pieces 2 and 3 are ?xed to strip 5. These end 
pieces could moreover be arranged so that they could be 
anchored to the usual bars ?xed to the watchcase lugs. 
Alternatively, these end-pieces could be ?xed, for instance 
by welding, directly to the watchcase as more and more 
practicized with metallic wrist-bands. 

In the case of a wrist-watch strap having two bands, 
adjusting the strap length to the arm of its owner would 
already be ensured, if only one of the two end-pieces pro 
vided for attaching the strap to the watchcase were re 
movably ?xed to the corresponding strip carrying the 
links 1. 
The means provided for supporting the removable links 

need not necessarily be a strip, a leaf or a ribbon. A cou 
ple of threads could also be used as a support means. In 
this case each link 1 would be provided with two bores 
instead of the opening disclosed hereabove. To be able 
to assemble the removable links on their support means 
it suffices quite generally that the cross-sectional shape of 
the link opening corresponds to that of the support means 
so as to prevent the links 1 from sliding in the transverse 
direction when the wrist-band has been assembled. I 
The links 1 can either be made of a base metal and then 

treated for instance by coating and by ornamenting or of 
a noble metal. They could also be made of another ma 
terial for instance a plastic. 

It will ?nally be observed that the removable members 
of the wrist-band constituting the identi?cation piece ac 
cording to the invention need not be the links themselves; 
they could consist either of link parts or, on the contrary, 
of a group of links. With about twenty such removable 
members on a wrist-band it is already possible to give a 
complete information in the most intricate cases. The re 
movable members of the identi?cation piece according to 
the invention can even be mounted in such manner that 
they will necessarily be impaired and irremediably lost 
upon removing the same. It suf?ces that they can be re 
moved without injuring the remaining parts of the wrist 
band, and then be replaced by a new member, this new 
member either carrying an indication or being a blank as 
may be, and being available without di?iculty and at a 
low price. 
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Various further changes in the shape, sizes and arrange 

ment of parts will still appear obvious to those skilled in 
the art without departing from the spirit of the invention 
or sacri?cing the advantages thereof. 

I claim: 
1. An identi?cation piece comprising a thin ?exible 

band portion, a plurality of links independently slidably 
and removably secured to said band portion, each of said 
links having a relatively ?at outer surface for the accept 
ance of identi?cation indicia, a pair of end pieces on band 
portion at opposite ends thereof, one of said end pieces 
being removably secured to said band portion so as to re 
tain said links thereon yet accommodate removal of said 
links, and means for joining opposite ends of said band 
portion to one another to form a wrist-band, said ?exible 
band portion being provided with bores at its ends, and 
screws engaging said bores and passing through said band 
portion and securing said end-pieces thereto. 

2. A wrist-band according to claim 1, wherein said band 
portion has at least one end provided with a plurality of 
bores spaced apart from each other along said strip. 

3. A wrist-band according to claim 1, including a clos— 
ing device comprising a ?rst plate forming part of one of 
said end-pieces and carrying at least one projection, a sec 
ond plate forming part of another of said end-pieces and 
provided with at least one opening, a projection of said 
?rst plate corresponding to an opening of said second plate 
so as to ?t each other upon setting said ?rst and said sec 
ond plate on one another, one of said plates forming part 
of the inner surface of the wrist-band, and a jointed cover 
means carried by the plate forming part of the inner sur 
face of the wrist-band, said cover means locking said two 
plates onto one another. 
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