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Filed Feb. 16, 1967, Ser. No. 616,516 

4 Claims. (Cl. 312—3§) 

ABSTRACT OF THE DISCLOSURE 

The invention comprises a strip gauze dispenser having 
a container with an annular portion and sidewalls dis 
posed laterally to the annular portion with said container 
being adapted to receive a strip of gauze wound into a 
roll, said annular portion having an elongated slotted 
mouth for feeding the strip of gauze out of the container 
in a continuous strip, said container having elongated 
means for receiving portions of the operator’s hand so 
that the container may be rotated relative to the opera 
tor’s hand whereby the operator may engage the container 
with said portions of his hand and hold the outer end of 
the gauze to an object to be wrapped in his other hand 
and rotate the dispenser about the object with the said 
one hand causing the dispenser to rotate relative to the 
hand and the gauze to wrap about the object. 

This invention relates to medicinal dressings, more 
particularly the invention relates to medicinal gauze and 
to the handling of the same. 

It is an object of this invention to provide a novel gauze 
dispenser. 

It is a further object of the invention to provide a novel 
gauze dispensing device which may be used to rapidly 
wrap gauze about an object with a minimum of handling 
of the gauze. 

It is a further object of the invention to provide a novel 
device for dispensing gauze whereby there is only a mini 
mum amount of handling of the gauze as it is being 
unwrapped. 

It is another object of the invention to provide a novel 
dispenser for wrapping material about an object rapidly. 

Further objects and advantages of the invention will 
become apparent as the description proceeds and when 
taken in conjunction with the accompanying drawings 
wherein: 
FIGURE 1 is a perspective view of the ?rst preferred 

form of gauze dispenser invention. 
FIGURE 2 is a side elevational view of the ?rst form 

of gauze dispenser. 
FIGURE 3 is a front elevational view of the ?rst form 

of gauze dispenser invention. 
FIGURE 4 is a top plan view of the ?rst form gauze 

dispenser invention. 
FIGURE 5 is a cross-sectional view of the ?rst form 

of dispenser taken along line 5-5 of FIGURE 4. 
FIGURE 6 is a side-elevational view illustrating the 

manner of wrapping an object employing the dispenser 
invention. 
FIGURE 7 is a perspective view of a second modi?ed 

form of gauze dispenser. 
FIGURE 8 is a front elevational view of the second 

form of gauze dispenser invention. 
FIGURE 9 is a side elevational view of the second 

form of gauze dispenser. 
FIGURE 10 is a top plan view of the second form of 

gauze dispenser invention. 
Brie?y stated, the invention comprises a gauze dis 

penser with a cylindrical plastic container having a flat 
mouth projecting therefrom, a roll of gauze within the 
container with its outer end extended into the mouth 
and adapted to be fed out therefrom, a hollow sleeve 
mounted adjacent the container adapted to receive an 
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operator’s ?nger so that the container rnay rotate about the 
operator’s ?nger as the gauze is wrapped about an 
object. 

In the modi?ed form of the invention a rotating handle 
is mounted to the container in lieu of the sleeve and the 
operator grasps the handle to rotate the dispenser about 
an object. 

Referring more particularly to the drawings, in FIG 
URE 1, the ?rst form of the gauze dispenser invention 20 
is illustrated as having a cylinder container 21 and a ?at 
mouth portion 22 extending therefrom. A hollow sleeve 
23 is ?xed beneath the mouth portion 22 and adjacent 
the container 21. The sleeve 23 is adapted to receive the 
?nger of an operator of the dispenser. 
A roll of gauze 24 rests in the container with its outer 

end 24' extending out through the mouth portion 22. 
The dispenser 20 has a removable top cover 25, which 

consists of a cylindrical curved rearward portion 26 and 
a ?at straight forward portion 27, which is slidably re 
movable from the container 21 and which forms the top 
of the container and the top of the mouth portion 22. 
The container portion 21 has ?at side walls 28 and 29 

and an annular cylindrical bottom wall 30. The side walls 
28 and 29 are ?xed to the bottom wall. The bottom chan 
nel member 31 is formed integrally with the bottom wall 
30 and projects laterally away to form the bottom of the 
mouth portion 22. The channel member 31 has inturned 
?anges 32 and 33 which form a guideway for the ?at 
straight portion 22 of the removable cover, with the outer 
end 24' of the gauze roller between the bottom 31' of 
the channel member 31 and the ?at portion 27 so as to 
slide freely between. 

Operation 
A roll of conventional medicinal gauze 24 ..is placed 

in the container portion 21, by removing the sliding cover 
25. The cover is removed by sliding it rearward from 
its position shown in solid lines in FIGURE 2 to its posi 
tion shown in phantom lines in FIGURE 2. The cover 
is slid rearward until it is free of the inturned ?anges 32 
and 33. The gauze is then placed in the container and 
the outer free end 24' is placed on the bottom 31’ of the 
channel member as shown in FIGURE 5. The cover 25 
is then replaced by sliding the ?at end 27 back into the 
channel member 31, to its original position shown in 
FIGURE 5. 
To wrap gauze about an object 34, such as an arm or 

leg as illustrated in FIGURE 6, the operator will grasp 
the outer free end 24’ of the gauze and hold it on the 
arm in the area to be wrapped to start the wrapping 
operation. While holding the outer end 24’ in place with 
his left hand, he will insert his index ?nger into the sleeve 
23, and while retaining his ?nger in the sleeve will rotate 
his right arm about the arm or leg 34 causing the dis 
penser to rotate about arm 34 clockwise as illustrated 
in position 35, 36, 27, and 38, which will cause the gauze 
24 to feed out the mouth 22 and wrap ?at around the 
object 34. In order to control the rate of feed of the 
gauze and the tension on the gauze the operator with 
his right thumb may press down on the ?at portion 27, 
which will compress the gauze 24 between the ?at por 
tion 27 and the bottom 31’ and create a drag on the gauze. 
Also, the removable cover may have an inner rib 39 of 
rubber or other friction creating material, which rib may 
extend laterally across the underside of the ?at portion 
27. 

In the modi?ed form of gauze dispenser illustrated in 
FIGURES 7-10, inclusive, the gauze dispenser invention 
40 has a container portion 41, similar to container por 
tion 21. Except that one side wall 42 is ?xed to the 
cover member 43 so that the cover member 43, which 
has a ?at forward end 44, and cylindrically curved rear 



end 45, slides out of the container portion 41, along with 
the side wall 42. " ' ' 

The container 21 has a cylindrical bottom wall 46 and 
an opposing side Wall 47 ?xed to the bottom wall. The 
mouth portion 47, has a bottom channel member 43 
which is formed integrally with the bottom wall 46 of 
the container portion. The channel member 48 has a pair 
of inturned ?anges 49 and 50 which are similar to ?anges 
32 and 33 and which form a guideway for the ?at for 
ward end 44. The outer free end 24' of the roll of gauze 
24 freely slides between the ?at member 44 and. the 
bottom wall 48’ of the channel member. . . 
A pin 49 is ?xed to the inside of the side wall 47, and 

provides an axial support for the gauze roll 24. A post 
50 is ?xed to the outside of wall 47, coaxially with the 
pin 49. A rotating sleeve 51 is rotatably mounted over 
the post 50 to form a handle and a screw 52 is threaded 
partially into the end of the post 50 and confronts an an 
nular rib 51' of the sleeve to hold the sleeve on the post. 

Operation 
The operation of the modi?ed gauze dispenser 40 is 

similar to the ?rst form of the'invention. 
To install the gauze roll 24 the cover 43 is slid out of 

the container 41, and the Wall 42 being ?xed to the cover 
slides out of the container and once the ?at 44 of the 
cover is clear of the inturned ?anges 49 and 50 the cover 
is free of the dispenser. The gauze roll 24 is then inserted 
coaxially over the pin 49, and the outer free end 24’ of 
the gauze roll 24 is ‘laid on the bottom 48' of the chan- _ 
nel member and the cover is then replaced, with the 
outer ‘free end 24' of the gauze roll between the ?at end 
24 and the bottom 48’ and freely slidable therebetween. 
To wrap the gauze about an object such as an arm 

or leg, the operation is identical except that the operator 
will grasp the handle 51 with his right hand instead of 
inserting his right index ?nger into the sleeve 23 as in 
the ?rst form. 

With his left hand holding the outer free end 24’ of the 
gauze to the object in the area to be wrapped, the oper 
ator while continuously grasping the handle 51 will rotate 
the dispenser 40 about the object such as an arm or leg, 
with the gauze feeding out of the mouth portion 47 and 
wrapping ?at about the object. To apply tension or drag 
to the gauze the operator with his thumb of his right hand 
will press the cover down on the container or mouth por 
tion in the same manner as described in the ?rst form of 
the invention. 

Thus it will be seen from the foregoing that a novel 
gauze dispenser invention has been provided which en 
ables gauze to be wrapped about an object rapidly and 
without the operator having to personally touch each lay’ 
er of the gauze or roll as it is wrapped, and providing only 
a minimum contact by operator with the gauze, and that 
the dispenser may be inexpensively made and provides a 
construction affording a rapid wrapping of the gauze. 

It will be obvious that various changes and departures 
may be made to the invention without departing from the 
spirit and scope thereof and accordingly it is not intended 
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that the invention be limited to that specifically described 
in the speci?cation or illustrated in the drawings but only 
as set forth in the appended claims wherein. 
What is claimed is: 
1. A strip gauze dispenser comprising a container hav 

ing at least a generally annular portion with sidewalls 
disposed laterally to the annular portion with said con 
tainer being adapted to receive therein a strip of gauze 
wound :into a roll; said. annular portion havingv an elon 
gated slotted mouth for feeding the strip-of gauze out of 
the container in a continuous strip, a handle projecting 
fromoneofsaidsidewalls of saidcontainer, and'rotative 
1y ‘mounted thereto ‘with it's rotational'axis disposed in 
generally" parallel relationship to the centerfaxis 'of'the 
gauze ‘whereby: an operator may grasp; said handle with 
one hand; and hold an outer-‘end of -the’gauze to an object 
to be wrapped with his other hand and 'rotate‘the dis 
pen'ser aboutathe'object'with his ‘said one-hand causing 
the dispenser to rotate relative to the handle and the gauze 
to wrap about the ‘object, said container having a portion 
movable to create an opening in said container for re 
placement of the gauze. . _ . 

2. A strip gauze dispenser according "to claim 1 wherein 
said container has a spike-therein for-axially receiving 
said rollof gauze; " ' ' 

3. 'A strip gauze dispenser according to claim 1 wherein 
said movable portion of said container comprises portions 
of said annular portion and is slidably movable in a rec 
talinear direction for creating said opening for said re 
placement of said gauze. \ 

4. A strip gauze dispenser comprising a container hav 
ing at least a generally annular portion with sidewalls dis 
posed laterally to the annular portion with said container 
being adapted to receive therein a strip of gauze wound 
into a roll, said annular portion having an elongated 
slotted mouth for feeding the gauze outof the container 
in a continuous strip, a cylindrical sleeve mounted to said 
container adjacent the exterior of said annular wall por 
tion and in generally parallel relationship to the center 
axis of the gauze whereby an operator may insert his 
?nger of said one hand into said sleeve and hold an outer 
end of the gauze to an object to be wrapped with his other 
hand and rotate the dispenser about the object with his 
said one hand causing the dispenser to rotate relative to 
his ?nger and the gauze to wrap about the object, said 
container having a portion movable to create an opening 
in said container for replacement of the gauze. 
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