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ABSTRACT OF THE DISCLOSURE 
A child’s chamber pot including a hollow base con 

tainer with peripheral ?ange, the seat removably mounted 
on a base including an annual recess receiving the ?ange 
and a disposable liquid resistant bag with a peripheral 
part overlying said ?ange and clamped thereon by the 
seat. 

This invention relates to chambers for small children. 
It is well known that there are many difficulties associ 

ated with the question of small children’s toilet require 
ments whilst on journeys since many children refuse to 
be associated with chambers or the like that are not of the 
form to which they are accustomed at home. A further 
di?iculty arises from the fact that the conventional cham~ 
bers as at present manufactured for small children are 
not suitable for use when travelling since they occupy a 
large amount of space, will cause embarrassment if car 
ried about in public, and are difficult to maintain in a 
clean and hygienic condition during such travelling. 

It is an object of the present invention to provide a 
child’s chamber pot that will not be soiled by the child 
when in use. 

Acording to the present invention a child’s chamber pot 
comprises a base member, a seat displaceable relatively 
to said base member and mountable thereon, and a dis 
posable liquid resistant bag, the chamber pot being adapted 
to clamp a peripheral part of the bag between the seat and 
the base member. 

Preferably the bag is provided with a draw cord ex 
tending around a neck portion of the bag whereby, after 
after the pot has been used, the draw cord can be tight~ 
ened to seal the neck of the bag. To facilitate handling of 
the draw cord the base member is formed With one or 
more slots in its side through which the draw cord ends 
can extend and so permit the draw cord to be tightened 
before the bag is removed from the base member. 

In order that the invention may be clearly understood, 
reference will now be made to the accompanying drawing 
showing, by way of example only, one embodiment of 
the present invention and in which: 
FIGURE 1 is a general view of the child’s chamber 

pot; and 
FIG. 2 is a cross section along the line X—X through 

FIG. 1 and showing the seat about to be lowered so as 
to clamp a peripheral part of the bag between the seat 
and the base member. 
As illustrated the base member 1 is of generally in 

verted frusto-conical form, there is being an outwardly 
directed ?ange 2 extending radially from its upper pe~ 
riphery 

Extending downwardly into the base member 1 is a 
disposable liquid resistant bag 3, the bag 3 being so ar 
ranged in the base member 1 that a peripheral part 4 
of the bag extends over the outwardly directed ?ange 2. 
The bag 3 is of such a size that with the peripheral part 

4 arranged as stated above, the bottom of the bag rests 
on the bottom 5 of the base member 1 in order that the 
peripheral part 4 of the bag shall not be subjected to any 
load when the pot is being used. 
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The seat 6 is formed in such a manner that it presents 

a recess 7 in its underface, the recess 7 being so shaped 
that the outwardly directed ?ange 2, of the base member 
1, is engageable within said recess 7. 

Associated with the bag 3 are a pair of draw cords 8, 
there being one draw ‘cord 8 extending around one half 
of the bag and a second draw cord 8 extending around 
the other half of the bag. The ends of the draw cords 8 
extend outwardly through slots 9 formed in the side walls 
of the base member 1. As shown these slots 9 are dia 
metrically opposed and extend upwardly to a point where 
the outwardly directed ?ange 2 commences. The draw 
cords are slidably secured to the ‘bag by means of loop 
members 10 secured to the outer surface of the bag by any 
suitable means, for example by spot welding or adhesive. 

After the pot has been used the seat 6 may be removed 
and the draw cords 8 tightened to provide an initial clos 
ing of the bag. Thereafter the bag is removed and the 
draw cords 8 are used to tie up the resulting neck in the 
bag and so seal the contents therein. 
The bag may be of liquid resistant paper or of plastic 

material. 
Having now described one particular embodiment of 

the present invention it will be appreciated that many 
modi?cations may be made thereto as may fall within 
the scope of the appended claims. 

Thus, for example, there may be but a single draw 
cord 8 extending around the bag 3 and the two ends of 
this draw cord 8 may extend out through a single slot 9 
formed in the side wall of the base member 1. In addi 
tion, if desired, the slot 9 may extend to the outer edge 
of the ?ange 2 instead of terminating at the inner edge 
of the ?ange 2 as is the case in the particularly described 
embodiment. Such a modi?cation may also apply to the 
two slots 9 of the particular embodiment. 

In a further embodiment the base member 1 has an 
upwardly directed rib that meets With a corresponding 
groove formed in the under surface of the seat 6, the 
peripheral part 4 of the bag 3 being clamped between 
said rib and groove. 

In a further construction the base member 1 has a 
plurality of upstanding pegs that are eng-agable in blind 
bores formed in the under face of the seat 6, the upstand 
ing pegs being adapted to either press spaced parts of the 
peripheral edge 4 of the bag 3 into said blind bores or to 
extend through punched out parts of the bag 3 before 
extending into said blind bores. Alternatively the seat is 
formed with a number of depending pegs and these pegs 
are insertable into bores formed in a ?ange 2 on the base 
member 1. In this latter embodiment the periphery of the 
disposable bag 3 is again intended to be gripped by lapping 
the periphery of the bag over said pegs so that when the 
seat is lowered onto the base member the periphery of 
the bag will be securely held by the interaction of the 
pegs with the corresponding holes therefor. 
The seat 6 may be completely detachable from the 

base member 1 or it may be pivotally secured to the 
base member to prevent it from becoming inadvertently 
lost. 
The chamber pot may also be provided with a lid that 

is itself pivotally connected to or detachable from the seat 
of the chamber pot in order that the chamber pot when 
being carried about in public can have the appearance of a 
simple container. 
Although in the particular embodiment the base mem 

ber 1 is of frusto conical form it may also, if desired, be of 
a simple cylindrical form. 

It will be appreciated that a chamber pot of this nature 
will be used by a child at home in order that the child 
can become accustomed to this particular style of pot 
and, thereafter, when the child is being taken on a jour 
ney the pot can be taken along as well and should it be 
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used during such a journey the bag can either be removed 
from the pot and deposited in a conventional toilet or the 
draw cord or draw cords can be used to seal the neck of the 
bag and the bag can then be allowed to remain in the pot 
until such time as it can be disposed of. 

I claim: 
1. A child’s chamber pot comprising a base member in 

the form of a liquid-tight pot that is closed at its bottom, 
a seat displaceably mounted on the upper periphery of 
the base member, and a disposable liquid resistant bag 
inserted in said pot, the bag being of such dimensions that 
with the bottom of the bag resting on the bottom of the 
pot, the upper peripheral part of the bag extends over and 
around the upper edge of the pot and is clamped between 
said edge and the seat. 

2. A pot as claimed in claim 1 and wherein the bag is 
provided with a draw cord extending around a neck por 
tion of the bag. 

3. A pot as claimed in claim 2 and wherein the base 
member is formed with a slot in its side and through 
which at least one of said draw cords ends extends. 

4. A pot as claimed in claim 3 and wherein the slot 
extends downwardly from the upper edge of the base 
member and is open at its upper end. 

5. A pot as claimed in claim 2 and wherein the base 
member is formed with two diametrically opposed slots 
extending downwardly from its upper edge and the bag 
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is provided with a pair of draw cords that extend through 
said slots. 

6, In the child’s chamber pot of claim 1, there being 
interengageable surfaces on the seat and base member pre 
venting lateral displacement of the seat, the peripheral 
portion of said bag being of such size as to be clamped 
between said interengageable surfaces. 
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