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ABSTRACT OF THE DISCLOSURE 

A card holder for wallets, pass cases and the like 
which is made of transparent plastic material and which 
has a body piece having ?aps a?ixed thereto. The spaces 
between the ?aps and body piece de?ne pockets for re 
ceiving cards. Each of the flaps has a cutout for receiving 
frequently used cards. 

BACKGROUND OF THE INVENTION 

The ?eld of the invention 
The present invention pertains to the ?eld of card and ‘ 

ticket cases. 
Description of the prior art 

The prior art includes the following prior patents: 
2,797,461, 2,828,790, 2,926,714, 3,241,588, 3,286,383, 
3,299,929. 
Some of the differences or advantages that the present 

invention has over these prior patents is as follows: 
The wing assembly of the present invention includes 

pockets for holding cards, photographs or the like, and 
wherein there is provided means for holding certain cards 
that are not readily used in one location or manner, and 
wherein there is provided a different means of holding 
other cards such as credit cards or the like which are more 
frequently used. 

SUMMARY OF THE INVENTION 

In accordance with the present invention there is pro 
vided a multi-purpose wing assembly which is constructed 
so that it will provide a means for conveniently carrying 
all of today’s modern credit cards for easy insertion and 
removal thereof, and wherein certain of the pockets will 
hold licenses, photographs and others in a rearward loca 
tion so that the user will always have available the credit 
card that is frequently used and is sometimes hard to get 
at, and wherein the wing assembly has jet cuts for easy 
insertion in and out of bars used in wallets, and wherein 
the present invention can also be made for use in women’s 
french purses or the like. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a perspective view of one end of the wing 
assembly of the present invention showing the wing as 
sembly lying ?at and without any cards inserted therein. 
FIG. 2 is a perspective view showing the wing assembly 

partially folded and with several cards in position therein. 
FIG. 3 is a sectional view taken on the line 3——3 of 

FIG. 2. 
FIG. 4 is a sectional view taken on the line 4--4 of 

FIG. 1. 
FIG. 5 is a perspective view generally similar to FIG. 2 

but illustrating a modi?cation or alternative construction 
wherein there is provided elongated slits for the frequently 
used cards instead of the previously shown oval-shaped 
cutouts. 

Referring in detail to the drawings, and more particu 
larly to FIGS. l-4 of the drawings, the numeral 10 
indicates the multi-purpose wing assembly of the present 
invention whcih is adapted to be made of the transparent 
?exible plastic material, and the wing assembly 10 in 
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cludes a body piece 11 which has a rectangular central 
portion 12 which is adapted to be engaged by the usual 
clamping bar such as the clamping bar or bracket 20 
shown in prior Patent No. 2,828,790 or the bar 13 
shown in prior Patent No. 2,926,714. Arranged contiguous 
to the ends of the central portion 12 are recesses '13 
which provide clearance for end portions of a suitable 
clamping bar. Edge portions ‘14 of the body piece 11 
are arranged angularly as shown in the drawings. The 
numeral 15 indicates each of a pair of ?ap sections which 
extend around and enclose the major surfaces of the sup 
port portions 23 of the body piece 11. The transparent 
?ap sections -15 coact with the support portions 23 to 
de?ne or provide pockets or pouches 16 for receiving 
photographs or cards such as the cards 17 and 18, FIG. 3. 
The inner end portions 24 of the ?ap sections 15 are open, 
and these inner end portions 24 terminate at a point, 
spaced away from the central portion 12 as shown in the 
drawings for a purpose to be later described. The flap sec 
tions 15 each have one side edge 20 suitably sealed as by 
means of heat sealing or by ultrasonic sealing to the adja 
cent edge portion of the section 23, and the opposite edge 
21 of the ?ap section '15 is not sealed to the adjacent 
edge of the section 23, and this construction assures that 
wing assembly of the present invention will have the de 
sired amount of ?exibility for facilitating the insertion or 
removal of the cards therefrom. The outer end portion 22 
of the ?ap sections 15 are also secured to the adjacent 
outer edge portions of the section 23. In FIGS. 1, 2 and 
3 the numeral 19 indicates oval-shaped cutouts which per 
mit frequently used cards .18 such as credit cards to be 
easily and quickly inserted or removed from the wing as 
sembly of the present invention. While the drawings have 
illustrated only one wing assembly, it is to be understood 
that in actual use, a plurality of the assemblies 10 may 
be used simultaneously in a single wallet or other article. 

Attention is now directed to FIG. 5 of the drawings 
wherein there is illustrated a modi?ed or alternative wing 
assembly which is indicated generally by the numeral 25 
and the wing assembly 25 has generally the same use as 
the previously described assembly 10. However, the wing 
assembly 25 is provided with elongated slits 26 instead 
of the oval-shaped cutouts 19 shown in the device of 
FIG. 4. 

‘From the foregoing it will be seen that there has been 
provided a multi-purpose wing assembly for wallets, pass 
cases and the like, and in use with the parts as shown in 
the drawings it is to be noted that the wing assemblies 
10 or 25 are adapted to be made of ?exible plastic mate 
rial, and these wing assemblies are adapted to hold various 
cards, photographs or the like in the pockets or spaces 
16 that are de?ned between the ?ap sections 15 and the 
support portion 23. The cards 17 that are not used as 
frequently or as often as other cards are inserted in 
through the open end 24 as shown in- FIGS. 2 and 3, and 
the edge portions 24 of the ?ap sections 25 terminate at 
a point so as to provide convenient ?nger clearance for 
manually removing or inserting the cards 17 from the 
open ends 24. Other cards 18 such as frequently used 
credit cards are adapted to be inserted through the open 
ings 19 or 26, and this arrangement has the advantage of 
positioning the most frequently used cards 18 in a for 
ward location in front of the less frequently used card 17 
so that the user can readily gain access to the frequently 
needed cards '18. The cutouts for the frequently used 
cards may have an oval shape as indicated by the numeral 
19 in FIGS. l-4 or else these cutouts may have an elon 
gated slit-like formation as indicated by the numeral 26 
in FIG. 5. The ?at section 15 has one side edge only 20 
sealed to or formed integral with the adjacent side edge 
of the support portion 23 while the opposite edge 21 is 
not sealed to the adjacent edge of the section 23, and 
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this construction serves to assure that the parts will have 
the proper and desired amount of ?exibility to facilitate 
handling of the photographs, credit cards or the like which 
are arranged in the ‘wing assembly 10 or 25 of the present 
invention. 

It is to be understood that the parts can be made of 
any suitable material and in different shapes or sizes. The 
present invention is a multi-purpose wing and will serve 
to carry all of the various cards, photographs and the like 
that are needed or desired. The cutout such as the oval 
cutout ‘19 will hold presently used modern credit cards 
18 for easy insertion and removal thereof. The pocket at 
the top as partially de?ned by the opening 24 will hold 
articles or cards 17 such as licenses, photographs and 
other items behind so that the user always has available 
the credit card 18 that is being used rather than having 
this credit card 18 dif?cult to get to. The device also has 
the jet cuts 13 for easy insertion in and out of the bars 
used in Wallets, and the present invention can be made 
of all types of material including polypropylene. As a vari 
ation the pocket may have a slit across it and it can be 
a full pocket Without the oval but with a slit straight 
across. Attention is directed to the construction wherein 
one side 21 is not sealed to the generally rigid piece 11, 
and this permits expansion and helps make the item ?ex 
ible for insertion and removal of cards. Also, the device 
can be made in a wider construction, and it can be made 
for use in women’s French purses and the slot may be the 
length of the credit card that is approximately 3% inches. 

It will be apparent that while there has been shown 
and described an invention in preferred form, that many 
changes and modi?cations may be made therein, Without 
departing from the spirit of the invention de?ned in the 
following claims. 
What is claimed is: 
1. In a multi-purpose wing assembly for wallets, pass 

cases and the like, said wing assembly being fabricated 
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20f transparent plastic material and comprising a body 
piece having a rectangular central portion, there being 
recesses contiguous to the ends of said central portion, 
angularly arranged side edges adjacent said recesses, said 
body piece including a pair of similar support portions 
of rectangular con?guration; transparent ?ap sections 
extending around and enclosing the major surfaces of said 
support portions to coact ‘with said support portions, one 
side edge only of the flap sections being secured to the 
adjacent side edge of the support portions, and the oppo 
site side edge being unsecured, the outer end of the ?ap 
sections being secured to the outer end of the support 
portions, the space between the ?ap sections and support 
portions de?ning pockets for receiving cards; the inner 
ends of the ?ap sections terminating at points spaced away 
from the central portion, each of said ?ap sections having 
a cutout for the projection therethrough of cards that are 
used more frequently than the cards therebehind. 

2. The structure as de?ned in claim 1, wherein said 
cutouts have an oval shape. 

3. The structure as de?ned in claim 1, wherein said cut 
outs consist of elongated slits. 
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