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To all whom it may concern. 
Beit known that I, FREDERICK CHANDLER, 

of Charlestown, in the county of Middlesex 
and State of Massachusetts, have invented 
certain new and useful Improvements in 
Stoves to be Used for Camp Purposes; and I 
do hereby declare that the following descrip 
tion, taken in connection with the accompa 
n yin gdrawin gs, hereinafter referred- to, forms 
a full and exact specification of the same, 
wherein I have set forth the nature and prin 
ciples of -my said improvements, by which my 
invention may be distinguished from all oth 
ers of asimilar class, together with such parts 
as I claim and desire to have secured to me 
by Letters Patent. 
The objects of my invention are to construct 

a stove in such a manner that it shall be ren 
dered portable, occupy but little bulk, and be 

v readily and easily set up and taken down. 
The principal difficulty heretofore experi 
enced in the construction of such a stove has 
been found in the inconvenient length of the 
smoke-pipe, which, if dismembered, could not 
readily be put together again. 
In my improved stove the smoke-pipe is so 

constructed and arranged as to'be entirely 
inclosed and securely packed Within the body 
of the stove While being transported' from 
place to place, and yet be erected or drawn 
out to its full length in a few moments when 

l the stove is to be used. This is extremely 
desirable in stoves to be used for camp pur~ 
poses. I construct the smoke-pipe of a series 
of tubes fitting one within the other, so that 
they will easily slip upon each other, and yet 
firmly hold together when set up, and so that 
the Whole smoke-pipe when not in use will be 
concealed within the stove. 

In the accompanying plate of drawings, Fig 
ure l is a front view of my improvements in 
stoves with the funnel extended or drawn out 
to its full length. Fig. 2 is a central vertical 
section through the same. Fig.3 is a plan or 
top View. Fig. 4 is a section of a stove, show 
ing the funnel or smoke-pipe closed or shut 
up within the same. Fig. 5 is a vertical sec 
tion through the funnel when closed. 
a in the drawings represents the body of a 

stove, made of metal or any suitable material 
and of a lcylindrical 4or any other desired 
shape. b is the bottom plate, c the top plate, 
and d the door. The body o of the stove is 

attached by hinges e e, or in any other suit 
able manner, to a post or standard f, which, 
When the stove is used for camp purposes, 
may consist .of the central pole of the tent. 
In the top plate c is a hole or aperture g, in 

which is placed a funnel or smoke-pipe h, 
made of a tapering form and consisting of a 
series of sectional tubes t' o" t”, &c. The 
tubes c', &c., are each of diiferent diameters 
that is, the lower tube t' isv made of a little 
greater interior diameter than the next tube 
t" above, in order that the latter t" may slide 
freely within the former t' and be held ñrmly 
thereby, and so on to any desired number of 
sections or tubes, the upper end of the last 
tube being covered with a perforated metallic 
plate j. 
k is a lip upon the upper end of each of the 

tubes t' t”, dac., that when the smoke-pipe is 
shut up prevents the sections or tubes from 
passing too far through each other. o is an 
other lip upon the lower end of the íirst tube t' 
to prevent the same from being wholly drawn 
through the aperture g as the funnel is ex 
tended by impinging against the upper plate 
c of the stove a. 
By giving to the smoke-pipe or funnel the 

shape and making it of sectional tubes or 
pieces, as hereinabove described, it is evi 
dent that it can be drawn out or extended to 
any length to suit the exigencies of the occa 
sion, which for camp purposes is very desir 
able, and also that it can be expeditiously 
taken down or shut up in the body of the 
stove, as represented in Figjö, and thus be 
ing securely packed or concealed therein is 
free from any danger of being bruised or in 
jured, and, moreover, thereby diminishes the 
space occupied by the stove when packed for  
transportation. ' 

The smoke-pipe, it is evident, may consist 
of any desired number of sectional tubes, and _ 
also that there are many ways of arranging 
them together so as to permit of their sliding 
freely within each other, the essential object 
of the present invention being to so construct 
a smoke-pipe or funnel in sectional tubes or 
pieces as to permit of its being drawn out or 
shut up at pleasure Without disengaging the 
tubes of which it is composed from each other. 
Having thus described my invention, I shall 

state my claim as follows: 
l. Forming a sectional stove-pipe in such a 
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manner that its sectional pieces, Whether as to permit the said sectional stove-pipe to 
straight or tapering, shall be heid together be packed and inclosed by the stove, as de 
and to the stove by íiang'es or other positive scribed. 
mechanical devices to prevent their dismem 
berment from each other or from the stove. 

2. So combining a sectional stove-pipe con 
structed in the manner described with a stove 

FREDERICK CHANDLER. 
Witnesses: ' 

JOSEPH GAVETT, 
ALBERT W. BROWN. 


