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ABSTRACT OF THE DISCLOSURE 
A ?uid puri?er with a tubular body, and an ultraviolet 

rays emitting lamp enclosed in a quartz tube in the tubu 
lar body. A plurality of wiper rings with inserts which 
are unaffected by the ultraviolet rays, are arranged on 
the quartz tube and means for operating the rings by 
hand for cleaning of the outside of the tube. 

This invention relates to ?uid puri?ers in general and 
to an ultraviolet ray water puri?er and to improvements 
thereof in particular. 

Water puri?ers using the principle of irradiation by 
ultraviolet rays are known, but they all have more or less 
inconveniences due to their structure, particularly with 
respect to complexity of installation, maintenance and 
control of proper functioning. Furthermore, the efficiency 
of the irradiation in existing puri?ers of this kind is 
known to be low. This invention is directed at improving 
these conditions; it consists in such novel features, con 
struction arrangements, combinations of parts and im 
provements as may be shown and described in connec 
tion ‘with the apparatus herein disclosed by way of exam 
ple only and as illustrative of preferred embodiments. 0b 
jects and advantages of the invention will be set forth 
in part hereafter and in part will be obvious herefrom 
or may be learned by practicing the invention, the same 
being realized and attained by means of the instrumen 
talities and combinations pointed out in the appended 
claims. ' 
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It is an object of the present invention to provide a new I 
kind of ?uid puri?er (particularly for water) operating 
on the principle of ultraviolet ray irradiation, having a 
very high purifying efficiency. 7 
A further object of the present invention is to provide 

a puri?er of the aforementioned kind which consists of a 
compact, self-contained unit. 

Furthermore, it is an object of the present invention 
to provide a water puri?er in which the source of the 50 
ultraviolet rays does not come into direct contact with > 
the water to be puri?ed. 
Yet another object of the present invention is a new 

and improved structure of a ?uid puri?er of the afore 
mentioned kind which permits exchanging of the source 
of the ultraviolet rays Without dismantling the ‘unit. 

Another object of the present invention is to provide a 
water puri?er unit which can be installed easily and in 
either horizontal or vertical position. 

Furthermore, it is an object of the present invention to 
provide a new kind of water purifier ‘which can be con 
veniently kept in optimum operational condition and 
which has means for continuous supervision. 
A further object of the present invention is to provide 

an improved water puri?er which is constructed of rela 
tively few parts and which is safe to operate. 
Yet another object of the present invention is to pro 

vide a puri?er of the aforementioned kind which is op 
erated at low cost and which is economical to manu 
facture and install. 

Various further and more speci?c purposes, features 
and advantages will clearly appear from the detailed de 
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2 
scription given below taken in connection with the ac 
companying drawings which form part of this speci?ca 
tion and illustrate merely by way of example embodi 
ments of the device of the invention. In the following de 
scription and in the claims, parts will be identi?ed by spe 
ci?c names for convenience, but such names are intended 
to be as generic in their application to similar parts as 
the art will permit. Like reference characters denote like 
parts in the several ?gures of the drawings in which: 

FIG. 1 is an isometric view of ?uid puri?er unit, part 
ly broken away, according to the invention; 

FIG. 2 is a longitudinal section of the quartz tube and 
of the ultraviolet lamp therein, partly broken away, also 
showing schematically the electric circuit diagram for the 
lamp; 

FIG. 3 is a front elevation of a ?uid puri?er unit 
embodying the invention with the electrical component 
parts within a mounting base and enclosed in a housing; 

FIG. 4 is a face view of the quartz tube wiper holder; 
FIG. 5 is a side view of the holder shown in FIG. 4; 
FIG. 6 is a face view of the quartz tube wiper; 
FIG. 7 is a side view of the wiper shown in FIG. 6; 
FIG. 8 is a longitudinal section of the sealing gland of 

the open end of the quartz tube, as shown in FIG. 2, in a 
larger scale; and 

FIG. 9 is an electric circuit diagram of the unit shown 
in FIG. 3. 

Referring now in more detail to the drawings illus 
trating preferred embodiments by which the invention 
may be realized, there is shown in FIG. 1 a ?uid-contain 
ing purifying unit designated by the general numeral 10. 
The unit has a body 11, substantially consisting of a tube 
which can be made of stainless steel or of a suitable plas 
tic, such as Geon, transparent butyrate or the like plastic, 
having ultraviolet inhibitors or a PVC Type 2 having a 
non-lead stabilizer, which does not deteriorate under the 
irradiation by the ultraviolet light. A cap 12 is welded 
on one end of body 11 for permanently leakproof closing 
body 11. A ?ange 13 is Welded on the other end of body 
11. Near cap 12 and ?ange 13 are pipe sockets 14 and 
15 for connecting intake and outlet water pipe lines 16 
and 17. A third socket 18 is arranged in the center of 
body 11. Socket 18 is internally threaded for receiving 
an inspection plug 19, preferably made of a clear plastic 
which protects the human eye from being damaged by the 
ultraviolet rays, such as “Lexon.” A drain plug 20 is pro 
vided on body 11 for emptying the unit. Unit 10 is closed 
by a ?ange 21 which is bolted on ?ange 13 by screws 22. 
A sealing gasket 23 is placed between the two ?anges 13 
and 21. 
A tube 24 made of quartz or other ultraviolet transmit 

ting material is centrally located in body 11, extending 
from cap 12 up into ?ange 21. Quartz tube 24 is closed at 
one end and open at the other, similar to a test tube. The 
closed end 25 is received in a receptacle on cap 12. This 
may be a cavity 26 on the inside of cap 12 or any other 
suitable socket-like receptacle which may be welded on 
the inside of cap 12. The open end 27 of tube 24 is seal 
ingly held in a socket 28 which is screwed into a threaded 
center hole 29 of ?ange 21, as shown in FIGS. 2 and 8. 
The sealing means in socket 28 consist of an O-ring 30 
and a special washer 31 which is held between two stain 
less steel rings 32 and 33. By this construction, tube 24 
is pressure-tight sealed in ?ange 21. In order to protect 
the brittle quartz tube from cracking, a rubber cup 34 
is placed over closed end 25 and a corresponding rubber 
jacket 35 is placed over open end 27. A high-intensity 
ultraviolet lamp 36 is inserted into tube 24, the length of 
lamp 36 being such as to protrude over open end 27 of 
tube 24. Ultraviolet lamp 36 produces light with a peak 
intensity of substantially 2537 angstrom units and pro 
vides an energy dose of substantially 30,000 microwatt 
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seconds per square centimeter at all points. Since lamp 
36 does not come into contact with the ?uid, such as wa 
ter, to be puri?ed, the energy loss is minimized. Further 
more, the protection of lamp 36 by tube 24 provides for 
maintaining the proper operating temperature of substan 
tially 105° F. of lamp 36 for the highest possible radia 
tion ef?ciency. 

Since all ‘raw water contains certain physical impuri 
ties which tend to deposit on the outside of quartz tube 
24, a highly effective, yet very simple wiper system is ar 
ranged on tube 24. Wiper rings 37 made of Te?on or any 
other material which is not affected by the ultraviolet 
irradiation, are placed at certain distances spaced apart 
from one another. Rings 37 preferably are split and are 
elastically or resiliently held on the outside of tube 24 
by a garter spring 38 for e?‘icient wiping action. Rings 
37 are axially held by a ring holder 39 which preferably 
consists of stainless steel sheet which is bent to a U-shape. 
Holders 39 are welded on a rod 40 at proper distances. 
Rod 40 extends through a Te?on-lined gland 44, pressure 
proof, which is screwed into ?ange 21, to the outside of 
unit 10 and has a suitable knob 42 at its end. A simple 
push-pull action on knob 42 wipes tube 24 immediately 
clean without interrupting the ?ow of the water and the 
purifying action of lamp 36. Ring holders 39 further 
more are shaped in such manner as to provide baffles in 
body 11 for causing an agitation of the water through 
unit 10 in order to intensify the purifying action. 

Conventional snap-on connectors or plugs 43a, 43b 
are arranged on the ends of lamp 36, and a cable 44, com 
prising both leads from connectors 43a, 43b (one lead 
44a being connected to plug 43a and is trained through 
tube 24 to the other end thereof) connects lamp 36 with 
a small control box 45 on top of which unit 10 is mount 
ed. Box 45 contains a special ballast transformer 46 for 
enabling the highest possible output from ultraviolet lamp 
36 (transformer not shown in the drawing, only schemati 
cally as a “box” in FIG. 2). 

10 

20 

30 

While purifying unit 10 can be manually safely oper- . 
ated, a more automated arrangement is shown in FIG. 3. 
lUnit 10 is enclosed in a sheet metal housing 50 which also 
encloses a base 51 on which unit 10 is mounted and which 
contains the electrical circuit elements. A circuit diagram 
is shown in FIG. 9. Ultraviolet lamp 36 is connected over 
an A.C. relay 52 to ballast transformer 53, which in turn 
is connected to plug 54. There are several warning cir 
cuits, one of which provides for an audible alarm 55 
and for a visual warning light 56. A further warning sig 
nal comprises a lamp life indicator 57 by which the oper 
ator is informed that the output of lamp 36 is below the 
required level and must be replaced with a new one. An 
over-riding switch 58 is provided for the closing of a sole 
noid valve 59 in case of maintenance or repair require 
ments. ' 

The built-in automatic safety features operate as fol 
lows: If lamp 36 burns out or does not light, or if trans 
former 53 fails to work or if the line voltage drops below 
a certain point, warning light 56 goes on, audible alarm 
55 is sounded and solenoid valve 59 shuts off the ?ow of 
water. Otherwise, the manual operation of the unit re 
mains unchanged, as far as the wiping of tube 24 and the 
visual inspection of the proper functioning of lamp 36 
through see~through plug 19 is concerned. ‘ 
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4 
It is understood that one or more ultraviolet light trans 

mitting envelopes, housings or tubes 24 enclosing the ul 
traviolet ray emitting means 36 may be used in a body 
11, and that body 11 which is impervious to ultraviolet 
light may be either opaque, transparent or translucent. 

While the invention has been described and illustrated 
with respect to certain preferred examples which give 
satisfactory results, it will be understood by those skilled 
in the art after understanding the principle of the inven 
tion that various other changes and modi?cations may be 
made without departing from the spirit and scope of the 
invention and it is intended therefore in the appended 
claims to cover all such changes and modi?cations. 

I claim: 
1. A ?uid purifying unit having a substantially tubular 

body, said body have a closed cap welded to one end and 
having a ?xed ?ange welded to the other end, a closing 
?ange on said other end, said closing ?ange being bolted 
to said ?xed ?ange, a ?uid sealing gasket between said 
?xed ?ange and said closing ?ange, ultraviolet light trans 
mitting means centrally located in said body, said means 
extending through substantially the entire length of said 
body and protruding over said ?xed ?ange into said clos 
ing ?ange; comprising said means being closed at one 
end and being open at the other end; a retaining socket 
threaded in said closing ?ange for said open end of said 
means, a cup-shaped cavity in said cap for receiving said 
closed end of said means and a resilient cup on said closed 
end ?tted in said cavity, pressure-tight sealing means for 
said open end of said means in said socket, said pressure 
tight sealing means comprising an O ring sealed within 
a recess in said closing ?ange, a washer spaced from said 
O ring through a ?rst abutting ring member interposed 
between said O-ring and said washer, and a second abut 
ting ring member interposed between said washer and 
said retaining socket, high-intensity ultraviolet ray emit 
ting means inserted in said ultraviolet light transmitting 
means through said open end thereof, a plurality of wiper 
rings spaced apart from one another on said ultraviolet 
light transmitting means, and manually operable means 
for operating said plurality of rings in unison longitudi 
nally of said ultraviolet light transmitting means. 

2. A ?uid purifying unit according to claim 1, and 
wherein said wiper rings comprise Te?on. 

3. A ?uid purifying unit according to claim 1, and 
wherein said wiper rings consist of inorganic, low-friction, 
ultraviolet irradiation resisting material. 

4. A ?uid purifying unit according to claim 1, and 
having baf?es, each baf?e holding a wiper ring. 

5. A ?uid purifying unit according to claim 4, said 
ba?ie consisting of U-shaped non-corrosive metal. 
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