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ABSTRACT OF THE DISCLOSURE 

This invention consists of a novel bracket and hook as— 
sembly wherein the bracket is in the form of a plate which 
is deformed along its longitudinal axis to form beads on 
the front face of the plate and to form a channel on the 
rear face of the plate, having ?exible sides within an open 
ing at the rear of less width than the width of the base 
of the hook. The plate has a desired number of slots 
leading to the channel, and the hook or hooks having 
their shank terminating in a lateral extension forming a 
base portion which when inserted through a slot, will snap 
through the opening in the channel so that the hook or 
hooks are pivotally mounted and can be swung to the right 
or left, so that if a plurality of hooks are employed they 
will be out of alignment with each other. 
The back of the bracket is provided with any desired 

type or means to secure it to a wall or other support, 
and as disclosed, it might be adhesive material on the 
back of the bracket or fastening devices such as for exam 
ple screws. 

The object of the invention is to devise a novel con 
struction and arrangement of a bracket and hook assem 
bly, wherein the hooks have a base portion which extends 
through a lateral slot in the bracket and is retained by 
?exible sides in a rear channel so that it has a pivotal 
relation therewith. 

Other novel features of the invention will hereinafter 
appear in the detailed description and the appended 
claims. 
For the purpose of illustrating the invention, I have 

shown in the accompanying drawings a preferred embodi 
ment of it, which I have found in practice to give satis 
factory and reliable results. It is, however, to be under 
stood that the various instrumentalities of which the in 
vention consists can be variously arranged and organized, 
and the invention is not limited to the exact arrangement 
and organization of these instrumentalities as herein set 
forth. 

Similar numerals of reference indicate corresponding 
parts. 

Referring to the drawings: 
FIGURE 1 is a perspective view of a bracket and 

hook assembly embodying my invention. 
FIGURE 2 is a top plan view. 
FIGURE 3 is a longitudinal section on line 3-3 of 

FIGURE 2. 
FIGURE 4 is a fragmentary bottom plan view, with the 

hook removed. 
FIGURE 5 is an end elevation on an enlarged scale, 

and partly broken away, showing the beads on the face 
of the plate being wedged apart by the base of the hook. 
FIGURE 6 is an end elevation similar to FIGURE 5 

but with the base of the hook snapped into place and re 
tained therein by said beads. 
The bracket and hook assembly consists of bracket 

plate 1, adapted to be retained on a wall or ceiling by 
means of either a strippable coating 2, or fastening means 
such as screws 3, in holes 3’. 
The center of the plate is deformed downwardly to 

form a channel 4, having a rounded contour 5 at its lower 
end and running longitudinally of the plate, the side walls 
of said channel at their upper ends, terminating in over 
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hanging projections or heads 6. The channel 4 is provided 
with a plurality of slots 7, 8 and 9, spaced a suitable dis 
tance apart and adapted to receive the base or shank 10 
of a hook 11, said shank being round in contour to con 
form to the contour 5 of the channel and terminating at 
one end in a downwardly extending portion 12, bent at 
substantially a right angle to the base 10, terminating in 
a conventional hook shape 13, said hook shape may be 
coated with a plastic 14, as shown to protect articles hung 
thereon. The slots 7, 8 and 9 extend a suitable distance 
laterally on each side of the channel 4, as at 15, to permit 
the free movement from side to side of the downwardly 
extending portion 12 of the hook. The upper face of the 
beads 6 may terminate in an inclined surface 16 to permit 
easier entry of shank 10 of the hook, while the under sur 
face of said beads may be provided with upwardly de 
?ected surface 17 to permit easier removal of the shank 10. 

In operation, the hook 11 is tilted so as to enter the 
slot 8, as best seen in FIGURE 3, the hook is then moved 
so that the shank 10 presses against the inclined surface 
16 of the beads 6, causing a wedging action to de?ect 
the beads and sides of the channel outwardly to permit 
the entrance of the shank. After the shank has entered 
the channel, the sides spring back to their original posi 
tion, thus retaining the shank in its assembled position 
in the channel, as best seen in FIGURE 5. 

Having thus described my invention, what I claim as 
new and desire to secure by Letters Patent is: 

1. In a bracket and hook assembly, a bracket being 
in the form of a plate, deformed to provide a longitudi 
nally extending slot with ?exible sides and provided with 
a hook receiving opening leading to the slot, the opposite 
open edges of the slot being of less width than the diam 
eter of the base of the hook, said hook having a portion 
of its shank bent at substantially a right angle to form a 
base, whereby when said base is extended through said 
opening, it can be pressed between said sides into said 
slot to progressively open opposite edges of the slot to 
permit the base to snap into the slot and provides the hook 
with a pivotal connection with the plate. 

2. The construction de?ned in claim 1, wherein the 
opening in the plate is in the form of a laterally extend_ 
ing slot. 

3. The construction de?ned in claim 1, wherein a plu 
rality of spaced openings are provided in the plate and a 
plurality of hooks are provided for said openings. 

4. The construction de?ned in claim 1, wherein the 
upper walls of said slot terminate in inwardly de?ected 
beads which provide an opening of less width than the 
base of the hook, whereby when the base of the hook is 
snapped past the opening between the beads, said base 
of the hook will be retained in said slot. 
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