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James E. Webb, Administrator of the National Aeronau 
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’ ABSTRACT‘ OF DISCLOSURE 
10 

Apparatus for treating metal powders to separate or 
disperse the powder grains to permit microscopic observa~ 
tion thereof. A rupturable supporting cup holds a mass of 
powder and is broken by a high intensity shock wave 
generated in a shock tube having an openingtoward the 
supporting cup. A collection means receives and retains 
the dispersed powder grains from the ruptured cup. 

The invention described herein was made in the per 
formance of work under an NASA contract and is subject 
to the provisions of Section 305 of the National Aero 
nautics and Space Act of 1958, Public Law 85-568 (72 
Stat. 435; 42 USC 2457). > 

i This invention relates generally to the art of treating 
metal powders and other powdered materials to separate 
or disperse the powder grains or particles. More speci? 
cally, the invention relates to an improved apparatus for 
mechanically dispersing or de?occulating powders, 
especially ultra?ne metal powders. 
The manufacture and use of metal powders and other 

powdered materials often requires separation or disper 
sion of the individual powder grains or particles. For ex 
ample, such particle dispersion may be necessary to per 
mit microscopic observation of an individual particle for 
the purpose of accurately determining particle size and/ 
or shape. Accordingly, much eifort has been expended in 
the direction of developing an ef?cient and practical 
method of .de?occulating or dispersing powders. How 
ever, effective dispersion of powder particles, especially 
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those of ultra?ne metal powders, is extremely dif?cult ‘ 
and is not accomplished with complete satisfaction by 
the existing powder dispersion method and means. E?fec 
tive de?occulation or dispersion of powders is dif?cult 
for the reason that ?ne powder particles acquire electro- _ 
static charges which create electrostatic attraction forces 
betweengthe particles. Moreover, ?ne powders absorb 
moisture from the air, and this moisture‘forms ?lms 
‘about the individual particles which create cohesive forces 
between the particles. These ‘electrostatic and cohesive 
‘attraction forces ‘are relatively large compared to the 
particle separation forces developed ‘in, and thus eifective 
ly resist separation of the particles by the existing powder 
de?occulating or dispersing methods and means. The 

simple treatment of the powder to‘ be dispersed with 
'various liquid and gaseous de?occulants. Moreover, the 
attraction forces between powder particles increases as 
the particle size diminishes. As a consequence, while the 
existing powder dispersing techniques may produce satis 
factory particle separation in speci?c powdered materials, 
these ‘techniques are relatively or markedly ineffective 
when applied to most ?ne and ultra?ne powders, notably 
ultra?ne metal powders. Thus, most if not all the existing 
powder dispersing techniques are incapable of effective 
_ly dispersing or de?occulatin g tungsten microspheres below 
2p. in diameter.‘ , ‘V ' 
‘It is a general object of this invention to provide an 

improved apparatus for effectively dispersing or de?oc 
culating powders, particularly ?ne and ultra?ne metal 
powders. ‘ ‘ 
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A more speci?c object of the invention is to provide an 

improved powder dispersing apparatus wherein the 
powder to be dispersed is subjected to a high intensity 
shock wave which produces on the powder particles sep 
aration‘ shock’ forces far exceeding the natural cohesive 
forces ‘between the particles, whereby the latter are eifec 
tively dispersed, and wherein further the dispersed pow 
der particles‘ are received by a collecting surface, such as 
a glass microscope slide, which is treated to retain the 
dispersion of the particles and thus permit microscopic 
observation or other treatment of the individual particles. ‘ 
A vfurther object of the invention is to provide an im 

proved‘powder' dispersing apparatus which is relatively 
simple and economical in practice and construction, ca 
pable of effectively dispersing ?ne and ultra?ne powders, 
particularly ultra?ne metal powders, and are otherwise 
ideally suited to their intended purpose. 

Other objects, advantages and features of the invention 
will become readily evident as the description proceeds, 
taken in conjunction with the accompanying drawings, in 
which: 
FIGURE 1 is a side elevation, partly in section, of a 

powder dispersing apparatus according to the invention; 
and 
FIGURES 2 and 3 represent microscopic enlargements 

of powder grains which have been dispersed in accord 
ance with the invention. 

Generally speaking, the powder dispersing method of 
the invention involves initial placement of a small mass 
of selected powder within a dispersion zone and subse 
quent transmission of a high intensity shock wave into the 
powder. This shock wave is controlled in direction and 
intensity to produce on the powder particles separation 
shock forces which substantially exceed the nautral co 
hesive forces between the particles and which forcibly 
separate or disperse the particles in such manner that at 
least a number of the particles are impelled from the 
dispersion zone into an adjacent collection zone. The dis 
persed particles entering the latter zone are collected with 
the aid of a particle collecting medium which preserves 
the dispersion of the entering particles for subsequent 
microscopic observation or other treatment of the indi 
vidual particles. According to the preferred practice of 
the invention, the shock wave for dispersing the powder 
particles is generated by abrupt release of high pressure 
gas into one end of a shock wave guide or tube which con 
?nes and directs the shock wave energy into the powder 
‘mass. According to a further preferred practice of the 
invention, the mass of powder to be dispersed is supported 
within the dispersion zone by a frangible supporting me 
diumwhich is ruptured or disintegrated by the powder 
dispersing shock wave in suchv a way as to release the 
powder particles for dispersion and impulsion into the 
particle collection zone. 

Reference is now made to the attached drawings, 
wherein there is’ illustrated an exemplary particle dis 
persing apparatus 10 for practicing the particle dispers 
ing method explained above. In general terms, the appa 
ratus which has been selected for illustration in the draw 
ings includes a means 12 for supporting, within a disper 
sion zone 14, a mass 16 of powder to be dispersed, and 
means 18 for generating a high intensity shock wave and 
transmitting or directing this shock wave into the pow 
der 16. The shock wave produced by the generating 
means 18 creates high intensity shock forces on the pow 
der 16 and its supporting means 12, which forces effective 
ly disintegrate the ‘supporting means and simultaneously 
disperse ‘the powder particles and impel these particles 
from the dispersion zone 14 into a following collection 
zone 20. Located within this collection zone are means 
21 for collecting and preserving the dispersion of at leas 
a number of the entering powder particles. ' 
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Referring now in greater detail to the illustrated pow 

der dispersing apparatus, the shock wave generating means 
18 comprise an upright shock wave guide or tube 22 hav 
ing open upper and lower ends. The upper end of the 
shock tube is surrounded by a ?ange 24. Above the shock 
tube is a pressure vessel 26 having a ?uid inlet conduit 
28 and'a lower ?uid outlet conduit 30. The lower end of 
the outlet conduit 30 is surrounded by a ?ange 32 which 

‘is bolted to the shock tube ?ange 24. Positioned in the 
outlet conduit, between the shock tube and the pressure 
vessel, is a quick opening solenoid valve 34. The inlet con 
duit'28 to the pressure vessel 26 is connected to a high 
pressure source (not shown) of working ?uid, such as 
nitrogen gas,-"-and may contain a check valve 35 for per 
mitting ?uid ?ow into the vessel 26 and blocking reverse 
flow of the ?uid. Firmly clamped between the confront 
ing shock tube and outlet conduit ?anges 24, 32 is a 
frangible diaphragm 36 constructed of a material, such 
as Mylar, which is capable of rupture by the working 
?uid in the pressure vessel 26 under the conditions here 
inafter stated. 
The shock wave generating means 18 are mounted on 

a support 38. The illustrated support has a base 40 and a 
standard 42 rising from the base. Fixed to this standard is 
a clamp arm 44 which is secured to the shock tube 22, 
as shown. 
The means 12 for supporting the powder 16 to be dis 

persed comprises a frangible cup 46 constructed of a light 
gauge material, such as aluminum foil, which is capable 
of rupture or disintegration under the force of the shock 
wave generated by the shock wave generating means 18, 
as hereinafter explained. The mouth of the powder cup 
46 telescopes over the lower end of the shock tube 22. 
The cup is retained in position on the shock tube in any 
convenient way, as by crimping the cup rim over a bead 
or ?ange 48 which encircles the lower end of the shock 
tube. As noted earlier, the powder supporting means or 
cup 46 is located within the powder dispersion zone 
14 of the apparatus 10. 

Directly below this dispersion zone is the collection zone 
20 which contains the dispersed particle collecting means 
21. In the illustrated embodiment of the invention, the 
particle collecting means 21 comprises a glass micro 
scope slide having its upper surface coated with a thin 
layer of transparent adhesive 52. Slide 21 is positioned 
on the axis of the shock tube 22, a short distance below 
the bottom wall of the powder cup 46. The slide may be 
retained in position in any convenient way, as by provid 
ing the shock tube base 40 with a suitable slide support 
54. 
The operation of the illustrated powder dispersing ap 

paratus will now be explained. At the outset of the op 
eration, the powder cup 46 is removed from the shock 
tube 22 and a small mass of the powder 16 is placed 
within the cup. The cup is then telescoped over the lower 
end of the shock tube 22 and the cup rim is crimped over 
the head 48 on the tube, thus to retain the cup in position 
on the tube. The pressure vessel 26 is then ?lled, through 
its inlet conduit 28, with working ?uid, such as nitrogen, 
under predetermined pressure, typically on the order of 
600 p.s.i. At this point, the apparatus 10 is conditioned for 
operation. 

Operation of the apparatus is initiated by energizing 
the quick opening solenoid valve 34 to abruptly release 
the working ?uid from the pressure vessel 26. This 
action results in abrupt exposure of the Mylar diaphragm 
36 to- the working ?uid pressure within the vessel 26. 
According to the invention, the working ?uid pressure in 
the pressure vessel 26 and the thickness of the diaphragm 
36 are selected to effect sudden rupture of the diaphragm 
by the working ?uid in such a way as to create within 
the shock- tube 22 a high intensity shock wave. This 
shock wave travels downwardly at high velocity through 
the shock tube and eventually impinges the powder 16 
and its supporting cup 46. The force of the shock wave 
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4 
ruptures or disintegrates the powder cup thereby releasing 
the powder. The force of the shock wave also drives or 
impels the powder particles downwardly at high velocity 
into the underlying collection zone 20 in such a way 
that the particles are effectively separated or dispersed. 
At least_a ‘number of the dispersed particles entering the 
collection z'oneimpinge and adhere to the adhesive coated 
slide 21 within the collection zone. The adhesive coating 
52 on this slide retains the incident particles and pre 
serves the dispersion of these'particles. FIGURES 2 and 
3 represent magni?ed views of powder particles which 
have been dispersed by apparatus according to the in 
vention. The particles in FIGURE 2 have a diameter on 
the order of 1-10” and are magni?ed 400 times. The 
particles’in FIGURE 3 have a diameter on the order 
of 0—1,LL and are magni?ed 1,000 times. 
Among the various parameters which determine or 

control the degree of particle dispersion produced by 
the present invention are the initial working ?uid pressure 
active on the diaphragm 36 at the instant of rupture and 
the spacing between the powder cup 46 and the particle 
collection slide 21. In a typical apparatus according to 
the invention, the diaphragm 36 is set to rupture at a 
working ?uid pressure on the order of 600 p.s.i. The 
spacing betweenthe powder cup and the particle collec 
tion slide is on the order of 4 to 6 inches. The shock tube 
22 in this typical powder dispersing apparatus has a diam 
eter on the order of 1%; inch. 

It is evident at this point that the present invention 
may be employed to disperse or de?occulate various pow 
dered materials. However, the invention has been found 
to be particularly effective in dispersing very ?ne and 
ultra?ne metal powders which are incapable of dispersion 
by most if not all of the existing powder dispersing tech 
niques. 

It is now obvious, therefore, that the invention herein 
described and illustrated is fully capable of attaining 
the several objects and advantages preliminarily set forth. 

It is apparent that many modi?cations and variations 
may be made in the embodiments of the invention shown 
and described without departing from the spirit and 
scope of the invention. 
What is claimed is: 
1. In apparatus for dispersing a powder, the combina 

tion of: 
means for supporting a small mass of said powder with 

in a dispersion zone; . 
means for generating a high intensity shock wave com 

prising a shock tube having one end opening toward 
said powder supporting means and means at the other 
end of said shock tube for creating a high intensity 
shock wave within said tube whereby powder par 
ticles are dispersed and impelled into an adjacent 
particle collection zone, said last named means com 
prising a pressure vessel communicating with said 
other end of said shock tube and adapted to con 
tain a working ?uid under pressure, a frangible dia 
phragm extending across said other end of said 
shock tube, and a quick release valve positioned be 
tween said diaphragm and pressure vessel for abrupt 
ly exposing said diaphragm to the pressure of work 
ing ?uid within said vessel and thereby effecting 
rupture of said diaphragm by said working ?uid 
pressure; and 

means supporting a collection means within said col 
lection zone for collecting and retaining the disper 
sion of the particles entering said latter zone. 

2. Apparatus for dispersing a powder comprising: 
means for supporting a small mass of said powder with 

in a dispersion zone, said powder supporting means 
comprise a frangible cup for containing saidv powder 
and adapted to be ruptured by the force of said shock 
‘wave, thereby to release said powder particles for im 
pulsion by said shock wave from said dispersion 
zone to said collection zone; 



3,472,202 
5 

means for generating a high intensity shock wave and 
transmitting said shock wave into said powder mass 
in such manner as to disperse the powder particles 
and impel at least a number of the dispersed parti 
cles into an adjacent particle collection zone; and 

means supporting a collection means within said col 
lection zone for collecting and retaining the disper 
sion of the particles entering said latter zone. 

3. Apparatus for dispersing a powder and including 
in combination: 

shock wave generating means comprising a shock tube 
having an open end, a pressure vessel communicat 
ing with the opposite end of said shock tube and 
adapted to contain a working ?uid under pressure, 
a frangible diaphragm extending across saidother 
end of said shock tube, and quick opening valve 
means between said diaphragm and pressure vessel 
for abruptly exposing said diaphragm to the work 
ing ?uid pressure within said vessel, thereby to affect 
rupture of said diaphragm to create a high intensity 
shock wave Within said shock tube; 

powder supporting means comprising a frangible cup 
secured to said open end of said shock tube for con 
taining said powder and adapted to be ruptured by 
the force of said shock wave, thereby to release said 
powder particles for impulsion by said shock wave 
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from said dispersion zone to said collection zone; and 

means supporting a collection means comprising an 
adhesively coated slide positioned within said col 
lection zone for receiving dispersed powder particles 
entering the latter zone from said dispersion zone. 
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