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ABSTRACT OF THE DISCLOSURE 

A display pack comprises a backing sheet and a trans 
parent cover having a recess and a peripheral ?ange se 
cured to the sheet. An opening in the cover enables an 
article container to be inserted into the recess. The con 
tainer has a window through which articles can be viewed. 
Part of the container constitutes a closure for the open 
ing. There may be a ?ap formed from the backing sheet 
and overlying the opening, the sheet being foldable along 
the line at which the ?ap joins the sheet so that when the 
sheet is folded the ?ap is less of a restriction to the with 
drawal of the container. 

This invention relates to display packs, that is to con 
tainers for containing goods of the kind intended to be dis 
played with the goods contained within them. 
From one aspect the present invention consists in a 

display pack comprising a backing sheet and a transparent 
cover formed with a recess and a peripheral ?ange secured 
to the backing sheet by its ?ange so that a hollow en 
closure is formed between the backing sheet and the cover, 
an article container in the enclosure or adapted to be dis 
posed in the enclosure, and capable of being inserted into 
the enclosure by way of an opening in the wall of the re 
cess, the arrangement being such that when the container 
is disposed in the enclosure any article or articles in the 
container can be viewed through the cover. 
From another aspect the present invention consists in a 

method of making a display pack comprising preforming a 
transparent, peripherally ?anged cover by making a re 
cess in suitable sheet material, securing the cover by its 
?ange or ?anges to a backing sheet so that a hollow en 
closure is formed between the backing sheet and the cov 
er, and insertnig an article container into the enclosure 
through an opening in the wall of the recess, the article 
container being such that an article or articles contained 
in it can be viewed through the transparent cover. 
From yet another aspect the invention consists on a dis 

play pack made by the method outlined in the last pre 
ceding paragraph. 
A typical pack in accordance with the invention has a 

cardboard backing sheet, a transparent cover projecting 
outwardly from the backing sheet, and open container be 
hind the cover, and articles in the container visible through 
the cover. The backing sheet may be printed with in 
formation about the articles. 

Hitherto it has been the practice to make display packs 
of a generally similar appearance by preforming a trans 
parent, ?anged cover, placing articles inside it and secur 
ing the cover by its ?ange or ?anges to a backing sheet. 
A disadvantage of this method, however, is that the ar 
ticles sometimes move out of place \when the cover is to 
be secured to the backing sheet, with the result that an 
article sometimes becomes trapped beneath the ?ange and 
the pack is spoiled. This cannot occur when assembling 
packs in accordance with the invention. Further, the cov 
ers are usually secured to the backing sheets by a heat seal 
ing process which is relatively time-consuming and costly. 
If the above mentioned disadvantage is to be avoided 
when making packs of the kind previously used it is neces 
sary to take considerable care in ensuring that the articles 
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are correctly located in the cover before the heat scaling 
is effected. When making packs in accordance with the 
invention, however, there is no di?iculty of this kind, the 
result being that the covers can be secured to the backing 
sheets more quickly and with less likelihood of error than 
hitherto. 

Another advantage of the present invention is that the 
article container can be printed with information of a 
kind which may vary from time to time, such as the num 
ber or price of the articles. Hitherto all the information 
concerning the articles has been printed on the backing 
sheet, so that any changes have involved the preparation 
of new backing sheets. With the variable information on 
the article container, however, changes need only involve 
the preparation of new article containers. If the backing 
sheets are printed in a plurality of colours and the article 
containers in only a single colour considerable savings can 
be effected. The variable information is preferably printed 
on or otherwise applied to a part of the article container 
which in use lies between the articles and the cover, so 
that it cannot be obscured by the articles. 

Hitherto, when using packs of the kind previously em 
ployed the covers have sometimes been damaged, par 
ticularly when in transit, by being crushed. With packs in 
accordance with the invention this difficulty can be re 
duced by arranging for parts of the article container to 
lie alongside, and thus reinforce, parts of the cover pro 
jecting outwards from the backing sheet, parts which are 
otherwise particularly susceptible to damage. 
The invention will now be more particularly described 

with reference to the accompanying drawings, in which: 
FIGURE 1 is a perspective view of a display pack em 

bodying the invention, the article container having been 
withdrawn from enclosure, 
FIGURE 2 is a front view of the display pack shown 

in FIGURE 1, the article container being disposed in 
the enclosure, and 
FIGURE 3 is a section, to a larger scale, along the line 

3—3 of FIGURE 2. 
The pack illustrated is primarily intended for use in 

housing and displaying hairpins or other articles of haber 
dashery. The pack comprises a rectangular cardboard 
backing sheet 10 with a hole 11 near one end enabling 
it to be hung on a hook. Information about the articles 
is printed on the front of the sheet though this is not 
indicated in the drawings. Secured to the front of sheet 10 
is a cover 12 comprising one half of a preformed unit 
(not shown). The unit is made by a vacuum-forming 
process from a rectangular blank of transparent sheet 
material. The unit comprises a rectangular front face 
rather smaller than the blank, side walls around the front 
face and at right angles to it, and a planar peripheral 
?ange extending outwards from the edges of the side walls 
opposite to those joined to the front face, the ?ange being 
parallel to the front face. The unit is rather more than 
twice as long as it is wide and is cut across its centre 
to form two similar covers each of a shape more closely 
approaching the square. One of these covers constitutes 
the cover 12 which forms part of the display pack illus 
trated. The cover 12 has a rectangular front face 13 
with ?anged side walls 14 along three edges. The cover 
12 is secured to the backing sheet 10 by a heat sealing 
process which bonds the ?ange 15 of the cover to the 
front face of the backing sheet 10. The cover 12 is rather 
smaller than the backing sheet, and its open side 16 is 
parallel to the top end thereof. 
The pack also includes a container 17 into which hair 

pins or other articles (not shown) are placed. The con 
tainer 17 which is then inserted into the cover 12 through 
its open side 16. The container 17 is made from thin 
card- and comprises a rectangular base 18 of substan 
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tially the same size and shape as the front face 13 of the 
cover 12, and which in use lies against the backing sheet 
10 inside the cover. The container 17 also includes side 
walls 19 which are integrally connected to the four edges 
of the base 18 and are folded forwards so that in use 
three of them he immediately inside the side walls 14 
of the cover 12, serving to reinforce the cover, while 
the fourth 20 serves as part of the closure for the open 
side 16 of the cover. An integral extension 21 on this 
fourth wall 20 of the container 17 is folded downwards, 
parallel with the base 18, and lies immediately behind 
that part of the front face 13 of the cover which is adja 
cent to the open side 16 thereof. The extension 21 is 
printed with the number and price of the articles in the 
container though this is not indicated in the drawings. 
Those side walls 19 adjacent to the extension 21 have' 

' integral tabs 22 at their ends which lie immediately inside 
the wall 20 and thus prevent it being accidently pushed 
into the interior of the container. 
A simple form of pack may include nothing additional 

to that described above with reference to the accompany 
ing drawings, in which case the container may be re 
tained in place merely by its frictional engagement with 
the backing sheet and the cover, or by a strip of trans~ 
parent adhesive tape extending across the open side of 
the cover. In the preferred arrangement, which is shown 
in the drawings, however, the container 17 is retained in 
place partly by friction and partly by a ?ap 23 integral 
with the backing sheet 10 and folded as shown in FIG 
URES 2 and 3 so as to stand in the path of the con 
tainer 17. 
The backing sheet 10 is scored along the line 24 so that 

the backing sheet can be folded as shown in FIGURE 1, 
the line 24 de?ning a ridge (rather than a valley) on 
the same side of the backing sheet as the cover 12. The 
line 24 is adjacent to the opening 16, and the flap 23 
is integrally connected to the backing sheet 10 along said 
line. When the pack is used for displaying articles it is 
arranged as shown in FIGURES 2 and- 3, but when it is 
desired to withdraw the container 17 the backing sheet 
is folded along the line 24, and the ?ap 23 normally 
moves with the upper part of the backing sheet and is 
carried largely or wholly out of the path of the con 
tainer. 

It will be observed that the hole 11 is disposed on that 
side of the line 24 opposite to the cover 12. With this 
arrangement, when the pack is suspended from the hole 
11 the weight of the cover 12, container 17 and articles 
in the container tends to retain the backing sheet 10 in 
its ?at state so that the ?ap 23 acts to assist in retaining 
the container in place. 
What I claim is: 
1. A display pack comprising a backing sheet, a uni 

tary transparent cover formed with a recess, a peripheral 
?ange forming part of the cover and secured to the back 
ing sheet whereby a hollow enclosure is formed between 
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the recess and the backing sheet, the cover having an open 
ing adjacent to the backing sheet, an article container 
slidable into and from the enclosure through the opening 
in the cover, and a closure forming part of the container 
and operative to close said opening when the container is 
disposed in the enclosure, the container having a frontal 
window which faces the cover when the container is dis 
posed in the enclosure so that the interior of the container 
can be seen through the cover and the window. 

2. A display pack according to claim 1 in which the 
container comprises a base which lies against the back 
ing sheet when the container is disposed in the enclosure, 
and a peripheral wall element Which constitutes said 
closure. , 

3. A display pack according to claim 2 in which there 
is an extension to said peripheral Wall element, which ex 
tension lies against the inside of the cover adjacent to 
said opening when the container is disposed in said en 
closure. 

4. A display pack according to claim 1 in which the 
article container includes peripheral wall elements which 
lie against the inside of the cover adjacent to the backing 
sheet when the container is disposed in the enclosure and 
thus reinforce the cover. 

5. A display pack according to claim 1 in which the 
cover comprises a rectangular panel with walls along three 
of its edges, the fourth edge constituting one edge of 
the opening, and in which the article container comprises 
a rectangular base with four peripheral wall elements, 
each such wall element extending along a respective one 
of the four edges of the base, and one of said peripheral 
wall elements constituting said closure portion the base 
lying against the backing sheet, and three of the peripheral 
walls lying against the insides of the walls of the cover 
While the fourth peripheral wall constitutes at least part 
of a closure for the opening. 

6. A display pack according to claim 1 in which the 
backing sheet is formed with a line of weakness along 
which it ‘can be folded, said line extending adjacent to 
said opening, and a ?ap is partially severed from the 
backing sheet, the flap joining the remainder of the 
backing sheet at said line and when the container is dis 
posed in the enclosure, overlying said closure and thus 
resisting the Withdrawal of the container from the closure, 
the flap offering less resistance to the withdrawal of the 
container when the backing sheet is bent back along said 
line. 
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