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ABSTRACT OF THE DISCLOSURE 

An auxiliary toilet seat for providing a raised support 
of the user above the bowl where the seat employs height 
adjustable and laterally expansible and contractable bowl 
engaging U-shaped clips for support of the seat upon the 
toilet bowl. 

BACKGROUND OF THE INVENTION 

The invention deals with an auxiliary seat structure 
wherein the seat and its depending con?ning sleeve are 
preferably formed of plastic material, the sleeve being 
detachably mounted upon the lower surface of the seat 
and the seat supports a plurality of depending V-shaped 
brackets, in connection with which expansible and con 
tractable U-shaped toilet bowl engaging members are ad 
justably coupled in controlling the height adjustment of 
the, seat with respect to the toilet bowl. 
To applicant’s knowledge, auxiliary seats of the type 

and kind under consideration have been in use but, to the 
best of his knowledge, such auxiliary seats have not been 
provided with means for adjusting the height of the aux 
iliary seat with respect to the toilet bowl and wherein U 
shaped members are employed capable of being expanded 
and contracted to ?t snugly On the periphery of the upper 
end, of the bowl and this structural combination, in ap 
plicant’s judgment, is new. 

SUMMARY OF THE INVENTION 

With the auxiliary seat structure of the type and kind 
de?ned, the auxiliary seat is not only applicable to toilet 
bowls of various peripheral contours and designs, but is 
also adjustable in controlling the height of the auxiliary 
seat on the toilet bowl, in connection with which the 
same is mounted. 
The novel features of the invention will be best under 

stood from the following description, when taken together 
with the accompanying drawing, in which certain embodi 
ments of the invention are disclosed and, in which, the 
separate parts are designated by suitable reference char 
act‘ers in each of the views and, in which: 
FIG. 1 is a diagrammatic perspective view illustrating 

one of my improved auxiliary seats supported on a toilet 
bowl. 

FIG. 2 is an enlarged bottom plan view of the bowl, 
including its depending sleeve, and omitting the seat sup 
porting units, but indicating position of support of such 
units on the seat. 
FIG. 3 is a section on the line 3—3 of FIG. 2; and 
FIG. 4 is a diagrammatic side view of one of the seat 

supporting units indicating a part only of the seat and 
omitting the depending sleeve. 

Considering FIG. 1 of the drawing, 10 diagrammat 
ically shows a toilet bowl with the normal seat 11 in a 
raised position, omitting all detail showing of the pivotal 
support of the seat 11. At 12 is shown the seat proper 
of the auxiliary seat structure, which is preferably slight 
ly elliptical in form and has a ?at lower surface 13, as 
clearly noted in FIG. 3, and a downwardly inclined or 
tapered upper surface 14, extending to the aperture 15 of 
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the seat. This aperture is also elliptical in form, as will 
be apparent from a consideration of FIG. 2. 

Detachably mounted on the lower surface 13 of the 
seat 12 is downwardly contracted preferably circular con 
?ning sleeve 16. The upper edge of the sleeve has an 
outwardly ?ared rim 17, note FIG. 3, and this rim ter 
minates at the front and rear of the seat in relatively 
?at extensions 18, note FIG. 2, through which screws 19 
are passed in securing the sleeve 16 to the seat to become 
a unitary part thereof. In the preferred form, both the 
seat and the sleeve are composed of plastic material. 
Each side of the seat is provided with two pairs of 

spaced threaded apertures 20, note FIG. 2, for the mount 
ing of supporting units, generally identi?ed by the refer 
ence character 21 in FIG. 4 of the drawing. 
As each of the units 21 are of the same construction, 

the brief description of the unit as seen in FIG. 4 will 
suf?ce. 
Each unit comprises a V-shaped bracket 22 having, at 

its upper end, ?ared ?anges 23, through which screws 24 
are passed to engage the apertures 20 in support of the 
brackets around the periphery of the seat 12. Welded to 
the crosshead of the bracket 22 is an internally threaded 
sleeve 25 for adjustable support of a long threaded screw 
26. The lower end of the screw 26 supports a ?anged disc 
27, forming a head, said head supporting a rubber disc 
like cushion plug 28 adapted to engage the upper surface 
of the bowl 10, as diagrammatically seen in FIG. 1 of 
the drawing. A lock nut 29 is employed on the screw 
to retain an expansible and contractable bowl engaging 
member 30 on the screw, while permitting rotation of the 
member 30 to compensate for the contour of the bowl, 
as will be apparent. 
The member 30 is formed of a material facilitating 

lateral movement of the side arms 31 of the member 30 
toward and from each other for proper positioning of 
each of the members 30 on bowls of different upper sur 
face contours. This expansion and contraction of the 
arms 31 can be forcibly accomplished by an operator in 
?tting the seat to a particular bowl and, when once ad 
justed, no further relative movement would be necessary, 
the arms having su?icient ?exibility to ?t snugly upon the 
bowl, In accomplishing this end result, the lower ends 
32 of the arms are ?ared outwardly. Washers 33 are pref 
erably employed between the wide crosshead 34 of the 
member 30 and the parts 27 and 29, as diagrammatically 
seen in FIG. 4 of the drawing. 
By employing the adjustable mounting of the members 

30 in the brackets 22, the height of the seat 12 with re 
spect to the top of the bowl can be adjusted to suit the 
comfort of the user of the bowl, keeping in mind the vari 
ous heights of patients ?nding the need to use auxiliary 
seats of the type and kind under consideration. 

In the diagrammatic showing of FIG. 1 and the illus 
tration of FIG. 4, the members 30 may be said to be 
at a medium height adjustment. In other words, the mem 
ber 30 can be lowered, as well as raised with respect to 
the bracket 22. By the detachable mounting of the sup 
porting units 21, as well as the detachable mounting of 
the sleeve 16, the complete assemblage can be compactly 
packaged for shipment and readily set up for use. 

In the use of the auxiliary seat, it will be apparent that 
the Weight of the patient arranged upon the seat is taken 
up directly through the seat, the bracket 22, the screw 
26 and the cushion plug 28 on each of the units. 
Having fully described my invention, what I claim as 

new and desire to secure by Letters Patent is: 
1. A height adjustable auxiliary toilet seat of the char 

acter de?ned, comprising a seat; a depending con?ning 
sleeve detachably secured to the lower surface of the 
seat; a plurality of V-shaped supporting units detachably 
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mounted on the seat outwardly of and independently of 
said sleeve; a plurality of U-shaped bowl engaging mem 
bers each having an elongated, adjustable screw in 
threaded engagement with a threaded part of said V 
shaped units for adjustment vertically with respect to the 
seat in controlling the height of the seat with respect to 
a toilet bowl, in connection with which the auxiliary 
seat is used. 

2. A toilet seat as de?ned in claim 1, wherein said mem 
ber has side arms, and said side arms are relatively mov 
able to adapt each unit to ?t snugly on the toilet bowl. 

3. A supporting unit of the class de?ned, comprising 
a mounting bracket having means for attachment to a 
support, a U-shaped member for engaging an article, and 
an elongated screw on said member and in threaded en 
gagement with said bracket for adjustable support of the 
member in said bracket in controlling position of the 
support with respect to said article. 
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4. A unit as de?ned in claim 3, wherein said U-shaped 
member includes side arms capable of forcible movement 
into different spaced positions. , 

5. A unit as de?ned in claim 3, wherein said screw in 
cludes a head supporting a plug of cushioning material, 
and said member being rotatable on said screw to adjust 
said member to the article engaged thereby. 
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