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ABSTRACT OF THE DISCLOSURE 

A pressure or vacuum ?lter device'to be used in a test 
tube. The device consists of a hollow plunger acting as 
a piston. The plunger has a porous bottom portion serv 
ing as a ?lter. When a precipitate is formed in a test 
tube, the plunger is inserted and forced down. The ?l 
trate is forced into the hollow plunger, from which it 
can be removed for further tests. In a reverse procedure 
liquid in the plunger can be ?ltered into the test tube by 
vacuum action induced by raising the plunger in the 
test tube. 

This is a continuation-in-part of my prior applica 
tion, Ser. No. 629,302, ?led Apr. 7, 1967, and now 
abandoned, and entitled “Test Tube Filter Device.” 

This invention relates to laboratory manipulative ap 
paratus, and more particularly to a ?lter press accessory 
to be used in a test tube to quickly extract ?ltrate from 
the test tube when a precipitate is formed therein. 
A main object of the invention is to provide a novel 

and improved ?lter press accessory for use in a test 
tube, said ?lter press accessory being very simple in con 
struction, being easy to operate, and enabling ?ltrate to 
be quickly removed from a test tube for further testing 
after a precipitate is formed in the test tube, or when 
ever it is desired to extract a ?ltrate from liquid substance 
in a test tube. 
A further object of the invention is to provide an 

improved ?lter press accessory for a test tube, said ?lter 
press accessory being inexpensive to manufacture, being 
easy to clean, and being durable in construction. 
A still further object of the invention is to provide an 

improved device for instantly ?ltering material in a test 
tube under pressure so as to extract a ?ltrate therefrom 
without the necessity of pouring the contents of the test 
tube through an external ?lter system or resorting to 
mechanical procedures such as centrifuging, the device 
saving considerable time in testing, since an aliquot of ?l 
trate may be removed from the test tube as soon as the ?l 
trate liquid becomes available in the tube instead of con 
suming the time required for conventional ?ltering or 
centrifuging. 
A still further object of the invention is to provide an 

improved device adapted to be employed in conjunction 
with a test tube for ?ltering material, namely, for sepa 
rating ?ltrate from the remaining portion of a quantity ‘ 
of liquid containing a precipitate or the like, the device 
being usable either by exerting mechanical pressure on 
the material to force the ?ltrate through a ?lter element 
forming part of the device, or in a manner to urge the 
?ltrate through the ?lter element by suction, whereby the 
device has a large range of uses and is more ?exible than 
?lter arrangements and devices heretofore employed. 
A still further object of the invention is to provide an 

improved ?lter device adapted to be employed with a 
test tube and employing a removable porous ?lter ele 
ment which can be readily mounted on the device, which 
can be quickly installed on the device without the neces 
sity of handling the ?lter element, and which is locked. 
to the device by merely exerting downward vertical 
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force on the device with the device located over the ?lter 
element in a position to engage with said ?lter element. 

Further objects and advantages of the invention will 
become apparent from the following description and 
claims, and from the accompanying drawings, wherein: 

FIG. 1 is a vertical cross-sectional view taken through 
a test tube containing liquid material to be ?ltered, with 
a pressure-?ltering accessory according to the present 
invention shown inserted therein preparatory to extract 
ing ?ltrate from the liquid material. 

FIG. 2 is a vertical cross-sectional view similar to 
FIG. 1, showing the pressure ?ltering device in depressed 
position, whereby the ?ltrate is forced through the 
porous bottom wall of the device into its interior, from 
which it may be removed by means of an aspirating tube, 
shown in dotted view. 

FIG. 3 is a horizontal cross-sectional view taken sub 
stantially on line 3—3 of FIG. 1. 
FIG. 4 is a vertical cross-sectional view similar to 

FIG. 1 but showing a modi?ed form of ?ltering device 
according to the present invention. 
FIG. 5 is a horizontal cross-sectional view taken sub 

stantially on line 5—5 of FIG. 4. 
FIG. 6 is an elevational view of the main portion of 

the ?ltering device of FIG. 5, with its porous ?lter cup 
removed. 
FIG. 7 is an elevational view of a ?lter cup adapted 

to be lockingly engaged with and to be used with the 
main portion of the device shown in FIG. 6 to form the 
assembly shown in FIG. 4. 
FIG. 8 is a fragmentary vertical cross-sectional view 

taken through the lower end portion of a further modi 
?ed form of ?ltering device according to the present in 
vention. 

FIG. 9 is a fragmentary elevational view, partly in 
cross-section, showing a still further modi?ed form of 
?ltering device according to the present invention. 

Referring to the drawings, 11 designates a conventional 
test tube containing a quantity of liquid material 12. The 
liquid material may be undergoing chemical action re 
sulting in the formation of a precipitate, or may be any 
other liquid material from which it is desired to extract 
an aliquot of ?ltrate for further testing. 

Designated generally at 13 is a ?lter press accessory ac 
cording to the present invention. The device 13 comprises 
a tubular main body 14 somewhat smaller in outside diam 
eter than the inside diameter of the test tube 11 and 
adapted to be telescopically received therein. The tubular 
body 14 has a disc 15 of solid porous material, such as 
sintered glass, cemented or otherwise rigidly secured to 
its bottom end, de?ning a ?lter element. Adjacent to its 
bottom end, the tubular body 14 is formed with a pair 
of relatively closely spaced inwardly deformed channels 
16 and 17 containing resilient deformable sealing rings 18 
and 19‘adapted to make sealing sliding contact with the 
interior wall surface of the test tube 11. A substantial 
distance above the channel 17 the tubular body 14 is 
formed with at least one additional inwardly deformed 
channel 20 containing another resilient deformable seal 
ing ring 21 also adapted to make sealing sliding contact 
with the inside surface of the test tube 11. The upper seal 
ing ring 21 acts not only as a sealing means but also as a 
supporting and aligning means to maintain the tubular 
body 14 substantially in coaxial relationship with the test 
tube. 
The rings 18, 19 and 21 may be made of any suitable 

resilient deformable material such as rubber, Neoprene, 
or the like. The rings preferably have a generally trape 
zoidal cross-section with their inner walls vertical and 
their outer surfaces ?aring downwardly, as shown, to pro 
vide a close and effective seal and to effectively transmit 
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pressure downwardly against the liquid in the test tube 
when the device is depressed in the test tube in the man 
ner shown in FIG. 2. 

In operation, the device 13 is inserted in the test tube 
11 in the manner shown in FIG. 1 and is depressed therein 
in the manner shown in FIG. 2, whereby the ?ltrate, 
shown at 22, is forced upwardly through the porous disc 
15 into the interior of the tubular body 14. An aliquot of 
?ltrate 22 may then be quickly removed for further test 
ing in any suitable manner, for example, through an aspir 
ating tube 23, shown in dotted view. 
The use of the device 13 in the manner above described 

makes it possible to take an aliquot of ?ltrate for further 
testing as soon as it becomes available in the test tube, 
for example, as soon as a precipitate is formed in the 
liquid material 12, instead of Wating until the liquid ma 
terial can be poured through a conventional ?lter system 
or can be centrifuged, whereby a great saving in time can 
be realized. 

In the embodiment of the invention illustrated in FIGS. 
4 to 7, the ?lter device is designated generally at 13’. The 
device 13' comprises a tubular main body 14' whose ma 
jor portion is somewhat smaller in outside diameter than 
the inside diameter of the associated test tube 11 so as to 
be telescopically receivable therein. The upper portion of 
the main body is thickened, as shown at 30, so as to de 
?ne an external downwardly facing shoulder 31 engage 
able with the top rim 32 of the test tube and so as to 
limit descent of said main body therein, for a reason pres 
ently to be explained. 
The main body 14’ has a relatively thick bottom por 

tion 33 provided with the axial bore 34. The top surface 
of the bottom portion 33 comprises a funnel-shaped frusto 
conical cavity 35 leading to bore 34, facilitating the clean 
ing of the interior of the body. 
Bottom portion 33 is formed with vertically spaced an 

nular grooves 36, 36 containing resilient deformable 0 
rings 37, 37 which are sealingly and slidably engageable 
with the interior wall surface of the test tube 11, in the 
same manner as the rings 18, 19 and 21, previously de 
scribed. 
The bottom portion 33 is formed with an integral re 

duced depending axial stud portion 38 provided with an 
annular groove 39 containing a resilient deformable O 
ring 40. The stud portion 38 with its O-ring 40 is lockingly 
engaged in the top portion of a cylindrical cup member 
41 of porous, somewhat yieldable material, such as poly 
ethylene, or the like. Said cup member 41 may be pro 
vided with an integral reinforcing top rim ?ange 42, if 
so desired. 
The cup member 41 has a wall thickness making it suffi 

ciently stiff as to allow the stud portion 38 with its locking 
ring 40 to be forced into the cup member by downward 
vertical movement of main body 14'. Thus, with the cup 
member 41 resting on a horizontal supporting surface 43, 
as shown in FIG. 7, the body 14' may be moved vertically 
downwardly in a single stroke to engage the stud portion 
38 in the cup, with said stud portion forced fully into 
the cup member so that the top rim 42 abuts the annular 
bottom shoulder 44 de?ned at the top end of stud portion 
38, namely, to the working position of the cup member 
shown in FIG. 4. This enables a ?lter cup 41 to be oper 
atively secured to the main body 14' Without the neces 
sity of handling the ?lter cup. Thus, for example, a ?lter 
cup 41 can be extracted from a sterile container or car 
ton and be secured to the main ?lter body 14' in the man 
ner above described without any risk of contaminating 
the ?lter cup. 
With the ?lter cup 41 frictionally locked on stud portion 

38 as above described, the device 13’ may be inserted in 
the test tube 11 containing the liquid material 12 to be 
?ltered and may be manipulated in the same manner as 
described in connection with the embodiment of FIGS. 
1 to 3. The shoulder 31 limits the descent of main body 
14’ in the test tube to prevent crushing the ?lter cup 41 
against the bottom of the test tube. 
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4 
The device may be employed in a reverse manner, 

namely, as a suction ?lter device. Thus, the liquid to be 
?ltered may be poured into the main body 14 or 14’, with 
the main body substantially in its fully lowered position 
in the test tube and the main body may be then pulled up 
wardly in the test tube, developing vacuum in the bottom 
of the test tube therebeneath, which induces ?ltering action 
by suction. The ?ltrate is thus drawn by suction through 
the porous bottom wall element 15 or 41 of the tubular 
?lter body 14 or 14’. 

In the arrangement illustrated in FIGS. 4 to 7, the 
?lter cup member is shown as being sealingly locked to the 
main body 14’ by tightly receiving the stud portion 38 
and its locking and sealing ring 40. Other possible secur 
ing and sealing arrangements may be employed within the 
spirit of the present invention. For example, the porous 
?lter cup, shown at 41’ in FIG. 8, may have its top por 
tion Iockingly received in a downwardly facing annular 
locking groove or recess 50 provided in the thickened lower 
end portion of the plunger body, shown at 33'. The inner 
wall of the recess 50 may be integrally formed with an 
annular locking rib 51 which grips the ?lter cup wall 
after said ?lter cup wall has been forced into the recess 
to the working position of the ?lter cup shown in FIG. 8. 
As shown in FIG. 9, the O-rings 37, 37 may be replaced 

by integral sealing ribs 37’, 37’ provided on the plunger 
body, shown at 114. This is quite feasible, especially if 
said body is made of somewhat yieldable material, such as 
molded polypropylene material. In fact, if the plunger is 
designed to have a suf?ciently close ?t in the test tube 11, 
the sealing ribs may be eliminated entirely, and a smooth 
plunger may be employed. ' 

While certain speci?c embodiments of an improved ?l 
tering accessory for use with a test tube have been dis 
closed in the foregoing description, it will be understood 
that various modi?cations within the spirit of the inven 
tion may occur to those skilled in the art. Therefore it is 
intended that no limitations be placed on the invention 
except as de?ned by the scope of the appended claims. 
What is claimed is: 
1. A test tube ?lter device comprising a tubular body 

adapted to be telescopically inserted in a test tube, a lower 
imperforate wall portion made of porous material on 
said tubular body, ‘and sealing means on the body above 
said imperforate wall portion adapted to make sealing and 
sliding contact with the inside surface of the test tube. 

2. The ?lter device of claim 1, and wherein said porous 
Wall portion comprises a rigid bottom disc of porous mate 
rial. 

3. The ?lter device of claim 1, and wherein said porous 
wall portion comprises a ?at bottom disc of sintered glass 
material. 

4. The ?lter device of claim 1, and wherein said seal 
ing means comprises at least one resilient deformable 
sealing ring mounted on the tubular body. 

5. The ?lter device of claim 1, and wherein said seal 
ing means comprises a plurality of spaced resilient deform 
able sealing rings mounted on the tubular body. 

6. The ?lter device of claim 5, and wherein the tubular 
body is provided with inwardly deformed annular chan 
nels receiving the sealing rings. 

7. The ?lter device of claim 6, and wherein at least 
one of the sealing rings is located adjacent the bottom end 
of the tubular body and another sealing ring is spaced a 
substantial distance above the bottom end of the tubular 
body. 

8. The ?lter device of claim 7, and wherein the sealing 
rings are generally trapezoidal in cross-section and have 
downwardly ?aring outer surfaces. 

9. The ?lter device of claim 8, and wherein there are a 
pair of relatively closely spaced sealing rings adjacent the 
bottom end of the tubular body and a third sealing ring 
spaced a substantial distance above said pair of closely 
spaced sealing rings. 

10. The ?lter device of claim 9, and wherein said porous 
wall portion comprises a circular disc of porous sintered 
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glass material rigidly secured to the bottom end of the 
tubular body. 

11. The ?lter device of claim 1, and wherein said porous 
wall portion comprises a cup-shaped member of porous 
material secured on the lower end of said tubular body. 

12. The ?lter device of claim 11, and wherein said 
tubular body is provided with a depending fastening por 
tion and the top of said cup-shaped member is lockingly 
secured to said depending fastening portion. 

13. The ?lter device of claim 12, and wherein said fas 
tening portion comprises a reduced stud member provided 
with annular sealing means lockingly and sealingly en 
gaged with the top of the cup-shaped member. 

14. The ?lter device of claim 13, and wherein said stud 
member is formed with an annular groove and said an 
nular sealing means comprises a resilient deformable ring 
member seated in said annular groove. 

15. The ?lter device of claim 11, and wherein said 
tubular body is provided with downwardly facing, out 
wardly projecting stop means engageable with the top 
rim of the test tube to limit downward movement of the 
tubular body therein. 

16. The ?lter device of claim 12, and wherein said 
tubular body is provided with a relatively thick bottom 
wall portion and wherein said fastening'portion depends 
from said relatively thick bottom wall portion. 

17. The ?lter device of claim 11, and wherein the lower 
end of said body is formed with a downwardly facing an 
nular recess lockingly receiving the peripheral wall por 
tion of the cup-shaped member. 
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18. The ?lter device of claim 17, and wherein a wall 
of the annular recess is formed with a projection to fric 
tion'ally grip the peripheral wall portion of the cup-shaped 
member. 

19. The ?lter device of claim 1, and wherein said seal 
ing means comprises a peripheral rib integrally formed 
on the body. 

20. In combination, a test tube and a tubular body 
telescopically received in the test tube, said tubular body 
having an imperforate wall portion made of porous mate 
rial for the transfer of ?ltrate between the interior of the 
test tube and the interior of the body. 
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