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ABSTRACT: A heating device, particularly for scienti?c 
usage as an immersion heater, which employs an electrical ele 
ment for generating radiant energy, in which the electrical ele 
ment is enclosed in a shell, which, for example, may be of 
suitable glass having a relatively low coefficient of absorption 
with respect to such radiant energy, such shell having disposed 
at the exterior surface thereof a material with a relatively high 
coefficient of absorption of such energy whereby such radiant 
energy from said element will be converted to heat at the ex 
terior surface of said shell and available thereat for substan 
tially direct heating of a ?uid in which the shell may be im 
mersed. 
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IMMERSHON HEATER ANDMETMOD OF MAKING 'll‘l'ilE 
SAME 

BACKGROUND OF THE INVENTION 

The invention is directed to a heating structure, particularly 
for scienti?c usage and the like in the form of an immersion 
heater which may be disposed in a fluid to be heated. 

In the past, heaters of this general type have employed 
quartz shells or jackets in which was disposed a nichrome elec 
trical element consisting of a nichrome wire suitably wound 
and supported on a ceramic core. During operation, a high 
thermal gradient existed within the heater structure which had 
a deteriorating effect on the ceramic core elements whereby 
the latter often cracked during usage and thus necessitated 
replacement in the most expensive portion of the heater unit. 
Likewise, a heater of this construction, with quartz jacket and 
ceramic core element possesses a relatively large mass which 
must be brought up to the desired operating temperatures 
upon actuation of the heater, and results in relatively slow 
cooling following disconnection of the heater, as a result of 
which fast responsive control by thermostatic devices was dif 
?cult to achieve. Furthermore, in the event of insufficient 
cooling of the unit, prior nichrome elements usually would not 
burn out until the quartz jacket ruptured with the possibility of 
the occurrence of tire and other damage. 
The present invention therefore is directed to a lamp strucl 

ture which eliminates disadvantages in heaters of the prior 
type and offers additional advantages thereover. 

BRIEF SUMMARY OF THE INVENTION 

The present invention contemplates the utilization of a 
structure in which a relatively low thermal gradient will exist 
within the heater structure‘during operation, particularly ad 
jacent the inner face of the outer shell or jacket of the heater, 
enabling the fabrication thereof from a suitable glass, such as 
borosilicate glass, at the same time also enabling the use of 
much shorter lead-in conductors than heretofore possible, for 
a similar wattage, with a consequent reduction in the overall 
length of the structure and improved efficiency for a given 
wattage. 
Two forms of the invention are illustrated, the first utilizing 

commercially procurable tungstenquartz heat lamps, two of 
which are employed in the embodiment illustrated, which are 
removably supported within the shell and thus readily capable 
of replacement if necessary. In the other embodiment of the 
invention illustrated, the glass shell forms the enclosing en 
velope for a tungsten element to provide a unitary structure. 

In both forms of the invention, the glass shell has disposed at 
the exterior surface thereof a material which is operative to 
absorb radiant energy passing through the shell whereby heat 
developed therefrom is available substantially at the exterior 
of the shell and available for substantially direct contact with 
the fluid to be heated. 
The mass of the structure thus is reduced to a minimum 

whereby the structure will heat and cool very rapidly, provid 
ing exceptionally responsive heating and cooling cycles so that 
very close maintenance of a desired temperature may be 
achieved. 

I have found that a very effective energy absorption materi 
al for disposition at the exterior of the shell is a silver stain 
comprising a mixture of iron oxide with a small amount of 
silver. Such material may be effectively disposed on the shell 
by application in the form of a suspension in a suitable organic 
medium with the shell being dipped in such solution and sub 
jected to a heat treatment whereby the stain penetrates the 
glass shell, darkening such outer surface to a point where it 
will efficiently absorb the radiation involved. 

In the drawings, wherein like reference characters indicate 
like or corresponding parts, and wherein preferred forms of 
the invention are illustrated, which, as will be apparent 
therefrom and the following description, may be capable of 
various immaterial variations and modifications without de 
parting from the spirit and scope of the novel concepts of the 
disclosure: ' 
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2 
BRIEF DESCRIPTIONOF THE DRAWINGS 

FIG. l is an isometric view of one embodiment of the inven 
tion employing removable individual heating elements; 

FIG. 2 is a similar view of another embodiment of the inven 
tion employing a unitary structure; 

FIG. 3 is a longitudinal section through the tube illustrated 
in FIG. 1 and a portion of the mounting structure therefor; 

FIG. 4 is a sectional view taken approximately on the line 
lV~lV of FIG. 3; 

FIG. 5 is an end view of a ?tting for supporting the inner 
ends of the individual heating tubes of the construction illus 
trated in FIG. I; ' 

FIG. 6 is a side elevational view of the ?tting illustrated in 
FIG. 5; 

FIG, 7 is a top plan view of one of two like ?ttings employed 
to support the outer ends of the respective heating elements of 
construction illustrated in FIG. 1; 
MG. 8 is a side elevational view of the ?tting illustrated in 7 

FIG. 7; . 

FIG. 9 is a longitudinal sectional view, similar to FIG. 3, of 
the embodiment illustrated in FIG. 2; and 

FIG. it) is a sectional view taken approximately on .the'line 
X-X of FIG. 9. 

DETAILED DESCRIPTION 

Two embodiments are illustrated in the drawings, one ‘of 
which, illustrated in FIGS. 1 and 3, utilizes commercially 
procurable tungsten-quartz heat lamps of a type commercially 
procurable, as for example, tungsten-quartz infrared heat 
lamps manufactured by General Electrical Company and 
identi?ed as GE8OOT3. The other embodiment illustrated in 
FIGS. 2 and 9, employs a unitary construction in which the 
heating element is constructed 'as a unitary part of the entire 
structure, and in which case the interior ‘of the device is 
suitably evacuated or provided with a low-pressure at 
mosphere in accordance with standard practice for heating 
elements of this general type. 
Both of the constructions illustrated utilize a glass shell, at 

the outer surface of which is disposed the desired radiation ab 
sorbing material, for example, in the form of a stain which 
penetrates the glass wall of the shell at the exterior surface 
thereof. 

THE CONSTRUCTION WITI-I REPLACEABLE HEATING 
ELEMENTS 

Referring to the drawings and more particularly to FIGS. 1, 
3 and 4-8, the reference numeral 1 designates an elongated 
hollow tubular shell constructed of a suitable glass, for exam 
ple a borosilicate glass, having one end thereof closed as in 
dicated at 2 and the opposite end thereof open as indicated at 
3. Such open end of the shell is provided with a peripheral 
?ange 4i, which as illustrated in FIG. 3, may be provided with 
one ormore ?ats 5 forming means for effecting proper regis 
tration between the end of the shell and a cooperable end as 
sembly indicated generally by the numeral 6. The shell 1 is 
also provided with a conical or tapered wall portion 7, illus 
trated in the present embodiment as being disposed adjacent 
to but spaced from the open end 3 of the shell, with the outer 
surface of the portion 7 being suitably formed, as for example 
by grinding, to provide a sealing surface adapted to cooperate 
with a complementally shaped portion 8 forming a part of a 
vessel 9 or other structure in which the heater is to be opera 
tively supported. 

Disposed in the shell 1 are a pair of heat lamps, each in 
dicated generally by‘the numeral 11, each of which comprises 
an elongated tubular-bulb 12 of quartz, the ends of which ,are 
suitably sealed and capped by terminal members 13, which in 
the commercial construction are constructed of sheet metal 
formed about the sealed bulb end and conductively connected 
to opposite ends of a tungsten wire element 14, the inter 
mediate portion of which is formed in the shape of a small 
diameter helix 15. The latter, as illustrated, may be formed in 
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a plurality of sections with suitable spacer elements 16 being 
disposed between the respective sections operable to support 
the element 14 in ?xed spaced relation with respect to the tu 
bular side walls of the bulb 12. 
The inner ends of the respective lamps 1 1 are supported in a 

fitting 17, preferably of a material having a good thermal con 
ductivity, as for example aluminum, the ?tting 17 being 
generally cylindrical and having a pair of spaced parallel slots 
18 therein which intersect one end of the ?tting and are of a 
size to snugly receive the terminal members 13 at the inner 
ends of the respective heat lamps. Such heat lamps in their 
commercial form are provided with respective lead-in conduc 
tors 19, of relatively short length which are secured to the 
respective terminal members 13 and thus to the adjacent end 
of the associated heating element 14, which conductors, as il 
lustrated in FIG. 3, are adapted to be inserted through axially 
extending bores 21 in the ?tting 17, such bores being located 
in the bottom wall of the respective slots 18 and positioned to 
be aligned with the lead-in conductors 19 whereby the latter 
may be extended substantially straight through the ?tting 17 
so that upon suitable connection of the two conductors an ef? 
cient electrical connection may be made between the adjacent 
terminals 13. Where the ?tting 17 is fabricated of metal, such 
as aluminum, and so proportioned that the terminal members 
13 are snugly received in the slots 18, the ?tting 17 likewise 
may function as an electrical connector between the two ter 
minal members 13. 
The terminal members 13 at the opposite ends of the 

respective heat lamps II are supported in a similar manner 
from a cooperable structure, constructed in the form of an as 
sembly 22 comprising a pair of members 23, of like construc 
tion, cooperable with an'intermediate insulating strip 24 to 
form a generally cylindrical assembly with each member 23 
having a slot 18' thereiri, corresponding to the slots 18 of the 
?tting 17, into which are received the respective adjacent ter 
minal members 13 of the heat lamps 11. Each of the members 
23 is provided with a bore v25 therein, corresponding to the 
bores 21, suitably placed to receive the lead-in conductor of 
the adjacent terminal member 13, which, after passing 
through an insulating disk 26, are extended for connection, 
exteriorly of the shell 1, with a power line. In the embodiment 
illustrated, the member 23 and insulating strip 24 are normally 
retained in aligned assembled relation by a short section of 
glass tube 27 disposed in aligned bores 28 in the member 23 
and a similar bore in the strip 24. 
The end assembly 6, in the embodiment of the invention il 

lustrated, comprises a pair of cooperable annular-shaped 
members 31 and 32., constructed for example of aluminum or 
other metal, which are assembled with a disk or block of suita 
ble insulating material 33 interposed therebetween, which in 
the embodiment illustrated is provided with a central portion 
34 of increased thickness which carries a pair of pin terminals 
35, the lead-in conductors 19' being extended to the member 
33 and secured in conductive relation to the terminals 35. The 
member 32, in the embodiment illustrated is provided with a 
tubular portion 36, cooperable with the terminals 35 to form 
an electrical connector by means of which the heating ele— 
ments may be operatively connected to a power source. The 
member 32 may be suitably secured to the member 31 by a 
plurality of screws 37 or the like. As previously mentioned, the 
flange 4 at the open end of the shell 1 may be provided with a 
flat 5,, with the member 31 being provided with a counterbore 
38 therein of a size to receive the ?ange 41, such counterbore 
preferably having a shape complemental to the ?ange 4. in 
cluding the ?at 5 whereby the end assembly 6 is rotationally 
?xed with respect to the shell 1, thus maintaining the connec 
tor structure in proper alignment with respect to the conduc 
tor leads 19' from the respective lamps. 

Disposed between the insulating disk 33 and the insulating 
disk 26 is a compression spring 39 operated to urge the entire 
internal assembly into ?xed relation with respect to the shell 
structure, and in particular to provide a ?rm seating of com 
nlemental portions of the ?tting 17 and the ?ttings 23 in en 
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4 
gagement with the inner surface of the shell 1 to provide good ' 
heat conduction from such ?ttings to the walls of the shell, 
from which the heat may be suitably dissipated. 
As illustrated in FIG. 1, the major portion of the shell 1, ex 

tending from the tapered portion 7 is provided with a suitable 
material 40 which will absorb the radiation emitted by the 
lamps 11. 
The material 40 may comprise any suitable components 

preferably being applicable to the tube in the form of a stain 
which will penetrate the glass a slight distance and thus forms 
a permanent part of the shell which cannot be inadvertently 
removed or damaged other than when associated with 
destruction of the shell itself. . 

I have found that a silver stain comprising mainly iron oxide, 
to which a small amount of silver is added is suitably dispersed 
in an organic vehicle, as for example, isopropyl alcohol. A 
suitable stain may also be commercially procured, as for ex 
ample that known as amber stain 29-346 marketed by the 
Draken?eld Company, which it is believed is a material cor 
responding to the iron oxide-silver material above described. 

I have found that highly superior results can be achieved in 
the application of material if the latter takes places in ac 
cordance with a speci?c and accurately controlled process, 
whereby the ?nished material is in the form of a stain which 
penetrates the glass shell at the outer surface thereof, 
penetrating the latter for a very short distance, as compared 
with the thickness of the wall, as for example, several 
thousandths of an inch. In producing such stained layer, the 
shell preferably is dipped in a solution‘of the material and then 
subjected to a heat treatment at a temperature of approxi 
mately 1000“ F. The exact temperature will depend upon the 
variables involved, the composition of the glass, proportions 
of the staining materials, and the vehicle therefor, and may be 
readily determined by test. I have found that the staining , 
materials apparently are sensitive to overheating, stain tending 
to fade or wash out when the temperature becomes too high. 
Consequently, test should be run to determine the point at 
which deterioration of the stain takes place and then employ a 
temperature which is adequately therebelow. Depending on 
such factors, a suitable temperature will fall within approxi 
mately 950° F. to 1 100° F. Such dipping operation is repeated 
until the exterior of the glass darkens to such an extent that it 
appears black in re?ected light and a deep thin red by trans 
mitted light, usually with three or four clippings. The thin‘ 
stained layer so formed absorbs visible light and transmits 
mainly light in the red and infrared ranges. The heat lamps of 
the type described radiate over 85 percent of their emitted 
energy and have a long life expectancy of 5000 hours or more. 

It will be appreciated that as most of the energy is radiant, 
and as air and clear glass absorb very little of the radiated 
energy, most of such energy travels from the heated tungsten 
element to the stained layer of the shell with relatively little 
absorption taking place and thus little heat generation. Tests 
indicate that the temperature of the shell interior, in a con 
struction as illustrated in H6. 1, will normally fall within 180° ‘ 
C. to 250° C. However, at the stained layer, most of the radi 
ant energy is absorbed and given off as heat. Consequently, 
where the shell 1 is immersed directly into the liquid to be 
heated, the heat is developed substantially directly at the 
liquid with no conduction travel through the heating structure. 

It will also be noted that heat is effectively conducted away 
from the end seals and terminal members 13 of the heat lamps 
by the respective ?ttings l7 and 23 which are in conductive 
engagement with the inner surface of the shell 1 and are thus 
operative to conduct heat at such terminals to the shell, from 
which it may be ‘suitably dissipated. The ?ttings 17 and 23 
preferably are suitably coated, as for example gold plated, to 
provide a lasting ?nish thereon which will be highly ef?cient in 
reflecting the radiated energy, thereby tending to reduce the 
formation of heat in such ?ttings. This is of importance as 
commercially procurable lamps, such as the one referred to, 
are so constructed that the end seals of the respective tubes 
may fail at temperatures above 650° F. thereby permitting en 
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trance of air and burning out of the ?lament. As a result, this 
construction provides an automatic safety cutoff in the event 
the temperature of the shell becomes excessive, for example, 
as the result of improper fluid circulation around the tube. 
Where two heat bulbs are employed as illustrated, obviously 
upon failure of one bulb, the other will remain intact and as 
the internal structure of the device is readily removable from 
the shell, replacement of a burned out element is no problem. 

It will be appreciated that this embodiment of the invention 
provides a number of distinct advantages over prior types of 
structures, among which are the fact that the tungsten-quartz 
lamps are self-supporting and generally cheaper than 
nichrome elements, which of necessity are wound on expen 
sive thermal shock resisting ceramic cores, etc. and at the 
same time the nonabsorbed visible emission from nichrome 
type heaters is greater than that of tungsten type heaters such 
as here involved, as a result of which nichrome heaters would 
be less efficient for clear colorless liquids and in same cases 
might even cause undesirable chemical reactions. 

It will also be noted from the above description that the low 
thermal gradient within the present construction is nonlinear, 
in general having two peaks, one adjacent the filament and 
one at the stained layer, with comparatively much lower tem 
peratures in between such peaks. Consequently, much shorter 
lead-in arrangement is possible with the present invention 
than with nichrome types of similar wattage, with a cor 
responding decrease in the overall length of the structure. 

Likewise, as previously mentioned because of the absence 
of relatively large masses which must be heated and cooled, 
the invention enables the production of a heater which both 
heats and cools very rapidly enabling the use of relatively 
short cycles and the maintenance of desired temperatures 
within very narrow limits. . 
While I prefer to employ an energy absorbing material in 

the form of a stain'whichpenetrates the glass, other materials 
in other forms may be employed, provided that they have 
reasonably suitable characteristics which should include suita 
ble absorption characteristics, no undesirable re?ective 
characteristics which might tend to reflect energy back'into 
the shell, and which possess adequate durability with respect 
to retention or. the shell surface, etc. 

UNITARY HEAT CONSTRUCTION 
FIGS. 2, 9 and 10 illustrate an embodiment of the invention 

in which the shell carrying the energy absorbing material also 
functions as the envelope for the heating element, and as the 
shell may be formed from a suitable glass, the use of quartz 
structures is completely eliminated. 

Referring to FIGS. 2, 9 and it), the shell 1' is provided with 
an open end 3, having an outwardly extending ?ange 4 and a 
conical shaped portion 7, of similar construction to the cor 
responding portions of the shell 1 of the construction of FIG. 
3, the portion 7 preferably being ground on its external face to 
provide an efficient mating with the complemental bore 8 in 
the vessel 9. Likewise, the ?ange 4 may be provided with one 
or more ?ats for cooperation with respective elements of the 
assembly 6. 

In this embodiment, the heating element 14, of tungsten 
wire or the like, and which may be wound in a relatively tight 
helical or helical sections 15, is arranged in a substantially U 
shaped con?guration with the respective ends thereof being 
secured to a glass stem 43 carried by the glass end wall 42 
forming the closure for the adjacent end of the shell. The 
latter is provided with two spaced, parailel tubular portions 
43, of relatively small diameter as compared with the diameter 
of the corresponding portion of the shell 1, and of a size to 
suitably enclose the corresponding portions of the heating ele 
ment 14, with outer ends of the tubes 43 being connected by 
an intermediate portion 44, and the opposite ends of the tubes 
secured in sealed relation to the conical portion 7, thereby 
completely enclosing the heating element. The stem all and 
wall 42 may be provided with an exhaust passage or bore 45 
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through which the shell may be suitably evacuated or at least 
partially ?lled with a suitable gas, following which the outer 
end portion may be sealed as indicated at 46. The respective 
sections 15 of the heating element 14, as in the construction of 
FIG. 3, may be suitably supported in the shell by a plurality of 
spacer elements 16. 
The end assembly 6 may be substantially identical construc 

tion with that of FIG. 3, the connector pins 35 however 
preferably being provided with relatively rigid, inwardly ex 
tending portions 35' to which the free ends of the electrical 
element 14} are conductively connected. 
As will be apparent from reference to FIG. 2, the U-shaped 

portion of the shell 1’ is stained as indicated at 40' to provide 
the desired absorption of radiant energy passing through the 
shell. 
The operation of the embodiment of FIG. 2 is substantially 

identical with that of FIG. 1 with the exception that the heat 
ing element and shell form a single unitary structure. The 
general operation likewise will be the same,.radiant energy 
from the element 14 passingthrough the glass shell and being 
substantially completely absorbed in the stained layerof the 
shell. While the embodiment of FIG. 2 does not possess the 
advantage of replaceable elements, it does have the further 
advantage that the quartz bodies are eliminated with a reduc 
tion in the thermal heat developed within the shell and thus 
providing a greater percentage of the output in the form of 
radiated energy. 

Obviously, where deemed necessary or desirable, the por 
tions 43 and 44 may have a con?guration other then U 
shaped, and in some cases, it may be desirable to employ a tu 
bular shell similar to that illustrated in FIG. I. 

I claim: ~ 

1. An immersion type heating device, particularly for scien 
ti?c usage, comprising a shell of glass constructed for direct 
immersion in a ?uid to be heated and having high transmission 
characteristics with respect to radiant energy, an‘ electrical 
element disposed in said shell, operative to transmit radiant 
energy through the walls of the latter, and a material having 
high absorption characteristics with respect to such radiant 
energy, disposed at the exterior surface of said shell operative 
to absorb radiant energy passing therethrough whereby radi 
ant energy transmitted from said element, upon striking said 
material, is thereby converted at said exterior surface into 
heat utilizable for heating, by conduction, of such a fluid thus 
providing direct dissipation of heat from said material and 
supporting shell to such a ?uid. 

2. A heating device according to claim 1, wherein said shell 
is constructed of a borosilicate glass and said high absorption 
material comprises an applied mixture of iron oxide and silver. 

3. A heating device according-to claim 2, wherein said high 
absorption material is disposed on said shell in the form of a 
stain which penetrates the shell'material for a distance which 
is small, as compared with the thickness of said shell. 

4. A heating device according to claim 3, wherein said stain 
penetrates said shell material to a depth of at least several 
thousandths of an inch. - 

5. A heating device according to'claim 1, wherein said elec 
trical element comprises at least one tungsten-quartz heat 
lamp, and means for supporting said electrical element in 
operative relation with respect to said shell. 

6. A heating device according to claim 1, wherein said elec 
trical element comprises a tungsten element disposed directly 
in said shell, with the atmosphere of said shell interior being at 
a reduced pressure compared with that exteriorly of the shell 
to form a unitary heat lamp. . 

7. A heating device according to claim 6, wherein said shell 
has a tubular portion of, U-shaped con?guration which con 
tains said tungsten element. , 

8. A heating device according to claim 7, wherein said 
material is disposed on the U-shaped portion of said shell. 

9. A conduction-type heating device comprising means con 
structed to generate radiant energy, an enclosing shell for said 
means constructed of a material having a relatively low ab 
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sorption factor with respect'to'radiant energy generated by 
said means, and means penetrating into the shell wall at the 
exterior surface thereof having a relatively high absorption 
factor with respect to such radiant energy, whereby the usable 
supply of heat, as a result of such absorption, is generated 
primarily at the exterior surface of said shell and transmitted 
by conduction to a liquid in contact therewith. 

10. The method of forming an immersion-type heating 
device utilizing radiant energy, comprising the steps of 
fabricating a shell of a material that has a relatively low ab 
sorption characteristic with respect to the radiant energy to be 
employed, applying a material capable, upon the application 
of heat thereto, of forming alayer at the outer surface of said 
shell which is highly absorbent to the radiant energy involved, 
upon said shell, subjecting the coated shell to heat to effect a 
stainlike penetration of the shell at the outer surface thereof, 
thereafter applying a second coating of said material to the 
outer surface of said shell and subjecting the same to a like 
heat treatment, repeating such coating and heating steps until 
the resultant layer of material penetrated into the shell wall at 
the exterior thereof is sufficient to provide absorption of at 
least the major part of such radiant energy normally striking 
said layer, and thereafter assembling in said shell means for 
generating such radiant energy. 

111. The method according to claim 10, wherein said materi 
a] primarily comprises iron oxide, to which a relatively small 
amount of silver powder is added, such mixture being 
suspended in an organic vehicle,‘ said material being applied to 

I said shell by dipping the latter into such material-containing 
vehicle. 

12. The method according to claim 11, wherein said heating 
steps are effected at a temperature of approximately 1000° F. 

13. The method according to claim 11, wherein said organic 
vehicle comprises isopropyl alcohol. 

_14. In a heating device,'particularly for scienti?c usage, the 
combination of a shell of glass constructed for immersion in a 
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?uid to be heated, said shell comprising an elongated tube 
closed at one end, an electrical element disposed in said shell, 
operative to transmit radiant energy through the walls of the 
latter, said element comprising a pair of tungsten~quartz heat 
lamps of elongated cylindrical con?guration disposed in coex 
tensive parallel relation, said lamps having connecting ter 
minals at each of their respective ends, lamp-supporting 
means comprising a ?tting at the inner end of said shell en 
gaged with the inner end terminals of the respective lamps at 
the inner end of said shell, such inner end terminals being con 
ductively connected, and a pair of spaced cooperable ?ttings 
at the opposite ends of said lamps, each adapted to engage a 
corresponding adjacent lamp terminal, whereby the latter are 
supported in spaced insulated relation, and supply leads ex 
tending from said terminals for connection to an electrical 
power source, said ?ttings being constructed of a heat-con 
ductive material and disposed in heat conductive relation with 
respect to said shell for dissipating heat at said terminals to 
said shell, and a material operative to absorb radiant energy 
passing through said shell, disposed at the exterior surface of 
the latter, whereby radiant energy from said element utilizabie 
for heating of such a ?uid is available therefor at said material. 

15. A heating device according to claim 14, wherein said 
?ttings are metallic and are coated with a plating of gold for 
the e?icient re?ection of radiant ‘energy away from the end 
terminals of said lamps, as well as heat conduction from said 
terminals to said shell. 

16. A heating device according to claim M, comprising in 
further combination, a ?ange formed on the open end of said 
shell, a closure structure secured to the ?ange end of said shell 
and a compression spring disposed between said closure struc 
ture and the adjacent end ?ttings operative to apply compres 
sion forces thereto for ?rmly maintaining the latter and as 
sociated lamp elements in operative position within said shell. 


