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ABSTRACT: Adjustable wrist band support for holding a 
?ashlight, or the like, aimed at a selected angle. 
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ADJUSTABLE SUPPORT FORWRIST 
My invention relates to an adjustable wrist support, and 

more particularly, to a band for supporting a ?ashlight, or the 
like, on the wrist of the wearer, in an adjustable manner. 

It is manifest to anyone familiar with the art, that frequently 
it is advantageous to support a ?ashlight, or the like, in a 
manner to permit use of both hands to perform a function, 
that is true for example, in hospitals, or the like, when a nurse, 
or doctor perform their duty and the patient may be disposed 
in a room where the lighting is not bright, and the ?ashlight 
will permit a bright light to be focused onto a speci?c portion 
being serviced. ‘ 

Accordingly, the prime object of my invention is to provide 
a device of ,the character described, that may be readily ad 
justable, without any mechanical skill in its manipulation. 

Another object of the invention is to construct the device in 
a manner to permit the ?ashlight, or the like, ‘to be easily 
placed into position, and retained at any predetermined angle, 
for the convenience of the user. 

Still another object of the invention is to provide an adapta 
ble means, that may be applicable to any conventional type of 
wrist band. 7 i 

The device described, illustrated and claimed herein, is ex 
ceedingly simple in construction, easy to manipulate and 
highly ef?cient for the purpose intended. _ 
A preferred embodiment of my invention comprises a band 

designed to adjustably fit many different-sized limbs such as 
wrists. A detent settable clamp is rotatably affixed to the band 
for holding objects such as ?ashlights focused ‘as desired. 

Other and further objects of my invention will become more 
apparent as the description proceeds, when taken in conjunc 
tion with the drawings, in which: 

FIG. 1 is a perspective view of the assembled device, sup 
porting a ?ashlight shown in phantom; - 

FIG. 2 is a front view of the device, showing an expandible 
type wrist band; ' , 

FIG. 3 is a side view of the device as shown in FIGS. 1 and 2; 
FIG. 4 is a top view of the device as shown in the previous 

views, illustrating the manner in which the ?ashlight or the 
like, maybe angularly adjusted, and held in a fixed position; 

FIG. 5 is a cross-sectional view of the adjustable discs; and 
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, FIG. 6 is a similar front view as shown in‘ FIG. 2, having a ’ 
strap-type wrist band. 

Similar characters of reference indicate corresponding parts 
throughout the several views, and referring now to the same, 
the character 10 shows a conventional'wrist band, which obvi 
ously may be of any form, shape, or contour. The band 10 is 
provided with a plate 11, attached at 12, or with a loop (not 
shown) onto the band 10. ' 
There is another plate 13 rotatably mounted onto the plate 

11 by axle means, such as rivet 14. This top plate 13 is 
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2 
equipped with detent means such as the integral unit shown as 
15, which is provided with a downwardly projecting embossed 
portion 16, and the bottom plate 11 is provided with a plurali 
ty of recesses shown as 17, for engagement of the embossed 
projections 16 of the top plate 13. In this manner the top plate 
13 may be revolved to any predetermined position to change 
the angle of ?ashlight, or the like, which is being supported. 
The support of the ?ashlight 18 is shown as a resilient clamp 

19 attached to the top plate 13 in any convenient or efficient 
manner.» _ 

Obviously any convenient means of holding the two plates 
11 and 13 in a ?xed position may be employed. 
From the above description, it will become apparent that 

the device is very simple in construction. is easy to manipulate 
without any mechanical skill and the clamp (19 may be of any 
form, or shape to accomodate the particular type of ?ashlight, 
or the like, which is to be supported and held in a ?xed posi 
tion while in use. 

Although I have shown a speci?c construction and arrange 
ment of the parts and features constituting my invention, I am 
fully cognizant of the fact that many changes may be made in 
the construction of the parts and their arrangement without 
effecting the operativeness of the device, and I reserve the 
rights to make such changes as I may deem convenient or 
necessary without departing from the spirit of my invention, or 
the scope of the appended claims. 

Iclaim: 
1. A hands-free ?ashlight holder, said holder comprising: 
a wristband; ' 

means for adjusting the diameter of said wristband to ac 
commodate different size wrists; 

said band including ?rst plate means mounted on said 
wristband; ' 

top plate means; 
means for rotatably mounting said top plate means on said 

?rst plate means; 
detent means for selectively positioning said top plate rela 

tive to said ?rst plate into any of a plurality of positions, 
said detent means comprises a downwardly projecting 
embossed portion integral with said top plate, a plurality 
of recesses in said ?rst plate positioned to engage said em 
bossed portion; and i . ' 

clamp means attached to said top plate for holding the 
?ashlight whereby the ?ashlight ‘can be selectively 
diverted and held in a hands-free manner. 

2. The holder of claim 1 wherein said band is expandable. 
’ 3. The holder of claim 1 wherein said band is a strap type. 
_4. The holder of claim 1 wherein said ?rst plate means con 

stitutes a portion of said band. 
5. The holder of claim 1 wherein said clamp comprises a 

resilient U-shaped device for receiving said ?ashlight. 


