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To all. whom it may concern. 
Be it known that I, FRANK S. DIMON, a 

citizen of the United States, residing at Fort 
Scott, in the county of Bourbon and State of 
Kansas, have invented certain new and useful 
Improvements in Olevises; and I do hereby 
declare the following to be a full, clear, and ex 
act description of the invention, such as will 
enable others skilled in the art to which it ap 
pertains to make and use the same, reference 
being had to v‘the accompanying drawings, and 
to letters or ?gures of reference marked 
thereon, which form a part of this speci?ca 
tion. ' 

This invention relates to clevises', and par 
ticularly to that class which are provided with 
a locking. device for the clevis-pin to keep it 
from dropping or working out; and theobject 
of the invention is to provide a clevis with a 
locking device which shall be easy, to use and 
certain in its operation. ~ 
The invention consists in theimproved look 

ing clevis-pin, as hereinafter fully described 
and claimed, the essential features of which 
are a pin having a ?xed lug at the bottom and 
a movable spring-pressed lug at the top, the 
two being on opposite sides of the pin, the 
head of the pin being made in two parts, one 
part ?xed to the pin, while the other is an ex 
tension of the movablelug, by means of‘which 
the lug can be retracted. 

In the accompanying drawings, Figure 1 
shows a side elevation of a clevis with the pin 
in place. Fig. 2 is ‘an end view showing the 
pin passed through the eyes of the clevis and 
turned one- quarter round to illustrate the 
manner of inserting the pin. Fig. 3 is a de 
tached perspective view of the clevis-pin: Fig. 
4 is a plan view, from above of the clevis-pin 
head. Fig. 5 is a side view of the head of the 
pin, taken in section on the line :0 m in Fig. 4. 
A is a plow-clevis, constructed in the usual 

way, each of its ends having the customary 
pear-shaped holes a and a’, for the passage of 
the clevisfpin, or the openings may be of any 
shape that will allow a pin having aside pro 
jection or lug to pass through. 
B is the clevis-pin, having a V-shaped lug, 

G, formed on one side at the bottom, thus 
making its cross-section at that point like the 
holes a and a’. The head 0 is formed,“ as 

above stated, of the ?xed part c and the mov 
able part c’. The pin is grooved longitudi 
nall y through the part 0, the groove extending 
a short distance below the shoulder b of the 
head. In this groove is ?tted a tongue, D, 
carried by the part 0' of the head, which tongue 
has a slot, H, through which the pin f passes, 
and which also receives the spring E, inserted 
between the pin f and the bottom end of the 
slot, and thus operating to press the piece 0’ 
downward. On the bottom of the part 0’ there 
is a V-shaped projection or lug, G’, coming on 
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the opposite side and end of the clevis-pin ' 
from the lug G. On the outside of the' part c’ 
is formed a thumb-piece, g, for convenience in 
operating the device. To insert the pin, it is 
dropped through the hole a, thelugG passing 
through the V-shaped side of the opening, and 
then through hole a’ until the lug G’ strikes 
the clevis, when, by pushing on the head, the 
bottom lug, G, will pass through the hole a’, 
the movable part of the head carrying thelug 
G’ yielding through the spring. Then, by 
turning the clevis-pin half-way round, the lug 
G’ will come in line with the V-shaped side of 
the hole a and ‘will drop into it, and be held 
there by the spring, thus locking the pin so 
that it cannot be turned until the lug G’ is re 
tracted by hand, the lug G preventing the pin 
from being withdrawn until the pin is turned 
half ‘round. 
To remove the pin, the lug G’ is withdrawn 

by means of the thumb-piece g and the clevis 
pin turned half round, when it can be pulled 
out. 
Having thus described my invention, what I 

claim as new, and desire to secure by Letters 
Patent, is—— 

1. The combination, with a clevis having 
holes in the end thereof for a clevis-pin, of a 
pin having a lug at the bottom adapted to pass 
through the holes of the clevis and to engage 
with the clevis when the pin is turned, so that 
the pin cannot be withdrawn,’ and a spring 
pressed movable lug at the head of the pin 
adapted to ?t into the upper hole of the clevis 
by the side of the pin to. prevent the pin from 
being turned, substantially as and for the pur 
pose set forth. ‘ 

2. The combination, with a clevis having 
the holes a and a’, of the clevis-pin having the 
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?xed lug G at the bottom and spring-pressed 
movable lug G at the'top on opposite sides of 
the pin, substantially as and-for the purposes 
set forth. ' 

3. The combination, with a clevis having 
the holes a and a’, of the ‘elevis-pin having‘ the 
lug G at the bottom, the head formed of the 
tongue-and-grooved parts 0 and c',and aspring, 
f, the part 0’ having the lug‘ G’, which is on 

the opposite side of the pin from the lug G, 10 
and a thumb~pieee, 9, all substantially as and 
for the purpose set forth. 

In testimony whereof I af?xmy signature in 
presence of two witnesses. 

FRANK S. DIMON. 
WVitnesses: 

J. P. CAMPBELL, 
W. H. WEBB. 


