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ABSTRACT OF THE DISCLOSURE 

A disposable swab and holder comprising a swab mem 
ber of ?exible material for holding detergent, said ?exible 
material being adapted to be folded upon itself to form 
a jacket to ?t upon a holder. The jacket has open ends 
and is provided with a cutout portion adjacent one side 
thereof, and said cutout portion receives a handle of a 
holder therethrough. The holder is provided with a ?at 
upper surface and a curved lower surface and widening 
means disposed on the handle to prevent the jacket from 
coming detached from the holder and one of the ?aps 
formed adjacent the cutout portion is provided with seal 
ing means for securing the jacket to the holder. 

The present invention relates to a disposable swab and 
holder and more particularly to a swab and holder that 
is used to clean toilet bowls and the like. 

It is an object of the present invention to provide a 
disposable ?exible swab that is looped around a holder 
and stradles a handle .and is provided with means for 
preventing the swab for inadvertently coming off of the 
handle, until such time as the swab has completed its 
task. 

It is another object of the present invention to provide 
a disposable swab and holder with means to release the 
swab so that it will drop olf of the holder during the 
cleaning operation. 

Yet another object of the present invention is to pro 
vide a holder for a disposable swab having a head and 
handle that can be molded in one operation so that it 
is inexpensively manufactured. 

Another object of the present invention is to provide 
a holder that is of clean cut design so as to be sanitary 
and which can be easily rinsed 01? after use. 

Various other objects and advantages of the present 
invention will be readily apparent from the following 
detailed description when considered in connection with 
the accompanying drawing forming a part thereof, and 
in which 

FIG. 1 is a perspective view illustrating the holder for 
the disposable swab secured to a water closet and in 
a storage position in a container; 
FIG. 2 is a perspective view of the disposable swab 

and holder embodied in the present invention with the 
disposable swab shown in a position straddling or looped 
about the holder; 

FIG. 3 is a perspective view of the disposable swab 
and holder embodied in the present invention illustrating 
the manner of placing the swab on the holder; 
FIG. 4 is a section taken along the lines 4-4 of FIG. 2 

illustrating the cross section of the handle of the holder; 
FIG. 5 is a sectional view of the holder and the dis 

posable swab when it is secured thereto; 
FIG. 6 is a plan view of a modi?cation of the disposable 

swab illustrated in FIG. 3, and 
FIG. 7 is a section taken along the lines 7--7 of 

FIG. 61. 
Referring to the drawings, the reference numeral 10 

generally designates the disposable swab and holder of 
the present invention. The swab 14 comprises a relatively 
thin rectangular member of ?exible material. The holder 
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16 comprises a substantially rectangular head 18 which 
is ?at on the top, as indicated at 20‘ for cleaning under 
the rim of a toilet bowl. The head has slightly rounded 
corners as indicated at 22, and the bottom is curved as 
indicated at 24 so as to follow the inside of a toilet. A 
plastic handle 26 is molded into the holder, as best seen 
in FIG. 5. The cross section 28 of the handle is crescent 
shaped, as indicated in FIG. 4 to provide a groove or 
elongated recess 30 for receiving the thumb of a person 
using the swab to obtain a better grip thereon. The 
lower end of the handle is narrow and has parallel op 
posite sides as indicated at 32. The parallel sides 32 
are also provided with projecting members 34 thereon 
to prevent the swab from coming 01f the head, as here 
inafter described, in a direction upwardly toward the 
handle. 
The swab 14 is corrugated as indicated at 36‘ and is 

provided with a plurality of apertures or openings 38 
disposed therein for receiving detergent. The corrugated 
portion of the swab is secured by any suitable means to 
a ?at sheet of paper 40. The swab is substantially rec— 
tangular in con?guration and is adapted to be folded 
back upon itself, as best seen in FIGS. 1 and 2. One end 
of the swab is provided with a narrow elongated cutout 
portion or slot 42 therein. The slot 42 divides the end 
of the swab adjacent thereto into two small ?aps or 
portions 44 on opposite sides of the slot. One of the 
slots 44 is provided with a strip of glued material 46 
thereon and the portion of the ?at sheet 40 to which the 
strip of glue 46 is to adhere, is also provided with a strip 
of glue 48 thereon. 

In disposing the swab on the head 18 of the holder, 
the ?ap 44 is turned upwardly or backwardly, as illus 
trated in FIG. 3 and the head and the swab are secured 
together by moving the head 18 in direction of the arrows 
illustrated in FIG. 3 until the side 32 of the handle 
abuts the non-glued ?ap 44. Thereafter the glued ?ap 
44 is pressed against the glue strip 48 on the end of the 
sheet 40 and the swab is properly secured to the head. 
The projecting members 34 will prevent the unglued ?ap 
44 from moving upwardly along the handle of the holder 
while the ?aps 44 will prevent the swab coming 01f of the 
holder during the cleaning operation. 
The swab will be released from the holder when it 

has done its cleaning job. The swab is made so that the 
swab will disintegrate in approximately three minutes of 
cleaning, depending on the strength of the glue and 
the material used. The swab of course is made so as to 
provide enough time for the detergent in it and the 
rubbing action of the user to do the necessary cleaning 
work, after which the swab can be easily ?ushed away. 

Referring to the container illustrated in FIG. 1, this 
is substantially a box like container 50 with swinging 
doors S2 thereon for storing the holder therein. The con 
tainer is also provided with a hook member 54 for secur 
ing it to a water closet 56‘. 

Referring to the modi?cation of the swab 14 shown 
in FIGS. -6 and 7, this is substantially the same as that 
described in connection with FIGS. 1, 2 and 5, except 
that the corrugated member is provided with a flat sheet 
of material on both sides thereof. One side of the cor 
rugated member is provided with an inner ?at sheet 58 
and an outer ?at sheet 60. The outer sheet 60 is provided 
with a perforated line 62 adjacent the slot 42 so that 
the narrow strip 64 adjacent the end of the sheet may 
be torn off or peeled back to reveal a strip of glue 66 
thereon. The glue 66 is self-adhering so that when the 
swab is disposed on the holder 18 the glue 66 is pressed 
against the opposite end of the sheet 60 and adheres 
thereto to properly secure the swab on the holder. 
The glue material 66 is of a strength so that it will 

eventually disintegrate after the swab has performed its 
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cleaning task and the swab will then be released from the 
holder and may readily be ?ushed away. 

Thus, from the foregoing description it is apparent 
that the present invention provides a novel disposable 
swab and holder therefor which is of economical con 
struction and which is readily secured to a holder so as 
to remain on the holder until it has performed its 
cleaning task, after which the swab is readily released 
from the holder and drops off of the holder so that it 
may be flushed away. 

Inasmuch as the location and arrangement of the rela 
tive parts may be changed without departing from the 
scope of the invention, it is to be understood that the 
invention is not to be limited to the above description, 
except by the scope of the following claims. 
What is claimed is: 
1. In combination, a disposable swab and holder com 

prising a rigid head with a handle projecting therefrom, 
and a disposable swab on said head comprising a rela 
tively thin flexible member folded back upon itself, said 
member having a centrally located slot adjacent one 
end, said handle extending through said slot, said slot 
forming oppositely-disposed ?aps on both sides of said 
handle, and glue means on one of said ?aps securing it 
to the opposite end of said swab, and wherein said rigid 
head is flat on the top and convexly curved on the bottom 
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and projects laterally on opposite sides relative to said 
handle, and wherein said handle is molded into said head 
and has ?at parallel sides adjacent said head with op 
positely laterally-projecting lug members extending from 
said sides spaced above and adjacent to said head and 
overlying the respective side margins of said slot. 

2. The combination of claim 1 wherein said swab 
is provided with a tear-off strip adjacent said ?aps, and 
said glue means includes a strip of glue material dis 
posed underneath said tear-off strips. . 
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