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To all whom it may concern. 
Be it known that I, ELEAZER KEMPSHALL, 

a citizen of the United States, residing at New 
Britain, in the county of Hartford and State of 
Connecticut, have invented certain new and 
useful Improvements in Paper-Fasteners; and 
I do hereby declare the following to be a full, __ 
clear, and exact description of the invention, 
such as will enable others skilled in the art to 
which it appertains to make andlise the same, 
reference being had to the accompanying draw 
ings, which form part of this speci?cation. 
My invention relates to thatclass of ?exible . 

paper-fasteners usually made of ?brous mate 
rial, and which have certain of their surfaces 
made adhesive to stick them to the papers, 
sheets, leaves, pamphlets, or other articles 

' which they are adapted to fasten together; and 
. the invention consists in the article herein 

after described, and more particularly pointed 
out in the claims. / ' ’ 

Referring to the drawings, ‘Figure 1 repre 
sents the blank, formed with adhesive substance 
thereon, from which the fastener is made.‘ Fig. 
2 is an edge view of a central section through 
the prongs and head of the fastener madefrom. 
the blank and ready for use. Fig. 3 is a side 
view of Fig. 2. Fig. 4 represents sheets or 
leaves secured together by my fastener. Fig. 
5 represents a modi?ed form of my invention, 
in which the fastener is formed of three pieces. 
Fig. 6 shows the completed fastener made from 
the three pieces. Fig. 7 shows a side view of 
the same. \ 

‘Similar characters designate like parts in all 
the ?gures.‘ 
My improved paper-fastener is made from a 

single blank, A, of ?brous material, (shownin 
a plan and edge view in 'Fig. 1,) having suit 
able adhesive substance, a, on the central por 
tion of one side and, b b, on the end portions of 
the opposite side. The blank A thus formed 
is folded upon itself from opposite directions, 
so that the sectionsc c of the blank, having ad 
hesive substance at thereon, may be wetted and 
pressed down upon the central portion, d, so 
that these parts of the blank shall form a ?at 
or banshaped head, .13, of two layers or thick 
nesses of the material of the blank. 

50 The end portions of the blank are bent at 

40 

45 

right'angles at e e to the head portions 0 c, to 
form two ?exible prongs, O G, lying side by 
side and contiguous to each other. . 
The prongs O 0 thus bent from the under 

side of the head B bring the side of the ends 55 
of the blank which are not provided with the 
adhesive substance back to back with each 
other, while the opposite or outer side of the 
prongs and the exposed surfaces of the divided 
layer portions 0 c of the head are coated thereon 60 
with adhesive substance, b 6, similar to the or 
dinary seals and labels. _ 1 

The several parts of the head portion of my 
fastener may be united by any suitable means~ 
as sewing them together along their edges; but 65 
I prefer to unite them by adhesive substance, 
as hereinbefore set forth. 

If desired, the several parts of the fastener 
may consist of three pieces of material pre 
pared with the adhesivesubstancethereon and 70 
cut in suitable‘lengths, as shown in Fig. 5, and 
wetted on the adhesive sides and pressed to- 
gether, ready for use, as shown in Fig. 6; but 
I prefer to make them of a single blank, as 
hereinbefore described. _ ' . ‘ 

The blanks are usually cut from material in 
the form of a sl1eet—~as, for instance, a tough 
paper, like the so-called “ bond” or “linen” 
paper, or a suitable textile fabric may be used. 
Isometimes use a strip of prepared ribbonwith 8o 
selvage edges, or other suitable material, of 
the width that it is desired to havethe fastener, 
which are made of a length equal to the united , 
length of the three head~forming parts and the 
two prongs, the extent of these parts being in- 85 
dicated by dotted lines across the. views in 
Fig. 1. ' 

The ribbon may be gummed in 2 suitable 
length and blanks before being out, or the de 
sired lengths may be cut off and then gummed 90 
with the adhesive substance on one side at the 
ends, as shown at b b, and in the middle'of the 
other side, as shown at a, Fig. 1, ready for 
moistening and folding into form. 
In using my improved fastener a perforation 95 

is made through the sheets or leaves desired to 
be secured together,- of the width of the prongs 
of the fastener, by any suitable instrument. 
The vgummed sections of the inner side of the 

head and outer surface of the prongs of the 103 
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fastener are then moistened or wetted and the 
prongs pressed together and passed through 
the perforation until the head lies ?at upon 
and closely against one side of the leaves or 
sheets, adhering thereto by the moistened gum 
on the inner side. The prongs are then bent 
over upon the sheets in opposite directions to 
each other, and tightly compressed upon the 
sheets until there is perfect cohesion between 
them. 
Having fully described my invention,what I 

claim, and desire to secure by Letters Patent 
of the United States, is—— ' 

1. A paper-fastener of ?brous material hav 
ing ahead formed of two layers, one of the lay 
ers being secured to the other layer by adhe 
sive substance, the inner free ends being di 
vided and bent to form prongs and coated with 

adhesive substance on their outer sides, sub 
stantially as and for the purpose set forth. 

2. A paper-fastener of ?brous material com 
posed of one piece having a head formed of 
two layers, one of the layers being secured to 
the other layer by adhesive substance, the in 
ner free ends being divided and bent to form 
prongs and coated with adhesive substance on 
their outer sides and on the inner exposed sur 
face of the head, substantially as and for the 
purpose set forth. 

In testimony whereof I affix my signature in 
presence of twowitnesscs. 

ELEAZER KEMPSHALL. 

‘Vitnésses: 
FRANCIS H. RICHARDS, 
WALDo L. CURTIss. 


