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ABSTRACT: A spline joint for joining panels constructed of 
fragile resilient material such as expanded polystyrene, to 
form a rigid assembly. The panels have a seat comprising at 

‘ least a portion running the length of each abutting end to be 
joined. The spline is a relatively hard strip having barbed end 
portions which are embedded in the walls of the seat. A cen 
tral shoulder rests in the seat permitting the panels to be 
pushed together so that the spline itself is not seen in the as 
sembly. ' 
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, spams JOINT 

CROSS REFERENCE TO RELATED APPLICATIONS ' 

This application is a continuation-in-part of application Ser. 
No. 550,024 ?led on May 13, 1966, now abandoned. 

BACKGROUND OF THE INVENTION 

This invention relates to splines and joints. In one particular 
aspect, it relates to improvements in splines adapted for join 
ing adjacent members through the‘ insertion of portions of the 
splines into opposed seats formed in the members. 
Recent innovations in the building trade have resulted in the 

development of new materials for use as decorative or insulat 
ing paneling in homes, of?ces and storage areas. Of particular . 
importance is the ever-increasing use ‘of plastics, such as 
foamed polystyrene. This material is particularly useful where 
an appreciable temperature gradient must be maintained as in 
‘freezers, coolers, meat storage enclosures and the like. Con 
ventionalmeans of joining polystyrene panels, such as tongue 
and groove joints, have been ineffectual, because such joints 
can fracture easily, or become distorted-and hard to ?t on the 
job site. Poor ?tting creates areas of vapor transmission and 
heat loss. . 

Prior art devices of this type are adapted to join panels con 
structed of relatively hard and rigid materials. In such cases, 
the joining member may be fixed -to the panels by nails or 
other fasteners which are not suitable for use with expanded 
polystyrene. Alternatively, the splines may be constructed of a 
resilient material which, when inserted into a slot in the rigid 
panel, grips‘the panel by friction. 

SUMMARY OF THE INVENTION 

In the present invention, soft resilient panels of foamed 
plastic such as polystyrene are installed'in end-abutting rela 
tionship. The abutting ends have aligned in them seats com 
prising a groove and a narrow slot both running longitudinally 
along at least a portion of the end, the slot extending inwardly 
from about the midpoint of the groove._lnserted into the seat is 
a relatively hard spline strip terminating in barbed edges. The 
barb, being larger than the slot pushes a portion of the panel 
material aside as it enters but remains embedded against 
retraction in the slot wall. ' ‘ 

The spline instead of comprising a strip, may have a ?nite 
length dimension such that its length and thickness are 
generally equal. In such case the seats may be apertures 
placed at selected intervals along the end of the panel to 
receive the spline. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. I is a perspective view of a portion of one embodiment 
of the spline. 

FIG. 2 is a plan view of the completed spline joint. 
FIG. 3 is an elevational view showing the spline joint applied 

across two rows of panels. 
FIG. 4 is an alternate embodiment of the spline. 
FIG. 5 is a plan view which illustrates a corner joint. 

DESCRIPTION OF THE PREFERRED EMBODIMENTS 

FIG. 1 illustrates the spline generally indicated by the 
reference numeral 10. The spline 10 is a strip composed essen 
tially of a hard rigid body 11 having opposed barbed end por 
tions 12 and an intermediate shoulder 13 extending generally 
perpendicularly from the midsection of the body 11. 

Referring to FIG. 2, the spline 10 is inserted into a slot 14 
within a polystyrene panel 16 until the shoulder 13 engages 
the groove 15. The tips on the barb 12 are wider than slot 14. 
As the spline I0 is inserted, the polystyrene foam compresses 
to allow it to pass, expanding however, behind the barb 
preventing removal of the spline 10. The spline 10 is pushed in 
until the shoulder 13 rests in the groove 15. The slot 14 and 
the groove 15 are referred to herein as the seat. 
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The second panel 16 is mated to the ?rst by aligning the 

barb 12 with the slot 14 and the panel is pushed until it abuts 
the ?rst panel 16. ' ' 

- The pressureof the panels 16 on the barbs l2 locks the 
panels 16 togethercreating a vapor-tight seal. 

FIG. 3 illustrates the spline 10 extended beyond the end of a 
panel pair 16-16 into the adjacent panel pair 17-17. This will 
give a tie between ends of the panels permitting extended rows 
of panels to be rigidly constructed. It will also eliminate 
sagging when the panels are applied as a ceiling or roof under 
layment. 
As can be seen from FIGS. 1, 2, 3 and 5, the spline is an 

elongated member whose body V1] is substantially flat and ?ts 
easily in the slots 14 while the .barb shaped ribs I2 remain 
seated in the soft resilient panel material. 

FIG. 4 shows an alternate embodiment of the spline having 
a ?nite length so that the body 11 is generally square in cross 
section instead of a strip as illustrated in the embodiment of 
FIG. 1. " 

In this form the spline would be. installed at selected points 
along the abutting surfaces. It may be installed in a seat and 
slot arrangement as illustrated in FIG. 2 or may ?t in apertures 
of similar conforming shape. It may also be installed so that 

' the shoulder 13 extends along the ends of the panels rather 
than at right angles as is the case with the strip spline. 

FIG. 5 shows an embodiment of the invention con?gured 
for a corner joint. In this case the slot and seat are placed in 
the butt-mated face of one panel 16 and in the end of the other 
panel 18. 

In all embodiments, the spline is hidden and the panels are 
in abutting contact giving a tight joint. and a uniform ap 
pearance. The joint- formed is leakproof and moistureproof 
and preserves the insulating characteristics of the panel. 

Splines in accordance with this invention can be fabricated 
from a wide variety of materials such as plastic, wood or 
metal. Polyethylene, polyurethane, epoxy resins, phenol for 
maldehyde resins, polystyrene, aluminum and steel are the 
preferred materials. The choice of materials will depend 
primarily upon the application and type of service required 
from the structure in which they are employed. 
The structures joined by the spline of this invention are not 

restricted to any particular shape and may be in the form of 
panels, boards, planks, and the like. These structures can be 
fabricated from a wide variety of thermoplastic materials with 
expanded polystyrene being preferred, 
The spline and structures can be assembled readily by hand 

in the ?eld at the time of erection. This eliminates the need for 
male-female relationship of structures designed with tongue 
and-groove. 

It is apparent from the foregoing speci?cation, that the 
present invention is susceptible to various alternations and 
modi?cations and for this reason the speci?cation is intended 
to be merely illustrative and is not tobe construed as limiting 
the invention. 
We claim: , 

l. The combination of adjoining sections of a soft resilient 
foam plastic material having aligned seats formed therein the 
seats including aligned shoulder receiving grooves; and an 
elongated spline of a material which is rigid relative to the 
material of the adjoining sections having a flat body portion 
?tting within said seats, and having elongated ribs in the form 
of oppositely engaging barb shaped end portions at the ends of 
said spline the barbs projecting beyond the seats into the ad 
joining sections and including an elongated intermediate 
shoulder portion extending perpendicularly and received in 
part in each of the aligned shoulder receiving grooves, 
whereby the depth of entry of the elongated ribs is controlled 
while permitting close adjoinment of the respective sections so 
that the spline is hidden. 

2. The combination according to claim 1 wherein the ad 
joining sections consist of a material selected from the group 
consisting of expanded polyethylene, expanded 
polypropylene, expanded polystyrene and expanded polyu 
rethane. 
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3. The combination according to claim 1 wherein the spline 
consists of a material selected from the group consisting of 
polyethylene and polystyrene. 

4. A spline joint comprising in combination; adjoining soft 
resilient panel sections having aligned in the abutting end por 
tions thereof seats comprising a groove extending longitu 
dinally of said ends, a slot of lesser width than, and extending 
from about the midpoint of the groove inward into said panel; 
a spline comprising a strip of hard material relative to said 

10. 
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panel having a barb shaped elongated rib at the ends of the 
strip for embedding in the walls of said slot against extraction 
therefrom and including a central intermediate shoulder por 
tion perpendicular to said strip substantially coextensive with 
said adjoining grooves for controlling the depth of entry of 
said ribs while permitting close adjoinment of said panels so 
that said spline is hidden. 


