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ABSTRACT: This invention relates to a putter which com 
prises a head formed with a medial, upwardly and rearwardly 
extending spheroidal enlargement having its center of curva 
ture in line with the upper edges of the heel and toe of said 
head, and a shaft the axis whereof intersects the transverse 
axis of said spheroidal enlargement. 
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l 
GOLF PUTTER WITH CENTRALLY DOCATED 

' SPHEROIDAL ENLARGEMENT 
This invention relates to golf clubs, and has for its object to 

provide a putter, i.e. a club designed primarily for use on a 
putting green, of an improved construction, which will 
facilitate the playing of shots with respect to both strength and 
directional accuracy. 

According to the invention, a putter comprises a head 
formed with an upwardly extending spheroidal enlargement 
whereby the striking face at its medical part is deeper than the 
remainder of the head, and a shaft in connected to said head 
so that its axis intersects or substantially intersects the trans 
verse axis of the said medial part of the increased depth. 
The upward enlargement part is spherical in shape, with its 

center of curvature in alignment or substantially so, with the 
upper edge of the heel and toe part of the head, 

According to a particular embodiment said enlargement is 
of a hemispherical character with the ?at surface thereof lying 
in the plane of the striking face of the head and the corivexedly 
curved part extending beyond the rear face being smoothly 

' blended into same. 
The head of a putter according to the invention may be 

composed of any suitable material or materials, e.g. a metal or 
metals or a metal alloy or alloys, depending mainly' upon the 
weight of the head required. - 
The invention is further described with the aid of the ac 

companying explanatory drawings which illustrate by way of 
example only and not of limitation, one mode of embodiment. 

in said drawings: 
. FIG. 1 is a perspective view from above of a putter head and 

the lower part of its shaft. 
FIG. 2 is a perspective view of said head from below. 
FIG. 3 is a plan view, and 
FIG. 4 is a section taken as on line lV-lV of FIG. 3. 
FIG. 5 is a rear elevation of the putter head. 
Referring to said drawings, the putter illustrated comprises 

a head generally denoted by the letter A and a shaft B. Said 
head comprises a striking face 10, a heel part ll and a toe part 
12, and medially disposed between said heel and toe parts ll, 
12 said head is formed with an upwardly and rearvvardly ex 
tending enlargement 13 whereby the medial area of the strik 
ing face 10 is of increased depth as compared with said heel 
and toe parts ll, 12. 
The shaft B is attached to the head A‘ at an angle of between 

_50°and 60°to the general longitudinal axis of the head, but 
may be at other required angles according to ‘personal require 
ments. Further, the line of the axis Y of said shaft B intersects 
the transverse axis X (FlG/l and FIG. 5) of the part of the 
striking face 10 which is of increased depth. 

It will be observed, see more'particularly FIG. 4 and FIG. 5, 
that the enlargement 13 is of a spheroidal shape smoothly 
merged into rear and upper surfaces of the head A, and that 
said head extends uniformly on each side of its transverse cen 
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terline. - 

The striking face 10 is formed with a slight rearward inclina 
tion or loft, and the juncture 15 (FIG. 4) of the sole 16 with 
said striking face 10 is radiused slightly so as to obviate the 
formation of a sharp cutting edge. Further, said sole 1‘ is 
curved from heel 11 to the toe l2. 

In this instance, the head A is of a composite nature and 
consists of a front plate C, which may be composed of brass, 
and a rear body portion D of say aluminum, or an aluminum 
alloy, ?xedly connected thereto as by‘ riveting or in other 
suitable manner. Said front plate C is formed with stepped end 
parts C‘ whereby there is provided in the so-formed head a 
through slot E which extends behind and parallel with the 
medial part of the striking face 10 and imparts thereto an 
enhanced degree of resilience in use. Alternatively said head 
may be of unitary construction and the slot E cast or machined 
inclined. If found necessary, another slot or slots or aperture 
or apertures may be formed in said head for ‘the purpose of 
weight reduction. 
The shaft B is attached to the body portion D by means of a 

socket formed therein at an appropriate angle and location. 
It has been found in expenmen al practice, that due to cen 

tralization of the greater mass of the head A, and the particu 
lar location of the axis Y of the shaft B relatively to the axis of 
the head A, sighting of the club and accurately aligned hitting 
of a golf ball is facilitated and the propulsion force more easily 
controlled. 
The shaft of a putter according to the invention may be con 

nected with the head other than by means of a socket as 
hereinbefore described. For example, it may be attached 
directly thereto or to a neck formed integrally with the head. 
Further, said shaft may be of cranked, or offset, or other, 
character as admissible under the rules of golf. 

1 claim: What I claim as my invention and desire to secure 

by Letters Patent is: 
l. A golf putter having an elongated head. with toe and heel 

portions, a planar striking face, a rear surface, a top surface, a 
curved bottom surface, a spheroidal enlargement disposed 
centrally between said toe and heel portions, said enlargement 
projecting upwardly from said top surface and outwardly from 
said rear surface, said engagement providing an enlarged strik 
ing face at the central part of said putter head and being 
coplanar with said striking face, and a shaft connected to said 
head at said spheroidal enlargement with the axis of said shaft 
being at an angle of between 50°and 60°to the longitudinal 
axis of said head and intersecting the transverse axis of said 

' spheroidal enlargement. 
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2. A putter, as claimed in claim 1, wherein said head is of a 
composite nature comprising a front plate and a rear body 
portion, and said front plate and rear body portion are con 
nected at their end portions so as to provide a through slot be 
hind and parallel with the striking face. 


