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ABSTRACT: The present invention is a ?ngernail polish kit or 
toiletry article having a rigid, central, handle-forming body or 
sleeve or appropriate length to contain within the same lint 
cotton, gauze, or other appropriate preferably absorbent sub 
stance used in manicuring. in each end of the sleeve is fric 
tionally and removably telescoped a tube container either hav 
ing a readily distortable wall portion or the entire tube ?exible 
with a stopper or plug at its open end, one of the containers 
being adapted to receive ?ngernail polish remover and the 
other, ?ngernail polish. Each stopper is provided with an axial 
channel or passage in the outer end of which is a removable 
and replaceable brush so that when the container is squeezed 
it will expel a drop of the liquid for application by the brush to 
a ?ngernail, a removable and replaceable protective cap or 
cover being provided for each brush with one cover of a dif 
ferent detectable characteristic from the other to enable the 
device to be used regardless of whether in the light or not. 
Also a holder is provided in the form of a base which may be a 
suction cup and an upwardly opening yoke for receiving the 
body of the device so that when on a ?at surface it will not roll, 
and alternately the device may be attached to a surface either 
horizontal or otherwise, 
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TOILETRY ARTICLE 

BACKGROUND OF THE INVENTION 

1. Field of the Invention ‘ 
The invention is in the ?eld of cosmetic devices or accesso 

ries used in the grooming of the person‘or providing toiletry 
for use in such grooming, and which devices frequently are 
found on the dressing table or carried in the handbag. 

2.Description of the Prior Art ‘ 
Cosmetic devices of various kinds have been employed for 

use in manicuring the ?ngernails, some of which include foun 
tain brushes, for example, the U.S. Pat. No. 2,905,956 to 
Fuller et al. However, these devices have been inadequate or 
have not been fully satisfactory, and the present invention is to 
supply some of the de?ciencies of the pribr art. 

SUMMARY OF THE INVENTIONlAND OBJECTS 
The present invention is a ?ngernail polish kit in the form of 

a slender tube composed essentially of la couple of fountain 
brushes connected by a rigid sleeve oil metal or other sub 
stance and designed to hold lint cotton‘, gauze, or other ap 
propriate wiping substance preferably of the absorbent type. 
The two fountain brushes include containers having readily 
distortable wall portions or they may be of polyethylene or 
other plastic to enable them to be squeezed or compressed 
between the ?ngers and thumb to expel a drop of the liquid 
contents onto the brushes for application‘ to a ?ngernail. 

It is an object of the invention to provide an attractive, sim 
ple and practical ?ngernail polish kit of unitary construction 
although composed of multiple elements, as well as one which 
is break-, spill-, and leak-proof, can be readily squeezed to 
discharge the contents from containers, with means for 
mounting the same on a support, and which device is durable 
and can be used ef?ciently for accomplishing that for which it 
was designed. ‘ 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. I is a perspective of the invention with one of the 
plastic containers being compressed between the ?ngers and 
thumb; 

FIG. 2, a fragmentary perspective illustrating the use of the 
device to apply ?ngernail polish; l 

FIG. 3, a perspective illustrating the device in a suction-cup 
type of holder or mounting; 

FIG. 4, a longitudinal section on the line 4-4 of FIG. 3; 
FIG. 5, a part elevational and part sectional view of a rigid 

sleeve, a ?exible container frictionally telescoped in one end 
of the sleeve, and a similar container in ‘spaced relation to the 
opposite end of the sleeve; i 

FIG. 6, an enlarged fragmentary detail view of the end clo 
sure and brush holder of each of the containers; and 

FIG. 7, a similar view of a slightly niodi?ed type of brush 
holder and container. 

DESCRIPTION OF THE PREFERRED EMBODIMENT 

The ?ngernail polish kit of the present invention has a cen 
tral handle-forming body or sleeve 10 of appropriate length 
and of rigid metal or other material adapted to contain lint 
cotton, gauze, or other appropriate lwiping substance 11 
preferably absorbent within the same ‘for ready availability 
when manicuring. Within each end of the body or sleeve 10 is 
frictionally and removably telescoped the transverse rein 
forcement or the reinforced or thickened end 12 of a tubular 
container or bottle 13 having a readily distortable wall portion 
or the entire container may be of polyethylene or other 
plastic, each with an open and a closed end one container or 
bottle being adapted to contain nail polish remover l4 and the 
other being adapted to contain nail ,polish 15. By being 
produced of plastic, the container or bottle 13 will be durable 
and capable of being readily compressed, as for example, 
between the ?ngers and thumb to expel its contents, and can 
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2 
be re?lled and readily withdrawn from the sleeve 10, and will 
not break or spill. . 

The containers have open ends within which are frictionally 
engaged removable and replaceable brush-carrying closure 
members or stoppers, each of which includes a sleeve portion 
16 of a size to overlap the open end of the container, the ex 
tent of overlap being limited by an adjoining annular exter 
nally roughened or knurled annular enlargement l7 with a 
shoulder 18 against which the open end of the container is 
adapted to abut. In this way a seal is provided between theex 
terior surface of the sleeve portion 16 and the interior surface 
of the container 10 when the open end of the container is 
tightly ?tted against the shoulder 18. At the opposite side of 
the enlargement 17 there are additional sleeve portions 19 and 
20 which terminate in a reduced annular extremity 21. Within 
the sleeve portions 19 and 20 is a ?llerpiece 22 having an end 
terminating ?ushed with the encompassing sleeve portions, 
and within the ?llerpiece 22 is located a lengthwise passage or 
channel forming sleeve 23 having an outwardly flared portion 
24 for bristles 25 folded upon themselves at 26 and com 
pressed within and extending from said folded portion beyond 
the ?ared portion 24 of the sleeve 23. Since the bristles are 
compacted and compressed within the tube 23, only a small 
amount of liquid, such as a drop 27, can be discharged at a 
time from the associated container, and when thus expelled 
through the tube 23 onto the bristles the liquid can be applied 
onto a ?ngernail. To insure the bristles being retained within 
the tube 23, it is provided with opposite depressions or con 
strictions 28. 

In FIG. 7, a modi?ed type of structure is illustrated similar 
to that of FIG. 6 except there is contained a member 29 in the 
fold of the slightly longer bristles 30. Also instead ofthe sleeve 
23 a substantially straight passage or channel forming tube 31 
is employed. In the embodiments of FIGS. 1 to 6 and 7, in 
order to protect the bristles a pair of caps 32 and 33 are pro 
vided, the cap 32 having a rounded end portion while the cap 
33 has a blunt or square end portion to enable the user to be 
able to detect that the rounded end 32 of the device contains 
the nail polish remover l4 and the blunt or square end the one 
that contains the nail polish 15. The rounded and square ends 
are merely for purpose of illustration and are intended to 
mean that identi?cation means is provided by other of the sen 
ses than sight. 
A holder for the device may be provided in the form of a 

base which may be a suction cup 34 to which is attached a pair 
of curved arms 35 which provide in effect a yoke between 
which the particular body of the device may be held and 
prevented from rolling on a flat surface and by use ofa suction 
cup the device may be attached to a surface which is horizon 
tal or otherwise. 

The use of the device will be apparent. The nail polish 
remover can be applied by removing the cap 32 and squeezing 
the container 13 to force a drop of the nail polish remover 
onto the bristles 25. Nail polish 15 may be applied in like 
manner by removing the cap 33 and compressing the con' 
tainer 13 to expel a drop of nail polish onto the bristles 25 of 
the second applicator. 

It will be readily understood that an attractive, simple, prac 
tical and durable device is provided which may be supplied 
with initials, suitable indicia, or the like, if desired, on the cen 
tral sleeve or holder portion of metal or other hard material, 
and the device is intended to be produced with a particular 
view to the esthetic nature of the same. It will be understood 
that, as illustrated clearly in FIG. 4 of the drawing, in assem 
bled relationship the opposed closed extremities of the tubular 
containers or reservoirs are spaced apart to provide a recepta 
cle within the handle forming sleeve 10 for the retention of the 
absorbent wiping substance (lint cotton, gauze, or the like) 
I]. 
What I claim is: 
l. A combined nail polish applicator and remover compris— 

ing: 
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a rigid open end sleeve body of a size to be easily held in the 
hand, said sleeve body providing a receptacle having an 
external indiciasreceiving surface and intended for the 
reception of absorbent wiping material; 

a supply of absorbent wiping material received within said 
sleeve body, said absorbent material being accessible for 
selective removal from either open end of the sleeve 
body; 

closure means for each end of said sleeve body, each clo 
sure means being in the form of a generally cylindrical 
container for ?uid material having a distortable portion 
and an open end and a closed end, said closed end ?tting 
tightly and frictionally within one of the open ends of said 
sleeve body and with the closed end thickened to provide ' 
transverse reinforcement for said cylindrical container; 

a closure for the open end of each of said containers, each 
closure having a sleeve portion positioned within said 
sleeve body and providing a snug frictional ?t therewith, 
each sleeve portion including an enlarged annular 
shoulder having a diameter greater than that of the as 
sociated container and being seated against the open end 
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of said container providing a sealed connection and limit— 
ing the extent to which the closure may enter into the 
container, each closure having a passage extending 
lengthwise therethrough; 

bristles located and compressed within the passage in each 
of said closures and extending outwardly therethrough 
whereby a single drop of the ?uid material in the con 
tainer may be discharged onto the bristles beyond the end 
of said closure by the application of pressure to the 
distortable portion of the container whereby said drop of 
fluid material may be applied to a nail or the like, removal 
of one of the containers from said sleeve body providing 
absorbent wiping material for wiping the applied drop of 
liquid and the exterior surface of said bristles. 

2. The structure of claim 1 and a removable protective cap 
for each brush. 7 

3. The structure of claim 1 having means identi?able by one 
of the senses other than sight for identifying the respective 
containers. 


