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ABSTRACT OF THE DISCLOSURE 

An article of men’s jewelry comprising a chain tie bar 
which can be adjusted to ?t ties of various widths. The 
ends of an ornamental chain, which extend across the 
front of the tie when the device is used, are attached to 
a pair of slide members which slidably ?t into a holder 
adapted to be removably attached to the wearer’s shirt be 
hind the tie. 

BACKGROUND OF THE INVENTION 

As is well known, styles in men’s ties change from year 
to year, varying periodically from narrow ties to very 
wide ones. Currently, many of the ties being shown and 
sold by stores today are as much as four or ?ve inches 
wide, whereas a few years ago the ties were only approx 
imately two inches wide. 
As a result of this change in the size of the ties, the 

users of the kind of tie bars or chains that encircle the 
tie must of necessity purchase such articles for each width 
of tie. (It is quite apparent that if one is wearing a four 
inch tie, for example, a tie bar an inch and a half long 
which would look well on the narrow tie, would not look 
well on the wide tie.) This entails needless expense on 
the part of the user, and for this reason a chain tie bar 
is needed which can be adjusted in length to fit the par 
ticular tie and look proper therewith, regardless of the 
width of the tie. ‘ 

SUMMARY OF THE INVENTION 

The main object of the present invention is to provide 
a chain tie bar in which the span between the ends of the 
chain when it encircles the tie when worn can be changed 
in length so that the tie bar can be quickly and easily 
adjusted to ?t the particular tie, regardless of the width 
of the latter. 
Another object of the invention is to provide a tie bar 

of the above kind, in which the adjustment for the width 
of the tie may be conveniently made by the user, and when 
so made stays in the adjusted position. 

Yet another object of the invention is to provide a tie 
bar of the above kinds, which is extremely economical to 
make, and be made out of stamped and folded parts, thus 
leading to economy in manufacturing and relatively low 
prices. 

Other objects and advantages of the invention will be 
in part obvious and in part pointed out hereinafter. 
The invention accordingly comprises the elements and 

combinations of elements, features of construction, and 
arrangements of parts which will be exempli?ed in the 
structures hereinafter described, and the scope of the appli 
cation of which will be indicated in the appended claims. 

In the accompanying drawings, in which one of the 
various possible embodiments of the invention is illus 
trated: 
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FIG. 1 shows a portion of a tie, illustrating the appli 

cation of one embodiment of the chain tie bar of this 
invention thereto; 

FIG. 2 shows another tie approximately half the width 
of the tie of FIG. 1, showing the same tie bar adjusted for 
use on the narrower tie; 

FIG. 3 is an enlarged top view of the embodiment of 
FIG. 1 given to show the construction thereof more clearly 
and in greater detail; 

FIG. 4 is a sectional bottom plan view of the back of 
the FIG. 1 embodiment (with a casing removed there 
from) in order to illustrate in greater detail the working 
parts thereof; 

FIG. 5 is an enlarged sectional end elevation of the 
FIG. 1 embodiment, taken in the direction of sight lines 
5—5 on FIG. 3; 
FIG. 6 is an enlarged illustration of an end portion of 

the FIG. 1 embodiment showing a mode of construction 
thereof; and 

FIG. 7 is a plan view of one of the adjustable members 
as shown in the above views. 
Throughout the drawings, similar reference characters 

indicate corresponding parts of the embodiment. The ab 
solute and relative dimensions of certain of the parts as 
shown in the drawings may have been modi?ed and/or 
exaggerated for the purposes of clarity of illustration and 
understanding of the invention. To further assist in under— 
standing the invention, it is pointed out that (subject to 
the above general statement regarding the relative and 
absolute sizes of the parts) in the exemplary embodiment 
as shown, the scale of FIGS. 1 and 2 is approximately 
1/2 of that of the actual embodiment; the scale of FIG. 3 
is approximately 11/2 times that of the actual article; the 
scale of FIG. 4 is approximately twice that of the actual 
article; and the scale of FIGS. 5 and 6 is approximately 
four times that of the article. The scale of FIG. 7 is 
approximately twice that of the actual article. ‘ 

Referring now to :FIG. 1, a portion of a tie 2 is shown 
and attached and encircling the tie is the chain tie bar 
which forms one embodiment of this invention and indi 
cated generally by numeral 4. FIG. 2 shows the use of the 
same tie bar but this time with a tie 6 which is narrower 
in width than tie 2. _ 

Referring now to FIG. 3, there is shown a top view of 
the tie bar, which comprises a housing 8 made of con 
venient metal such as brass or a precious metal such as 
gold or silver, in which are slidable two slide members 
10 and 12, the slide members 10 and 12 being made of 
the same kind of material as is the housing 8. Each of 
the members 10 and 12 (see FIGS. 4 and 7) is provided 
with a hole 14 at each end by means of which there may 
be attached the ends 16 of a length 18‘ of an ornamental 
chain. _ 

It is to be noted that for simplicity of illustration the 
chain 18 is shown merely as a bead chain, and has been 
illustrated somewhat schematically. However, it is obvious 
that chains of other con?gurations, using actual links or 
combinations of links or beads, and of several different 
shapes may be used. _ 
The housing 8 is made of two portions, a body portion 

22 and a cover portion 24. Both of these portions are, as 
indicated above, made of brass or some other convenient 
metal, or they may be made of precious metal such as 
gold or silver, if desired. ' 
The portion 22 is provided with a groove 26 in one 

face thereof and extending for the greater portion of the 
length of the portion. The groove 26 terminates short of 
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