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To aZZ whom it may concern. 
Be itknown that 1, JOHN FEGGETTEE BLAKE, 

a citizen of the United States, residing at Bos 
ton, in the county of Sulfolk and State of Mas‘ 
sachusetts, have invented new and useful Im 
provements in Apparatus for Boiling or Heat~ 
ing Liquids or other Substances, of which the 
following is a speci?cation. . 
This invention relates to an apparatus for 

boiling or heating liquids or other substances, 
as set forth in the following speci?cation and 
claim, and illustrated in the accompanying 
drawing, which illustrates a side elevation, 
partly in section, of an apparatus containing 
my invention. ’ 

In the drawing, the letter A indicates a heat 
ing device, such as a stove or lamp. B is a 
holder or receptacle-such, for example, as a 
pot or kettle. In the example shown in the 
drawing the receptacle B is made to contain 
water and “a gluepot, I’. The holder or re 
ceptacle B is connected to or suspended from 
an oscillating support, such as a beam, D, os 
cillating about the pivot or support E. 
The oscillating support D is provided with 

a counterpoise, F N. The counterpoise F N 
tends to oppose the action of the holder B on 
the oscillating support D. 
‘When any object or substance is to be boiled 

orheated,such substance is placed on the holder 
B, and the holder B is brought near to the 
heating device A, as indicated in full lines in 
the drawing. The counterpoise F N is placed 
in such position on the oscillating support D 
that the holder B, with its contents, when cold, 
rests near the heating device A. As the sub 

- staucein the holderBbecomes heated or evapo~ 
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rated the action of the holder B on the oscil 
lating support is no longer powerful enough 
to overcome the action of the counterpoise F 
N. The oscillating device D thus is moved to 
the position indicated by the dotted lines 2, 
carrying the holder B away from the heating 
device A. The holder B and its contents are 
thus not apt to burn or catch ?re. 
A set-screw, f, enables the counterpoise F 

N to be ?xed at various points along the 0s 
cillating support D. By having the counter 
poise consist of a primary weight, N, and a 
secondary weight, F, connected by a hinge or 
pivot, G, the secondary weight F can be swung 
to the position shown in full lines in the draw 
ing, where the secondary weight F rests upon 
the primary weight N. When the oscillating 
support~D arrives at the position shown by 
the dotted lines 2, the secondary weight F will 
swing about the pivot G to the position indi 
cated by the dotted lines 3, so as to increase 
the action of the counterpoise F N on the os 
cillating support D. The oscillating support 
is thus carried to the position indicated by the 
dotted lines 3, whereby the holder B is re 
moved to a safe distance from the heating de 
vice A. 
The pivot or support E can be carried by 

suitable means. For example, the bearing or 
housing'O of the pivot or support E can be 
carried or supported by an arm or red, I. A 
screw, L, can connect the bearing-O to the rod 
or support I. The rod I may be ?xed in a 
foot or socket, H, and steadied by a screw, J. 
The bearing or housing 0, instead of resting 

on a rod, I, may be suspended by a hook or 
eye, K, to a suitable support, M. 
What I claim as new, and desire to ‘secure by 

Letters Patent, is 
The combination, with a heating device, of 

a holder or receptacle, B, an oscillating sup’ 
port, D, for said holder or receptacle, and a 
counterpoise for said receptacle attached to the 
oscillating support D, said countcrpoise con 
sisting of a primary weight, N, and a second 
ary weight, F, pivotally connected to the pri 
mary weight, substantially as set forth. 
In testimony whereof I have hereunto set 

my hand and seal in the presence of two sub 
scribing witnesses. .. 

.lOllN lt‘lldill’l‘tl‘ltllt BllAh'l-l. [a s] 

‘Vitnesses: I 

CHARLES H. STONE, 
E. O. HOWARD. 
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