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[57] ABSTRACT 

Bowling ball control device in the form of a strap-type at 
tachment to the bowler’s hand. A rotatably adjustable plate on 
the main portion of the attachment carries a pair of upstand 
ing posts which provide, together with a forward portion of the 
plate, a seat for a bowling ball. On the palm side‘of the strap is 
a palm plate which helps control the pressure of the ball on the 
hand. 

2 Claims, 1 Drawing Figure 
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BOWLING BALL CONTROL DEVICE 

SUMMARY OF THE INVENTION 

An object of this invention is to provide a bowling ball con 
trol device which gives a ?rm feel of control to the bowler and 
balances the ball in the bowler’s hand during delivery. 

DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a view of the ?attened control device with the top 
plate uppermost; 

FIG. 2 is a right side elevation of FIG. 1; 
FIG. 3 is a bottom side elevation of FIG. 1; and 
FIG. 4 is a perspective view of the control device in opera 

tive engagement with a bowling ball. 

DETAILED DESCRIPTION OF THE INVENTION 

Referring to the drawings in greater detail, the invention is 
shown herein as embodied in a hand worn device 1 of ?exible 
material. As illustrated in FIG. 1, the device includes a ?rst 
strap portion extending from the main body adapted to encir 
cle the bowler’s wrist and fastened at the back thereof by 
suitable fastening elements, such as those shown at 2,2’. A 
second strap portion extending from the main body is adapted 
to encircle the bowler’s hand and fastened at the back thereof 
by fasteners 3,3’. A thumb hole is provided at 4. When the 
device is worn as suggested above, a palm plate 9 on one side 
of the ?exible material is disposed in contact with the bowler’s 
hand. On the opposite side of the ?exible material from the 
palm plate 9 is disposed a top plate 6 having upstanding posts 
7,8. A screw 5 secures the top plate 6 and palm plate 9 to each 
other and to the ?exible material. Top plate 6 is rotatably ad 
justable about screw 5. 
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Top plate 6 and posts 7,8 can be of one piece construction 

or the posts may be attached by screws (not shown) to the top 
plate. It the latter construction were adopted, the height of the 
posts could be adjusted by substituting posts of different 
heights. Alterntatively, discs could be inserted under the 
posts. ' 

The top plate 6 may be made of plastic, rubber, wood or 
other suitable material. 
The control device as illustrated in FIG. 1 is intended to be 

?tted on a right hand. However, plates 6 and 9 can be reversed 
to convert the device into a left hand unit. 

In use the device is ?tted on the hand as above described. 
The bowling ball is cradled in the hand in the usual manner. 
When this is done, the ball is engaged by the two posts 7,8 and 
a forward portion of the top plate 6 as shown'in FIG. 4. The 
palm plate 9 engages the palm of the bowler and cooperates 
with the top plate and posts to aid in controlling the ball dur 
ing delivery. 

lclajm: 
1. A bowling aid comprising a ?exible main body, strap 

means extending from the main body adapted to be secured 
about the wrist and hand of a bowler, means adjustably 
mounting a plate on the palm portion of the main body, a pair 
of posts upstanding from said plate, said plate being so dimen 
sioned and said posts being so located and dimensioned that a 
bowling ball held in the hand of a bowler will make three point 
contact with said posts and a forward portion of said plate to 
aid in controlling the ball during delivery thereof. 

2. A bowling aid as de?ned in claim 1 further including a 
second plate mounted on the palm portion of the main body 
on the opposite side thereof with respect to said post-carrying 
plate and cooperating therewith in controlling the ball during 
delivery thereof. 
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