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[57] 8 ABSTRACT 

A case for carrying popular credit cards and the like 

' provided with means for retaining the lid in an open 
position if a card is missing from the case. The case 
has a top portion and a bottom portion which form a 
case that may be opened and closed. At least one 
receiving means for holding a card within the case is 
movably mounted between a fully retracted position 
and an extended position with respect to the case. 
Biasing means is disposed in the case to cause the 
receiving means to move to an extended position so 
that a portion of the receiving means projects outside 
of the card case when the case is open and the card is 

- removed therefrom. In an embodiment of the inven 
tion, the card carrying assembly includes a projecting 
means movably mounted in a case between a fully 
retracted position and an extended position. The pro 
jecting means is biased outwardly so that when the 
case is opened and a card is removed, the projecting 
means will extend outwardly with respect to the case 
and prevent the case from being closed. The project‘ 
ing means in this embodiment is actuatable to the fully 
retracted position by the card when the card is 
returned to the case, thereby allowing the case -to be 
closed. Various other more speci?c embodiments are 
disclosed hereinbelow. 

6 Claims, 7 Drawing Figures 
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CARD CASE 

BACKGROUND OF THE INVENTION 

Until a lost or stolen charge or credit card is in 
validated its rightful owner may suffer substantial losses 
from its unauthorized use. Since such cards have high 
black market value a practical means to help prevent 
dispossession is very desirable. It is customary to hand 
cards to merchants to record purchases. In so doing, 
cards are often removed from cases for use on record 
ing devices. Thereafter, through trick or neglect, cards 
are sometimes not returned to the owner. Until my in 
vention there has been no easy and simple device for 
calling one’s attention to the fact that a card is missing 
from its case. 

SUMMARY 

My novel credit card case permits its lid to be closed 
only when all the cards are in the case. The open lid re 
minds the owner to return the missing card to the case. 
The card itself is a necessary structural link for 
manually removing an obstruction in the path of the 
closing lid. Encased but movable card receptacles func 
tion as impediments to closing the case lid in one em 
bodiment of my invention. If a card is absent from its 
receptacle,_there is no bearing member to forceably 
remove a bar to the lid’s closing. 

BRIEF DESCRIPTION OF THE DRAWINGS 

Other objects of this invention will appear in the fol 
lowing description an appended claims, reference 
being made to the accompanying drawings forming a 
part of the speci?cation wherein like reference charac 
ters designate corresponding parts in the several views. 

In the drawings: 
FIG. 1 is a top plan view of the novel case showing 

the position of components when a card is missing. 
FIG. 2 is a fragmentary side elevational view thereof. 
FIG. 3 is a perspective view thereof. 
FIG. 4 is a top plan view thereof with a large section 

of the top portion not included showing the position of 
components when all ‘the cards are present inside a 
closed case. _ 

FIG. 5 is a sectional view of the closed base depicted 
in FIG. 4. 

FIG. 6 is a top plan view of the device with the lid 
wide open showing the location of one of the com 
ponents including a card removed from the novel case, 
and 

FIG. 7 is a side elevation of the device showing the 
lid being obstructed. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

More speci?cally, as shown in the drawings, a card 
carrying case generally designated 20 includes a top 
portion or lid 6 and a bottom portion 8. The case is 
rectangular in shape in this embodiment and is suffi 
ciently large for the cards 4 to ?t loosely therein. As 
shown, the top portion or lid 6 is hingedly connected to 
the bottom portion 8 so that the case 20 may be opened 
and closed. The case 20 has an open con?guration at 
one end thereof. In these speci?c embodiments, the 
components 2 and 5 constitute at least one receiving 
means for holding a card within the case. That is, the 
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2 
top component 5 of the various components present in 
the case 20 is representative of at least one receiving 
means for holding a'card within the case. 
More particularly, the component 5 is representative 

of at least one receiving means in which a card 4 is 
present and has been depressed to its fully retracted 
position inside the case 20. Each of the receiving means 
5 and 2, the component 5 being representative of all of 
the other components which have card 4 located 
therein and deposited within the case, are movably 
mounted between a fully retracted position and an ex 
tended position with respect to the case. 
As ‘shown in FIGS. 1, 2 and 3, the component 5 is in 

the fully retracted position while the component or 
receiving means 2 is in an extended position. The card 
4 has been removed from the receiving means or com 
ponent 2 as depicted in FIGS. 1, 2 and 3. As seen, the 
components 5 and 2, which are representative of all the 
receiving means in the case 20, include recesses 5a and 
2a, respectively. In addition, when the receiving means 
2 as shown in FIG. 1 is in an extended position, a pro 
jecting means or portion 2b protrudes when the lid or 
top portion 6 is opened. 
As shown in FIGS. 6 and 7, the projecting means 5b 

is shown to be in an extended position along with all the 
other components or receiving means included in the 
case 20. When the components or receiving means 5 
are in an extended position as shown in FIGS. 6 and 7, 
the cards 4 are removed from the case 20. 
As clearly shown in FIGS. 2 and '7, the top portion 6 

as shown in this speci?c embodiment,.has a section 6a 
which is turned toward the bottom portion 8 at right 
angles to its covering surface. The section 6a serves to 
both cover the open end of the case 20 and to provide 
an important contact at the contacting point 7 between 
the lid 6 and the projecting means or extended portion 
of the receiving means2b and 5b as shown in FIGS. 1 
and 6, respectively. 
The lid or top portion 6 is hingedly connected to the 

bottom portion 8 at points 11 and 16 in this specific 
embodiment. A coil or spiral spring (not illustrated) 
may be provided to tend to keep the lid 6 in an open 
position. An open position of the lid 6 will help draw 
the desired attention to the fact that a card 4 is missing 
from the case 20. The top portion 6 and bottom portion 
8 are preferably made of some type of hard plastic 
material. 
The top portion 6 includes a recessed end section 1 

and the bottom portion 8 includes a recessed end sec 
tion 13 as shown in FIGS. 1, 3 and 6. The recessed end 
sections 1 and I3 constitute an open structural con?gu— 
ration which allows card ?lled components 5 to be held 
in their fully retracted position until the case 20 is 
closed. The recesses 5a and 2a of the receiving means 
constitute an open structural con?guration registered 
with the open structural con?guration of the case 20 so 
that if a card is of placed therein, a portion of the 
receiving means projects from the case 20 to prevent it 
from being closed. 

Referring speci?cally to FIGS. 1, 2 and 3, at least one 
receiving means or card retainer 5 is shown in a fully 
retracted position. The numbered retainer means 5 is 
representative of all of the retainers which are in a fully 
retracted position within the case 20. The card 4 as 
shown is in the receiving means 5 which is in a fully 
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retracted position. The receiving means 2 has the card 
removed therefrom. That is, it is empty, and its opera 
tion is discussed hereinbelow. 
The receiving means 5 and 2 are movably mounted 

.in the case 20 and are used for individual cards. These 
receiving means or receptacles 5 and 2 are slightly 
larger than a card 4. Cards 4 may be easily slid in and 
out of a pocket portion which includes a base or card 
abutting means 12. In other words, the receiving means 
which are movably mounted within the case 20 have a 
structural con?guration whereby the receiving means 
can only be returned to the fully retracted position 
when a card is disposed therein, allowing the case to be 
closed. That is, if a card 4 is not located in the receiving 
means, a portion of the receiving means will remain in 
an extended position such as shown in FIGS. 1 and 6 
due to the respective recesses 2a and 5a which extend 
in a direction toward the card abutting means 12. 
Again, each receiving means which is mounted in the 
case 20 has a structural con?guration whereby it can 
only be returned to the fully retracted position when a 
card 4 is disposed therein.,The card 4 is used to push 
against the abutting means 12 to place the receiving 
means into the fully retracted position thereby allowing 
the case 20 to be closed. I prefer to make these card 
receptacles or receiving means of Mylar which is a 
tough, resilient, transparent plastic material. Outside 
the card envelope or pocket portion area of the receiv~ 
ing means 5, I have provided two parallel slots 15 which 
are located in a slidably connecting portion at the end 
opposite the pocket portion of the receiving means 5. 
The slots 15 extend through the surface of the receiving 
means and longitudinally with respect thereto thereby 
de?ning the direction and extent of movement of the 
pocket portion or'receiving means between the fully 
retracted position and an extended position. The 
slidably connecting portion of the receiving means in 
cludes dual studs or posts which are secured to the bot 
tom portion 8 and disposed in a respective slot 15. It is 
deemed obvious that the studs or posts 14 may be con 
structed of any material normally used in such con 
struction. As shown in FIGS. 5 and 7, the studs 14 ex 
tend into the structure of the bottom portion 8 and are 
secured therein by any well known means. The studs or 
posts 14 serve as guides and stops for the receptacles or 
receiving means 5 as they move in the direction of ar 
rows provided in FIGS. 1 and 6. arrows 

Biasing means or suitable spring means 10 used in 
conjunction with the receiving means 5, keeps tension 
on the receptacles 5. The biasing means or spring 
means 10 tends to cause the receptacles 5 to protrude 
from the case 20 as shown in FIGS. 6 and 7. I have used 
a 0.16 inch piano wire to construct the spring means 10 
which is looped between the studs 14 and the central 
stops 9 which are-located in each of the receptacles 5. 
As clearly seen in the drawings, each receiving means 
or receptacle 5 is independent of each other and there 
fore a separate biasing means is obviously required to 
effectuate movement thereof out of the case 20. It is 
obviously necessary to have such, a spring means 10 as 
sociated with each receiving means 5 in order that a 
biasing force will be acting on the receiving means 5 
when it is desired to return same to a fully retracted 
position. Various other arrangements of a biasing 
means acting on each of the receptacles 5 used for 
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4 
holding cards 4 may be disposed in the case 20 to cause 
the respective receiving means to move to an extended 
position so that a portion of the receiving means pro 
jects outside of the case 20 when it is open. The spring 
10 is anchored in position on each receiving means by 
the central stops 9 and loops over each of the studs 14. 
The force within the spring 10 tends to push the receiv 
ing means 5 outside of thecase 20. FIG. 4 shows the 
receiving means 5 in a fully retracted position and FIG. 
6 shows the receiving means 5 in a fully extended posi 
tion. The spring 10 maintains a tension force against 
which the receiving means is pushed when the card 4 is 
inserted into the pocket portion thereof and pushed 
against the‘ abutting means 12 to return the receiving 
means 5 to a fully retracted position. 

In use, a person closes the case 20 by ?nger or thumb 
pressure in the direction of the arrow in FIG. I. If a 
card is missing, the thumb moves into an opening or 
recess 1 and 13 of the respective top and bottom por 
tions as well as recess 2a of the; representative recepta 
cle 2 which therefore remains extended since nothing 
pushes it into the case 20. The lid 6 will then contact 
the receptacle 2 at the projecting portion 2b and not ‘ 
close, as can best be seen in FIG. 3. 
On the other hand, if all cards 4 are present they will 

serve as a bearing surface between the thumb 3 and all 
receptacles, permitting the receptacles to be entirely 
pushed within the case flush with the similarly recessed 
end 13 of case 8. In this instance the lid or top portion 6 
will completely close. The lid or top portion 6 may be 
held in the closed position by a friction action with the 
base of the case or other suitable fastener. 

It is to be understood that a person skilled in the art 
may make obvious changes in the described structure 
which will fall within the scope of the invention and the 
subjoined claims. 

I claim: 
1. A card carrying assembly comprising: 
a. a case that may be opened and closed, 
b. at least one receiving means for holding a card 

within the case, 
c. said receiving means being movably mounted 
between a fully retracted position and an extended 
position with respect to the case, 

. said receiving means including a pocket portion at 
one end thereof to contain a card and a slidably 
connecting portion at the other end thereof, 

e. said connecting portion including at least one post 
member ?xedly attached to the case and being 
disposed in a slot in the receiving means which slot 

1 defines the direction and extent of movement of 
the pocket portion between the fully retracted 
position and an extended position, and 

f. biasing means disposed in the case to cause the 
pocket portion to move to an extended position so 
that a portion of the pocket projects outwardly 
from one side, of the case when the case is open. 

2. A card carrying assembly comprising: . 
a. a case that may be opened and closed, 
b. a plurality of pocket portions movably mounted 
between a fully retracted position and an extended 
position with respect to the case for holding a plu 
rality of cards within the case, 

c. each pocket portion being movable with respect to 
each other, - 
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d. biasing means disposed in the case to cause the 
pocket portions to move to an extended position 
so that a section of the pocket portion projects 
outwardly from one side of the case when the case 
is open, 

e. each pocket portion having a structural con?gura 
tion to receive a card at one end thereof, and . 

f. card abutting means located at the other end of the 
pocket portion against which a card is pushed to 
place the pocket portion in the fully retracted posi 
tion allowing the case to be closed, 

g. said pocket portion including a recess located on 
the projecting section thereof and extending in a 
direction toward the card abutting means, and 

h. said case having a recess disposed at the same lo 
cation of the pocket recess. 

3. A card carrying assembly comprising: 
a. a case that may be opened and closed, 
b. a plurality of receiving means for holding a card 

within the case, . 

0. each receiving means being movably mounted 
with respect to each other and each being movable 
between a fully retracted position and an extended 
position with respect to the case, . 

d. biasing means disposed in the case to cause each 
receiving means to move to an extended position 
so that a portion of the receiving means projects 
outwardly from one side of the case when the case 
is open, 
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6 
e. a ?rst open structural con?guration being located 
on the side of the case from which the receiving 
means projects, and . 

f. a second open con?guration being located on the 
projecting portion of the receiving means, 

g. said ?rst open con?guration being registered with 
said second open con?guration whereby when at 
least one but not all said receiving means contains 
a card, the projecting portion of the receiving 
means not containing a card will remain in an ex~ 
tended position when only two external forces are 

' applied assembly, one of said forces being applied 
to the cards disposed in the other receiving means , 
the other of said forces being applied to the exteri 
or of said case. An assembly as de?ned in claim 3 
wherein said biasing means comprises a spring 
means which acts on each receiving means. 

5. An assembly as de?ned in claim 3 wherein 
the case includes atop portion and a bottom portion, 
the top portion is hingedly connected to the bottom 

portion, and 
the case is constructed of a rigid material. 
6. An assembly as de?ned in claim 3 wherein 
said receiving means includes a pocket portion being 
open at one end thereof and a card abutting means 
located at the other end thereof against which 
abutting means a card is pushed to move the 
receiving means to the fully retracted position. 


