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To all whom it may concern,.- , » 

Be it known that I, ALEXANDER H. N 10H0 
LAs, a citizen of the United States, residing at 
Bronson, in the county of Bourbon and State 
of Kansas, have invented certain new and use 
ful Improvements in Folding WagonSteps; 
and I do declare the following to be afull, 
clear, and exact description of the invention, 
such as will enable others skilled in the art 
to-which it appertains to make and use‘the 
same, reference being had to the accompany 
-ing drawings, and to letters or figures of refer 
ence marked thereon, which form a part of this 
specification. > _  

Figure l of the drawings is a front View of 
my improved wagon-step. Fig. 2 is an end 
view of same. Fig. 3 is an end View with step 
closed up and fastened by button I; Figs. 4^ 
and 5, detail views of rods F and G. 
The invention relates to improvements in 

steps for wagons and other vehicles, being es 
pecially adapted for farm-wagons. It is made 
preferably of metal; and it consists in the con 
struction and novel combination of parts, as 
hereinafter set forth. - ~ 

Referring to the drawings by letter, A des 
ignates a wagon-body, having secured to its 
sides, between the wheels, the journalbars B 
B. The said bars have their upright por 
tions secured by bolts or otherwise to the 
wagon-body and their arms b b, which stand 
outward at a suitable angle from the wagon~ 
body, provided at their ends with bearings c c 
for the pivotal shaft C. 
D and E are the upper and lower steps, re 

spectively, which steps are connected by the 
side rods, F F. 4The said rods have their 
lower ends bent at right angles under the side 
edges of the lower step, E, and riveted or 
otherwise secured thereto. The upper ends 
of the rods F are bent around the shaft C and 
continued beyond, to aidin forming the brace 
frame D’. ' 

G is a bar-rod, having its lower end se 
cured to the under surface of the lower step, 
E, the rod lying against the step from front 
to rear between `the points of the rods F F, 
and rising from the rear edge of the lower 

step to the front edge of theupper step, un 
der which it runs centrally to the pivotal 5o 
shaft C. The rod G then bends around said 
shaft and forms the central rod of the brace 
frame D’. . l - 

.The rods F and vG by being bent have 
formed upon them the bearings f and g for 55 
the pivotal shaft O, and when the device is 
turned downward the squared end of- the 
braceframe D bears against the plate H, se 
cured to the under surface of the door of the 
vehicle. 
The lower step, E, has its front edge, e, 

turned downward, forming a flange, which, 
when the device is turned, is engaged by the 
pivoted button I, attached to the side of the 
Wagon, the edge of said step resting against 65 
the said side. ' 

K is a chain or strong cord having one end 
secured to a suitable point on the side of the 
wagon, and the other end attached to a ring, 
k, secured to the lower seat near its outer edge. 73 
A personin the wagon can easily raise the de 
vice by means of said chain or cord. 
When the device is turned down, the brace 

frame D rests against the plate H and the 
rods F stand downwardly and outwardly at 75 
such an angle that the lower step is held suf 
ficiently outward from the upper step to 
make the ascent into the wagon easy and con~ 
venient. 

' When the‘device is turned up, it is held out 8o 
of the way by the button I. 
The device is cheap, strong, and can be 

easily attached and detached, and willbe a 
great convenience to those who travel in wag 
ons. - ' 8 5 

,. Having described my invention, I claimü 
l. The combination of the angular journal 

„bars secured to the side of the wagon, the 
shaft having its ends journaled in the lower 
and outer ends thereof, the upper and lower 9o 
steps, the side rods, F, the rear rod, G, and 
the brace-frame D', formed by the united 
ends of said rods, and impinging against the 
lower surface of the wagon-Hoor when the 
device is turned down, substantially as speci- 9 5 
ñed. 
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2. The Combination of the angular journal- turneddown part e ofthe Step E, substantially 
bars secured to the Wagon, the shaft having as speeiûed. 
its ends jonrnaled in said bars, the upper and In testimony whereof I aiïìx my signature in 
lower steps, the lower step being provided presence of two witnesses. 

. 5 with the downturned front edge, the side rods, ALEX. H. NICHOLAS. 
F, the rear rod, G, the brace-frame D, inr- Witnesses: 
pinging on the plate H when the machine is S. O. R. HARRIS, 
turned down, and the button I, to engage the H. L. IIELMAN. 


