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[5 7 ] ABSTRACT 

A broom having a handle is pivotably connected with 
respect to the broom block having bristles secured 
therein. A handle connector is releasably fastened to 
the handle and releasably pivotably connected to the 
broom block by means of a snap coupling. 

5 Claims, 5 Drawing Figures 
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BROOM HAVING A REMOVABLE PIVOTABLE 
HANDLE 

BRIEF SUMMARY AND OBJECTS OF THE 
INVENTION 

The utilization of conventional brooms, wherein the 
bristles are fixedly secured with respect to the handles, 
resultsin the bristles being worn unevenly since all bris 
tles do not move perpendicular to the floor during a 
sweeping operation. 

This invention relates to a broom of the type pro 
vided with means for permitting pivotable displace 
ment of the handle relative to the broom head and bris 
tles. 

Brie?y, the broom includes a handle releasably 
secured to a handle socket and a broom block, having 
bristles secured thereto, which is pivotably attached to 
the handle socket. The broom block has a generally V 
shaped recess therein for receiving and limiting the 
degree of displacement of the handle socket and handle 
relative to the broom block. Opposed projections on 
the lower end of the handle socket are snapped into 
bearing sockets formed within the broom block for 
securement thereto. 
One of the primary objects of the invention is- the 

provision of a broom having the bristles mounted for 
displacement relative to the handle to facilitate utiliza 
tion of the broom. 

Another object of the invention is the provision of a 
broom wherein the head portion is readily and con 
veniently releasably secured to the handle. 

Still another object of the invention is the provision 
of a unique broom of simple construction having a han 
dle pivotably mounted with respect to the broom head 
portion in a solid and stable manner. 

Other objects and advantages of the invention will 
become apparent from a consideration of the following 
detailed description of the invention taken in conjunc 
tion with the accompanying drawings. 

BRIEF DESCRIPTION OF THE FIGURES 

FIG. 1 is a fragmentary plan view of the broom of the 
present invention, the limits of displacement of the 
handle relative to the broom block and bristles being 
shown in broken line con?guration; 

FIG. 2 is a fragmentary side elevational view of the 
broom of FIG. 1 with portions broken away to illustrate 
the positioning of the handle socket within the handle; 

FIG. 3 is an exploded, fragmentary perspective view 
of the broom block and handle socket illustrating the 
pivotable connection for permitting displacement of 
the handle and bristles relative to each other; 

FIG. 4 is a fragmentary, perspective view of the 
broom illustrating the broom block and handle socket 
separated from the handle; and 

FIG. 5 is an enlarged, fragmentary, sectional view of 
the broom block illustrating the V-shaped recess and a 
bearing portion for receiving the handle socket. 

DETAILED DESCRIPTION OF THE INVENTION 

Referring to the drawing, the broom 10 includes a 
head portion 12 having a tubular handle 14 secured 
thereto such that the handle and head portion can be 
displaced relative to each other to facilitate manipula 
tion of the broom during the cleaning operation. 
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2 
The‘head portion is formed of a plurality of bristles 

16 secured to a broom block 18. The length and rigidity 
of bristles 16 may vary depending upon the particular 
employment of the broom 10. The broom block 18, for 
supporting the bristles 16, preferably is of a molded 
plastic construction having a generally V-shaped open 
ing 22, as shown most- clearly by FIG. 3, for receiving a 
handle socket 20. ‘ 
The handle socket 20, which may also be of a molded 

construction, is rigidly fastened to the handle 14 and 
pivotably receivable within the V-shaped opening 22 of 
broom block 18 for permitting the handle 14 to pivot 
relative to the head portion 12 of the broom. The han 
dle socket 20 comprises a ?rst generally cylindrical 
portion 24 for connection to the handle and second 
portion 26 for connection to the broom block 18. The 
portion 26 includes opposed, rounded projections or 
protuberances 28 which are received within opposed 
recesses 30 at the ends of the V-shaped notch 22. Each 
recess 30 defines a bearing. portion 32, which cor 
responds substantially in size and shape to a projection 
28, and a guide portion for directing the projection 28 
into the bearing portion 32. The walls 34 de?ning the 
guide portion converge downwardly and terminate at 
locations wherein the throat space b therebetween is 
less than the width a of the bearing portion 32'and the 
projection 28. Therefore, the projections 28 must be 
forced downwardly between the guide walls 34 and 
snapped into the bearing portions 32. The generally 
cylindrical portion 24 of the handle socket, adapted to 
be inserted into the handle 14 for securement thereto, 
is provided with a circumferential groove 36 and a 
groove 38 extending generally perpendicular from the 
circumferential groove 36 to the end of cylindrical por 
tion 24. The lower end of handle 14 is. punched or 
forced inwardly at a preselected location to form an in 
wardly directed portion 40. In securing the handle to 
the-handle socket, the projection 40 is aligned with the 
slot 38 and the handle displaced relative to the socket 
until the projection reaches circumferentially slot 36. A 
rotation of the handle 14 relative to the socket directs 
projection 40 away from the slot 38 thereby locking the 
handle 14 and socket 20 in assembled relation. 

Therefore, it can be seen that the pivotable connec 
tion between the handle socket and the broom head 
portion 12 permits all the bristles to remain in contact 
with the surface being cleaned during manipulation of 
the broom. 

I claim: ' 

1. A broom comprising; a head portion having a plu 
rality of bristles secured thereto, handle means, and 
connector means interconnecting said handle means 
and said head portion for permitting pivotable displace— 
ment of said handle means relative to said head portion 
and said bristles for retaining said bristles generally per 
pendicular to a surface to be cleaned during manipula 
tion of the broom, said connector means including op 
posed protuberance means extending therefrom, said 
head portion defining a notch therein for receiving a 
?rst portion of said connector means, said head portion 
further de?ning opposed recess means within said 
notch, said recess means including arcuate walls de?n 
ing bearing sockets having throats for releasably 
snappingly receiving said protuberance means and said 
recess means further including converging walls ex 
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tending from the outermost portion of said notch to first groove extending circumferentially thereof and a 
said throats de?ning guide portions for directing said second groove extending generally perpendicular to 
protuberance means to said bearing sockets during said ?rst groove. ‘ 
mounting of said connector means upon said head por- 4- A brOom '88 recited in Claim 3. Said handle means 
tion. 5 including an elongated handle having means thereon 

2. A broom as recited in claim 1, said connector for COOPeIZ?nZ with Said ?rst groove and Said SecOnd 
means including a second portion receivable within and groove f0!‘ releasably Securmg said handle ‘0 531d 60n 
cooperating with said handle means for releasable Hector means- _ _ _ I _ 
securemem thereto, 5. A broom as recited in claim 1, wherein said head 

3. A broom as recited in claim 2, said second portion 10 Form)“ is of molded’ Plastic construction 
comprising a generally cylindrical member having a * .* * * * 
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