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To all whom it may concern: 
Be it known that I, SERAN O. DRUMHELLER, 

a citizen of the United States, residing at Sun 
bury, in the county of Northumberland and 

. 5 State of Pennsylvania, have invented certain 
new and useful Improvements in Candle-Lan 
terns; and I do declare the following to be a 
full, clear, and exact description of the inven 

' tion, such as will enable others skilled in the 
art to which it appertains to make and use the 
same, reference being had to the accompany- 
ing drawings, and to the letters and ?gures of 
reference marked thereon, which form a part 
of this speci?cation. _ - 

The special object is to improve that class 
of light lanterns which are used about stables 
and outbuildings, ‘so that they may be car 
ried, cleaned, and manipulated with more con 
venience. , - 

Figure l of the drawings is an elevation in 
perspective, showing my improved lantern; 
Fig. 2, a vertical section, and Fig. 3 a detail 
View, of the cap and de?ector. Fig. 4 is a de 
tail view in sectional elevation of -a modi?ca 
tion of my lantern, showing the upper part of 
the hollow stand having the groove 1) to re 
ceive the drip and the spring to hold the can 
dle steadily against the inside of. the neck or 
socket. _ 

In the drawings, A represents a hollow 
sheet-metal stand having the air-inlet a. and 
the air-outlets a’_ near the top, which is made 
tubular to receive a candle, B. Through this 
tube or neck a” is a side hole, c3, through which 
passes a pin, a‘, so as to hold the candle at any 
point or elevation to which it may be adjusted. 
G is a collar, made of sheet metal, either 

plane or concave on the upper side, so as to 
catch the drippings from the candle; is ?tted 
snugly about the neck a2, and may be easily 
removed and quickly cleaned, while it pre 
vents the drippings from ?nding their way to 
other parts of the lantern. I may use the pin 
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a‘ to hold the candle in the neck or socket a2; 
45 but I preferably employ the spring b’, which 

is made fast at the bottom to the outside of the 
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neck and arranged to press inwardly at its 
upper end, so as always to hold the candle se 
curely against the socket. ' 
D is a lamp-chimney of blown glass, which 

?ts at the bottom about the stand annulus a5, 
and rests upon a shoulder, a“. Thus itis very 
?rmly supported and not liable to be easily 
displaced. 
E is a wire, which is doubled and the two 

ends passed down through the holes'a7 a] in 
the stand, under which they are made fast by 
soldering orvin any other approved manner. 
The arms 6 e are made to extend above the 

top of the chimney, and the connecting-bend 
e’ is made to form a bridge, on which I place 
a non~conducting wooden handle, 6“. By plac 
ing one or two ?ngers around this handle the 
heat from the wire will not reach the hand. 

In order vto still further guard the hand from 
the heat from the candle-?ame, I place a cap, 
F, over the top of the chimney and make in it 
a cross-slot, f. Over this I place a de?ector, 
G, through a hole, 9, of which, near one end, 
passes one of the arms 6, while the other end 70 
is notched at g’. This de?ector may be placed . 
higher or lower above the cap, and will be 
held by the spring of the arms e c. This turns 
off the products of combustion as they rise 
from the candle, and prevents them from burn- 75 
ing the hand. 
Having thus described all that is necessary 

to a full understanding of my invention, what 
I claim as new, and desire to protect by Let- . 
ters Patent, is-— 80 
The combination, with the stand A, chim 

ney D, and wire handle E, of the chimney-cap 
F, having slot f, and the adjustable de?ector 
G, having-the hole 9 and notch g’, as and for 
the purpose set forth. 
In testimony whereof I af?x my signature in 

presence of two witnesses. 

SERAN O. DRUMHELLER. 
Witnesses: 

C. M. CLEMENT, 
GEo. 0. SMITH. 

60 

65 

ss_ 


