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[57] ABSTRACT 

Packaging and mounting holders for the lamp and bat 
tery of an illuminated gift package, greeting card or 
ornament. ln one embodiment, the holder is con 
structed from an elongated, planar, strip of noncon 
ductive material having conductive foil af?xed to one 
side and adhesive means to the other. The strip is 
creased or scored at selected points along its length, to 
allow bending of the strip, and has a plurality of circu 
lar apertures at selected positions for holding the bat 
tery and light bulb. Annular conductive members or 
rings are disposed in the apertures to insure proper 
electrical contact of the metallic strip and the battery 
and lamp. The battery is disposed with its longitudinal 
axis perpendicular to the lamp base, and a cylindrical 
conductive rod is slidably disposed over the positive 
terminal of the battery to engage the base and illu 
minate the lamp. Other embodiments include com 
bined rectangular and tubular-shaped holders and 
packages, constructed of either metal-coated card 
board or pure metal for storing and mounting the bat 
tery and lamp. 

20 Claims, 23 Drawing Figures 
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PACKAGING AND MOUNTING HOLDERS FOR 
ILLUMINATED GIFT PACKAGES, GREETING 

CARDS AND THE LIKE 

The present invention relates to illuminated gift 
packages, greeting cards and ornaments, and in partic 
ular, to packaging and mounting apparatus for storing 
and mounting the battery and light bulb to be used with 
the gift package or greeting card. 
A battery, light bulb, and mounting apparatus must 

be furnished with each illuminated gift package, orna 
ment or greeting card. In order to prevent losses during 
thehandling and sale of these items, and to simplify 
manufacturing and retailing procedures, it is preferable 
to supply a package with each gift package, ornament 
or greeting card in which the battery, light bulb and 
holder are contained. It is advantageous if the holder 
also serves as a package for the light bulb and battery, 
as well as a means for mounting them on the package 
or card, and if it is easily included with the item sold. 
Accordingly, the present invention provides amount 

ing apparatus for the lamp and battery of an illumi 
nated gift package, greeting card or ornament compris 
ing in one embodiment of the invention, an elongated 
strip of paper material having conductive foil or metal 
affixed to one side thereof, and adhesive means, such 
as double stick tape, affixed to the other side thereof. 
The strip is scored or creased at selected points along 
its length at which the strip is bent to form a lamp and 
battery holder. A plurality of circular apertures are 
provided in the strip for holding the battery and the 
light bulb, and annular conductive members or grom 
mets are provided in the aperture which receive the 
light bulb base to ensure proper electrical contact with 
the metallic strip. The grommets may also be provided 
in the remaining annular openings provided which hold 
the battery to ensure proper electrical contact with the 
strip if the battery used has a metallic casing. 
The light bulb and battery are disposed perpendicu 

lar to each other in the holder formed by the strip, and 
the battery has an elongated cylindrical contact mem 
bers slidably disposed over its positive terminal for en 
gaging the base of the light bulb. 

In another embodiment of the invention, the holder 
comprises a planar, rectangular cardboard member 
foldable into an elongated rectangular package having 
?aps provided at each end for storing the lamp and bat 
tery before use. The inside of the assembled package is 
coated with a conductive metallic material, such as foil. 
An annular aperture and a metallic conductive grom 
met are provided in the top surface of the package for 
receiving the base of the light bulb. The battery is dis 
posed in the rectangular package with its longitudinal 
axis perpendicular to the base of the lamp, and has a 
cylindrical, elongated conductive member slidably dis 
posed over the positive contact terminal thereof, for 
engaging the base of the lamp. The lamp is packaged 
in a rectangular, plastic cube and disposed in one end 
of the package which is detachable from the remaining 
portion thereof to convert the package into a mounting 
holder. 

In another embodiment of the invention, the package 
may be a conductive metal rectangular box, or a cylin_ 
drical tube having means affixed to the end of the tube 
for holding the light bulb during storage. 

In another embodiment of the invention, a rectangu 
lar-shap3d cardboard member is scored or creased to 
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2 
provide ?ve parallel rectangular-shaped panels which 
fold to provide a holder for the battery and light bulb 
on a gift package. The center panel on the top part of 
the holder is provided with an elongated strip of con 
ductive, metallic foil. A circular-shaped aperture and a 
trapezoidal-shaped aperture are also provided adjacent 
one another therein. The remaining surface of the 
holder is blank. On the bottom part of the holder, adhe 
sive is applied to all the panels except the center panel. 
When folded, the panels of the cardboard holder form 
a three-sided, rectangular-shaped enclosure, affixed to 
the package by the two horizontally disposed adhesive 
end members. The battery is disposed within the rect 
angular enclosure and held in place by the adhesive 
material. The trapezoidal-shaped tab is folded under 
neath the center panel of the holder so that it contacts 
the battery casing. An elongated, conductive cylindri 
cal rod is slidably disposed over the positive terminal of 
the battery so that it contacts the base of the lamp, 
which is disposed through the circular aperture perpen 
dicular to the battery’s longitudinal‘ axis. 

It is therefore an object of the present invention to 
provide packaging and a mounting holder for the lamp 
and battery of an illuminated gift package, ornament or 
greeting card. 

It is also an object of the present invention to provide 
a combined package and mounting holder for the lamp 
and battery of an illuminated greeting card, gift pack 
age or the like. 

It is a further object of the present invention to pro 
vide packaging and a mounting holder for the lamp and 
battery of an illuminated gift package, greeting card or 
ornament which are simple in design, easy to manufac 
ture and reliable in operation. 
Other objects and features‘of the present invention 

will become apparent from the following detailed de 
scription taken in connection with the accompanying 
drawings. It is to be understood, however, that the 
drawings are designed for the purpose of illustration 
only and are not intended as a definition of the limits 
and scope of the invention. 
Referring to the drawings, wherein similar reference 

characters denote similar elements throughout the sev 
eral views: 

FIG. 1 is a front perspective view of one embodiment 
of a mounting holder for the battery and lamp of and 
illuminated gift package, greeting card or ornament 
constructed in accordance with the present invention; 
FIG. 2 is a cross-sectional view of the holder taken 

along section 2-2 of FIG. 1; 
FIG. 3 is a front, perspective view of the holder illus 

trated in FIG. 1, shown when assembled; 
FIG. 4 is a cross-sectional side view of the holder il 

lustrated in FIG. 3, showing it in use with the lamp and 
battery mounted therein; 
FIG. 5 is a perspective view of one embodiment of a 

combined holder and package for the battery and lamp 
of an illuminated package, greeting card or ornament, 
constructed in accordance with the present invention. 
FIGS. 6 and 6A are perspective views of additional 

embodiments of the package illustrated in FIG. 5, 
shown when assembled; 
FIG. 7 is a perspective view of the package and 

holder illustrated in FIG. 5, shown in its assembled con 
dition with the end thereof detached; 
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FIG. 8 is a perspective view of the package illustrated 
in FIGS. 6 and 7, showing the lamp packaged and 
stored in one end of the package; 
FIG. 9 is a perspective view of another embodiment 

of a combined package and holder constructed in ac 
cordance with the present invention; 
FIG. 10 is an exploded, perspective view of another 

embodiment of a combined holderand package con 
structed in accordance with the present invention; 
FIG. 11 is a cross-sectional, side view of the assem 

bled holder illustrated in FIG. 10, showing the lamp 
and battery disposed therein; 
FIG. 12 is an exploded, perspective view of another 

embodiment of a combined holder and package con 
structed in accordance with the present invention; 
FIG. 13 is a cross-sectional, side view of the com 

bined holder and package illustrated in FIG. 12, shown 
when assembled; 
FIG. 14 is a perspective view of another embodiment 

of a battery and lamp mounting holder constructed in 
accordance with the present invention; 
FIG. 15 is a cross-sectional view of the holder, taken 

along section 15—-15 of FIG. 14; 
FIG. 16 is a perspective view of the package illus 

trated in FIG. 14, shown when assembled; 
FIG. 17 is a cross-sectional, side view of the assem 

bled holder taken along section 17—l7 of FIG. 16; 
FIG. 18 is a perspective view of the top surface of an 

other embodiment of a battery and lamp holder con 
structed in accordance with the present invention; 
FIG. 19 is a perspective view of the bottom surface 

of the holder illustrated in FIG. 18; 
FIG. 20 is a perspective view of the holder of FIGS. 

18 and 19, shown when assembled; 
FIG. 21 is a perspective view of the holder illustrated 

in FIG. 20, shown attached to an illuminated gift pack 
age during use; and 
FIG. 22 is a cross-sectional view of the holder taken 

along section 22-22 of FIG. 21. 
Referring to the drawings, in particular to FIGS. 1-4, 

there is shown an elongated, nonconductive rectangu 
lar shaped sheet 10, which may be cardboard material, 
having a doublesided adhesive strip 11 and an elon 
gated strip of metallic conductive material 12 affixed to 
opposite sides of the sheet. The sheet is scored or 
creased at selected points 13 along its length perpen 
dicular to its longitudinal axis to enable folding of the 
strip into the form shown in FIG. 3, for mounting the 
battery and lamp on a gift package, greeting card or or 
nament. A plurality of circular apertures 14 are pro 
vided in selected positions on the sheet between scor 
ing points 13, for receiving and holding a cylindrical 
pen-shaped battery 15 therein. In order to insure suffi 
cient electrical contact between metal strip 12 and the 
battery, battery 15 preferably doesnot have an external 
insulating casing. If a battery with a nonconductive cas 
ing is used, the negative terminal thereof must contact 
the back wall 16 of the assembled mounting member 
formed by the strip. A circular aperture 17, having an 
annular metallic member 18 disposed therein, is pro 
vided adjacent one end of the strip for receiving lamp 
19. Battery 15 is disposed in the holder during use with 
its longitudinal axis perpendicular to the lamp' base, as 
shown in FIG. 4. To insure proper contact between the 
positive terminal of the battery and the base of the 
lamp, an elongated, cylindrical conductive rod 20 hav 
ing a circular recess provided in its end, is slidably dis 
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4 
posed over positive terminal 21 of battery 15. Member 
20 is ?exible so that it securely engages the base of 
lamp 19. 

In its planar configuration, the sheet, along with the 
. lamp, battery and rod, may be packaged for combined 
or separate sale with the gift package, card or orna’ 
merit. In order to construct the assembled holder, the 
elongated strip is folded at score points 13 to form the 
configuration shown in FIG. 3. Double-sided adhesive 
strip 11 is securely pressed against metallic strip 12 so 
that the con?guration is maintained. Lamp 19 is then 
screwed into aperture 17 until it contacts conductive 
rod 20. The lamp is then illuminated, and the assem 
bled holder pressed on the greeting card, gift package 
or ornament to secure it during use. 

In FIGS. 5-8, there is shown a combined package and 
holder for the battery and lamp of an illuminated gift 
package, greeting card or ornament. A substantially 
rectangular sheet 22 of non-conductive material, such 
as cardboard, has a plurality of end ?aps 23 and is 
scored or creased at selected points 24 along its length 
to provide a plurality of foldable, elongated rectangu 
lar-shaped panels. One end panel 25 is provided with 
double-sided adhesive material, and the remaining pan 
els are provided with elongated strips of conductive 
material 26. Flaps 23 also are provided with metallic 
strips. The sheet is perforated along dotted line 27 as 
shown in FIG. 5, so that this portion of the package 
may be detached manually when the holder is assem 
bled for use. A circular aperture 28, having an annular, 
conductive member 29 disposed therein, is provided in 
the center panel of the sheet for receiving lamp 30. 
FIG. 6 illustrates the package and holder in its assem 
bled con?guration. Lamp 30 is packaged in a plastic 
cube 31 .whose dimensions are slightly less than the 
rectangular package from perforation 27 to end ?aps 
23. During storage of the lamp and battery, the cube is 
disposed in the end of the package to prevent breakage 
or loss of the lamp. Battery 32 is disposed in the other 
part of the package, and has a cylindrical conductive 
member 33 disposed over its positive terminal for en 
gaging the lamp base when the holder is assembled. 
When the holder has been assembled and the lamp illu 
minated, the end of the package in which the cube was 
disposed is detached, as illustrated in FIG. 7. The 
holder is then secured on a gift package, greeting card 
or the like. 

In FIG. 6A, the sheet is not perforated and has a 
smaller length, equal approximately to the length of 
battery 32. Aperture 28 is provided in ?aps 23 for re 
ceiving lamp 30, which is threaded into the aperture 
along the longitudinal axis of the package until it en 
gages the positive terminal of the battery. An annular 
grommet may be providedto ensure proper electrical 
coupling of the lamp and battery, but is not necessary 
if the sheet is constructed of conductive metal. 
The package in FIG. 6 may also be constructed en 

tirely of conductive metal, as illustrated in FIG. 8. In 
this embodiment, aperture 28 does not require an an 
nular conductive member to insure sufficient electrical 
contact withthe base of lamp 30. The lamp is threaded 
directly into the aperture provided in the assembled 
package. The battery and lamp are stored and assem 
bled as illustrated by the dotted lines in FIF. 8. 

In FIG. 9, another embodiment of the combined 
package and holder is illustrated. A conductive, cylin 
drically-shaped metallic casing 34 has a circular aper 
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ture 35 for receiving lamp 30. When the lamp is not in 
use, it is stored, in a cylindrical plastic container 36 at 
the closed end 37 of the tube. Battery 32 has cylindrical 
conductive rod 33 slidably disposed over its positive 
terminal to engage the base of lamp 30 when it is dis 
posed in aperture 35. Anannular non-conductive cap 
41, constructed for example of plastic, has a conical re 
cess 42 for receiving a conductive, conical tubular 
member 43, which is slidably disposed overthe positive 
terminal 44 of battery 32. This embodiment insures 
proper electrical coupling of the base of lamp 30 and 
the battery since the conductive member is supported 
at both ends. 

It should be noted, that in all of the prev ous embodi 
ments, a battery with or without a non-conductive cas 
ing may be utilized. As is obvious from each particular 
embodiment, a battery with a conductive casing will 
provide better assurance of proper electrical coupling 
of the battery and lamp than a battery with a non 
conductive casing. However, in all of the embodiments, 
either type may be used. If a battery with a non 
conductive casing is used, its negative terminal must 
engage a conductive portion of the holder. 

In FIGS. 12 and 13, conductive tube 39 illustrated in 
FIGS. 10 and 11 is provided with a plastic cap 45 which 
has a U-shaped, horizontally-disposed receptacle 46 
affixed to its outer edge for holding the lamp. A cylin 
drical conductive rod 47 is disposed over the positive 
terminal of battery 32, and is disposed in a cylindrical 
recess 48 provided in the cap. A double-sided strip of 
adhesive material 49 is affixed to the side of metallic 
tube 39 so that the assembled structure may be at 
tached to a gift package, card or the like. It should be 
noted that adhesive strip 49 may be affixed to any one 
of the previously described embodiments, in order to 
attach the assembled lamp holders to the packages, 
cards or ornaments. 

In FIGS. 14-17, a lamp and battery holder similar to 
the holder illustrated in FIG. 1-4 is shown. Non 
conductive sheet 50 has a metallic conductive sheet 51 
affixed to one surface, and an elongated, strip of double 
sided adhesive material 52 affixed to the bottom side of 
the sheet. The width of the strip is approximately equal 
to the diameter of a plurality of circular apertures 53, 
provided in the sheet for holding battery 54 during use. 
Two of the apertures have conductive, annular mem 
bers 55 disposed therein for insuring proper electrical 
coupling with strip 51. A battery used in this embodi 
ment must have a conductive casing, since metallic 
strip 51 lies on the outside of the assembled structure 
when the strip is folded. Adhesive strip 52 secures both 
the assembled holder in the position shown in the draw 
ings, and the battery to the back wall of the holder. A 
cylindrical conductive rod 59, having a circular recess 
in one end, is slidably disposed over the end of the posi 
tive terminal of the battery and engages the base of 
lamp 58 to electrically couple the lamp and battery. 

In FIGS. 18-21, another embodiment of a lamp and 
battery holder for mounting the lamp on an illuminated 
gift package or greeting card is illustrated. A rectangu 
lar, non-conductive sheet 60 is provided with a circular 
aperture 61 for receiving lamp 62, and a trapezoidal 
shaped aperture 63 disposed adjacent the circular aper 
ture, having a tab 64 which is formed when the aper 
ture is cut in sheet 60. The sheet is creased or scored, 
so that each side is divided into a plurality of rectangu 
lar-shaped panels. The top surface of the sheet has a 
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6 
strip of conductive material 65 affixed to the center 
panel, and has the remaining panels on the surface of 
the sheet blank. On the bottom surface, the center 
panel is blank and the remaining end panels have dou 
ble-sided adhesive material 66 affixed thereto. When 
the sheet is folded as illustrated in FIG. 20, the adhesive 
panels secure battery 67 within the structure formed, 
and af?x the sheet to the package or card. Tab 64 is 
bent under the top surface of the sheet, and contacts 
the conductive casing of battery 67 so as to electrically 
couple metallic strip 65 with the battery. A conductive 
cylindrical rod 68 is slidably disposed over the positive 
terminal of the battery, and engages the base of lamp 
62 when the lamp is inserted in aperture 61. 

In this embodiment, as well as in the previously de 
scribed embodiments, the lamp used may have a 
threaded base, or a wedge base having a pair of wire 
contact terminals as shown in FIG. 20. The lamps are 
interchangable and either type may be used in any of 
the holders and packages of the invention. When a 
lamp is inserted in aperture 61, the circuit is completed 
and the battery illuminates the lamp to light the pack 
age or greeting card. FIG. 21 illustrates the holder 
when af?xed to the top of a gift package 69 over which 
an illuminated ornament (not shown) is disposed. 
While only several embodiments of the present in 

vention have been shown and described, it will be obvi 
ous to those persons skilled in the art that many 
changes and modi?cations may be made thereunto 
without departing from the spirit and scope of the in 
vention. 
What is claimed is: 
I. A mounting holder for the battery and lamp of an 

illuminated gift package, greeting card or ornament, 
comprising: 
an elongated, rectangular-shaped strip of non 
conductive material, scored perpendicular to its 
longitudinal axis at a plurality of selected points so 
that said strip is foldable at said score points, and 
having a plurality of circular apertures provided at 
selected positions along its length for receiving the 
battery and lamp when the holder is assembled, 

an elongated, rectangular~shaped strip of conductive 
material, affixed to one side of said non-conductive 
strip for electrically coupling said apertures on said 
strip, and 

adhesive means affixed to the other side of said strip 
of nonconductive material for engaging said strip 
when said strip is folded into its assembled form, 
thereby securing said holder together, and engag 
ing and securing the holder on a gift package, 
greeting card or ornament. 

2. The holder as recited in claim 1, wherein a se 
lected one of said apertures further comprises an annu 
lar conductive member disposed in said aperture for 
receiving and electrically coupling the lamp to said 
conductive strip of material. , 

3. The holder as recited in claim 2, wherein said ad 
hesive means comprises a rectangular-shaped, elon~ 
gated, doublesided'adhesive strip affixed to the other 
side of said nonconductive strip. 

4. The holder as recited in claim 2 further comprising 
at least one additional annular conductive member dis 
posed in another selected aperture for holding the bat 
tery and electrically coupling said conductive strip to 
the battery casing. 
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5. The holder as recited in claim 4, wherein said ad 
hesive means comprises an elongated, rectangular 
shaped, doublesided adhesive strip, having a width sub 
stantially the same as the diameter of said apertures in 
said holder, affixed to the other side of said nonconduc-v 
tive strip. 

6. The holder as recited in claim 3 further compris 
mg; 
a lamp having a threaded base, threadably engaged 

in said aperture having said annular conductive 
member, 

an elongated, cylindrically-shaped battery having a 
conductive casing disposed through selected aper~ 
tures in said holder, at least the negative terminal 
of said battery engaging said elongated, conductive 
strip, and 

a ?exible, cylindrical-shaped conductive rod, having 
a circular recess provided in one end slidably dis 
posed over the positive terminal of said battery and 
engaging the base of said lamp, for electrically cou 
pling said lamp to said battery. 

7. The holder as recited in claim 5 further compris 

a lamp having a threaded base, threadably engaged 
in said aperture having said annular conductive 
member, 

an elongated, cylindrically-shaped battery having a 
conductive casing disposed through selected aper 
tures in said holder, at least the negative terminal 
of said battery engaging said elongated conductive 
strip, and 

a ?exible, cylindrical-shaped conductive rod having 
a circular recess provided in one end slidably dis~ 
posed over the positive terminal of said battery for 
engaging the base of said lamp and electrically cou 
pling said lamp to said battery. 

8. A combined package and mounting holder for the 
battery and lamp of an illuminated gift package, greet 
ing card or ornament, comprising; 
a rectangular~shaped sheet of nonconductive mate 

rial, scored at a plurality of selected points longitu 
dinally along its length so that said sheet is foldable 
at said score points, including a circular aperture 
disposed in the surface of said sheet for receiving 
the lamp, and a plurality of ?aps affixed to the ends 
of said sheet, said sheet being foldable at said score 
points into a rectangular-shaped package closeable 
by said flaps for the lamp and battery; 

a layer of conductive material disposed on one sur 
face of said nonconductive sheet for forming the 
interior of said package when said sheet is folded, 
and 

adhesive means disposed on one end of said sheet for 
engaging a surface of said sheet when said sheet is 
folded and thereby securing said sheet in its folded 
position. 

9. The holder as recited in claim 8, wherein said sheet 
is perforated at a selected point at one end perpendicu 
lar to its longitudinal axis for detachably coupling one 
end of said package for storing the lamp to said sheet, 
said end portion being removed from said sheet when 
said package is assembled and affixed to a gift package, 
greeting card or ornament. ' 

10. The holder as recited in claim 9 further compris 
ing an annular conductive grommet disposed in said ap 
erture, electrically coupled to said sheet of conductive 
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material for receiving and electrically coupling the 
lamp to said conductive sheet. ' 
" 1 l. The holder as recited in claim 10 further compris 
ing a lamp having a threaded base, a rectangular 
shaped plastic package for packaging said lamp, having 
dimensions slightly less than said package and slidably 
disposed therein, a cylindrical-shaped elongated bat 
tery having at least its negative terminal engaging said 
conductive material on said sheet, and an elongated, 
conductive cylindrical rod having a circular recess pro 
vided at one end thereof, slidably disposed over the 
positive terminal of said battery, for engaging the base 
of said lamp when said lamp is disposed in said aper 
ture. 

12. The holder as recited in claim 11 further compris 
ing an elongated strip of doublesided adhesive material, 
affixed to one side of said holder, for securing said 
holder on a gift package, greeting card or ornament. 

13. The holder as recited in claim 9, wherein said 
sheet comprises a conductive sheet of metallic mate 
rial. 

14. The holder as recited in claim 8, wherein said ap 
erture is disposed in the surface of one of said end flaps. 

15. The holder as recited in claim 13, wherein said 
sheet comprises a conductive sheet of metallic mate 
rial. 

16. A combined packaging and mounting holder for 
the lamp and battery of an illuminated gift package, 
greeting card or ornament, comprising: 
an elongated, cylindrical conductive tube, open at 
one end and having a circular aperture provided 
therein for receiving the lamp; 

a cap disposed in the open end of said tube for sealing 
said tube during storage of the lamp and battery; 

an elongated strip of double-sided adhesive material 
affixed to the surface of said tube for securing said 
tube on the gift package, greeting card or orna 
ment; 

a cylindrical-shaped plastic package for packaging 
the lamp, disposed at the closed end of said tube; 

an elongated, cylindrical-shaped battery, disposed in 
said tube; and 

a cylindrical conductive rod, having a circular recess 
provided at one end thereof slidably disposed over 
the positive terminal of said battery, for engaging 
the base of the lamp when the lamp is disposed in 
said aperture and thereby electrically coupling the 
lamp to the battery. 

17. A combined package and mounting holder for 
the lamp and battery of an illuminated package, greet 
ing card or ornament, comprising: 
an elongated, cylindrical conductive tube, open at 
one end and having a circular aperture provided 
therein for receiving the lamp; 

a non-conductive cylindrical-shaped cap having a 
conical recess provided in one end thereof dis 
posed in the open end of said tube for sealing said 
tube during storage of the lamp and battery; 

an elongated cylindrical battery, disposed within said 
tube; 

a lamp having a threaded base, threadably disposed 
within said aperture; and 

an elongated, hollow conical-shaped conductive 
member, having one end slidably disposed over the 
positive terminal of said battery, and the other end 
slidably disposed in said recess, for engaging the 
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base of said lamp and electrically coupling said 
lamp to said battery. ' 

18. A combined package and mounting holder for 
the lamp and battery of an illuminated gift package, 
greeting card or ornament, comprising: 
an elongated, cylindrical conductive tube, open at 
one end and having a circular aperture provided 
therein for receiving the lamp; 

a non-conductive cylindrical-shaped cap having a cy~ 4 
lindrical recess provided in one end thereof dis 
posed in the open end of said tube for sealing said 
tube during storage of the lamp and battery; 

an elongated, cylindrical-shaped battery, disposed 
within said tube; 

a lamp having a threaded base; 
a U-shaped holding member, for holding said lamp, 

integrally formed on the outside end of said cap; 
and 

an elongated, hollow conductive cylinder having one 
end slidably disposed over the positive terminal of 
said battery and the other end slidably disposed in 
said recess in said cap, for engaging the base of said 
lamp when said lamp is disposed in said aperture 
and electrically coupling said lamp to said battery. 

19. A mounting holder for the lamp and battery of an 
illuminated gift package, greeting card or ornament, 
comprising: 
a rectangular-shaped, planar sheet of non-conductive 

material, scored at a plurality of points along its 
length so as to form a plurality of rectangular 
shaped panels foldable at said score points, and 
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having a circular and a trapezoidal-shaped aperture 
disposed adjacent one another in said sheet, said 
trapezoidal-shaped aperture having a correspond 
ingly shaped foldable tab affixed thereto, for form 
ing a rectangular-shaped enclosure for mounting 
the battery and lamp on a gift package, greeting 
card or ornament, 

an elongated strip of conductive material, affixed to 
one side of said sheet, and electrically coupling said 
apertures to one another, and 

a plurality of elongated strips of double-sided adhe 
sive material, affixed to the other side of said sheet 
adjacent said apertures, for securing the battery in 
said rectangular-shaped enclosure formed by said 
folded sheet, and for securing said mounting holder 
on a gift package, greeting card or ornament. 

20. The holder as recited in claim 19 further compris 
ing an elongated, cylindrical-shaped battery, a lamp 
having a cylindrical base and having first and second 
contact terminals disposed on the outer surface 
thereof, and an elongated, cylindrical-shaped rod hav 
ing a circular recess provided in one end thereof, slid 
ably disposed over the positive terminal of said battery 
for engaging one of the contact terminals of said lamp 
and electrically coupling said lamp to said battery, said 
trapezoidal tab provided on said sheet being inwardly 
disposed so as to engage the casing of said battery and 
thereby couple said second contact terminal of said 
lamp to said battery. 

* * * ill * 


