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IMPROVED ENVELOPE 

This invention has been devised to provide a compar 
atively light weight envelope which is of substantially 
rigid formation. It is particularly useful for transport 
and retention of sheets, documents and other matter; 
e.g., music records and the like which require to be 
protected against distorting forces. 
Two forms of the invention are illustrated in the an 

nexed drawings wherein; 
FIG. 1 is a perspective-view of a ?rst form of the en~ 

velope, and 
FIG. 2 is a fragmentary perspective view of a second 

form. 
In both forms the envelope is made of a single face 

corrugated sheet 3, of either paper, reinforced cloth or 
thermoplastic material, with or without a waterproof 
coating which is creased and folded transversely across 
the corrugations to provide a front and back and a seal 
ing ?ap 4 and the side edges 5 are secured with an ad 
hesive. 

In the form shown in FIG. 1 the corrugated sheet 3 
has two folds 6 and 7 therein fonned by creasing the 
corrugations. One fold 6 makes the back and front 8 
and 9 respectively of the envelope and the other fold 
makes the sealing flap 4. The side edges 5 are secured 
together as stated above. 
FIG. 2 illustrates the second form where the envelope 

is required to accommodate material of a substantial 
thickness. Two folds l0 and 11 are formed in the sheet 
by creasing the corrugations to form the bottom 6A of 
the envelope, the length of flap 4A is extended to the 
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2 
required length and an extra fold 7A added, all to pro 
vide the space required. The ?exibility of the corruga 
tion ?utes 12 allows for sideways expansion provided 
this has been allowed for in increased widths of the en- ’ 
velope. The edges 5A are secured together in the same 
manner. 

The manufacture of the envelope, including the cut 
ting, creasing and folding and glueing, is achieved by 
simple machine operations. I 

I claim: - 

1. An envelope of substantially rigid formation com 
prising a single face corrugated sheet folded trans 
versely across the corrugations at two longitudinally 
spaced locations to provide a front and a back and a 
sealing ?ap, the corrugations extending from one end 
of the sheet to the other and forming the internal faces 
of the envelope and the sealing flap, the side edges of 
said sheet'being straight and disposed parallel to the 
corrugations throughout the entire length of said sheet 
and being secured with an adhesive layer extending 
across at least two corrugations and filling the valley 
therebetween. 

2. An envelope as claimed in claim 1 wherein the 
folds are formed by creasing the corrugations. 

3. An envelope as claimed in claim 1 wherein two 
folds are formed at one location to provide a bottom 
with spaced apart sides and two corresponding folds 
are formed at the other location to provide a comple 
mentary sealing ?ap to provide a top with spaced-apart 
sides. 
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