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I 57] ABSTRACT 

A portable divider, adaptable for fitting in a drawer or 
on a shelf which serves to separate the contents of the 
drawer or shelf. The unit is shaped with an inverted '1‘ 
cross-section, and consists of a base member designed 
to lie horizontally on the shell‘ or drawer bottom, and 
two or more vertical rods on which vertical hollow di 
viders are mounted. The vertical dividers may be 
stacked adjoining each other, in the case of a shallow 
drawer, or shallow shelf, and the vertical dividers may 
be spaced apart from each other in the case 01' a deeper 
drawer or shelf. 

1 Claim, 6 Drawing Figures 
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DRAWER DIVIDER 

SUMMARY OF THE INVENTION 

This invention relates to a means of vertically sepa 
rating the contents of drawers or shelves, and particu 
larly to a device which may be readily inserted onto an 
existing shelf or placed in a drawer. 
An advantage of the device is that it is readily adjust 

able in vertical height to suit the requirements of the 
location in which it is placed. 
A further advantage of the device is that the horizon 

tal spacing between the divider and the side walls of the 
drawer or shelf may be altered as necessary to most 
economically utilize the shelf or drawer space. If de 
sired, several such dividers may be mounted on the 
same shelf or in the same drawer. 
The device consists of a flat base member designed 

to rest on the shelf or bottom of the drawer. Two or 
more vertical rods are fastened along the upper mid 
surface of the base on which hollow vertical dividers 
may be located. The vertical dividers may be placed in 
close proximity to each other, or if desired, the vertical 
height of the divider may be increased by separating 
adjoining vertical dividers. 

BRIEF DESCRIPTION OF THE DRAWING 

The objects and features of the invention may be un 
derstood with reference to the following detailed de 
scription of an illustrative embodiment of the inven 
tion, taken together with the accompanying drawing in 
which: 
FIG. 1 is a perspective view of the device; 
FIG. 2 is a side view of the base and vertical rod 

members of the device; _ 
FIG. 3 is a perspective view of the device with one di 

vider installed; . 

FIG. 4 is a cross-section view of an installed divider; 
FIG. 5 is a front cross-section view of a divider in 

stalled on a shelf; and 
FIG. 6 is a perspective view of two divider units 

mounted in a drawer. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENT 

Turning now descriptively to the drawing, in which 
similar reference characters denote similar elements 
throughout the several views, FIG‘. 1-3 illustrate the di 
vider 10 which consists of a horizontal base member 
11, to which a vertical support 14 is mounted at each 
end of the base in the neighborhood of the mid-section 
of base 11. Hollow partition members 12 and 13 slide 
over vertical supports 14 as shown in FIG. 1 and FIG. 
4 to separate the contents of a shelf of a closet in which 
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the divider 10 is mounted. 
As shown in FIG. 5, the divider 10 may be mounted 

on the shelf 21 of a closet with stored items 20 mounted 
on each side of the dividing wall formed by hollow par 
tition members 12 and 13. 
Two or more dividers 10 may be mounted side by 

side on a shelf 21 or on a drawer bottom 23 as shown 
in FIG. 6 to separate the contents 24 of the drawer. 
The longitudinal length of the divider may be consid 

erably shorter than the depth of the drawer or shelf on 
which the divider 10 is mounted, and the vertical wall 
may be heightened as necessary by the installtion of ad 
ditional vertical panels 12, or by the separation of pan 
els 12 from each other in the installed mode. 

Since obvious changes may be made in the specific 
embodiment of the invention described herein, it is in 
dicated that all matter contained herein is intended as 
illustrative and not as limiting in scope. 
Having thus described my invention, what I claim as 

new and desire to secure by Letters Patent of the 
United States is: 

1. A portable divider unit, adaptable for installation 
in a drawer, or on a shelf, to separate the stored con 
tents of said shelf or drawer, consisting of 
a horizontal base member having a substantially pla 
nar surface capable of independently supporting 
said divider unit, and adaptable to resting on said 
shelf or drawer bottom, with two or more parallel 
rods fastened at right angles to the mid-section of 
the base member, said rods serving as guides on 
which is mounted a hollow dividing wall in perpen 
dicular relation to the base member, with said rods 
being received within the hollow of the dividing 
wall, in which two hollow dividing walls are 
mounted, one above the other on the vertical guide 
rods fastened to the horizontal base member, and 
in which 

the transverse dimension of the hollows of the divid 
ing walls is substantially equal to the corresponding 
dimension of the guide rods, whereby the ?t of the 
hollowed dividing walls to the vertical guide rods is 
maintained by frictional engagement between the 
guide rods and the internal surfaces of the hollow 
dividing wall mounted on said guide rods, so as to 
permit vertical adjustment of the location of a hol 
low dividing wall with regard to the horizontal base 
member and with regard to an adjacent hollow di 
viding wall mounted on the same guide rods, 

the combined vertical dimensions of the dividing 
walls being substantially at least as great as the ver 
tical dimension of the guide rods. 
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