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GOLF PUTTER 

BACKGROUND OF THE INVENTION 

In the construction of golf putters, it is desirable to 
provide a club which is, as much as possible, custom 
ized to the owner-user by proper control of the lie an 
gle, the type of shaft (metal or wood) desired by a par 
ticular person, the weight of the head, and if all these 
factors are taken into consideration, some identi?ca 
tion of the owner since the club is of particular value 
to him. 
While various forms of golf putters have been sug 

gested in the past, for one reason or another all of these 
features have not been combined in a single club. The 
use of a desirable hard metal for the club head makes 
it dif?cult to inscribe the owner’s name on it, and there 
are problems with adding adjustable weight to the club 
head, retaining the weight on the head, and concealing 
it from view. The provision for either metal or wooden 
shafts requires‘that different sizes of hosel be assem 
bled to the head, and some provision must be made to 
accommodate these different size hosels. In attaching 
the hosel to the head, the angle of attachment will de 
termine the lie of the head, and preferably this should 
be adjustable to the owner, since individual preferences 
will differ. . 

SUMMARY OF THE INVENTION 

The present invention provides a golf putter in which 
the head is made of white tombisil metal, which is quite 
hard and gives good ball action when putting. This 
metal has high resistance to corrosion and stain. The 
face of the club head is properly angled, and the head 
includes rearwardly extending top, bottom, and end 
walls which surround and de?ne a cavity internally of 
the head. At the rear of the head a recess is formed to 
receive a cover plate which is removably attached in 
the recess by means of a suitable adhesive. The cavity 
thus provides a convenient normally concealed place 
for addition of an adjustable weight, and the cover con 
ceals this weight, closing the cavity, and in addition 
provides a convenient ?at surface, which may be less 
hard than the head itself, on which the name of the 
owner, or other identi?cation, can readily be engraved. 
A suitable weight, which can readily be adjusted, is 

providedin the form of lead tape which has an adhesive 
attached to one of its surfaces. This tape is relatively 
heavy, but can easily be cut to a desired length, and the 
adhesive is useful in securing the weight within the cav 
ity, in the desired position. _ 
A steel hosel is ?tted into a bore extending down 

wardly through the upper wall of the head into the 
lower wall. The angle at which this bore is inclined with 
respect to vertical can be adjusted to accommodate the 
particular desire of the club owner. Use of a hosel of 
this type permits the attachment of either a wooden or 
a steel shaft to the club. In the case of a wooden shaft, 
a hosel having a somewhat larger diameter can be pro 
vided. 
Thus, the putter can be customized to the desires of 

a particular owner, by adjusting the lie angle, by adjust 
ing the amount of location of weight within the cavity 
in the club head, and by inscribing the owner's name or 
some other desired indicia on the outer face of the 
cover plate. The cover plate is held in place by adhe 
sive, and can readily be removed by inserting the tip of 
a small knife blade behind the edge of the plate, should 
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2 
it be desired to add or substract weight, or even to re 
place the cover plate for some reason. 
The object of the invention, therefore, it to provide 

a novel golf putter including an internal cavity to which 
weight may be added as desired, together with a remov 
able cover plate which extends across the cavity and 
also provides a surface on which identi?cation of the 
club owner can be inscribed. 
Other objects and advantages of the invention will be 

apparent from the following description, the accompa 
nying drawing and the accompanying claims. 

BRIEF DESCRIPTION OF THE DRAWING 

FIG. 1 is a view of the head end of a golf putter as 
provided by the invention, looking at the rear of the 
club head with the cover plate in place; 
FIG. 2 is a view similar to FIG. 1 with most of the 

cover plate ‘broken away, revealing the internal cavity 
and a portion of a weight therein; 
FIG. 3 is a cross sectional view taken on line 3—3 of 

FIG. 1; 
FIG. 4 is a view of the face of the club head; 

' FIG. 5 is a top view of the club head, taken along line 
5-5 in FIG. 1 with the hosel shown in section; and 
FIG. 6 is a somewhat enlarged cross sectional view 

taken through a hosel and a segment of the club head, 
showing the manner in which a wooden shaft can be at 
tached to the hosel. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENT 

Referring to the drawing, the head of the putter is 
made of white tombisil metal, which consists of approx 
imately 58 percent copper, 5 percent nickel, 12 per 
cent manganese 22 percent zinc, and 3 percent of other 
materials. This particular metal is quite hard, and has 
been found most desirable in that it gives good ball ac 
tion in use. It has high resistance to corrosion and stain. 
Other suitable materials, however, are well known and 
may likewise by used within the scope of this invention. 
The head 10 includes a suitably angled face 12, a top 
surface 14, bottom sole surface 15, and end wall 16, all 
of which extend rearwardly from the face and de?ne an 
internal cavity 20 within the club head. At the rear of 
the head there is a recess 21 which surrounds the open 
end of cavity 20. v - 

A tubular hosel 24 is fastened to the head 10. The 
hosel has a head end 25 and an upper shaft end 26, 
which may be of somewhat larger diameter, particu 
larly in the case of a hosel used for attachment to a 
wooden shaft as later described. , 
The head end 25 of the hosel is received in a bore 28 

extending at the desired angle through the upper wall 
14 and into the body of the head, terminating within 
the lower wall, and extending partially across the cavity 
20. The head end of the hosel may be press ?tted into 
the head, or if necessary a suitable high strength adhe 
sive, such as an epoxy, can be used for this attachment. 
The shaft 30 is suitably attached to the hosel, and in 

the particular arangement shown, the shaft end 26 of 
the hosel includes a counterbore 31 dimensioned to re 
ceive the end of the shaft 30, and to be attached thereto 
by a-suitable high strength adhesive. Other types of 
sahfts may be used, such as shafts constructed of a syn 
thetic fiberglass reinforced resinous material, or of a 
temperaed chrome plated steel, which usually is of a 
tubular form. ' 
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Preferably an alignment mark 32 is formed in the 
upper wall 14, generally in the center of the head, to 
provide for alignment of the face center with the ball 
during play. It is desirable to have the weight of the 
club head adjusted to accommodate the “feel” desired 
by the user, and thus provisions are made to add an ad 
justable weight to the club head, particularly near the 
center of the face and beneath the alignment mark 32, 
although the weight can be added at various locations 
along the length of the head, as will be seen. 
The weight 35 is provided in the form of s soft lead 

tape, which is commercially available, and which is es 
sentially a compound containing a high percentage of 
lead, and having a suitable adhesive surface 36 pro 
vided on it. This tape can be cut to the desired length, 
in order to adjust the amount of weight added, and the 
adhesive holds the weight in the desired position within 
the cavity 20. 
A customized cover plate 38 is fitted within recess 

21, and has an adhesive backing 39 which holds the 
cover plate in position, containing and concealing the 
weight 35. The cover plate also provides a convenient 
surface for an identifying inscription 40, such as the 
name of the club owner. The cover can be made of a 
less hard material, thus making the insciprtion easier to 
apply. Furthermore, since the cover is removable the 
inscription can easily be accomplished on a ?at surface. 
Removal of the cover, for example to change the 
amount or location of weight 35, is easily accomplished 
by prying the cover loose from the recess 21 with the 
tip of a knife blade or a similar suitable instrument. 
While the form of apparatus herein described consti 

tutes a preferred embodiment of the invention, it is to 
be understood that the invention is not limited to this 
precise form of apparatus, and that changes may be 
made therein without departing from the scope of the 
invention which is de?ned in the appended claims. 
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What is claimed is: 
l. A customized golf putter comprising: 
a. a hard metal head having a front striking face, a 
bottom sole surface, a top surface, a toe end wall, 
a heel end wall, a rear surface, and a cavity formed 
in said rear surface and extending into said head a 
predetermined distance toward said front striking 
face and extending longitudinally across said head 
from said toe end wall to said heel end wall, said 
cavity having internal upper, lower, front and side 
walls; 

b. a hosel fastened to said head through‘ said top sur 
face and extending through said upper wall of said 
cavity across said cavity and partially into said 
lower wall of said cavity, said hosel receiving a 
shaft and fastening the shaft to said head; 

c. an adjustable and removable weight means in said 
cavity; 

(1. a shallow recess formed‘ in said rear surface provid 
ing a shoulder on said rear surface which is coex 
tensive with said cavity; and 

e. a removable cover plate mounted in said shoulder, 
to conceal and contain said weight within said cav 
ity, and to provide a convenient surface or inscrip 
tion of identi?cation of the owner of the putter. 

2. The golf putter of claim 1 wherein said adjustable 
weight further comprises: 

a. a soft lead tape, and 
b. an adhesive surface means on said tape to adhere 

said tape onto said front wall within said cavity. 
3. The golf putter of claim 1 wherein said head is of 

white tombisil metal, wherein said cover plate is of a 
metal material softer than said head, and wherein said 
cover plate has an adhesive backing means to adhere 
said cover plate within said shoulder. 
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