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CONTAINER WITH COVER-CARRYING 
APPLICATOR 

BACKGROUND OF THE INVENTION 

A wide variety of containers providing storage for an 
applicator and a material to be applied is available. 
Such containers, in general, are subject to the disad 
vantage'that the applicator may be inadvertently sepa 
rated and lost. Where the applicator has been used with 
highly colored materials, it may come in contact with 
fabrics, for instance, and do irreparable damage. More 
over, when the container is small the applicator must 
be still smaller and manipulation of the applicator be 
comes awkward. ' 

SUMMARY OF THE INVENTION 

A container has therein compartments, one of which 
is suitable for storage of solid or pasty materials, and 
another of which is partially covered by a topwall. The 
container has a lid on which is mounted an applicator, 
the lid serving as a handle for the applicator. In em 
placement of the lid on the container, the applicator 
enters the compartment which is partially covered. The 
lid then covers that part of the container not covered 
by the topwall. The container is particularly suited for 
the storage of cosmetics. 
Accordingly, an object of the invention is to provide 

an improved container suitable for storage of solid or 
pasty materials and for storage of an applicator to be 
used in application of said materials under conditions 
such that accidental loss of said applicator is prevented. 
A further object of the invention is to provide an im 

proved container suitable for storage of an applicator 
wherein the lid of the container servesas a handle for 
the applicator. 

Still other objects and advantages of the invention 
will in part be obvious and will in part be apparent from 
the speci?cation. 
The invention accordingly comprises an article of 

manufacture possessing the features, properties, and 
the_'relation of elements which will be exempli?ed in 
the article hereinafter described, and the scope of the 
invention willbe indicated in the claims. 

BRIEF DESCRIPTION OF THE DRAWING 

For a fuller understanding of the invention, reference 
is had to the following description taken in connection 
with the accompanying drawings, in which: 
FIG. 1 is a perspective exploded view .of a container 

and lid; 
FIG. 2 is a plan view of a container and lid in partial 

section; 7 

FIG. 3 is a sectional view taken along line 3-3 of 
FIG. 2; ' . 

FIG. 4 is a view similar to FIG. 3 with the lid partially 
removed; 
FIG. 5 is a sectional view taken along line 5-5 of 

FIG. 3; and 
FIG. 6 is a perspective view of a further embodiment 

of the lid and applicator. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

A container in accordance with the present invention 
is shown in FIGS. 1-5 where a case, in general, is indi 
cated by the reference numeral 11 and a lid, in general, 
is indicated by the reference numeral 12. The lid 12 has 
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2 
mounted thereon an applicator 13 where the operative 
part of the applicator 13 is a brush 14. The container 
11 is divided into two compartments 15 and 16 by a 
transverse wall 17 between upstanding side walls 18 
and 19. Compartment 15 is Partially covered by the 
topwall 20, leaving a gap between the topwall 20 and 
the transverse wall 17. In placing the lid 12 on the con 
tainer 11 the applicator 13 is inserted into the partially 
covered compartment through the gap between ‘ the 
topwall 20 and the transverse wall 17. The lid 12 has 
a rim 22 and a bottom section 23 with an edge 24. 
When the lid is placed on the container, the bottom 
section 23 ?ts within the side walls 18 and 19 and the 
lid edge 25 ?ts against the edge 26 of the topwall 20, 
therebycompletely closing the container. 
Referring to FIGS. 2 and 5, lid 12 is held to the case 

by means of friction ?t between the edges 24 and 27 on 
lid 12 and the inwardly facing surfaces of side walls 18 
and 19. Although the edges 24 and 27 may ?t with fric 
tion along their entire length within the side walls 18 
and 19, it has been found desirable to make the edges 
24 and 27 convergent from an end of the container to 
ward the middle of the container (FIGS. 1 and 2). As 
a result,_most of the friction between the lid and the 
case occurs in the vicinity of the container end 28. 
With this arrangement, the lid is readily removable 
from the container, and yet is held thereto sufficiently 
?rmly to avoid accidental dislodgement. Also, by hav 
ing clearance between edges 24 and 27 and side walls 
18 and 19 in the area of the gap, the applicator is more 
easily removed from and replaced in the container. As 
a result of the taper in the lid, the rim 22 and the edge 
24 diverge as can be more clearly seen from the broken 
lines which are extensions of these components. 
For easy removal of the lid 12 from the container 11, 

the width of the rim is such that it projects beyond the 
sidewall at'some region. In the embodiment shown, this 
is most easily seen in FIG. 4, where a part 22’ of the rim 
22 overlaps the container 11 at the end 28. 
The manner in which the applicator 13 is inserted 

into and withdrawn from the compartment 15 is shown 
in FIG. 4. As will be seen, the applicator 13 is with 
drawn through the gap between the edge 26 of the top 
wall 20 and the transverse wall 17. 
The clearance between the edges 24 and 27 of the ' 

bottom section 23 of the lid 12 and the side walls 18 
and 19 of the case can be seen vin FIG. 5 taken along 
the line 5—-5 of FIG. 3. It should be noted that the 
transverse wall 17 in this embodiment, is shorter than 
side walls 18 and 19 by an amount sufficient so that the 
bottom section 23 of the lid 12 can be seated within the 
case 11. 

A further embodiment of the applicator 13 is shown 
in FIG. 6, in which the operative portion is a pad 31. 
The pad 31 is preferably spongy in nature so that it may 
hold water for wetting a cosmetic, or so that it may pick 
up the cosmetic directly where the cosmetic is pasty. 
The operative portion of the applicator 13 may have 
other forms depending on the nature of the materials 
stored in the compartment 16. 

In the embodiment described above, the case is elon 
gate and the lid is held thereto by friction. Needless to 
say, the case may be of other shapessuch as round or 
elliptical, or may have square ends. Furthermore, 
means other than the transverse wall 17 may be used 
to divide the case. For instance, ridges could be dis 
posed to hold a cup at the end of the case not covered 
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by the topwall 20. The cup could contain whatever ma 
terial is to be applied by the applicator. 
With respect to the method of holding the lid 12 on 

the case ll, methods such as snap-action between the 
case and the lid could also be used. 

It will thus be seen that the objects set forth above, 
among those made apparent from the preceding de 
scription, are efficiently attained and, since certain 
changes may be made in the above construction with 
out departing from the spirit and scope of the inven~ 
tion, it is intended that all matter contained in the 
above description or shown in the accompanying draw 
ing shall be interpreted as illustrative and not in a limit 
ing sense. 

It is also to be understood that the following claims 
are intended to cover all of the generic and speci?c fea 
tures of the invention herein described, and all state 
ments of the scope of the invention which, as a matter 
of language, might be said to fall therebetween. 

I claim: 
1. A container comprising a case having a bottom 

wall, continuous upstanding side and end walls extend 
ing upwardly from said bottom wall and having up 
standing edges and a top wall joined to said upstanding 
edges of said side walls, said top wall being of smaller 
longitudinal dimension than said bottom wall but of 
substantial extent and overlying only a portion of said 
bottom wall whereby to de?ne a closed ?rst case por 
tion and an upwardly open second case portion, said 
top wall being of a pre-selected thickness; a lid remov 
ably overlying said second case portion in contact with 
exposed upstanding edges of said side walls, said lid 
being dimensioned to completely cover said second 
case portion, said lid including a downwardly extending 
portion received between portions of said exposed up 
standing edges of said side walls and at least partly in 
frictional engagement with said side walls, and an appli 
cator integrally formed with and extending from said 
lid in a direction to orient said applicator to a position 
entirely within said closed ?rst case portion, all parts of 
said applicator extending below said lid by a dimension 
at least equal to the pre-selected thickness of said top 
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wall, the top surface of said lid and the top surface of 
said top wall being substantially ?ush when said lid is 
in closed position; and receptacle de?ning means coop 
erating with said bottom wall and said side walls for re 
ceiving a composition to be applied by said applicator, 
said receptacle de?ning means being so located as to 
de?ne a receptacle located wholly within said second 
case portion which is exposed when said lid is removed 
from said case. 

2. A container as claimed in claim 1 wherein a por 
tion of said lid extends beyond at least a part of an end 
wall whereby to provide means for gripping said lid and 
removing it from said case against the frictional en 
gagement between said downwardly extending portion 
and said side walls. 

3. A container as claimed in claim 1 wherein said ap 
plicator includes a brush at the free end thereof. 

4. A container as claimed in claim 1 wherein said ap 
plicator includes a pad at the free end thereof. 

5. A container as claimed in claim 1 wherein said re 
ceptacle de?ning means comprises a transverse wall of 
preselected height extending between said side walls 
and projecting upwardly from said bottom wall. 

6. A container as claimed in claim 5 wherein said 
downwardly extending portion of said lid completely 
overlies said receptacle and said pre-selected height of 
said transverse wall is sufficient to place the top edge 
of said transverse wall in close proximity with said 
downwardly extending portion when said lid is 
mounted on said case. 

7. A container as claimed in claim 6 wherein said top 
wall has a substantially transverse edge defining the di 
viding line between said closed ?rst case portion and 
said upwardly open second case portion and said trans 
verse wall is longitudinally spaced from said transverse 
edge by a distance suf?cient to permit entry of said ap 
plicator into said ?rst case portion. 

8. A container as claimed in claim 1 wherein said lid 
is of a pre-selected thickness, said pre-selected thick 
ness being substantially the same as said pre-selected 
thickness of said top wall. 

* * * * * 


