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Be it ‘known that I, JAMES MoQUIDE, of the 
village of'Lansingburg, county of Rensselaer, 
and State of New York, have invented a new 
and useful Improvement in Paint~Brushes, 
of which the following is a speci?cation. 
My invention relates to a method of con 

structing and arranging a brush~handle to re 
ceive and retain the bristles producing the 
brush. 
My invention has for its object the cheap- - 

ening of the cost of making and the improve 
ment of the connection between the bristles 
and the handle end. 
My invention consists, as will be more fully 

detailed hereinafter in connection with its 
illustration, in the combination, with the end 
of a brush-handle having the usual cored-out 
end to receive the bristles, of a swell made ex 
teriorly in the handle where encircling the 
bristles, said swell part of the handle end hav 
ing turned on its exterior a series of well-de! 
?ned encircling ribs adapted to receive and 
retain within the spaces between the ribs a 
binding-coat of paint or cement thereat. 
Accompanying this speci?cation to form a 

part of it there is a sheet of drawings con 
taining two ?gures illustrating my invention, 
with the same designation of parts by letter‘ 
reference used in both ofthem. 
Of these illustrations, Figure 1 is a per 

spective of a sash-brush containing my inven 
tion, and Fig. 2 is a central and longitudinal 
vertical section of that part of the brush 
handle containing my invention. 
The several parts of the brush thus illus 

trated are designated by letter-reference, and 
the function of the parts is described as fol— 
lows: ' 

The letter H designates the handle, which 
' is of the usual form, and S a swell formed ex 

teriorly on that end of the brush whereat the 
handle is cored out at O to receive the bristles. 
This swell in the handle tapers in reducing 
diameter from its center to where it joins the 
handle proper, and also to the end where the 
bristles B pass from the core, and upon the 
outer surface of this swell there are turned 
thereon the well-de?ned ribs R. The function 
of this ribbed swell S, or thickened-up part of 
the handle at the brush end, is to stiffen the 
wood thereat, and also to utilize thereat the 
ribs R, which, when painted or covered with 
cement of any resinoid kind, serve to securely 
hold the bristles in position and keep the wood 
in place. Each of the spaces a between the 
ribs, on receiving a coat of paint or cement 
?owed therein, forms a binding-ring upon the 
wood thereat, which serves to keep it in place 
where encircling the bristles, as indicated at 
P, and prevents the wood from splitting. By 
thus using a series of rings so painted, the 
brush is made lighter and more easy to handle. 
Having thus described my invention, what 

I claim, and desire to secure by Letters Patent, 
1s 

The combination, with a brush-handle made 
with the usual cored-out end to receive the 
bristles, of the swell S, made thereon to en 
circle said cored-out part, said swell being 
made with the well-de?ned encircling-ribs R, 
and a coating of paint or cement applied to 
said ribs, substantially as and for the pur 
poses herein set forth. 
Signed at Troy, New York, this 23d day of 

April, 1887, and in the presence of the two 
wit iesses whose names are hereto written. 

JAMES MOQUIDE. 
Witnesses: 

CHARLES S. BRIN’I‘NALL, 
W. E. HAGAN. 
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