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A blood condition indicating and detecting device for 
use with the palpebral conjunctiva, especially for physi 

[52] US. 128/2 T, l28/2.l E, 128/205 T, 128/2 L ological measurement, includes a locating body having 
a primary layer with a concave face adapted to abut the 

A61‘) 5/02’ A6lb 3,00 sclera and having a convex face adapted to abut the 
palpebral conjunctiva. The locating body is arranged to 
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2 L l28/2.1 E, 2.05 T, be away from the cornea and supports an electrical de 
tecting device having a surface abutting the palpebra] 
conjunctiva. Electrical leads extend from the detecting 
device through the locating body, emerge near one 

128/2 T edge thereof, and are connected to an appropriate indi 
cating device. 
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I CONJUNCTWAL DEVICE 

A related arrangement is disclosed-in the application 
of Irving Fatt, one of the present inventors, entitled 
Non-lnvasively Measuring Arterial Oxygen Tension 
and filed July 20, 1972 with Ser. No. 273,422. 

It is highly advantageous for physiological reasons to 
be able to ascertain many of the characteristics of the 
blood. This customarily requires an invasive technique 
and is a relatively cumbersome or long drawn-out af 
fair. It has been observed by one of the inventors (Fatt) 
and has been reported by him and others in various 
publications that the palpebral conjunctiva is a unique 
site in the body whereat the blood vessels approach 
very closely to the surface. The vessels of the palpebral 
conjunctiva are so close to the conjunctival epithelium 
that they are clearly visible. The mucous membrane ep 
ithelium overlying these vessels is only two to four cell 
layers thick,and appears to have a very low oxygen 
consumption rate. It is therefore possible, by locating 
a probeagainst the palperbral conjunctiva to get an ac 
curate and well-coordinated indication of a blood char 
acteristic and to display such indication in immediately 
readable form. For example, blood oxygen tension can 
be detected, monitored and indicated in this fashion. 
‘While hand-holding of a probe or detector has been 
employed, and ‘while scleral lenses have been used as 
supports for palpebral conjunctive detectors, there still 
are substantial drawbacks ‘to the arrangement. See, for 
example, M. Kwan and l. Fatt, “A Noninvasive Method 
of Continuous Arterial Oxygen Tension Estimation 
from Measured Palpebral Conjunctival Oxygen Ten 

' sion,” Anesthesiology 35, 309-314 (1971). It is highly 
advisable to have a means for holding the detector in 
as vcomfortable a position as possible for a protracted 
period, perhaps days, without deleterious results. g 

It is therefore an object of the invention to provide 
a'device for use with the palpebral conjunctiva which 
can be tolerated by a patient for a protracted period 
without trauma. - 

Another object of the invention is to provide such a 
device which is well and accurately held in position. 
Afurtherobject of ~the invention is to provide such 

a device that can maintain a detector in an optimum 
position relative to the ‘palpebral conjunctiva yet away 
from adjacent sensitiveareas. - _ ' 

Another object of the invention is to provide an ef 
fective mounting for a palpebral conjunctiva detector. 
A still'further object of the invention is to provide in 

a palpebral conjunctiva device a way to position a sen 
sor relative to the adjacent anatomy. 
A still further object of the invention is to provide a 

palpebral conjunctiva device that can be maintained in 
sterile condition, can be readily applied and removed, 
and has an effective, long life. 
Another object of the invention is to provide a means 

for measuring one or more factors of the blood singly 
or together, such as the tension of oxygen, of carbon 
dioxide, the pH value, temperature and the like. 
Other objects, together with the foregoing, are at 

tained in the embodiment of the invention described in 
the accompanying description and illustrated in the ac 
companying drawings, in which: - 
FIG. 1 is an illustration of a human eye with the pal; 

pebral conjunctiva device in association therewith, por 
tions of the ?gure being broken away; 
FIG. 2 is a cross-section on the line 2--2 of FIG. 1; 
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2 
FIG. 3 is a reverse or rear elevation view of the struc 

ture of FIG. 1, portions being broken away; 
FIG. 4 is a cross-section on the line 4-4 of FIG. 3; 
FIG. 5 is a cross-sectional view through a portion of 

the device showing one form of detector; 
FIG. 6 is a cross-sectional view showing a different 

form of detector; 
FIG. 7 is a view similar to FIG. 6 and showing a fur 

ther modi?ed form of detector; 
FIG. 8 is similar to FIG. 6 and shows another form of 

detector; and 
FIG. 9 is similar to FIG. 6 and shows a further form 

of detector. ' 

While previous work concerning conjunctival de 
vices has been done with various experimental animals 
as well as humans, it is convenient to refer herein to 
human use alone, although adaptation of the device 
and technique to other environments‘ is readily accom 
plished. The palpebral conjunctiva appears in many an 
imals as a bed 6 or zone on the interior of the upper 
eyelid 7, and to a somewhat lesser extent on the interior 
of the lower eyelid 8. The principal concentration of 
the capillaries in the zone or bed 6 is symmetrically dis 
posed with respect to and just above the cornea 9. This 
capillary bed is for the purpose of supplying oxygen to 
the cornea when atmospheric air is not available 
thereto, as when the eyelid is closed. The thickness of 
a membrane 11 disposed between the palpebral con 
junctiva and the cornea is only a very few cells so that 
oxygen transmission from the palpebral conjunctiva to 
the cornea is highly efficient, only a small amount of 
oxygen being extracted by the intervening membrane 
cells. 
Pursuant to theinvention, we preferably provide for 

introduction between the eyelid 7 and the sclera 12 a 
body 13 having a concave interior surface 14 and a 
convex exterior surface 15. The body is composed of 
any of various materials which are compatible with and 
are not detrimental to the surroundings. Materials 
which have been utilized in' connection with scleral 
lenses are appropriate. The body 13 preferably has a 
contour or shape making it fit quite closely to the subja 
cent sclera as well as to the superposed eyelid. The area 
and extent of the body may vary substantially. The, 
body may be con?gured to extend over the cornea 9 
and may, in fact, have a lens characteristic. It is greatly 

. preferred that the body occupy relatively small areas 
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adjacent to the cornea and that it not extend over the 
cornea. For that reason the body is formed with a cen 
tral opening 16. This is largely because it is desired to 
disturb ‘the normal environment just as little as possible, 
particularly when long-term patient monitoring is re 
quired. While the drawings show the body 13 of sub 
stantially annular aspect in elevation, it is not necessary 
that the body be ‘as extensive. The body is'preferably 
only extensive enough accurately to stay in position or 
to hold a predetermined location. 

Particularly, as shown in FIGS. 3 and 5, we provide 
a detector 17 on the body 13. The detector conve 
niently is positioned and retained by a special construc 
tion of the body. In this instance, the body 13 is inclu 
sive of an inner layer 18 and an outer layer 19 designed 
to fit quite closely together. Conveniently, the detector 
17 is ?tted on the inner layer 18 in a position so that 
it is in immediate abutment with the central portion of 
the palpebral conjunctiva zone 6 when the eyelid 7 is 
open, and still is in contact with a substantial portion 
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of the zone 6 when the eyelid is closed. To assist in 
holding the detector 17 in place and to afford a suitable 
surface for abutment with the palpebral conjunctiva, 
the detector projects through an opening 21 in the 
outer layer 19. The projection, however, is only to form 
a substantial continuation of the con?guration of the 
outer surface of the layer 19. A permeable membrane 
22 extends over the detector 17 and is suitably retained 
and anchored in the detector 17, sometimes by a secur 
ing ring 23. 
The detector 17 houses oneor more electrodes or 

electrode combinations, generally designated 24. 
These have very small leads, such as 26, encased in ap 
propriate, representative insulation 27. Together they 
are formed as a very thin, narrow ribbon of consider 
able ?exibility. The ribbon or lead group preferably ex 
tends from the detector 17 through the body 13 and 
emerges therefrom at a predetermined point 28 close 
to either of the junctions of the upper eyelid and the 
lower eyelid, or in any position with a small amount of 
adjacent relative movement. The conductors lead away 
from the vicinity of the eye and extend to an appropri 
ate monitor 29 of any convenient character to afford an 
appropriate read-out of the transmitted response. 
As shown particularly in FIG. 5, the detector 17 is de 

signed especially to detect oxygen. The detector 17 or 
sensor includes a platinum electrode 24? having an end 
face substantially ?ush with the face of the detector 
and also includes a reference electrode 24R similarly 
positioned and contoured. It is also particularly desired 
to detect the tension of CO2 in the blood and further to 
measure blood pH and blood temperature. Various de 
tectors may be furnished for these purposes singly or 
conjointly. In FIG. 6 is shown a similarly mounted and 
connected redox detector for detecting carbon dioxide 
and including a bright platinum electrode 24F and a sil 
vet and silver chloride reference electrode 24A. Be 
tween the electrodes is a reservoir 31 containing an 
electrolyte saturated with a redox chemical such as 
quinhydrone or 2,6 dichlorophenolindophenol. Be 
tween the end of the detector proper and an overlying 
hydrogel membrane 32 permeable to CO2 is a ?brous 
matrix 33 open to the reservoir 31 and providing com 
plete electrolyte availability and coverage. 
‘As a variation, there is shown in FIG. 7 a detector 

having a silver~silver chloride reference electrode 34A 
as well as an antimony electrode 368. These are cov 
ered with a matrix 37 saturated with an electrolyte, as 
mentioned, and in turn covered by a C02 permeable 
membrane 38. 4 

A so-called glass electrode in the Severinghaus sen 
sor arrangement may also be used, as shown in FIG. 8. 
The detector has a silver-silver chloride reference elec 
trode 41A and a metal lead 42 bathed in an electrolyte 
43 encased in a glass envelope 44. The customary elec 
trolyte soaked matrix 46 covers both electrodes and is 
held in position by a C02 permeable membrane 47. 

It is possible to detect oxygen alone, carbon dioxide 
alone or both together. For the latter purposes a detec 
tor as shown in FIG. 9 may be employed. Therein a sil 
ver-slver chloride reference electrode 51A is disposed 
adjacent an antimony electrode 528 and adjacent a 
platinum electrode 53?. All of the ?ush electrode ends 
are covered by a matrix 54 saturated with an electro 
lyte and covered by a membrane 56 permeable to CO2 
and 0,. This electrode combination permits the simul 
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4 
taneous detection of the tension of O2 and the tension 
of 
There are many other variations in electrode make 

up and con?guration all capable of being incorporated 
in a detector. For example, it is sometimes desired to 
compensate for the different temperature sensitivity of 
the electrodes, the sensitivity of the redox electrodes 
being twice that of the glass electrode. In that case, a 
.thermistor 57 (FIG. 3) is provided in the body 13 and 
is appropriately connected. 
What is claimed is: 
1. A blood condition detecting device for use with 

the palpebral conjunctiva comprising a primary layer 
having a concave face with the contour shaped to at 
least a portion of the sclera surrounding the cornea, an 
electrical detecting device mounted in said primary 
layer and having a measuring face substantially spaced 
from said concave face, and a secondary layer overly 
ing said primary layer and having a convex face with 
the contour shaped to of at least a portion of the palpe 
bral conjunctiva and substantially continuing said mea 
suring face. 

2. A device as in claim 1 including leads joined to 
said detecting device and extending through and from 
said primary layer. 

3. A device as in claim 1 including a membrane over 
lying said detecting device and extending between said 
detecting device and said secondary layer. 

4. A device as in claim 1 in which said primary and 
secondary layers are provided with an opening in the 
vicinity of the cornea. 

5. A device as in claim 1 in which said detecting de 
vice includes a portion outstanding from said primary 
layer and encasing electrodes extending substantially to 
said measuring face. 

6. A blood condition detecting device for use with 
the palpebral conjunctiva comprising a body having an 
inside surface shaped to fit against the sclera and hav 
ing an outside surface shaped to fit against the palpe 
bral conjunctiva, means on said body de?ning an open 
ing therein adjacent to but clear of the cornea, an elec 
trical detecting device on said body having a face, said 
detecting device face in position to contact said palpe 
bral conjunctiva, leads extending from said detecting 
device, and indicating means remote from said body 
connected to said leads. 

7. A blood condition detecting device for use with 
the palpebral conjunctiva comprising a body adapted 
to fit between the sclera and said palpebral conjunc- ' 
tiva, an electrical detector mounted on said body 
adapted to contact with said palpebral conjunctiva, 
said detector having means for affording a response to 
arterial CO2 tension in said palpebral conjunctiva, and 
means for displaying said response. 

8. A blood condition detecting device for use with 
the palpebral conjunctiva comprising a body adapted 
to fit between the sclera and the palpebral conjunctiva, 
an electrical detector mounted on said body adapted to 
contact with said palpebral conjunctiva, said detector 
having means for affording a response to arterial pH in 
said palpebral conjunctiva, and means for displaying 
said response. 

9. A blood condition detecting device for use with 
the palpebral conjunctiva comprising a body adapted 
to fit between the sclera and said palpebral conjunc 
tiva, an electrical detector mounted on said body 
adapted to contact with said palpebral conjunctiva, 
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said detector having means for affording a response to 
arterial temperature in said palpebral conjunctiva, and 
means for displaying said response. 

10. A blood condition detecting device for use with 
the palpebral conjunctiva comprising a body adapted 
to ?t between the sclera and said palpebral conjunc 
tiva, electrical detecting means mounted on said body 
adapted to contact with said palpebral conjunctiva for 
simultaneously affording responses to two or more con 
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6 
ditions of the palpebral conjunctiva including the arte 
rial oxygen tension, the arterial C02 tension, the arte 
rial pH and the arterial temperature, and means for dis 
playing said responses. 

11. A device as in claim 10 in which said means in 
cludes one detector responsive to two or more of said 
conditions. 


