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APPARATUS FOR CONTINUOUS CHEMICAL 
' REACTIONS 

CROSS REFERENCE TO RELATED APPLICATION 

This is a division of my copending application Ser. 
No. 725,102, ?led Apr. 29, 1968, for “Continuous 
chemical Reactions”, now U.S. Pat. No. 3,595,846. 

BACKGROUND OF THE INVENTION 

The present invention relates to chemical reactions 
and, more particularly, to novel and highly-effective 
apparatus facilitating continuous chemical reactions, 
particularly polymerizations or copolymerizations of 
olefins or diolefins. 

Industrial chemical reactions are most frequently 
carried out in reactors operating continuously and 
under steady-state conditions. The reactor system is 
said to be of the continuous or open type. Several reac 
tors of this kind can be operated simultaneously, the 
reactors being connected in parallel, in series, or in a 
more complex way. 
This manner of operation differs from that custom 

arily used in laboratories or wherever small quantities 
of products are manufactured. Laboratories use essen 

tially discontinuous or closed-type reactors, which do 
not permit contact of reacting materials in the reactor 
with the outside in the course of the reaction. They also 
use reactors of the half-closed type, which facilitate 
only intermittent or episodic exchanges of the reactor 
contents with the outside. Chemical reactions in closed 
and half-closed reactors are carried out under transi 
tional rather than steady-state conditions, and the con 
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centrations of materials within the reactors vary con- - 

stantly. 
Open reactors operating continuously are preferred 

by industry, since their operation is less complicated, 
more economical, and better adapted for automation. 
However, their possibilities are more limited than those 
of closed or half-closed type reactors, inasmuch as the 
latter enable the operator to interfere at any time and 
to control the chemical reaction as he desires. Condi 

' tions including speed, temperature, pressure, and con 
centration can be changed at will; new reagents can be 
introduced; and all or part of the reaction products can 
be drawn off. It is thus possible to take into account re 
actional selectivity, critical operations, and the kinetics 
of reactions and thus to obtain an optimal progression 
of the desired chemical transformation. These capabili 
ties are of particular importance in the case of complex 
reactions. In contrast, interference by a chemist is not 
possible in case of a single conventional open reactor 
and barely possible in the case of multiples of open re 
actors. Since the cost of installation grows rapidly as 
the num ber of reactors used increases, even this limited 
ability to exert closer control over complex reactions 
using open reactors is purchased at a high price. 
The close control of one kind of reaction of industrial 

importance is of special interest. It is polymerizations 
or similar reactions, such as polycondensations and 
polyadditions, where modi?cation of the reaction is 
tantamount to the modification of the product itself 
and to its gradual build-up by following a pre 
established evolution or program. Thus, the conduct of 
the reaction makes it possible to in?uence the structure 
of the product. 
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SUMMARY OF THE INVENTION 
An object of the present ‘invention is to combine the 

simplicity and economy of continuous or open reactors 
with the flexibility'and variability of the closed or semi 
closed type. Another object of the invention is to facili 
tate the industrial manufacture of products which can 
be manufactured today, only in the laboratory, under 
conditions of reproducibility and regularity difficult to 
obtain in the laboratory. A further object of the inven 
tion is to facilitate the manufacture of large quantities 
of products, especially polymers and copolymers, con 
forming to predetermined speci?cations and under 
conditions of automation equalling those characteriz 
ing conventional apparatus. ‘ 
The foregoing and other objects of the invention are 

attained, in a representative apparatus in accordance 
with the invention for continuously carrying out chemi 
cal reactions, especially polymerizations‘ and copoly 
merizations particularly of olefins or diole?ns, by 
means acting on separate measured quantities of react 
ing materials contained in cells movable within a ?xed 
tube, the cells being separated from one another by 
movable separators. The apparatus is characterized by 
means causing the cells to circulate sequentially’ past a 
plurality of spaced-apart stations where the transported 
measured quantities are continuously acted on by 
means of programmed operations such as injection of 
products (solvents, reagents, catalysts, etc.), drawing 
off or recycling of products, modification of the operat 
ing conditions (especially the temperature), mixing, 
taking of samples, and measurement of parameters. 
Towards such end, the cells, always full, have a variable 
volume because of the moving apart or closer together 
of the separators. Moreover, the range of times within 
which the various operations are carried out is a func 
tion of the distance of the several stations from a point 
of origin. ’ 

The apparatus in accordance with the invention thus 
combines the advantages of the continuous method 
with those of the discontinuous method. Each cell is in 
effect a small reactor of the closed or semi-closed type. » 
The cells circulate continuously along a circuit through 
which they travel sequentially: i.e., one after another. 
At each station of the circuit, steady-state conditions 
prevail. On the other hand, in each cell, conditions are 
transient or changing all along the circuit. 
Tubular reactors for conducting continuous reac 

tions are already known. However, in these conven 
tional reactors, one does not undertake a modification 

of the reaction or act upon separate and discontinuous 
quantities of the reacting materials. Consequently, the 
results obtained are greatly different. 

Likewise, it has been suggested that there be carried 
out in tubular reactors reactions with measured quanti 
ties of products separated from one another by mov 
able separators. However, this suggestion provides only 
for obtaining piston discharge without organization of 
the evolution of the reaction within each measured 
quantity, by interventions which take place continu 
ously in order to in?uence the nature or the qualities 
of the product obtained. 

In the apparatus of the invention the reacting materi 
als are preferably mixed at least in part prior to enter 
ing the reactor, and the reaction is then carried out in 
the reactor proper. In order to achieve start-up, it is ad 
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visable to introduce into the reactor only preliminary 
mixtures or reagents which until then are inert. 

In one embodiment of the invention, it is possible to 
modify cyclically the conditions of intervention at the 
various intervening stations, in order to produce simul 
taneously several different products intended for mix 
ing. 
Thus, the concentration of a catalyst or one or an 

other reagent may be varied in accordance with a cer 
' tain rule, in order to obtain in succeeding cells poly 
mers having different characteristics-for example, dif 
ferent average molecular weights. Successive cells can 
be periodically specialized for the production of a given 
polymer in different molecular weights, in order to ob 
tain by mixing a batch of a polymer having a molecular 
weight distribution with a desired pro?le. 
Similar effects may be obtained by a recycling of 

fractions of the reaction medium, possibly combined 
with a short-circuiting of other fractions of the reaction 
medium, so as to obtain a wider range of ages of the 
macromolecules produced. Likewise, and especially in 
anionic polymerizations, one may vary the distribution 
of the molecular weights by injecting at selected sta 
tions a catalyst or a stopper. 
The apparatus in accordance with the invention is ap 

plicable in particular to the polymerization or copoly 
merization of monomers, especially unsaturated mono 
mers, such as ethylene, propylene, butylene, butadiene, 
isoprene, styrene, and methyl methacrylate, as well as 
all their higher homologs and many of their derivatives 
including their halogen derivatives. 
Of course, the various classical reaction methods can 

be used, such as polymerization in bulk, in solution, in 
suspension, and in emulsion. Also conventional cata 
lytic and initiator methods can be used. However, it is 
preferable to work in a liquid stage and that reagents 
or monomers in gaseous condition be dissolved in a sol 
vent or liquefied under pressure. It is possible to oper 
ate within a wide range of temperatures and pressures, 
especially to have a temperature pro?le which is vari 
able in the course of the reaction in each cell or com 
partment of the reactor. Generally, pro?les of pressure 
decrease from one end to the other of the reactor and 
thus from the start to the end of the reaction. 
The reactor in accordance with the invention com 

prises a tube of substantially constant cross-sectional 
shape and interior surface, wherein the reaction me 
dium is caused to circulate in distinct doses partitioned 
off by movable separators, preferably of spherical 
shape. The tube forms a closed circuit between a point 
of origin and a terminal point, which points are sepa 
rated by a partition which is impervious to the reaction 
medium and traversed by a gate or lock facilitating the 
transfer of the separators from the terminal point to the 
point of origin, so that the separators are recycled. Be 
tween the point of origin and the terminal point, a per 
manent pressure differential is established by any suit 
able means suf?cient to keep the tube full and to assure 
the propulsion of the reaction medium and the separa 
tors, both substantially at equal speed, in relation to the 
tube, such speed preferably remaining invariable at any 
given point of the circuit. 

In a tube in which ?uid ?ow is laminar, the difference 
in pressure between two points, for example the tube 
intake and discharge, is a function of the delivery rate 
and the viscosity of the ?uid. In accordance with the 
invention, the difference in pressure between the point 
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4 
of origin and the terminal point should be such that the 
speed of the ?uid exceeds the minimum value starting 
at which the separators are carried along at the same 
speed as the fluid, so that the effective tightness be 
tween the separators and the wall of the tube is main 
tained even if a considerable clearance exists. Such 
minimum value depends on the viscosity of the ?uid, 
the shape and the size of the clearance between separa 
tors and the inner wall of the tube, and the ascending 
or descending slope of the tube. 
The difference in pressure to be established between 

the point of origin and the terminal point may be ob 
tained by means of pumps which inject ?uids constitut 
ing the reaction medium at the point of origin and at 
intermediate points and by means of a discharge valve 
the delivery rate of which can be regulated. In place of 

, pumps, one can also use hydrostatic pressure supplied 
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by reservoirs placed at a higher level than the tube. 
Preferably, the discharge valve is regulated in relation 
to the intake pressure of the tubular reactor so as to 
maintain the pressure differential constant and to stabi 
lize the pressures and rates of ?ow at all points of the 
reactor, thereby facilitating the establishment of a 
steady-state ?ow at each point. 
By stabilizing the delivery rates and speeds, one ren 

ders uniform the dwell of the reaction medium in the 
tube, subjects all parts of the reaction medium to the 
same evolutionary cycle, ahd thereby obtains a uniform 
reaction product. 

Preferably, the circuit formed by the tube is designed 
in such a manner as to spread the load losses and the 
progressive drop of pressure over a great length in rela 
tion to the diameter of the tube, so that on either side 
of each separator and in the vicinity of it the pressures 
can be considered as practically equal. 

Preferably also, the tubular reactor is constructed of 
tubular elements which are arranged almost horizon 
tally, and the separators have a density which is close 
to that of the reaction medium. The purpose of this 
provision is to avoid subjecting the separators and the 
reaction ?uid to different effects of gravity. A too-steep 
incline of the tube may cause the separators to move 
through the tube at a speed different from the speed of 7' 
the reaction ?uid. However, it is possible to provide for 
a difference in levels of the ends of the tube in the vi 
cinity of the points of origin and discharge so as quickly 
to communicate to the separators collected at the dis 
charge end the speed of circulation of the ?uid into 
which they are introduced at the origin. The rectilinear 
elements of the tube can be mounted to ascend at a 
shallow angle, whereby a more pronounced descending 
inclination can be given the curved elements connect 
ing the rectilinear elements. This facilitates the passage 
of the separators through these curved elements. How 
ever, a difference in levels or substantial inclinations 
between points near each other requires in general a 
compensation in form of a reduction of the clearance 
between the separators and the inner wall of the tube, 
especially if the reaction medium has a low viscosity. 
This is true, for example, in the vicinity of the terminal 
point, where the tube preferably rises again to its initial 
level, if the final viscosity at the end of the reaction has 
not substantially increased. 

In one embodiment of the invention, the tubular re 
actor consists of a bundle of tubular elements which are 
rectilinear and have the same length and are arranged 
almost horizontally and in parallel in superimposed lay 
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ers at slightly different levels and are connected by 
semicircular knees. Each tube is enclosed in a second 
cover which is heat-insulated and wherein a fluid serv 
ing for heating or cooling is circulated. The various in 
jections or interventions preferably take place in the 
connecting knees. _ 

The separators have preferably a spherical shape, 
which enables them to roll in the tube. There is, of 
course, less friction for separators that roll than for 

' those that slide. Furthermore, this facilitates passage 
with minimum clearance through the semicircular 
knees. Their density is close to the density of the reac 
tion medium so as to render their ?oatability as low as 
possible and to eliminate zones of local contact or im 
pact at the wall of the tube. Towards such end, one may 
make use of hollow spheres obtained, for example, by 
a welding or soldering together of hemispheres made of 
metal of some suitable thickness. The separators can 
consist of any material that is chemically inert in the re 
action medium. Of course, a form other than spherical 
may be provided without exceeding the scope of the in 
vention: for example, a cylindrical shape which bulges 
out in the middle or which is provided with sealing ele 
ments such as the sealing rings of the pistons of internal 
combustion engines. 7 

The clearance between the separators and the inner 
wall of the tube—i.e., the difference between the radii 
of their cross sections-is preferably, but not necessar 
ily, small: for example, ranging around one or two per 
cent of the inner diameter of the tube. Absolute tight 
ness is not required. The relative tightness must in 
crease as the inclination of the tube with respect to the 
horizontal increases and as the speed of the reaction 
?uid decreases. Experience has shown that for each 
combination of a given clearance between the separa 
tors and the inner wall of the tube, a given viscosity of 
the ?uid, and a given inclination of the tube, there is a 
minimum speed of the fluid starting with which the rel~ 
ative speed of the separators with respect to the ?uid 
becomes substantially zero. For example, for a horizon 
tal tube carrying a liquid having the viscosity of water 
and spherical separators the diameter of which is 99% 
of the inner diameter of the tube, the minimum speed 
is about 1 to 5 cm/sec. for tube diameters ranging from 
10 to 500 mm. In practice, it is advisable to use a sub 
stantially higher circulation speed, in order to be far 
enough above the critical speed to avoid slippage be 
tween separators and ?uid in case of accidental speed 
reduction. In general, speeds ranging from one to 10 
times the diameter of the tube per second are suitable, 
especially if the clearance between the inner wall of the 
tube and the separators is approximately one to two 
hundredths of the inner diameter of the tube. 
The distance between consecutive separators and 

thus the total number of separators present simulta 
neously can be varied within a wide range. Although 
the invention comprises the case in which the reactor 
is divided into only two or a small number of compart 
ments, it is preferable to use a large number of com 
partments and of separators without, however, a reduc 
tion of the length of each compartment to less than 10 
times the diameter of the tube. In general, good results 
are obtained with compartments the length of which 
ranges from 10 to 200 times the diameter of the tube. 

In one embodiment of the invention, the connection 
between the terminal point of the tubular reactor and 
the point of origin is effected by a distributor assembly 
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6 
comprising a tight partition through which ?uid cannot 
pass but which the separators can transverse by means 
of a lock or gate. The interior volume of the lock is sub 
stantially the same as that of a separator so that sub 
stantially no reaction fluid is carried along. 
Various devices can be used to enable the separators 

to clear the tight partition. For example, there may be 
provided two coaxial cylinders capable of sliding in a 
tight manner across the partition, each cylinder having . 
in one of its bases a cavity corresponding to half the 
volume of a separator. By means of translational mo 
tions, these two cylinders can seize a separator on one 
side of the tight partition, carry it to the other side, and 
discharge it there. Hydraulic jacks orany other suitable 
means effects the translational movements of one or 
both of the cylinders. 
Another, preferred, system consists in the application 

of at least one of the two cylinders with its hollow base 
against the tight wall which has an opening the dimen 
sions of which permit the passing of one separator. In 
this manner, the two cylinders secure alternatingly the 
tight closing and the opening for passing of the separa 
tor. 

Of course, it is possible to use several gates in series 
or in parallel, and, in particular, to undertake, between 
the extraction of a separator from the circuit by means 
of one gate and its reintroduction, various operations, 
such as, for example, rinsing of the separator to elimi 
nate any traces of the reacted product that may be car 
ried along, or, also, its replacement. 
The reactor in accordance with the invention affords 

great ease of control of operations. For example, by au 
tomatic measurement in certain points of the parame 
ters, such as temperature or concentrations, it becomes 
possible to cause, upstream or downstream, an increase 
or decrease of the ?ow, for example, of the thermal 
?ux, or also of the rate of injection of a reagent. 

BRIEF DESCRIPTION OF THE DRAWING 

An understanding of additional aspects of the inven 
tion may be gained from a consideration of the follow 
ing detailed description of several representative em 
bodiments thereof and of the accompanying figures of 
the drawing, in which: 
FIG. 11. is a plan view of a simpli?ed embodiment of 

a reactor in accordance with the invention; 
FIG. 2 is a perspective view, partly schematic, of a 

preferred embodiment of a reactor in accordance with 
the invention; 
FIG. 3 is a cross sectional view in the plane 3-3 of 

FIG. 2, the view being in the direction indicated by the 
arrows; 
FIG. 4 is a longitudinal section of a portion of the ap 

paratus of FIG. 2; 
FIG. 5 is a longitudinal section of another portion of 

the apparatus of FIG. 2; 
FIG. 6 is a detailedplan view ofa portion of the appa 

ratus of FIG. 2 shown schematically in FIG. 2; 
FIG. 7 is a sectional view in the plane 7-—7 of FIG. 

6, the view being in the direction indicated by the ar 
rows; 
FIG. 8 is a sectional view in the plane 8-8 of FIG. 

7, the view being in the direction indicated by the ar 
rows; ‘ 

FIG. 9 is a sectional view in the plane 9-9 of FIG. 
7, the view being in the direction indicated by the ar 
rows; 
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FIGS. 10 to 15 are graphs showing certain important 
characteristics of polymers respectively obtained in the 
case of Examples 1 to 6 which follow. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

FIG. 1 illustrates somewhat diagrammatically the re 
actor in accordance with the invention as applied, for 
example, to a copolymerization of styrene and butadi 
ene dissolved in heptane, by meansof a catalyst of the 
butyl lithum kind. 
A tubular chamber 21 is connected at a point of ori 

gin 22 and a terminal point 23 to a distributor 24 in 
cluding lock means. The tubular chamber 21 contains 
a reaction medium divided into doses 25 by means of 
spherical separators or balls 26. 
The tube 21 is surrounded by double covers 27 each 

having an intake 28 and an out?ow 29 making it possi 
ble to circulate around the tube 21 a ?uid regulating 
the temperature of the reaction medium contained in 
the tube 21. The division into sections of the double 
covers 27 makes it possible to maintain different tem 
peratures of the reaction medium at various points 
along its travel. A certain number of intervening sta 
tions is provided along the route and the interventions 
take place continuously. 
The distributor 24 is connected to an intake 31 for 

?uid under pressure which may consist, for example, of 
the solvent containing the monomers. The pressure is 
generated by a pump P in the intake 31. At the ?rst in 
tervening station 32 the catalyst is introduced by means 
of a metering pump 33. 
At a second intervening station 32’, the mixing takes 

place. The reaction medium is drawn from the tube 21 
through a tube 34 and forced back through a tube 35 
by means of a pump 36. At the same time, supplemen 
tary injection is provided at a point 38 by means of 
pump 39 introducing, for example, a catalyst or one of 
the monomers. 

At a third intervening station 40, part of the reaction 
medium drawn off through a line 41 byv means of a 
pump 42 is recycled. 
At a fourth intervening station 43, substance is drawn 

off by means of a pump 44 for the purpose of control, 
for example, of the proportion of styrene polymerized. 

Naturally, the reaction can be slowed down or 
speeded up by reducing or increasing the temperature 
between sections of the tube, so that each of the jackets 
27 constitutes an additional means for intervening in 
the process. 

Finally, the reaction medium is discharged through 
line 45 which is in communication with the terminal 
point 23. This line 45 contains a variable discharge 
valve V regulated by a pressure sensor S which is con 
nected to the valve V and which senses the pressure of 
the reaction medium near the origin. 
The several spherical separators 26 are carried along 

by the circulating reaction medium, and the separation 
between adjacent separators 26 increases when materi- 
als for reaction are added and decreases when sub 
stance is drawn off. 
The diameter of the balls 26 is substantially the same 

as the diameter of the tube 21. However, adjacent to 
the terminal point 23, the diameter of the tube 21 in 
creases starting at a point 46. From there on, the tube 
forms a storage room for separators so as not to in 
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8 
crease the loss of head due to the accumulation of sepa 
rators. 

The distributor 24 comprises a block traversed by a 
longitudinal bore 47 in which slide two pistons 48 and 
49. The bore 47 is in communication with the intake 31 
and the point of origin 22 on the one hand and with the 
discharge 45 and the terminal point 23 of the tubular 
chamber 21 on the other. The bore 47 is closed off in 
the middle by a tight partition 50 formed with a hole 51 
the diameter of which is substantially equal to the di 
ameter of the separators 26. The bases of the pistons 48 
and 49 are formed with cavities 52 and 53, respec 
tively, which are substantially hemispherical and have 
a diameter substantially equal to the diameter of the 
separators 26. The cavities 52 and 53 are surrounded 
by shoulders 54 and 55, respectively, adapted tightly to 
engage opposite sides of the partition 50. The pistons 
48 and 49 are provided with ejectors 56 and 57, respec~ 
tively, biased by springs 58 and 59, respectively, for the 
purpose of ejection of the balls 26 as described below. 
Each of the pistons 48 and 49 is able to slide in the 

bore 57. Their movement is controlled, for example, by 
hydraulic jacks (not shown). 
Whenever the piston 48 is forced against the parti 

tion 50, it prevents communication through the distrib 
utor 24 between the origin 22 and terminus 23 of the 
tube 21. When the piston 48 is sufficiently removed 
from the partition 50, a separator 26, carried along by 
the current, enters the bore 47. When the piston 49 is 
about to be placed against the partition 50, it seizes the 
separator 26, taking along practically no liquid, and, as 
soon as it is forced against the partition 50, it in turn 
prevents communication through the distributor 24 be 
tween the points 22 and 23. The piston 48 can move 
away now whereby the separator 26 is set free and car 
ried along with the current. Seals 60 and 61 enable the 
pistons 48 and 49 to slide tightly in the bore 47. The 
transfer ofa separator 26 from the terminal point 23 to 
the point of origin 22 is controlled manually, or auto 
matically by any suitable means including an automatic 
switch S operated at timed intervals or by the passage 
ofa separator through a given point of the circuit, e.g., 
the point 46. 
FIGS. 2 to 5 show a preferred embodiment of a reac 

tor in accordance with the invention. 
The reactor comprises a tube assembly formed by a 

series of straight or rectilinear segments 70. Each tube 
70 is rounded by a double envelope 71 (FIG. 4) pro 
vided with an intake 72 and discharge 73 for the heat 
ing or cooling ?uid. At each end there is installed a 
?xed ?ange 74 and a movable ?ange 75. Two succes 
sive straight tubes 70 are connected by a U-shaped seg 
ment or knee 80, the latter being formed with two ?xed 
?anges 81 which are bolted to the movable ?anges 75. 
In the ?anges 81 there are provided threaded bores 82 
into which are screwed either a stopper or a connection 
to a line and pump for injection or drawing off. 
As FIG. 3 shows, the tubes 70 are not on the same 

level in each layer. A slight upward slope is provided, 
for example 1%, in the direction of circulation so that 
the knees 80 are at different levels at each end. The 
knees 80 are shorter than the straight segments 70, and 
their slopes, which are downward, are correspondingly 
steeper. This facilitates the passing of the balls 26 
through the knees 80. To this end, it is sufficient to 
mount the tubes 70 on supports 85 by means of wedges 
86 placed at the downstream end of each tube. 
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FIG. 2 shows the point of origin 22, the terminal 
point 23, the distributor 24, the main ?uid intake 31, 
and the discharge 45. The last tube 87 is the only one 
which shows a considerable incline and which requires 
inside machining with great precision so that the clear 
ance between the inner wall and the separators is small, 
in order for the separators to be carried along notwith 
standing the ascending slope. However, if the viscosity 
of the reaction medium is sufficiently high at the end 

N of the reaction, or if the velocity through the tube is 
sufficiently great or the straight sections of the tube are 
sufficiently long, the separators move with the ?uid 
through the ascending slope even in the absence of pre 
cise machining. 
FIG. 2 also shows the feed 32 of additional ?uid as 

well as a point of intermediate injection 35. 
FIGS. -6 to 9 illustrate a distributor comprising lock 

means which has been operated with excellent results 
in combination with a tubular chamber such as the one 
shown in FIGS. 2 to 5. 
The distributor comprises a block 120 formed with 

various transverse and longitudinal bores and one verti 
cal bore. 
Superimposed transverse bores 121 and 122 serve for 

the passage of fluids constituting the reaction medium, 
the bore 122 communicating with the reaction tube at 
the point of origin 22 and the bore 121 communicating 
with the reaction tube at the terminal point123. The 
role of the distributor is to permit the transfer of the 
vballs from the bore 121 to the bore 122 through lock 
means whichprevents the passage of fluid. 
The upper bore 121 is connected to a tube 123 form 

ing the end of the tubular reactor and to a tube 124 
constituting the discharge for the ?uids and connected 
to the discharge valve (not shown). 
The lower bore 122 is connected to a tube 126 form 

ing the feed 31 of the reactor and to a tube 125 forming 
the start of the tubular reactor. 
The distributor comprises furthermore two longitudi 

nal bores ‘130 and 131 (FIG. 7) which are superim 
posed and run into the transverse bores 121 and 122, 
respectively, at right angles. In the bores slide pistons 
133, 134, and 135, 136, respectively. There are se 
curely mounted in the bores 130 and 131, at the junc 
tion of the bores 121 and 130 and at the junction of the 
bores 122 and 131 cylindrical screens 137 and 138, re 
spectively, which permit passage of ?uids but prevent 
passage of the balls 139 and 140 in the bores 121 and 
122, respectively. 
In?atable seals 141 held by rings and connected to _ 

intakes of ?uids under pressure facilitate the sliding of 
the pistons while preventing leakage of ?uid. 
The two pistons 133 and 135 on the one hand and 

134 and 136 on the other are connected to ?anges 150 
and 151, respectively, by bolts 152, and the ?anges 150 
and 151 themselves are connected to rods 153 and 154 
of hydraulic jacks 155 and 156, respectively. The pis 
tons 133 and 134 have their bases facing each other, 
and each of the bases has a hemispherical cavity 157 
with a diameter which is substantially equal to the di 
ameter of a separator so that, whenever a separator 139 
is held between the two pistons, a minimum quantity of 
liquid is enclosed in the cavity together with the separa 
tor. Each of the pistons 133 and 134 is likewise 
equipped with an ejection system comprising an ejector 
158, a spring 159,and a screw 160 which is threaded 
into a center thread 161. 
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The distributor has a vertical bore 170 connecting 

the bores 130 and 131. The bore 170 is connected to 
an intake tube 171 for separator washing ?uid and to 
a tube 172 for discharge of the washing fluid. The tube 
172 opens into an intermediate socket 173 closed off 
by a stopper 174 from which extends a center rod 175 
the vertical position of which is adjustable by means of 
a wheel 176. ' 

FIG. 9 shows a transverse bore 180 closed off by two ..= 
glass plates 181 and 182 respectively mounted in 
frames 183 and 184 screwed to the block 120. The 
glass plates 181 and 182 make it possible to observe 
what goes on in the vertical tube 170. 
The assembly of the fixed elements constituting the 

distributor, including the block 120 and the jacks 155 
and 156, is mounted on a ?xed frame 162 consisting of 
angle irons which are assembled by any suitable means 
including bolts, rivets, welding, and soldering. 
The functioning of the distributor is easily under 

stood. As FIG. 8 shows, the ?uids kept in the reactor 
arrive at the distributor and travel through it by means 
of thetube 123, the bore 121 and the tube 124. How 
ever, the separators are stopped by the screen 137. To 
transfer a separator stopped by the screen 137 in the 
upper bore 121 to the lower bore 122, one operates the 
hydraulic jacks 155 and 156 (FIG. 7) to cause the pis 
tons 133 and 134 to approach each other, whereby the 
spherical separator is seized by them. Thereafter, one 
causes their displacement in manner whereby the sepa 
rator is moved to the vertical bore 170. The separator 
is released by the jacks 155 and 156 and drops into the 
bore 170, being then driven by the washing ?uid circu 
lating in the tubes 171 and 172. The separator is 
stopped by the rod 175 and seized by the pistons 135 
and 136. A displacing movement then guides the sepa 
rator to the bore 122 (FIG. 8), whence it is carried by 
the ?uid circulating in the tubes 126 and 125. 
Experience has shown that a tubular reactor such as 

the one described in FIGS. 2 to 9 functions with out 
standing results and can be easily adapted to various 
polymerizations and reactions. For’ best results, it is de 
sirable that certain precautionary measures be taken 
during the start of operations. Thus, it is not advisable 
to start the apparatus and the system of distribution of 
the separators-with an inert ?uid, for example a pure 
solvent or a solvent containing monomers. Regulating 
becomes much easier if the reaction is initiated ?rst, 
whereafter the distribution of the separators can be 
started. In the latter case, one obtains from the start a 
?rst approximation of what the viscosity of the reaction 
medium should be all along the tube. In the former 
case, i.e., with an inert medium, the viscosity may be 
much different from the viscosity of the medium in the 
process of reaction. 
The purpose of the following examples is to demon 

strate what can be achieved by means of the method 
and apparatus in accordance with the invention. They 
have been carried out by means of a pilot reactor of the 
type shown in the ?gures and having the following nu 
merical characteristics: 

total volume of the tubular reactor: 90 liters 
inner diameter of the tubes: 24 mm 
length of individual tubes: 6 m 
total length of the tubular reactor: 200 m 
diameter of the spherical separators: 23.8 mm 
average spacing between separators: l m 
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total rate of ?ow: approximately 45 liters per hour; 
i.e., a dwell of 2 hours in the tubular reactor 

intake pressure: 8 to 10 kg/cm2, depending on the 
tests 

intake and discharge pressure difference: 3.5 to 4 
. kslsmz f0!a...1_i_q_uis19£1.0 poises average vissasity 

temperature: variable along the chamber 
linear speed: 2.7 cm/sec. 

EXAMPLE 1 

At the intake of a reactor one introduces, under a 
pressure of 10 kglcmz, 40 liters/hour of heptane and 
4.6 liters/hour of butadiene. 
There is likewise introduced a few meters from the 

intake some butyl lithium at a rate of 0.055 pph (l pph 
is de?ned as 1 part by weight of the substance added 
per 100 parts by weight of monomer). Mixing is ef 
fected by means of a pump withdrawing liquid from the 
tube and forcing it back into the tube through a short 
loop. The pump has a delivery rate which is much 
higher than that of vthe reactor. The temperature is 
maintained at 50°C over the entire length of the reac 
tor. The polymer solution obtained is antioxidized and 
stopped near the downstream end of the reactor. The 
conversion obtained is close to 100% and the resulting 
polybutadiene has an inherent viscosity of 2.35 with a 
Mooney plasticity of 50. Its polymeric structure is as 
follows: 

1-2: 10.5% 
l-4 trans: 50% 
1-4 cis: 39.5%. 
The molecular distribution is shown in FIG. 10, graph 

A. For the purpose of comparison, graph B shows the 
molecular distribution of the polymers obtained under 
conditions as nearly as possible the same in the labora 
tory in ?asks of 250 cm", and graphs C and D show the 
molecular distribution of polymers obtained by contin 
uous reactions in a vat using the same catalytic system 
and substantially the same average reaction times and 
doses. 
As may be seen, the polymer obtained in accordance 

with the method of the invention, even though pre 
.1 pared continuously, is similar to a polymer prepared 
discontinuously in the laboratory. The standard devia 
tion of the molecular weights is even slightly less. 

EXAMPLE 2 

One proceeds as in Example 1. However, in place of 
4.6 liters/hour of butadiene, one uses 4.6 liters/hour of 
a mixture of 23% styrene with 77% butadiene. At the 
time the butyl lithium is added at a rate of 0.04 pph, 
one introduces 0.10 pph of hexamethyl phosphorotria 
mide and mixes by suction and then forcing back at ac 
celerated speed through a small loop by means of a 
centrifugal pump. The pressure at intake is 8 kglcmz, 
and the temperature is 30°C all along the circuit. The 
resulting solution, which is antioxidized and arrested, is 
recovered at the discharge. 

In this example, too, conversion is close to 100%. 
The inherent viscosity is 1.65, and the Mooney plastic 
ity of the polymer is 48. The polymeric structure is as 
follows: 

1-2: 50% 
trans 1-4: 35% 
cis l-4: 15% 
Graph A‘ (FIG. 11) shows the molecular distribution 

of the polymer obtained. Graphs B1 and C‘, respec 

20 

25 

30 

35 

45 

50 

55 

60 

65 

12 
tively, show the molecular distributions of the polymers 
obtained in a similar manner but with, respectively, 
30% and 18% of styrene in the styrene-butadiene mix 
ture in place of 23%. Graph D1 shows the molecular 
distribution obtained when the separators are elimi 
nated from the reactor, and graph E1 shows the molec 
ular distribution obtained under the same conditions by 
means of a conventional open reactor. 

EXAMPLE 3 

The processing Example is repeated, except that the 
catalyst and hexamethyl phosphorotriamide (l-IMPT) 
are added in two batches. During the first stage, one in 
troduces 0.013 pph butyl lithium and 0.036 pph HMPT 
and maintains a temperature of 35°C. 

In a second stage, when conversion has attained 48% 
i.e., substantially at a distance from the point of origin 
of 20% of the length of the tubular reactor, one intro 
duces 0.045 pph of butyl lithium and 0.08 pph I-IMPT 
in relation to the initial quantity of monomer and re 
duces the temperature to 30°C. 
The polymer obtained has a bi-dispersed molecular 

distribution shown in the graph A2 in FIG. 12. The 
characteristics are: 

rate of conversion: 100% 
inherent viscosity: 2 
Mooney plasticity: 60 
The copolymer obtained, while having characteris 

tics similar to those of Example 2, offers the advantage 
of being easier to work. 

EXAMPLE 4 

One proceeds as in Examples 2 and 3 but using three 
injections of catalyst: 
The first injection is at 0% conversion, i.e., in the vi 

cinity of the origin, and consists of 0.0 l 2 pph butyl lith 
ium and 0.036 pph l-IMPT. 
The second injection is at 44% conversion, i.e., at a 

distance from the origin corresponding to 20% of the 
length of the reactor, and consists of 0.015 pph butyl 
lithium and 0.045 pph HMPT calculated on the basis 
of initial monomer. 
The third injection is at 60% conversion, i.e., at a dis 

tance from the origin corresponding to 33% of the 
length of the reactor, and consists of 0.028 pph butyl 
lithium and 0.08 pph I-IMPT, calculated on the basis of 
the initial monomer. 
The dwelling time is two hours, as in the other exam 

ples. The pressure at the intake is 8 kg/cm”. The tem 
perature is 35°C between the ?rst and the second injec 
tions, 27°C between the second and the third injec 
tions, and 30°C between the third injection and the 
point of introduction of the antioxidant and the reac 
tion arrester. 
The ?nal polymer obtained, with a rate of conversion 

very close to 100%, has an inherent viscosity of 2.15 
and a Mooney plasticity of 60. Its molecular distribu 
tion is a little wider than that of the polymer in Example 
3, as shown in the graph A3 in FIG. 13. Although the 
Mooney plasticity is the same as in Example 3, the in 
herent viscosity is higher. One can thus at will prepare 
polymers with the same plasticity but with higher inher 
ent viscosities than the ones prepared by the conven 
tional methods or polymers with the same inherent vis 
cosity but greater plasticity, i.e., a lower Mooney index 
of plasticity. 
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EXAMPLE 5 
In this example, there ‘is obtained a butadiene-styrene 

copolymer with a statistical distribution of the two 
monomers in the chains, without using a polar com 
pound, such as tetrahydrofurane or hexamethyl phos 
phorotriamide. ' 

At the head of the circuit one feeds in 40 liters/hour 
of heptane, 0.735 liters/hour of styrene, and 0.960 li 
ters/hour of butadiene. Thereafter, one introduces lith 

‘ ium butyl in a quantity of 0.045 pph of the total of the 
monomers (4.6 liters/hour). The pressure at the start is 
8 kglcmrz, and the temperature is maintained at 60°C all 
along the circuit. The styrene part of the copolymer is 
controlled in a manner whereby the percentage of sty 
rene in the polymer which is formed does not exceed 
55%. To this end,‘ one introduces a supplementary 
quantity of butadiene. Thus, one adds, successively, 0.6 
liters/hour; 0.48 liter/hour; 0.375 liters/hour; 0.285 li 

ters/hour; 0.235 liters/hour; and 0.185 liters/hour of 
butadiene at points located, respectively, at distances 
of one-, two-, three-, four-, ?ve-,and six-sevenths of the 
length of the reactor from vthe point of entry. 
As a result of these six'additions‘ofv butadiene, the av 

erage composition‘of the copolymer is 22% styrene, the 
content of 1-2 structures is approximately 10%, and 
'the conversion of'the styrene monomer is 80%. 

I The polymerization maybe continued by further ad 
ditions‘in several stages of butadiene. In such case, the 
l~2 content remains close to ‘10%. 
One may also add the remainingbutadiene at once, 

i.e., at a rate of 0.775 Iliters/hour as well as 0.10 pph 
HMPT (calculated‘on the basis of the total monomer 
quantity). in such a case one avoids the formation of a 
styrene block, and the macromolecules end in a statisti 
cal sequence‘of the two monomers with 22% of styrene. 
In the latter case, thepolymer obtained has an inherent 
viscosity of.l.9, a Mooney plasticity of 50, and a 1-2 

' content of 18%. The pro?le of the styrene composi 
tions at any given time appears in thegraph A‘1 in FIG. 
14, which shows the styrene percentage of the polymer 
formed at successive points along the reaction tube as 
a function of the percentage of conversion of the sty 
rene, monomer. » 

EXAMPLE 6 

In this example, it is the aim to in?uence, on the .one 
hand, the distribution of the monomers (butadiene and 
styrene) in the chains, and, on ‘the other,-the micro 
structure, especially the l-2 content, as indicated in a 

' French patent No. 1,519,743 of Feb. 20, 1967, of So 
ciete Michelin &‘Cie. 
One introduces into the reactor, under a pressure of 

10 kg/cm2, an'hourly flow of 40 liters of heptane, 0.75 
liters ofstyrene, and 2.66 liters ofbutadiene. 
One also adds 0.035 pph butyl lithium and 0.025 pph 

HMPT, calculated on the total rate of monomer (4.6 
liters). 
The temperature is maintained along the entire 

length of the tube at 60°C. 
inasmuch as the HMPT quantity is insufficient for 

obtaining a complex with the butyl lithium, the copoly 
mer which forms is not completely statistical and be 
comes enriched in styrene but has _a low l-2 content. 
At a'point removed from .the origin a distance along 

the tube equal to two-thirds of the length of the tube, 
the butadiene complement is introduced at an hourly 
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rate of 1.28 liters. As the composition of the monomers 
is modified, the composition at successive points along 
the tube of the copolymer which is formed becomes 
progressively richer in butadiene. 
At a point removed from the origin a distance along 

the tube equal to seven-eighths of the length of the 
tube, one introduces 0.050 pph of HMPT calculated on 
the basis of the total monomer quantity. ‘ 
The pro?le of the instantaneous compositions of the 

copolymers (proportion of styrene) is indicated in the 
graphs in FIG. 15. in the same manner as in FIG. 14. 
The full line A“ plots the instantaneous styrene content, 
and the broken line B5 the mean styrene content of the 
copolymer formed. - 

The copolymer obtained has the following character 
istics: inherent viscosity: 1.70; Mooney plasticity: 57; 
l-2 content: 29%; trans l-4 content: 47% vitreous 
transition temperature during differential thermal anal 
ysis: —54°C. 
The graphs indicate: 
a. as regards Examples 1 to v4, the molecular distribu 

tion, measured by means of the gel permeation chro 
matography method; ' 

b. as regards Examples 5 and 6, the percentage of sty 
rene fixed in the copolymer obtained by measurement 
of the refraction index as a function of the rate of con 
version of the monomers (total quantities).. ’ 
Thus there are provided in accordance with the in 

vention novel and highly-effective methods and appa 
ratus making it possible to obtain continuously, with 
much greater ease than by conventional means, the 
close control of polymerizations and the polymers re 
sulting therefrom. 
Many modi?cations within the spirit and scope of the 

invention of the representative embodiments thereof 
disclosed above will readily occur to those skilled in the 
art. Accordingly, the invention is to be construed as ex 
tending to all the modi?cations thereof within the 
scope of the appended claims. 

1 claim: 
1. Apparatus for carrying out chemical reactions 

comprising reaction tube means having a point of ori~ 
gin and a terminal point, said tube means having a sub 
stantially constant interior cross section, a plurality of 
movable separator means in said tube means dividing 
said tube means into a plurality of separate cells, circu 
lation means for circulating materials for reaction 
through said tube means in separate batches respec 
tively con?ned ‘in said cells, said point of origin and said 7 
terminal point being connected by a lock for passing 
said separator means from said terminal point to said 
point of origin while preventing-passage of said materi 
als, said materials being discharged, from said tube 
means, and said circulating means maintaining a pres 
sure differential along said tube means from" said point 
of origin to said terminal point sufficient to maintain 
said tube means full and to ensure the propulsion of 
said materials and separators thorugh said tube means 
at substantially the same velocity, whereby continuous 
chemical reactions involving successive batches of said 
materials occur as said materails traverse said tube 
means, said lock means comprising pistons formed with 
hemispherical cavities and said separator means com 
prising a plurality of spheres of the same diameter as 
said cavities, said pistons being slidable in a cylinder for 
enclosing said spheres in said cavities while substan 
tially excluding said materials and transferring said 
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spheres from said terminal point to said point of origin. 
2. Apparatus according to claim 1 wherein said ve 

locity is constant at each point along said tube means. 
3. Apparatus according to claim 1 wherein said circu 

lation means comprises an injection pump, a variable 
discharge valve, and means for regulating said dis 
charge valve as a function of pressure adjacent to said 
point of origin. 

4. Apparatus according to claim 1 in which said tube 
means comprises a plurality of straight tubular seg 
ments, each segment being mounted substantially hori 
zontally and doubling back on adjacent segments, suc 
cessive segments being connected by a U-shaped seg 
ment. 

5. Apparatus according to claim 4 in which straight 
segments de?ne ?ow paths that run slightly uphill and 
said U-shaped segments de?ne ?ow paths that run 
more steeply downhill. 

6. Apparatus according to claim 4 further comprising 
a plurality of reaction stations at spaced locations along 
said tube means where the transported batches are suc 
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cessively act upon and means connected to at least 
some of said U-shapcd segments for selectively adding 
materials to and withdrawing materials from said cells. 

7. Apparatus according to claim 1 in which said tube 
means has a circular interior cross section and said sep 

arator means comprises a plurality of sphericalrballs of 
a diameter substantially within the range of 0.98 to 
0.99 times the interior diameter of said tube means and 
having a density approximately the same as the density 
of said materials. 

8. Apparatus according to claim 1 in which the veloc 
ity of said materials and separator means is within the 
range of one to ten times the interior diameter of said 

tube means per second. 
9. Apparatus according to claim 1 in which said sepa 

rator means comprises a plurality of separators, said 
separators being spaced apart a distance equal to ten to 
two hundred times the interior diameter of said tube 
means. 


