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[ 5 7 ] ABSTRACT 

A heating and cooling system for motor vehicles hav 
ing a primary circuit including a pump driven by the 
engine for cooling the engine of the motor vehicle and 
a secondary circuit including a pump driven indepen 
dently of the engine for heating and cooling the pas 
senger compartment of the motor vehicle. The two 
circuits are connected by a 4-way mixing valve or a 
hydraulic bridge so that the same coolant circulates 
through both circuits, but the circulation of coolant 
through the secondary circuit is independent of engine 
rpm. The secondary circuit further includes means to 
regulate the amount of hot coolant coming from the 
engine and cold coolant coming from a cooling means 
which enters the passenger compartment air heat ex— 
changer so that the same heat exchanger can continu 
ously control the temperature of the air passing there 
through from cold to hot. 

11 Claims, 4 Drawing Figures 
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HEATING AND COOLING SYSTEM FOR MOTOR 
VEHICLES 

The present invention relates to a coolant circuit for 
heating and/or cooling work areas, more particularly 
for heating and cooling vehicles, for examples, with an 
air conditioner run by an internal combustion engine, 
with a primary coolant circuit and a secondary heat 
exchanger circuit, preferably with a thermostat in the 
primary circuit and an engine-driven pump. 
Coolant circuits, especially those using water, of the 

general type described above are known in motor vehi 
cles, in which the heater heat-exchanger is connected 
to the cooling water intake and cooling water return. 
The throughput is regulated by a valve, which valve is 
dependent on the motor speed (r.p.m.). Satisfactory 
operation is achieved, however, only if sufficient cool 
ant is supplied by the engine~driven pump under all op 
erating conditions. i 

In another known embodiment of this type of device, 
a shunt valve is provided, to which the heater heat 
exchanger is connected. In this case, the throughput 
available to the heater heat-exchanger is also depen 
dent on the engine r.p.m. To cool the work area, a cool 
ing circuit is used parallel to the heater circuit, such 
cooling circuit effecting the desired cooling by means 
of a separate heat exchanger, preferably an evaporator, 
?tted with a fan. 

It is, accordingly, an object of the present invention 
to overcome defects in the prior systems; and another 
object is to provide for improved heating and cooling. 
Another object of the present invention is to con 

struct a circuit of the general type described above in 
such a fashion that the throughput through the heater 
heat-exchanger is independent of the engine r.p.m., 
that the water admission temperature is as high as pos 
sible and simultaneously constant, and that only one 
heat exchanger is required to heat and cool the work 
area. 

This goal is achieved in accordance with the present 
invention essentially by having an additional pump in 
the secondary circuit and a multichannel mixing valve 
in the connecting lines to the primary circuit. A con 
stant throughput in the secondary circuit is ensured by 
the additional pump. 
A further solution of the problems which are the sub 

ject of the present invention involves providing an addi 
tional pump in the secondary circuit and connecting 
the primary and secondary circuits under neutral pres 
sure, preferably by a hydraulic bridge. According to a 
preferred embodiment, the additional pump is driven 
electrically, independently of the engine r.p.m. In a fur 
ther advantageous embodiment, a heat exchanger — 

. preferably the condenser of an air conditioner — is in 

corporated to cool the secondary circuit. I 
The admission temperature of the air conditioner 

heat exchanger may be controlled or regulated in an 
advantageous manner by means of a 3-way valve. The 
admission temperature of the air conditioner heat ex 
changer may be controlled advantageously by a second 
pump, the delivery rate of this pump being controlled, 
preferably by an r.p.m. pulse control. 
A second additional pump can be fitted advanta 

geously parallel to the heater heat-exchanger. 
A partially advantageous embodiment is obtained 

when a known form of hydraulic bridge is used. The 
connections of the heater circuit are preferably pro 
vided in the neutral area of the hydraulic bridge, with 
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2 
a 3-way valve in the heater heat-exchanger. In such an 
embodiment the throughput through the air 
conditioner heat exchanger is completely independent 
of the engine r.p.m. It is particularly desirable to install 
the hydraulic bridge in the radiator inlet. 

In a modified embodiment of the invention, a second 
additional pump is installed instead of the 3-way valve 
parallel to the heater heat-exchanger. 
Additional features and advantages of the invention 

will be apparent from the drawings, which show em 
bodiments in schematic form. . 

FIG. 1 is a schematic view of one embodiment of th 

invention, with a 4-way mixing valve; 
FIG! 2 is a schematic view of an embodiment with a 

hydraulic bridge, with one leg each in the radiator inlet 
and radiator return; 
FIG. 3 is a schematic view of an embodiment in 

which the hydraulic bridge is installed in the radiator 
outlet; and 
FIG. 4 is a schematic view of another embodiment 

with a second additional pump. 
Noting FIG. 1 there is seen a first embodiment circuit 

according to the invention containing a heat source, 
e.g., an internal combustion engine 1 with a primary 
cooling circuit, to which a radiator 4 is connected via 
a radiator inlet line 8 and return line 9, and a motor 
driven pump 2 in the radiator return. A thermostatic 
control 3 is included in the inlet, such thermostatic 
control operating a short-circuit or bypass line 10, de~ 
pending on the coolant temperature. 
According to the invention, a 4-way mixing valve 21 

is provided in the secondary circuit, this valve being 
connected to the radiator return 9 of the primary cir 
cuit via a line 30 and in turn being connected to the ra 
diator inlet 8 by a line 31. Two other connections 32 
and 33 run, respectively, to and from a heater heat ex 
changer ll, with an additional pump 12 in the inlet 32. 
The motor-driven pump 2 can then be operated di 
rectly in normal fashion or via additional drive mecha 
nisms by the engine 1. p 
The additional pump 12 is driven electrically, prefer 

ably in pulses. This means that heat exchanger 11 will 
receive a high throughput largely independently of the 
engine r.p.m., so that uniform temperatures will be ob 
tained over the cross section of the heat exchanger 11 
in the airstream of a suitable fan 19. 

In the embodiment according to FIG. 2, a known 
form of hydraulic bridge 14 is used instead of the 4-way 
mixing valve. Once again, two connections 31, 30 of 
the hydraulic bridge run to the radiator inlet 8 and out 
let 9, while the other two connections 23 and 23' of the 
bridge 14 are connected to the heat exchanger 11. In 
this embodiment, the throughput through the heat ex 
changer 11 is completely independent of the engine 
r.p.m. With the aid of a 3-way valve 13, an evaporator 
18 of an air-conditioner can be connected in the secon 
dary heating circuit. The air outlet temperature from 
heat exchanger 11 can be set by mixing the partial ?ow 
from line 22, behind the additional pump 12, with flow 
from line 23', connected to the primary circuit via the 
hydraulic bridge 14. 
FIG. 3. shows an embodiment in which the heating 

and cooling system is shown completely. The internal 
combustion engine 1 drives a fan motor 6 with a fan 5 
behind the radiator 4, the drive being carried out 
through a viscous coupling 7. A condenser 15 is advan~ 
tageously mounted ahead of the radiator 4, such con 
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denser being connected to an evaporator 18 via a line 
34 and a liquid container 16. On the other side, the 
condenser 15 is connected by a coolant line 35 to a 
coolant pump 17, which is likewise connected to evap 
orator 18. The coolant pump 17 may be suitably driven 
by the internal combustion engine 1. 
A fan 19 is mounted behind the heater heat 

exchanger 11, as in all previously described embodi 
ments of the invention. In contrast to the embodiment 
in FIG. 2, however, the hydraulic bridge 14 is con 
nected to the cooling water intake 8 in the embodiment 
in FIG. 3. The choice between the embodiments ac 
cording to FIG. 2 and FIG. 3 is made depending on 
structural details affecting installation. 
The embodiment according to FIG. 4 shows a modi? 

cation in which a second additional pump 20 replaced 
the 3-way valve 13. In addition, the additional pump 12 
must be driven as a junction of throughput, preferably 
with an r.p.m. pulsed control. The zero-point drift of 
the hydraulic bridge has a negligible in?uence. 
The invention is not limited to the indicated and de 

scribed embodiments which are offered illustratively, it 
it also encompasses all partial and sub-combinations of 
the described and/or shown features. It is to be under 
stood that modi?cation may be made without departing 
from the invention. 
What is claimed is: 
1. A heating and cooling system for a motor vehicle 

comprising: 
a primary circuit comprising 
an engine, 
a radiator, 
primary circuit pipe means for providing passage 
ways for coolant between said engine and said 
radiator, and ?rst pump means driven by said en 
gine for circulating coolant through said primary 
circuit pipe means; 

a secondary circuit comprising 
heat exchange means for regulating the tempera 

ture of air blowing therethrough, 
cooling means for cooling the coolant that passes 
therethrough, and 

secondary circuit pipe means for providing pas 
sageways for coolant between said heat exchange 
means and said cooling means, 

said secondary circuit pipe means comprising a 
first pipe means for carrying coolant from said 
cooling means to said heat exchange means and 
a second pipe means for carrying coolant from 
said heat exchange means to said cooling means; 

fan means for blowing air through said heat exchange 
means; 

multichannel mixing means for connecting said pri 
mary and secondary circuits, said multichannel 
mixing means comprising 
a multichannel mixing device, 
first inlet means and first outlet means for provid 

ing passageways for coolant between said device 
and said primary circuit pipe means, 

second outlet means for providing a passageway for 
coolant from said device to said ?rst pipe means 
of said secondary circuit pipe means, and 

second inlet means for providing a passageway for 
coolant from said second pipe means of said sec 
ondary circuit pipe means to said device; and 
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4 
second pump means driven independently of said en 

gine for circulating coolant through said heat ex 
change means. 

2. A system in accordance with claim 1 wherein said 
multichannel mixing device is a multichannel mixing 
valve. 

3. A system in accordance with claim 1 wherein said 
secondary circuit further includes regulating means, 
connected to said secondary circuit pipe means, for 
regulating the ratio of coolant from said cooling means 
to that from said multichannel mixing means which en 
ters said heat exchange means. 

4. A system in accordance with claim 3 wherein said 
regulating means comprises a three-way valve con 
nected to said ?rst pipe means of said secondary circuit 
at the point where said second outlet means of said 
multichannel mixing means connects thereto. 

5. A system in accordance with claim 3 wherein said 
regulating means comprises a third pump means for cir 
culating coolant through said cooling means wherein 
said second pump means is connected to said second 
outlet means of said multi-channel mixing means and 
said third pump means is connected to said ?rst pipe 
means of said secondary circuit upstream of the point 
where said second outlet means of said multichannel 
mixing means connects thereto or to said second pipe 
means of said secondary circuit downstream of the 
point where said second inlet means of said multichan 
nel mixing means connects thereto. 

6. A system in accordance with claim 5 wherein said 
third pump means is driven independently of said en 
gine. 

7. A system in accordance with claim 1 wherein said 
multichannel mixing device is a hydraulic bridge. 

8. A system in accordance with claim 7 wherein said 
primary circuit pipe means comprises a first conduit 
means for carrying coolant from said engine to said ra 
diator and a second conduit means for carrying coolant 
from said radiator to said engine, and further wherein 
said ?rst inlet means of said multi-channel mixing 
means connects to said primary circuit pipe means at 
said ?rst conduit means and said ?rst outlet means con 
nects to said primary circuit pipe means at said ?rst 
conduit means downstream of the point where said ?rst 
inlet means connects thereto. 

9. A system in accordance with claim 7 wherein the 
connections of said second outlet and inlet means of 
said multichannel mixing device to said hydraulic 
bridge are in the neutral area of said hydraulic bridge. 

10. A system in accordance with claim 1 wherein said 
primary circuit pipe means comprises a ?rst conduit 
means for carrying coolant from said engine to said ra 
diator and a second conduit means for carrying coolant 
from said radiator to said engine, and further wherein 
said ?rst inlet means of said multi-channel mixing 
means connects to said primary circuit pipe means at 
said ?rst conduit means and said ?rst outlet means con 
nects to said primary circuit pipe means at said second 
conduit means. 

11. A system in accordance with claim 1 wherein said 
primary circuit pipe means comprises a ?rst conduit 
means for carrying coolant from said engine to said ra 
diator and a second conduit means for carrying coolant 
from said radiator to said engine, and wherein said pri 
mary circuit further includes by-pass means connected 
to said ?rst and said second conduit means for causing 
said coolant to by-pass said radiator when activated 
and thermostat means connected to said ?rst conduit 
means and said by-pass means for activating said by 
pass means at predetermined times. 

It * * * ll! 
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