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LAMPHOLDER 
This is 'a continuation, of application Ser. No. 44,449 

?led June 8, 1970. ‘ 

‘ This invention relates to a holder for an electrical 
lamp of the kind comprising a glass base formed inte 
grally with the glass envelope, ‘the base being of rectan 
gular shape in cross-section having contacts located on 
oppositely disposed faces. Such a lamp is commonly 
known as a capless or wedge base type lamp and is 
hereinafter designated by the expression “a lamp of the 
kind referred to”. 
The present invention provides a holder formed of 

resilient or semi-resilient plastics for a lamp of the kind 
referred to, wherein a portion of the holder is shaped 
to de?ne a ?rst recess for accommodating the glass en 
velope of a lamp and another portion is shaped to de 
?ne a second recess for accommodating the lamp base, 
both said recesses opening on to the same side of the 
holder to enable the lamp to be inserted by a lateral 
movement to dispose the glass envelope in the first re 
cess and the lamp base in the second recess with the 
contacts on the lamp base engaging contacts mounted 
in said second recess, a resilient arm being associated 
with the first recess for resiliently gripping the glass en 
velope of the lamp when the latter is assembled with 
the holder. 
To enable the invention to be fully understood, it will 

now be described, by way of example, with reference 
to the accompanying drawings in which: 
FIG. 1 is a side elevation of the lampholder according 

to one embodiment of the invention with a wedge base 
lamp assembled therein; 
FIG. 2 is a plan view of the holder illustrated in FIG. 

1; 
FIG. 3'is an under plan view; 
FIG. 4 is an end view taken from the right of FIG. 1; 
FIG. 5 is an end view taken from the left of FIG. 1; 

and ' 

FIGS. 6 to 8 illustrate the steps in inserting the holder 
into an instrument housing or other support. 
An example of a capless or wedge base type lamp is 

illustrated in the drawings from which it will be noted 
that the lamp includes a substantially cylindrical glass 
envelope a and an integral base b of rectangular shape 
in cross-section, contacts connected with the ?laments 
in the envelope a being in the form of wires c extending 
along opposite side faces of the base b. 
As shown, the lampholder is a one-piece moulding of 

resilient or semi-resilient synthetic plastics comprising 
a substantially flat plate-like base 1 and a side wall 2 ex 
tending at right angles thereto. The base has an integral 
end portion 3 in which the base b of the lamp is adapted 
to be received. 
The side wall 2 is formed with an integral rib 4 

formed with an arcuate recess 5 corresponding to the 
curvature of the glass envelope of the lamp to be asss 
embled in the holder. A second arm 6 depends from the 
base 1 in substantially parallel spaced relation to the rib 
4 and is also formed with an arcuate shaped recess 7 
corresponding to the curvature of the glass envelope of 
the lamp. The arm 6 is resilient and is adapted to en 
gage the glass envelope of the lamp. The end portion 
3 of the holder is bifurcated and includes two laterally 
spaced parts de?ning a central recess or slot 8, 9, each 
part 8, 9, being formed with a slot in which is located 
a resilient contact 10, 11, respectively. 
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2 
The holder accordingly provides a ?rst recess de?ned 

by the base 1, wall 2 and arm 6, and a second recess or 
slot 12 de?ned by the parts 8, 9, of the end portion 3. 
Both these recesses open on to the same side of the 
holder so that the lamp is capable of insertion by a lat 
eral movement so that the glass envelope is disposed in 
the ?rst recess wherein it will be resiliently gripped be 
tween the arms 4 and 6 and the base of the lamp will 
be disposed in the recess 12 in the end portions wherein 
portions of the contacts 10 and 11 which extend into 
the lamp base receiving slot will engage the wire 
contacts c on the lamp base. When the lamp is thus in‘ 
serted, the opposed portions of the glass envelope will 
be received in the arcuate shaped recesses 5 and 7 of 
the arms 4 and 6 and the envelope will be resiliently 
supported. ' 

To enable the holder to be assembled in an opening 
in an instrument housing or like support, each of the 
parts 8 and 9 of the end portion of the body is formed 
with a hook shaped portion 13 and the outer end of the 
base 1 is formed with a projection in the form of a hol 
low boss 14. 
The method of assembly into an instrument housing 

is illustrated in FIGS. 6 to 8, whereinthe housing is 
shown as comprising wall portions 15 and 16 de?ning 
an opening 17. The housing also includes an inwardly 
extending lug 18 on which a ?exible electrical conduc 
tor or circuit element 19 is positioned. 
The ?rst step in assembly is illustrated in FIG. 6 and 

comprises inserting the holder with the assembled lamp 
into the opening 17 at a slight angle, the holder then 
being moved inwardly of the opening 17 until the hooks ' 
13 snap over the end of the lug 18 as clearly shown in 
FIG. 7. 
The holder is then tilted to enter the opposite end of 

the body into the opening during which operation the 
hollow boss 14 engages and snaps past the edge of the 
adjacent wall 15 of the housing and is ?nally nested in 
the recess 20. 

It will be noted that when the holderis assembled in 
the instrument housing, the curled end _10a, 11a, of the 
contacts 10, 11, which extend outwardly of the open 
end of the slot resiliently .engages the flexible conduc 
tor or circuit element 19. 

If desired, instead of providing arms 4 and 6 integral 
with the body of the holder, a separately formed clip, 
for example, made of metal could be provided and 
mounted in the said second recess. 
Such a clip would includea portion overlying the 

inner face of the wall portion 2 and a resilient arm dis‘ 
posed in opposed relation and in approximately the po 
sition of the arm 6 illustrated in the drawings. When the 
lamp is in assembly, opposed portions of the glass enve 
lope will be engaged by the said portion and arm of the 
clip. This separately formed clip would be used where 
there was a danger that the heat generated by the lamp 
when switched on might tend to cause the plastics ma 
terial to soften or melt. 

I claim: 
1. An assembly comprising a resilient plastic lamp 

holder and a wedge base lamp, said lamp having a ?la 
ment encasing envelope, a rectangularly shaped base 
and leads connected to the ?lament disposed on oppo 
site side faces of said base, said holder including a base, 
a side wall extending from one edge of said base, said 
side wall having a rib disposed thereon, an arm extend 
ing from another edge of said base, said arm being dis 
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posed opposite said rib, and a bifurcated end portion 
joined to said base and providing laterally spaced parts 
defining a lamp base receiving slot, each of said spaced 
parts having a slot formed therein and each of said last 
mentioned slots having a resilient contact disposed 
therein, said lamp envelope being disposed in said 
holder and releasably gripped by said rib and said resil 

5 

ient arm and said lamp base being disposed in said slot ’ 
de?ned by said parts of said bifurcated end portion 
such that each of said contacts is in engagement with 
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4 
one of said filament leads. . 

2. An assembly according to claim 1 wherein the op 
posed facing surfaces of said rib and said resilient arm 
are concave to provide cooperating recesses in which 
said envelope is releasably seated. 

3. An assembly according to claim 1 wherein said 
holder includes integral fastening means for releasably 
seating said holder in an opening in a support for said 
assembly. 

* * * * * 
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