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[57] ABSTRACT 

There is provided an improved wall construction in 
cluding a vertical mullion and a horizontal member. A 
glazing pocket is provided in the side face of the verti 
cal mullion and a glazing pocket is provided in the 
upper surface of the horizontal mullion. A moisture 
de?ector is provided on the horizontal mullion pro 
truding into the glazing pocket of the vertical mullion 
directing moisture from the glazing pocket of the hori 
zontal mullion into the glazing pocket of the vertical 
mullion so that moisture which enters the glazing 
pocket in the horizontal mullion may be directed 
downwardly through the glazing pocket of the vertical 
mullion and thereafter outside of the building. 

3 Claims, 13 Drawing Figures 









3182,06 PATENTED JAN 1 I974 

SHEET *& 0F 4 

N 

‘ 5. EUGENE HUBBARD/1N0 
Lama/c5 F ?/sawcz 
6% 
WWW Wyw 

Arron/E75. 



3,782,064 
1 

MOISTURE DEFLECTOR FOR A WALL SYSTEM 

This application is a Division of our copending appli 
cation Ser. No. 41,951 ?led June 1, 1970 now gone 
abandoned. ‘ 

The present invention relates to a new and improved 
wall construction, and particular, to a new and im 
proved exterior wall construction for building fronts 
and the like. . 

Heretofore, building fronts formed of large glass or 
other panels and supported in a framework of vertical 
and horizontal mullions ?t in distinctly different classes 
of frame erection. One well known system of frame 
erection is that known as a shear block system made up 
of vertical mullions which may be tubular in cross sec 
tion, to which are secured externally applied shear 
blocks. The horizontal members in turn are fastened to 
the shear blocks. 
Another method of frame assembly is the screw 

spline system wherein joints are made economically by 
driving screws into the continuous extruded screw 
splines formed integrally with the extruded members. 
Such a system generally employs open vertical shapes 
rather than tubes and eliminates the cost of the shear 
blocks. 
Both of the above described methods of frame erec 

tion, while possessing certain advantages, also possess 
certain disadvantages. Accordingly, it would be desir 
able to provide a dimensional-coordinated program of 
extruded framing members designed to replace and ex 
tend the capabilities of the existing framing systems. 
Such a framing program should contain members that 
duplicate in appearance, performance, and erection 
characteristics that of the existing framing systems. 
These systems, related to one another by dimensional 
compatibility and by a large degree of component in 
terchangeability, should be readily combined with one 
another. Thus, the architect may use whatever method 
of assembly best suits any particular building project, 
and to change from one method to the other within a 
single project. Heretofore such change has not been 
possible. Moreover, each manufacturer in general has 
offered only one erection option. There has been no 
consistency of dimensions between the various prod 
ucts on the market, and even if there‘ were, it would be 
difficult for an installer to discover and make use of it. 
Accordingly, one object of the present invention is to 
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provide a new and improved wall construction which ' 
combines the structural efficiency of the tube frame 
system with the economical erection characteristics of 
other systems. 
Another object of the present invention is the provi 

sion of a new and improved wall construction. 
Yet another object of the present invention is the 

provision of a new and improved method of erecting _ 
wall framing. ‘ 

Further objects and advantages of the present inven 
tion will become apparent as the following description 
proceeds and the features of novelty which character 
ize the invention will be pointed out with particularity 
in the claims annexed to and forming a part of this 
speci?cation. 

In accordance with these and other objects of the 
present invention, there is provided an improved wall 
construction including a vertical mullion and a horizon 
tal member or mullion joined to the vertical mullion. 
The vertical mullion is ?rst prepared for the attach 

50 

55 

65 

2 
ment of the horizontal member by providing one or 
more holes for receiving-suitable shear pins. In accor 
dance with the present invention, the horizontal mem 
ber is formed with integrally attached screw splines, 
and the horizontal mullion is prepared by the insertion 
of shear pins into the ends of the screw splines. The 
shear pins in accordance with the present invention are 
readily installed into the horizontal members by simply 
pushing them into the screw splines in the horizontal 
member and giving them a quarter turn. The spiral of 
the threads draws the shear pins tight against the ends 
of the horizontal. The horizontal mullion is then in~ 
stalled on the vertical by inserting the heads of the 
shear pins into the holes previously formed in the verti 
cal mullion, and then tapping the horizontal member 
downwardly until the shear pins bottom in the holes. 
The heads of the shear pins are shaped so as both to 
give ?rm bearing and to wedge the horizontal members 
tightly against the vertical mullions. Clearance required 
to ?t the horizontal member with its attached shear pin 
between the .vertical mullions may generally be pro 
vided by springing- the vertical mullion sideways. 

In accordance with another feature of the present in 
vention, there is provided a new and improved shear 
pin of the thread-cutting type. The shear pin includes 
a threaded shank portion having segmented thread sec 
tions along opposed sides, having the thread sections 
removed along normal sides thereto to provide op 
posed ?attened side surfaces. The head of the fastener 
or shear pin includes an arcuate inner bearing section 
eccentric with the shank, and further includes a seating 
surface facing toward the shank and tapering outwardly 
from the shank. The shank may be inserted into a screw 
spline having opposed noncircular side walls, and will 
be fully engaged with a quarter turn. Because of the ec 
centricity of the bearing surface relative to the shank, 
the shear pin is self-stabilizing under load and will not 
rotate to loosen or unlock after installation. 
For a better understanding of the vpresent invention, 

reference may be had to the accompanying drawings 
wherein: ' 

FIG. 1 is an elevational view of a store front or wall 
construction according to the present invention; 
FIG. 2 is a vertical cross sectional view of the wall of 

FIG. 1, taken along line 2-—2 of FIG. 1; 
FIG. 3 is a horizontal cross sectional view of the wall 

of FIG. 1, taken along line 3-3 of FIG. 1; 
FIG. 4 is a sectional detailed view of the wall of FIG. 

1, taken along line 4-4 of FIG. 2; 
FIG. 5 is a fragmentary detailed view of a section of 

the wall of FIG. 1, taken along line 5-5 of FIG. 2; 
FIG. 6 is an exploded isometric view of a typical sec 

tion of the wall of FIG. 1; 
FIG. 7 is a horizontal cross sectional view of the wall 

of FIG. 1, taken along line 7-—7 of FIG. 2; 
FIG. 8 is a fragmentary cross sectional view illustrat 

ing water de?ectors in the wall of FIG. 1, taken along 
line 8-8 of FIG. 7; 
FIG. 9 is an exploded end view of a horizontal mem 

ber assembly according to the present invention; 
FIG. 10 is a cross sectional detailed view illustrating 

a shear pin, and taken along line 10- of FIG. 7; 
FIG. 11 is a perspective view of a typical shear pin ac 

cording to the present invention; and 
FIGS. 12 and 13 are fragmentary end views through 

a screw spline illustrating the action of the shear pin 
upon insertion and securement therein. 
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Referring now to the drawings, and particularly to 
FIG. 1, there is illustrated a typical wall construction 
formed of a plurality of spaced vertical mullions l1, 12, 
13, and 14, a base assembly 15, a threshold 16, a plural 
ity of intermediate horizontal members 17, 18, and 19, 
and a head assembly 20. As illustrated, the vertical 
mullions 11, 12, 13, and 14 are through, and the hori 
zontal members 17, 18, and 19 extend therebetween. 
The interconnecting members form a plurality of open 
ings including a door opening 22, and additional open 
ings of frames for supporting suitable panels such as 
glass panels 23, 24, 25, 26, and 27. 

Referring to FIGS. 2, 3, and 6, a typical vertical mul 
lion 12 may be of tubular form having opposed small 
and large glass pockets 30 and 31 for receiving the 
edges of glass or other panels. 
The vertical mullions are supported at the bottom 

from the base assembly 15 which, in the illustrated em 
bodiment, includes a sill 33, a gutter 34 snapped 
thereto, and a face or glass stop 35. The sill 33 serves 
as the base ?ashing for the system and is punched with 
openings 36, FIG. 2, at suitable intervals for the drain 
age of in?ltrated water. In installation the sill 33 is laid 
continuously and caulked to the building slab 38. The 
vertical mullions rest on surfaces 33a, 33b, FIGS. 2 and 
6. The gutter 34 is cut to ?t between the vertical mul 
lions and then snapped into place, and, when in place, 
serves to prevent the mullions from moving lengthwise 
of the sill. The face or glass stop 35 is also cut to ?t be 
tween the vertical mullions and is, of course, installed 
after glazing. It is retained between suitable detents. 
The vertical mullion is prevented from moving in or out 
with respect to the sill by a clip or shoe 40 resting on 
the bottom wall of the sill 33 and having upstanding leg 
portions 40a, 40b closely ?tting outside of the glass 
pockets 30 and 31. 
The head assembly 20 used with the present system 

includes a receptor 42 and a ?ller 43 snapped together 
therewith. As best illustrated in FIG. 2, the receptor 42 
is dimensioned to be a close ?t around the outside of 
the vertical mullion 12. The ?ller 43 has the same face 
dimension as the receptor opening and is provided with 
a typical glazing pocket 44. The ?ller 43 is a snap ?t 
into the receptor opening and is held in place by the in 
ter?tting portions along its edges. It is prevented from 
falling through into the receptor by the leg 43a. In in 
stallation the receptor is secured continuously to the 
soffit 46 of the building. The vertical mullions are cut 
to extend approximately an inch inside the receptor. 
The ?llers are cut to ?t between the vertical mullions 
and are snapped into place as the mullions are installed. 
The mullions are prevented from moving in or out with 
respect to the receptor by interference with the recep 
tor itself; in addition, an upper setting chair or clip 47 
is inserted into suitable inter?tting parts of the receptor 
42 and is provided with downwardly extending legs 
47a, 47b ?tting around the outside surface of the glass 
pockets 30 and 31 of the vertical mullion to permit di 
mensional tolerances and to accommodate vertical ex 
pansion and contraction of the mullion. 

In accordance with the present invention, there is 
provided an improved arrangement for joining the hori 
zontal members or mullions to the vertical mullions. 
The horizontal members, such as member 18, is formed 
of two pieces including a tubular section 50 and a face 
or glass stop 51 which snaps to the tubular section 50 
in interlocking position forming a glass pocket 52. It is 
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4 
appreciated that the glass stop 51 is assembled after the 
glazing panel is in place. The tubular section 50 may 
suitable be formed of extruded material, such as alumi 
num, and has fonned therewith one or more screw 
splines 55 extruded integrally therewith. Each of the 
screw splines 55 is of general U-shape in cross section 
and includes a bight portion 56, FIGS. 12 and 13, and 
side leg portions 57, 58 de?ning opposed side walls 
forming a screw receiving channel 60. The screw re 
ceiving channel is noncircular in cross section; how 
ever, in the illustrated embodiment the inner opposed 
side walls are formed with longitudinal, concentric, ar 
cuate confronting recesses adapted for receiving a self 
threading screw pin. An extruded neck portion 62 inte~ 
grally joins the screw spline 55 to a wall portion of the 
tubular section 50. 

In accordance with another aspect of the present in 
vention, there is provided an improved screw shear pin 
65 best illustrated in FIGS. ll, 12, and 13. As therein 
illustrated, the shear pin 65 includes a threaded shank 
portion 66 having segmented thread sections 67 along 
opposed sides, with the thread sections removed along 
sides normal thereto to provide parallel ?attened sides 
68. Accordingly, a plurality of self-tapping cutting 
edges are formed of the leading edge of each of the seg 
mented thread sections at the ?attened sides 68 
thereof. Each shear pin 65 additionally includes a head 
portion 69 having a pair of opposed arcuate inner bear 
ing sections 70 for seating on the side wall of a vertical 
mullion and eccentrically formed with respect to the 
shank portion. The head portion additionally includes 
an enlarged head 71 having a seating surface 72 facing 
toward the shank portion and tapering outwardly from 
the shank thereof, best illustrated in FIG. 10. 
The shear pin 65 may be readily assembled in a screw 

spline 55 by the mere insertion of the shear pin with the 
flattened sides 68 thereof parallel to the side leg por 
tions 57 and 58 of the screw splines, as illustrated in 
FIG. 12, and given a quarter turn to the position illus 
trated in FIG. 13. The lead of the threads 67 will draw 
the shear pin 65 up tight against the end of the horizon 
tal member. 
To provide for the assembly of the horizontal mem 

ber with the vertical mullions, the vertical mullions are 
?rst prepared for the attachment of the horizontal by 
drilling suitable holes 73 for receiving the head 71 of 
the shear pin 65. The holes 73 are suf?ciently large to 
permit insertion of the head 71, and desirably have the 
same radius as the radius of the arcuate bearing section 
70 thereby to provide a good bearing surface after as 
sembly. The horizontal member is installed on the ver 
tical by inserting the heads 71 of the shear pins 65 into 
the holes 73 and then tapping the horizontal members 
downwardly until the shear pins 65 bottom in the holes. 
Thus, the shear pins give ?rm bearing, and additionally 
the tapered seating surface 72 is effective to wedge the 
horizontal tightly against the vertical. 
To prevent water from ?owing along the inner sur 

face of the horizontal members, and to direct any water 
which may have in?ltrated into the vertical glazing 
channels 30 and 31, wherein they may be directed out 
of the building through the weep holes 36, there are 
provided suitable water de?ectors 75. As best shown in 
FIGS. 8 and 9, the water de?ector 75 has a general U 
shaped portion formed of spring material terminating 
in a downwardly extended water deflector portion 750, 
and proportioned to snap ?t between the bight portion 
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of a glazing channel 18a and downwardly projecting 
ribs 18b, FIG. 9. Thus, the water de?ector 75 may 
readily be snapped into the end of the horizontal mem 
bers prior to their assembly with the verticals. Suitable 
caulking may be provided between the water de?ector 
75 and the horizontal member 18. 

It will be seen that the shear pin system herein de 
scribed in detail combines the structural efficiency of 
the tube frame systems with the speed of erection of 
other systems. Moreover, the shear pin system is read 
ily interchangeable with the shear block system and the 
screw spline systems previously described. The shear 
pin system advantageously uses continuous base and 
head connector members, between which the vertical 
mullions are installed, one at a time. Moreover, neither 
the base nor the head receptor requires special fabrica 
tion to accept the mullions. 
Although the present invention has been described 

by reference to only a single embodiment thereof, it 
will be apparent that numerous other modifications and 
embodiments will be devised by those skilled in the art 
which will fall within the true spirit and scope of the 
present invention. 
What is claimed as new and desired to be secured by 

Letters Patent of the United States is: 
1. A wall construction including a vertical mullion 

having a glazing pocket in its side face, and a horizontal 
mullion means including means de?ning a glazing 
pocket in its upper surface, aligned with the first men 
tioned glazing pocket, the glazing pocket of said verti 
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6 
cal mullion extending uninterruptedly past the horizon 
tal mullion, said horizontal mullion having one end butt 
?tted against said side face of said vertical mullion, and 
a moisture deflector secured to said one end of said 
horizontal mullion and including a tongue portion ex 
tending beyond the end of the horizontal mullion pro 
truding downwardly into said ?rst mentioned glazing 
pocket between the side walls thereof directing mois 
ture from the second mentioned glazing pocket into 
said ?rst mentioned glazing pocket. 

2. A wall construction as set forth in claim 1 wherein 
said horizontal mullion means includes a tubular con 
struction section, said second mentioned glazing 
pocket being formed at least in part by an upper sur 
face of a wall of said tubular construction section, and 
rib means integrally formed with and projecting down 
Wardly from said wall into said tubular construction 
section, said moisture de?ector, being positioned be 
tween said rib means. 

3. A wall construction as set forth in claim 2 wherein 
said tubular construction section includes a down 
wardly opening third glazing pocket opposed to the 
second mentioned pocket, the bottom walls of said sec 
ond and third glazing pockets being spaced apart with 
said rib means extending between said spaced apart 
bottom walls, said moisture de?ector including a gener 
ally U-shaped portion of resilient material positioned 
by said ribs and held between the opposed glazing 
pockets. 

* * * * * 


