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,[ 5 7] ABSTRACT 

The innovation relates to a night-light which com 
Iprises a cap having two contact pins with which the 
night-light can be inserted in wall socket. A glow dis 
charge lamp is present on the cap and is covered by a 
curved tube of an opaque material adjoining the edge 
of the cap. The front of the tube is closed by a light 
pervious window. ' 

2 Claims, 1 Drawing Figure 
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NIGHT-LIGHT . 

The innovation relates to a night-light comprising an 
electric glow-discharge lamp which is secured to a cap 
manufactured from an insulating material and compris 
ing two contact pins, the glow-dischange lamp being 
arranged in an envelope joining the cap, at least the 
part of the envelope most remote from the cap being 
translucent. 

Such_night-lights are known and are used mainly in 
stair-wells and children’s bedrooms where they serve as 
a point of orientation and/or serve to distinguish the 
contours of objects present near the night~light. Such 
a night-light can be provided directly on a wall socket. 

The drawback of the known night-light when used in 
a bedroom, however, is that the light is often experi 
enced to be annoying because the illuminated part of 
the envelope of the night-light is directly observable. 
The night-light according to the innovation is charac‘ 

terized in that the part of the envelope extending be 
tween the translucent part of the envelope and the cap 
is a curved tube of an opaque material, the angle be 
tween the plane comprising the translucent part and 
the direction of the contact pins being smaller than 70°. 
In a bedroom, for example, a small quantity of light 
can be caused to shine on the flooe without the illumi 
nated part itself being observable. 
A favourable embodiment of the night-light accord 

ing to the innovation is characterized in that the tube 
is secured to the cap so as to be rotatable. As a result 
of this the night-light may also be used in a bedroom in 
which a wall socket is located in an unfavourable loca 
tion relative to the bed because the illuminated part of 
the envelope can be blanked out by rotation. 
The innovation will be described in greater detail 

with reference to the drawing which shows partly as a 
cross-sectional view an embodiment of the night-light. 
The night-light comprises an electric glow-discharge 
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2 
lamp which is secured to a cap 2. Said cap 2 with its 
contact pins 3 and a plate-shaped part4, as well as the 
glow discharge lamp 1 have a shape conventionally 
used in the known night-lights. The plate-shaped part 
4 comprises an upright cylindrical edge 5 in which a 
groove 6 is recessed. Said groove 6 constitutes a snap 
fastener with an edge 8 occurring on the tube 7. Said 
tube 7 is of an opaque material, preferably a synthetic 
resin and has a bend near its center. The front of the 
tube is closed by a window 9 which also snaps into en 
gagement with the tube. The window is manufactured 
from a translucent synthetic material and may have 
such a pri?led surface that a light-diffusing action is 
obtained. In this embodiment the tube 7 with the win 
dow 9 is rotatable relative to the cap 2. The edge 8 ro 
tates in the groove 6. 
The glow-discharge lamp may be a neon lamp emit 

ting red light as well as a lamp emitting a green light 
and containing a gas and mercury and of which the wall 
of the envelope is covered with a ?uoresent layer. 
What is claimed is: 
1. A night-light comprising an electric glow 

discharge lamp which is secured to a cap manufactured 
from an insulating material and including two contact 
pins for connection to an electrical power source, the 
glow-discharge lamp being arranged in a closed enve 
lope joining the cap, a part of the envelope most re 
mote from the cap being translucent, and the remaining 
part of the envelope extending between said translu 
cent part of the- envelope and the cap being a curved 
tube of an opaque material, the angle between the 
plane comprising the translucent part and the plane 
passing through the contact pins being smaller than 
70°. 

2. A night-light as claimed in claim 1 wherein the 
tube is secured to the cap so as to be rotatable. 
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