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[57] :ABSTRACT 

A sanitary mitten having the thumb stall and ?nger 
stall Connected at the endto form a large hanging 
loop, the web between the thumb stall and the ?nger ’ 
stall being reinforced to cause the sanitary mitten to 
hang‘with the lower margin open. The lower margin 
may additionally be cuffed to further bias the mitten 
toward the open position. 

10 Claims, 6 Drawing Figures 

/@ /4 V4 7, 

ii a; ii //2, 
l , ‘ 1 

%€‘{ 22 $ 
26 § 7 

a,’ 23. is %//5 
~66 ' i .1l 4;“ 

l ' a ; 

g 
7 

Q 20 





l 
DISPOSABLE SANITARY MITTEN 

BACKGROUND OF THE INVENTION 

Known sanitary hand coverings are usually so expen 
sive that they must be washed and reused, which is an 
expensive and frequently unsatisfactory procedure. 
Also, they are substantially always in the form of gloves 
which are expensive to manufacture and require a good 
deal of manipulation to put on. Such manipulation can 
itself be a source of infection since it is necessary to 
touch the outside surface. Frequently the assistance of 
a second person is required. At the same time, there is 
a need for a sanitary hand covering which is not only 
cheap enough for the general public to use, yet safe 
enough ‘for use in hospitals both by personnel and by 
patients and which is convenient to remove, and reuse 
without any assistance whatever in putting the sanitary 
cover on the hand, either from other persons or from 
the other hand, in order to avoid contamination of the 
person by a surface which has touched other surfaces 
which are contaminated. 

SUMMARY OF THE INVENTION 

My invention consists ‘of a sanitary mitten in which 
the thumb stall and the finger stall are joined at the very 
tip, to create an opening between the thumb and the 
fingers which may be used for hanging and reapplying 
the mitten. The opening is completely sealed from the 
interior of the mitten and therefore does‘not create a 
sanitary problem and is sufficiently large so that a door 
knob or the like may be used as a temporary storage 
place. The sanitary mittens of my invention are also 
provided with a reinforcement at the web between the 
thumband the fore?nger. This stiffened area extends 
for about an inch on both sides of the seam. It holds the 
sides'of the sanitary mitten apart. An optional feature 
is a cuff at the wrist of the sanitary mitten which further 
holds open the sides of the mitten. In its preferred form 
the mitten is made from plastic ?lm and may be gener 
ally rectangular in shape. The hole between the thumb 
and index finger is heat sealed completely around its 
margin and may be circular or non-circular. It prefera 
bly occupies most of the area between a thumb stall ex 
tending at a fairly sharp angle from the rest of the sani 
tary mitten, and the ?nger stall which is generally 
aligned with the wrist portion, in order for the hole to 
be large enough to encircle an object of substantial size 
such as a door knob. An optional feature is the. provi 
sion of ‘small evaporation holes in surfaces of the sani 
tary mitten which are not used for grasping to permit 
evaporation and escape of heat from the hands in the 
event that mittens are used for prolonged periods. 

DESCRIPTION OF THE ‘DRAWINGS 
FIG. 1 is a plan view of one illustrative sanitary mit 

ten of this invention. 
FIG. 2 is a perspective view showing the sanitary mit 

ten of FIG. 1 on a hand. 
FIG. 3 is a perspective view showing the sanitary mit~ 

ten of FIG. I hung on a doorknob. 
FIG. 4 is a longitudinal sectional view taken on the 

line 4~4 of FIG. 1. 
FIG. 5 is a plan view of a second embodiment of the 

invention. ‘ 

FIG. 6 is an end view taken on the line 6-6 of FIG. 
5. 
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DETAILED DESCRIPTION‘ OF THE INVENTION 

Although the following’ description is detailed and 
exact to fully disclose the embodiment of my invention 
which I now regard as the best mode of practicing the 
invention, this description is intended as illustration 
rather than as limitation, the scope of my invention 
being de?ned in the claims. FIGS. 1 and 4 show one il 
lustrative embodiment of the invention in which a sani 
tary mitten 10 is made from two layers 12 and 13 of a 
suitable ?exible plastic ?lm material, the two layers 12 
and 13 being joined together at the top edge 14 and at 
the side edges 16 and 18 but being separate at the bot 
tom edge 20. An opening 22 is formed in both layers 
112 and 13 of the plastic ?lm in such position as to de 
?ne a thumb stall 26 for the mitten 10. The entire pe 
riphery of the opening 22 is heat sealed at 23 to prevent 
contamination of the inside of mitten 10. The opening 
22 is large enough to allow the mitten 10 to be hung 
from a doorknob 28, as shown in FIG. 3, and is posi 
tioned to permit entry of a hand, as shown in FIG. 2, 
with the thumb and ?ngers inserted in the appropriate 
stalls 24 and 26 respectively. ‘ 
The bottom of the opening 22 is reinforced at 30 by 

heavier, stiffer, plastic material which tends to spread 
the two layers 12 and 13 of the mitten l0 apart at the 
bottom end 20 as shown in FIGS. 3 and 4 so that the 
vhand can be inserted into the bottom end 20 of the mit 
ten 10 when it is hanging from a doorknob 28 or the 
like without touching the outside of'the mitten with the 
other hand. This is an important feature of the inven 
tion because it allows the sanitary mittens to be put on 
quickly and easily without contaminating the hands, by 
touching the outside of the mittens. 

In use, it is contemplated that the sanitary mittens of 
this ‘invention would normally be hung up near the 
place where they are to be used, eg. on the knob of the 
bathroom door in a hospital room. The patient would 
slip the mittens on before entering the bathroom and 
use the mittens for opening the door and turning on the 
light, thereby avoiding contamination from touching 
the doorknob and light switch, which have been han 
dled by former patients and by [hospital personnel. 
While in the bathroom, the mittens could be stored on 
the inside doorknob until the hands are washed, and 
then be slipped on again before leaving. The mittens 
could also be removed at other times when they are not 
needed and left hanging open for the next use by the 
same person. . 

In other applications, e.g. in a bakery, the mittens 
could be stored on a suitable hook or peg near the 
baked goods and be put on before handling the baked 
goods. The mittens would then be removed before han 
dling the customer’s change. In many applications of 
the invention, the mittens are repeatedly put on and are 
then hung up, so it is important for the bottom end of 
the mittens to be biased partially open when they are 
hung up so that the mittens may be quickly and easily 
slipped on without touching their outside surface. 
The bottom of the mitten may also be biased open by 

means of a resilient cuff, or by a partial cuff. FIGS. 5 
and 6 show a second embodiment of the invention 32 
which is reinforced by stiffening ribs 34 at the side cor 
ners of the bottom edge 36 of the mitten. Ribs 34 are 
heavier plastic portions which form a partial cuff and 
tend to hold the bottom end 36 of mitten 32 open when 
it is hung up. This embodiment has an opening 38 
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which is heat ‘sealed at 40 and is reinforced at 42 by 
heavier plastic material which tends to help spread the 
bottom end 36 open. The opening 38 is positioned to 
divide the mitten into a thumb stall 44 and a ?nger stall 
46. In this embodiment, the reinforced portion 42 is ex 
tended upwardly at 48 along the thumb stall 44 so as 
to tend to hold the thumb stall 44 open. This is not an 
essential feature of the invention, but it is helpful since 
it allows the thumb to slip in more easily. This embodi 
ment is also reinforced at 50 and 52 by heavier plastic 
material which tends to spread the sides of the mitten 
and thus makes it easier to slip the thumb and ?ngers 
into their corresponding stalls 44 and 46. The rein 
forcements or stiffeners at 50 and 52 also help to keep 
the lower end 36 of the mitten in the open condition, 
and greatly stiffen the mitten against lateral flopping 
which would prevent easy hanging and removal or in 
sertion of the hand. 
The plastic material used for the mittens l0 and 32 

is preferably water impervious and therefore it may be 
desirable to'form ventilation holes in the back side of 
the mitten such as indicated at 54 in FIG. 2. The sur— 
face with which articles are touched is unperforated. 
The holes are not an essential feature of the invention, 
but are helpful in hot weather or when the mittens are 
used for prolonged periods. 

In both of the above described embodiments, the 
space between the thumb stall and the ?nger stall is 
closed at its outer end by a strip of material which joins 
the outer end of the thumb stall to the outer end of the 
finger stall. This strip is shown at 25 in FIG. 1 and at 
45 in FIG. 5. The strips 25 and 45 are important be 
cause they provide the supporting means by which the 
mitten may be hung from a doorknob or from a similar 
support. 

In the manufacture of the above described embodi 
ments of the invention, the side margins may be joined 
together by being heat sealed or cemented together or 
by being part of the same sheet of material. For exam 
ple, in the embodiment of FIG. 1, the two layers 12 and 
13 may be integrally joined at margin 14 and heat 
sealed at margins 16 and 18. Alternately, the layers 12 
and 13 could be integrally joined at margins 16 and 18 
and heat sealed at margin 14, or may be heat sealed at 
all three margins l4, l6 and 18. Any method of sealing 
which is convenient and effective may be employed in 
connection with this invention. The reinforcing mate 
rial at 30, 34, 42, 50, and 52 may be heat sealed to plas 
tic layers 12 and 13 or may be attached thereto by a 
suitable cement. The opening 22 may be oblong in 
shape as shown or it may be circular, square, or any 
convenient shape. The mitten may be rectangular in 
shape as shown or may be rounded at the end corners 
if desired. These and other modi?cations will be appar 
ent to those skilled in the art, and this invention in 
eludes all modi?cations falling within the scope of the 
following claims. 

I claim: 
1. In a sanitary hand covering made of two adjacent 

layers of plastic film material having sides and one end 
at which the layers are sealed to each other and having 
free unsealed margins forming an open end for receiv 
ing a hand, a thumb stall for receiving a thumb, and a 
finger stall for receiving a group of ?ngers, the im 
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4 
provement wherein the material forming the distal end 
of the thumb stall is joined to the material forming the 
adjacent distal end of the ?nger stall to provide a strip 
of material from which the hand covering may be hung, 
and further comprising biasing means normally urging 
the layers of said hand covering away from each other 
at said open end to permit a hand to be easily inserted 
into said open end. 

2. A sanitary hand covering asde?ned in claim 1 
wherein said biasing means comprises stiffening mate 
rial added between said thumb stall and said ?nger stall 
at the lower margin of the opening therebetween. 

3. A sanitary hand covering as de?ned in claim 1 
wherein said biasing means comprises stiffening mate 
rial secured along the margin forming said open end. 

4. A sanitary covering as de?ned in claim 1 wherein 
said biasing means comprises stiffening material added 
to the closed end of the thumb stall and ?nger stall por 
tions of the covering. 

5. A sanitary hand covering constructed of a pair of 
layers of a thin ?lm of water impervious material, said 
layers of material being joined together in the plane of 
the hand in a continuous line extending from one side 
of the wrist around the hand to the other side of the 
wrist,‘the area of the hand covering which comprises 
the thumb stall being separated from the remainder of 
the hand covering by an opening of substantial size be 
tween said thumb stall and said remainder of the cover 
ing, the margins of the opening being entirely enclosed 
by the material of said ?lm, the margins of said opening 
being sealed to secure the two layers of said material to 
each other and exclude contamination,v the area of said 
covering between the said thumb stall and the portion 
which receives the ?ngers and which bears against the 
base of the thumb and the ?rst ?nger in use being stiff~ 
ened with additional material in a direction at right an 
gles to the seam, said stiffening constituting biasing 
means to tend to separate the layers of material form 
ing the palm and the back of the hand covering. 

6. A sanitary hand covering as de?ned in claim 5 
wherein said opening is large enough to ?t over a door 
knob. 

7. A sanitary hand covering as de?ned in claim 5 in 
which wrist portion of said hand covering is stiffened 
with additional material in a direction at right angles to 
the open end of said wrist portion, said stiffening con 
stituting biasing means tending to hold the end of said 
wrist portion open. ‘ 

8. A sanitary hand covering as de?ned in claim 5 in 
which a portion of said continuous seam is stiffened 
with additional material in a direction at right angles 
thereto, said stiffening constituting biasing means to 
tend to separate the layers of material forming the palm 
and the back of the hand covering. 

9. Sanitary hand covering as de?ned in claim 5 and 
further comprising a plurality of relatively small venti 
lation openings formed in the layer of material that 
constitutes the back of the hand covering. 

10. A sanitary hand covering as de?ned in claim 5 
wherein said hand covering is generally rectangular in 
shape, said opening being formed within said rectangu 
lar shape and being completely surrounded thereby. 
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