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TOILET TISSUE HOLDER 

CROSS-REFERENCE TO RELATED 
APPLICATIONS 

This application is a companion application to my ap 
plication Ser. No. 225,547 ?led concurrently herewith 
and entitled “Toilet Tissue Holder and Shelf 
Combination.” ~ ‘ . 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
The present invention generally appertains to new 

and novel improvements in holders for dispensing 
rolled sheet material and is particularly directed to a 
new and novel holder and dispenser for rolls of toilet 
tissue. _ _ 

2. State of the Prior Art 
~ There are many and varied known types of holders 
and dispensers for toilet tissue in rolled form but, in the. 
main, most of such holders suffer from the disadvan 
tage that they are or must become a permanent part of 
the wall of a bathroom or of a supporting structure 
forming part of the enclosure for the water closet. In 
addition, knowri'holders are not formed or mounted vso 
that they can dispose a roll of toilet tissue in the most 
convenient proximity to the toilet bowl and so that they 
can serve additional purposes, such as supporting arti 
cles. , 

SUMMARY OF THE INVENTION 
A primary object of the present invention is to pro 

vide a holder for a roll of toilet tissue that can be de 
tachably but reliably supported by a part of the water 
closet structure’itself, such as the toilet bowl, and that, 
in such supported position, can dispose a roll of toilet 
tissue for convenient and easy access by a user. 
Another important object of the present invention is 

to provide a water closet supported toilet tissue holder 
that also can function as a support for articles apart 
froma roll of toilet tissue. ‘ 
Generally considered, the present invention includes 

a substantially flat body portion that can be formed 
from any suitable sturdy and inexpensive materials, 
such as plastics. The body portion is elongated and has 
opposing end portions with one end portion being 
formed on one face of the body portion with a clamping 
means that is adapted to engage a part of a toilet bowl, 
such as' the rim, and thereby mountingly dispose the 
body portion in a horizontal position with the opposing 
end portion laterally projected outwardly away from 
the bowl. In various fashions, such as upstanding, in 
wardly or outwardly directed, or depending, a roll of 
toilet tissue is supported by a holding means formed on 
the outer end portion. The middle section of the body 
portion between its end portions can serve at the upper 
face of the body portion as a shelf type support for vari 
ous articles. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a perspective view of one form of tissue 
holder of the present invention, showing the same 
‘mounted on.the rim of a conventional toilet bowl which 
is shown in perspective. ' 
FIG. 2 is front elevational view of another form of 

holder in accordance with the present invention. 
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FIG. 3 is a front elevational view of a modi?ed form 

of holder showing the same mounted in place on the 
bowl rim, which is shown in fragmentary verticaltsec 
tion. 
FIG. 4 is a perspective view of another form of 

holder, in accordance with the present invention, and 
showing the same mounted on the top of the back wall ’ 

. of the toilet bowl. 
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FIG. 5 is a front elevational view of a modi?ed form 
of holder of the type shown in FIG. 4. 
FIG. 6 is a front elevational view of another form of 

holder in accordance with the present invention. 
FIG. 7 is a perspective showing of another form of 

holder in accordance with the present invention, with 
the holder being shown mounted on the top of the back ' 
wall of the bowl in secured relation with respect to the 
flush pipe between the ?ush tank and the bowl. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

Referring now more particularly to the accompany 
ing drawing and initially to FIG. 1 thereof, the refer 
ence numeral 10 generally designates a conventional _ 
toilet bowl which is part of a water closet that is not 
entirely shown. The bowl has a rim 12 and a ?at top 
surface 14 over the rear wall thereof. 
The holder 15 of the present invention, as shown in 

FIG. 1, is composed of an elongated substantially ?at 
body portion 16 that has opposing end portions 18 and 
20. The body portion is positioned horizontally with re 
lation to the bowl and in such placement has a lower 
face 22 and an upper face 24. The end portion 18 con 
stitutes an inner end portion-and on its lower or under 
face it is provided with a supporting means 26 that is 
adapted to engage the rim 12 of the bowl and dispose 
the body portion 16 securely in a horizontal position 
with the outer end portion 20 projected laterally from 
the bowl and disposed outwardly thereform a suitable 
distance. 
The supporting means 26 preferably is integrally as 

sociated with the body portion and, as shown in FIG. 
1, includes a pair of depending ribs 28 and 30 that are 
spaced part in vertical dependency from, the lower face 
22. The ribs are laterally spaced apart a sufficient dis 
tance that is substantially equal to the cross-sectional 
thickness or width of the bowl rim so that the rim is 
frictionally gripped by the ribs, as shown in FIG. 1. 
The body portion 16 is of a minimal thickness, that 

is exaggerated in the drawing, so that the seat (not 
shown) can properly rest on the rim. This is especially 
true of the bridging portion between theribs, that is, 
the portion that can be said to provide a bight portion 
between the ribs in the formation of what may be con 
sidered a U-shaped clamping arrangement. 
The outer end portion 20 supports an upstanding 

dowel 32 on which a usual roll of toilettissue 34 is dis 
posed for rotatable movement in the dispensing of the 
sheets of toilet tissue. Between the end portions, there 
is a center section 36 which, on the upper face 24, can 
serve as a shelf means for supporting various articles. 

Referring now to FIG. 2, the holder 150 has a body 
portion 16a, on the inner end portion 18a of which is 
a supporting means 26a wherein the outer rib 28a has 
an inturned lip 38 on its lower free end. ‘The lip faces 
the opposing rib 30d. Such rib construction is provided 
in the instance where the rim of the bowl has an inner 
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lower edge so' that the rib 28a can clamp under the 
lower edge. The lip' may be perforated so as not to in 
terfer with the flow of ?ush water from the ori?ces in 
the loweredge of the rim. _ V 

The outer end portion 40 of the body portion 16a is 
turned upwardly so as to be disposed substantially nor 
mal to the upper'face of the body portion. The inner 
face of such upturned end portion is provided with a 
horizontally projecting dowel 42 that overlies the upper 
face of the body portion and on which a roll of tissue 
44 is rotatably’ held by an end cap ‘46 removably fitted 
on'the outer endof the dowel. 
As shown in FIG. 3, the lip 38 can be provided with 

upstanding'teeth 46 of a ‘size and‘ shape to ?t in the 
flush orifices 48 in-the lower inner edge 49 of the rim 
12 in the instance where a more secure grip of the rim 
by the ribs is desired; In thisjarrangement, the inner rib 
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30b is shortened and more pointed like a tooth and is . 
slanted inwardly and downwardly, as shown in the 
drawing. ' 

In the form of FIG. 3, the holding means for a roll of 
tissue 50 comprises a pair of arms 52 and 54 that de 
pend‘ in spaced apart, parallel relation from the under 
face of the outer end portion 56 of the body portion. 
‘The arms have inner confronting faces on which annu 
lar proturbances 58 are formed for the rotatable recep 
tion of the ends of the core 60 for the tissue roll 50. The 
upper face or surface 62 of the outer end portion 56 
provides a shelf space. ' 

In the embodiment of FIG. 4, the body portion 16b 
is adapted to ?t on and span the flat top surface 14 of 
the bowl so that it lies at the back of the bowl instead 
of at either side, as in the instance of the holders of 
FIGS. l-3. The body portion 16b has its under face 
provided at the inner end portion and about at its cen 
ter with depending ribs 64 that grip the outer sides of 
the back wall below the top surface 14. The outer end 
portion 66 projects laterally from the top surface and 
is turned upwardly at an obtuse angle. A dowel 68 
projects inwardly and upwardly from the upwardly and 
outwardly inclined face of the upturned end portion 
and is adapted to rotatably support a roll of toilet tissue 
70. ‘ 

If needed, the ribs 64 can be provided on their free 
lower edges with inturned lips 72, as shown in FIG. 5, 
so that the. ribs can grip under the flange of the rim at 
the back wall of the bowl. In such instance, the ribs are 
slanted in parallel relation. 

In the embodiment of FIG. 6, wherein the body por 
tion 160 is adapted to ?t on the back wall, in the man 
ner shown in FIG. 4, the inner end portion has a de 
pending rib 74 that is slanted away from the under face 
of the body portion and terminates in an inturned lip 
76. This rib cooperates‘ with a depending arm or wall 
78 on the under face of the body portion in gripping the 
sides of the top surface of the back wall of the bowl. 

20 

25 

30 

35 

45 

60 

65 

3,806,055 
4 

The outer face of the wall 78 carries an outstanding 
dowel 80 on which the roll of tissue 82 is disposed. The 
upper face 84 of the outer end portion serves as a shelf 
means. - , 

In the embodiment of FIG. 7, the inner end portion 
86 of the body portion 16d has [an axial slot 88 formed 
therein for engaging'the flush pipe 90 between the tank 
(not shown) and the bowl 10. Cooperating with the 
slotted inner end in positioning and maintaining the 
body portion on the top wall 14 is a rib 92 provided on‘ 
the under face of the body portion. The outer end por 
tion 94 is turned up normal to the upper face of the 
body'portion and- has a dowel 96 projecting inwardly 
from its inner face. The space on the upper face of the 
body portion inwardly of the dowel constitutes a shelf 
space. I 

It can thus be seen that in all of the forms of holders 
described herein and shown in the drawing, the body 
portion is mounted on the rim at one of the sides or at 
the back of the bowl and has an outer end portion that 
projects laterally from a side or the back of the bowl in 
an unobtrusive manner and that supports by various 
types of holding means a roll of toilet tissue. Inwardly 
of the tissue holding means the body portion has space 
on its upper face that de?nes a shelf space for support? 
ing various articles. - 

Of course, while the best known forms of the present 
invention have been described herein and shown in the 
drawing, it is obvious that changes can be made therein 
so that the inventivejconcept is only restricted by the 
spirit and terms of the appended claims. 
What is claimed is: ' 
1. For attachment to a toilet bowl having a rim por 

tion provided with an inner ?anged edge having flush 
ori?ces, a one-piece holder for toilet tissue comprising 
a substantially elongated body portion having upper 
and lower opposing faces and inner and outer opposing 
end portions, a pair of laterally spaced apart ribs inte 
grally formed on the lower face of the body portion at 
the inner end portion thereof and extending perpendic 
ularly from said face for clampingly engaging the rim 
portion with said ribs ‘being spaced apart a distance 
substantially equal to the thickness of the rim portion 
so as to straddle the same and thereby dispose the body 
portion in a substantially horizontal position so that the 
outer end portion thereof is spaced laterally outwardly 
from the bowl, holding means for toilet tissue provided 
on said outer end portion with said upper face of the 
body portion intermediate the inner and outer end por 
tions constituting a shelf on which articles can be 
seated and one of said ribs having means for gripping 
under the inner ?anged edge on the rim portion. 

2. The invention of claim 1 including means on said 
one of the ribs for engaging the flush orifices in the said 
edge. . ' 

* * * * 4‘ 


